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Table 5.5.6.11-1: Floor Ack
	Derivation Path: 24.380 [10], Table 8.2.13-1.

	Information Element
	Value/remark
	Comment
	Condition

	RTCP header
	
	
	

	  Subtype
	01010
	Floor Ack
	

	  SSRC
	The SSRC of the SS
	The SSRC of the floor control server for on-network and floor arbitrator for off-network.
	DOWNLINK

	
	The SSRC of the UE
	The SSRC of the floor participant sending the message
	UPLINK

	  name
	MCPT
	
	

	Source
	
	
	

	  Source
	"2"
	The controlling MCPTT function is the sender of the message see TS 24.380[10] cl 4.2.1 and cl. 8.2.3.12
	DOWNLINK

	  Source
	"0"
	The Floor participant is the sender of the message see TS 24.380[10] cl 6.2 and cl. 8.2.3.12
	UPLINK

	Message Type
	
	
	

	  Message Type
	’0000xxxx’ ’0001xxxx’ with ‘xxxx’ being the lower four bits of the subtype of the message to be acknowledged
	Message Type of the Floor Control message which requested the acknowledgment
	

	Track Info
	Not present
	The MCPTT call does not involve a non-controlling MCPTT function
	

	Location
	Not present
	Rel-16
	DOWNLINK

	Location
	If present
	Rel-16
	UPLINK

	  Location Type
	'00000000'
	Not provided
See TS 24.380 [10] Table 8.2.3.21-3
	

	  Location Value
	Not present
	See TS 24.380 [10] Table 8.2.3.21-3.
Not present if Location Type is set to "Not provided"
	



	Condition
	Explanation 

	UPLINK
	The message is sent from the UE

	DOWNLINK
	The message is sent from the SS

	For further conditions see table 5.5.6.1-1
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