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<<Unchanged sections skipped>>
[bookmark: _Toc27478722][bookmark: _Toc36227436]D.2	Interference signals
Table D.2-1 and Table D.2-4 describes the modulated interferer for different channel bandwidth options for NR band lower than 2700MHz.
Table D.2-1: Description of modulated NR interferer for NR bands with FDL_high< 2700 MHz and FUL_high< 2700 MHz
	
	Channel bandwidth

	
	5 MHz
	10MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz

	RB
	NOTE1

	BWInterferer
	5 MHz

	
	Channel bandwidth

	
	50 MHz
	60 MHz
	70 MHz
	80 MHz
	90 MHz
	100 MHz
	

	RB
	NOTE1

	BWInterferer
	5 MHz

	NOTE 1:	The RB configured for interfering signal is the same as maximum RB number defined in Table 5.3.2-1 for each sub-carrier spacing.



Table D.2-2 and Table D.2-3 describe the modulated interferer for different channel bandwidth options for NR band higher than 3300MHz.
Table D.2-2: Description of modulated NR interferer for NR bands with FDL_low≥ 3300 MHz and FUL_low≥ 3300 MHz
	
	Channel bandwidth

	
	10 MHz
	15 MHz
	20 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz
	90 MHz
	100 MHz

	RB
	NOTE1

	BWInterferer
	10 MHz
	15 MHz
	20 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz
	90 MHz
	100 MHz

	NOTE 1:	The RB configured for interfering signal is the same as maximum RB number defined in Table 5.3.2-1 for each sub-carrier spacing.



Table D.2-3: Description of modulated NR interferer for NR bands with FDL_low≥ 3300 MHz and FUL_low≥ 3300 MHz for Intra-band contiguous CA
	
	Aggregated Channel bandwidth of Bandwidth Class C
	Bandwidth Class D/E

	
	110 MHz
	120 MHz
	130 MHz
	140 MHz
	150 MHz
	160 MHz
	180 MHz
	200 MHz
	

	RB(SCS=30 kHz)
	Note 1
	133

	RB(SCS=60 kHz)
	Note 1
	65

	BWInterferer
	110 MHz
	120 MHz
	130 MHz
	140 MHz
	150 MHz
	160 MHz
	180 MHz
	200 MHz
	50MHz

	NOTE 1:	The interfering signal shall be configured in the same way as the aggregated bandwidth of the wanted signal. The RB configurations for each component carrier are defined in Table 5.3.2-1 for each sub-carrier spacing.



Table D.2-4: Description of modulated NR interferer for NR bands with FDL_low < 2700 MHz and FUL_low < 2700 MHz for Intra-band contiguous CA
	
	Bandwidth Class B
	Bandwidth Class C

	RB
	NOTE 1
	NOTE 1

	BWInterferer
	5 MHz
	5 MHz

	NOTE 1:	The RB configured for interfering signal is the same as maximum RB number defined in Table 5.3.2-1 for each sub-carrier spacing.
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