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[Start of change]
[bookmark: _Toc21103463]9.2.5.1.1	Initial registration / Success / 5G-GUTI reallocation, Last visited TAI
9.2.5.1.1.1	Test Purpose (TP)
(1)
with { the UE has no valid 5G-GUTI but available SUCI and switched off }
ensure that {
  when { the UE is switched on }
    then { the UE sends a REGISTRATION REQUEST message including the SUCI in the 5GS mobile identity IE }
            }

(2)
with { the UE is 5GMM-REGISTERED state with assigned 5G-GUTI and last visited registered TAI and switched off }
ensure that {
  when { the UE is switched on }
    then { the UE sends a REGISTRATION REQUEST message including the 5G-GUTI assigned previously in the 5GS mobile identity IE and the last visited registered TAI }
            }

9.2.5.1.1.2	Conformance requirements
References: The conformance requirements covered in the current TC are specified in: TS 24.501 clauses 5.5.1.2.2 and 5.5.1.2.4. Unless otherwise stated these are Rel-15 requirements.
[TS 24.501, clause 5.5.1.2.2]
The UE initiates the registration procedure for initial registration by sending a REGISTRATION REQUEST message to the AMF, starting timer T3510. If timer T3502 is currently running, the UE shall stop timer T3502. If timer T3511 is currently running, the UE shall stop timer T3511.
During initial registration the UE handles the 5GS mobile identity IE in the following order:
…
b)	if the UE holds a valid 5G-GUTI that was previously assigned, over 3GPP access or non-3GPP access, by the same PLMN with which the UE is performing the registration, the UE shall indicate the 5G-GUTI in the 5GS mobile identity IE;
c)	if the UE holds a valid 5G-GUTI that was previously assigned, over 3GPP access or non-3GPP access, by an equivalent PLMN, the UE shall indicate the 5G-GUTI in the 5GS mobile identity IE;
d)	if the UE holds a valid 5G-GUTI that was previously assigned, over 3GPP access or non-3GPP, by any other PLMN, the UE shall indicate the 5G-GUTI in the 5GS mobile identity IE;
e)	if a SUCI is available the UE shall include the SUCI in the 5GS mobile identity IE; and
If the SUCI is included in the 5GS mobile identity IE and the timer T3519 is not running, the UE shall start timer T3519 and store the value of the SUCI sent in the REGISTRATION REQUEST message. The UE shall include the stored SUCI in the REGISTRATION REQUEST message while timer T3519 is running.
…
If the last visited registered TAI is available, the UE shall include the last visited registered TAI in the REGISTRATION REQUEST message.
[TS 24.501, clause 5.5.1.2.4]
The 5G-GUTI reallocation shall be part of the initial registration procedure. During the initial registration procedure, if the AMF has not allocated a new 5G-GUTI by the generic UE configuration update procedure, the AMF shall include in the REGISTRATION ACCEPT message the new assigned 5G-GUTI together with the assigned TAI list.
9.2.5.1.1.3	Test description
9.2.5.1.1.3.1	Pre-test conditions
System Simulator:
-	WLAN Cell 27
UE:
-	None.
Preamble:
-	The UE is in state Switched OFF (state 0W-B) according to TS 38.508-1 [4].
9.2.5.1.1.3.2	Test procedure sequence
Table 9.2.5.1.1.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	2-8
	UE establishes an IPSEC SA and trigger 5GMM Registration procedure by executing steps 1 to 7 of Table 4.5.2.2-3 in TS 38.508-1 [4].
	-
	-
	-
	-

	9
	SS transmits an REGISTRATION REJECT message with the 5GMM cause IE setting as “Illegal ME”.
NOTE 1: 5G-GUTI-1 should be deleted, then UE has no valid 5G-GUTI but available SUCI now.
	<--
	REGISTRATION REJECT
	-
	-

	10
	The generic procedure for SS-requested IPsec Secure tunnel disconnection, specified in subclause 4.5A.3 of TS 38.508-1 [4], takes place performing disconnection of security association.
	-
	-
	-
	-

	11
	If possible (see ICS) switch off is performed or the USIM is removed.
Otherwise the power is removed.
	-
	-
	-
	-

	12
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	13-23
	Steps 1-11 of Table 4.5.2.2-2 of the generic procedure in TS 38.508-1 [4] are performed.
	-
	-
	1
	P

	24
	If possible (see ICS) switch off is performed or the USIM is removed.
Otherwise the power is removed.
	-
	-
	-
	-

	25
	The UE is brought back to operation or the USIM is inserted.
	-
	-
	-
	-

	26-35
	Steps 1-11 of Table 4.5.2.2-2 of the generic procedure in TS 38.508-1 [4] are performed.
	-
	-
	2
	P



9.2.5.1.1.3.3	Specific message contents
Table 9.2.5.1.1.3.3-1: Message REGISTRATION REJECT (step 9, Table 9.2.5.1.1.3.2-1)
	Derivation path: TS 38.508-1 [4], table 4.7.1-9

	Information Element
	Value/Remark
	Comment
	Condition

	5GMM cause
	'0000 0011'B
	Illegal UE
	



Table 9.2.5.1.1.3.3-2: Message REGISTRATION REQUEST (step 15, Table 9.2.5.1.1.3.2-1)
	Derivation path: TS 38.508-1 [4], table 4.7.1-6

	Information Element
	Value/Remark
	Comment
	Condition

	5GS registration type
	'0000 0001'B
	Initial registration
	

	5GS mobile identity
	SUCI
	The SUCI of UE
	



Table 9.2.5.1.1.3.3-3: Message REGISTRATION ACCEPT (step 21, Table 9.2.5.1.1.3.2-1)
	Derivation path: TS 38.508-1 [4], table 4.7.1-7

	Information Element
	Value/Remark
	Comment
	Condition

	5G-GUTI
	5G-GUTI-2
	
	



Table 9.2.5.1.1.3.3-4: Message REGISTRATION REQUEST (step 34, Table9.2.5.1.1.3.2-1)
	Derivation path: TS 38.508-1 [4], table 4.7.1-6

	Information Element
	Value/Remark
	Comment
	Condition

	5GS registration type
	'0000 0001'B
	Initial registration
	

	5GS mobile identity
	5G-GUTI-2
	
	

	Last visited registered TAI
	TAI-1
	N3GPP TAI
	



[End of change]
