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< Unchanged Sections Ommitted >
Other test parameters are defined in TS 38.521-4 [3] Tables 5.2.2.1.1_1.4-1 and 5.2.2.1.1_1.4-2.
[bookmark: _Toc46239225][bookmark: _Toc46384229][bookmark: _Toc46480311][bookmark: _Toc51833649][bookmark: _Toc58504755][bookmark: _Toc68540498][bookmark: _Toc75464035][bookmark: _Toc83680345][bookmark: _Toc92099916][bookmark: _Toc99980450]A.3.1.1.1.4	Test Description
A.3.1.1.1.4.1	Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state. Apply the Initial conditions defined in TS 38.521-4 [3] clause 5.2.2.1.1_1.3.1 with the following additional steps and/or exceptions:
1.1	Connect an application server to the IP output of the SS.
1.2	For an embedded configuration, ensure that the UE has an client test application available. For a tethered configuration, tether the UE to a laptop configured with TCP client software using the appropriate UE to PC interface Modem or Network Interface Connection (NIC) drivers.
5.	For NSA case, the E-UTRA anchor is configured as per Annex E. Ensure the UE is in RRC_CONNECTED State with generic procedure parameters Connectivity NR for NR/5GC with Connected without Release On, Test Mode Off or EN-DC, DC bearer MCG and SCG, Connected without release On, Test Mode Off for EN-DC. Message contents are as per TS 38.521-4 [3] clause 5.2.2.1.1_1.3.3 and 5.2.2.1.1_1.3.3_2 and Tables 5.2.2.1.1_1.3.3_1-1 through 5.2.2.1.1_1.3.3_1-4 with the exceptions define in Annex H.
A.3.1.1.1.4.2	Procedure
1.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to TS 38.521-4 [3] Table 5.2.2.1.1.0-2. The SS sends downlink MAC padding bits on the DL RMC.

< Unchanged Sections Ommitted >
Other test parameters are defined in TS 38.521-4 [3] Tables 5.2.2.2.1_1.4-1 and 5.2.2.2.1_1.4-2.
[bookmark: _Toc46239227][bookmark: _Toc46384234][bookmark: _Toc46480316][bookmark: _Toc51833654][bookmark: _Toc58504760][bookmark: _Toc68540503][bookmark: _Toc75464040][bookmark: _Toc83680350][bookmark: _Toc92099921][bookmark: _Toc99980455]A.3.1.1.2.4	Test Description
A.3.1.1.2.4.1	Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state. Apply the Initial conditions defined in TS 38.521-4 [3] clause 5.2.2.2.1_1.3.1 with the following additional steps and/or exceptions:
1.1	Connect an application server to the IP output of the SS.
1.2	For an embedded configuration, ensure that the UE has an client test application available. For a tethered configuration, tether the UE to a laptop configured with TCP client software using the appropriate UE to PC interface Modem or Network Interface Connection (NIC) drivers.
5.	For NSA case, the E-UTRA anchor is configured as per Annex E. Ensure the UE is in RRC_CONNECTED State with generic procedure parameters Connectivity NR for NR/5GC with Connected without Release On, Test Mode Off or EN-DC, DC bearer MCG and SCG, Connected without release On, Test Mode Off  for EN-DC. Message contents are as per TS 38.521-4 [3] clause 5.2.2.2.1_1.3.3 and 5.2.2.2.1_1.3.3_2 and Tables 5.2.2.2.1_1.3.3_1-1 through 5.2.2.2.1_1.3.3_1-4 with the exceptions defined in Annex H.
A.3.1.1.2.4.2	Procedure
1.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to TS 38.521-4 [3] Table 5.2.2.2.1.0-2. The SS sends downlink MAC padding bits on the DL RMC.

< Unchanged Sections Ommitted >
Other test parameters are defined in TS 38.521-4 [3] Tables 5.2.3.1.1_1.4-1 and 5.2.3.1.1_1.4-2.
A.3.1.2.1.4	Test Description
A.3.1.2.1.4.1	Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state. Apply the Initial conditions defined in TS 38.521-4 [3] clause 5.2.3.1.1_1.3.1 with the following additional steps and/or exceptions:
1.1	Connect an application server to the IP output of the SS.
1.2	For an embedded configuration, ensure that the UE has an client test application available. For a tethered configuration, tether the UE to a laptop configured with TCP client software using the appropriate UE to PC interface Modem or Network Interface Connection (NIC) drivers.
5.	For NSA case, the E-UTRA anchor is configured as per Annex E. Ensure the UE is in RRC_CONNECTED State with generic procedure parameters Connectivity NR for NR/5GC with Connected without Release On, Test Mode Off or EN-DC, DC bearer MCG and SCG, Connected without release On, Test Mode Off for EN-DC. Message contents are as per TS 38.521-4 [3] clause 5.2.3.1.1_1.3.3 and 5.2.3.1.1_1.3.3_2 and Tables 5.2.3.1.1_1.3.3_1-1 through 5.2.3.1.1_1.3.3_1-4 with the exceptions defined in Annex H.
A.3.1.2.1.4.2	Procedure
1.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to TS 38.521-4 [3] Table 5.2.3.1.1.0-2. The SS sends downlink MAC padding bits on the DL RMC.
< Unchanged Sections Ommitted >
Other test parameters are defined in TS 38.521-4 [3] Tables 5.2.3.2.1_1.4-1 and 5.2.3.2.1_1.4-2.
[bookmark: _Toc46239237][bookmark: _Toc46384244][bookmark: _Toc46480326][bookmark: _Toc51833664][bookmark: _Toc58504770][bookmark: _Toc68540513][bookmark: _Toc75464050][bookmark: _Toc83680360][bookmark: _Toc92099931][bookmark: _Toc99980465]A.3.1.2.2.4	Test Description
A.3.1.2.2.4.1	Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state. Apply the Initial conditions defined in TS 38.521-4 [3] clause 5.2.3.2.1_1.3.1 with the following additional steps and/or exceptions:
1.1	Connect an application server to the IP output of the SS.
1.2	For an embedded configuration, ensure that the UE has an client test application available. For a tethered configuration, tether the UE to a laptop configured with TCP client software using the appropriate UE to PC interface Modem or Network Interface Connection (NIC) drivers.
5.	For NSA case, the E-UTRA anchor is configured as per Annex E. Ensure the UE is in RRC_CONNECTED State with generic procedure parameters Connectivity NR for NR/5GC with Connected without Release On, Test Mode Off or EN-DC, DC bearer MCG and SCG, Connected without release On, Test Mode Off for EN-DC. Message contents are as per TS 38.521-4 [3] clauses 5.2.3.2.1_1.3.3 and 5.2.3.2.1_1.3.3_2 and Tables 5.2.3.2.1_1.3.3_1-1 through 5.2.3.2.1_1.3.3_1-4 with the exceptions defined in Annex H.
A.3.1.2.2.4.2	Procedure
1.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to TS 38.521-4 [3] Table 5.2.3.2.1.0-2. The SS sends downlink MAC padding bits on the DL RMC.

< Unchanged Sections Ommitted >
Other test parameters are defined in TS 38.521-4 [3] Tables 5.2.2.1.1_1.4-1 and 5.2.2.1.1_1.4-2.
A.5.1.1.1.4	Test Description
A.5.1.1.1.4.1	Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state. Apply the Initial conditions defined in TS 38.521-4 [3] clause 5.2.2.1.1_1.3.1 with the following additional steps and/or exceptions:
1.1	Connect an application server to the IP output of the SS.
1.2	For an embedded configuration, ensure that the UE has an client test application available. For a tethered configuration, tether the UE to a laptop configured with TCP client software using the appropriate UE to PC interface Modem or Network Interface Connection (NIC) drivers.
5.	For NSA case, the E-UTRA anchor is configured as per Annex E. Ensure the UE is in RRC_CONNECTED State with generic procedure parameters Connectivity NR for NR/5GC with Connected without Release On, Test Mode Off or EN-DC, DC bearer MCG and SCG, Connected without release On, Test Mode Off for EN-DC. Message contents are as per TS 38.521-4 [3] clause 5.2.2.1.1_1.3.3 and 5.2.2.1.1_1.3.3_2 and Tables 5.2.2.1.1_1.3.3_1-1 through 5.2.2.1.1_1.3.3_1-4 with the exceptions defined in Annex H.
A.5.1.1.1.4.2	Procedure
1.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to TS 38.521-4 [3] Table 5.2.2.1.1.0-2. The SS sends downlink MAC padding bits on the DL RMC.
< Unchanged Sections Ommitted >
Other test parameters are defined in TS 38.521-4 [3] Tables 5.2.2.2.1_1.4-1 and 5.2.2.2.1_1.4-2.
[bookmark: _Toc46239261][bookmark: _Toc46384268][bookmark: _Toc46480350][bookmark: _Toc51833688][bookmark: _Toc58504792][bookmark: _Toc68540535][bookmark: _Toc75464072][bookmark: _Toc83680382][bookmark: _Toc92099953][bookmark: _Toc99980487]A.5.1.1.2.4	Test Description
A.5.1.1.2.4.1	Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state. Apply the Initial conditions defined in TS 38.521-4 [3] clause 5.2.2.2.1_1.3.1 with the following additional steps and/or exceptions:
1.1	Connect an application server to the IP output of the SS.
1.2	For an embedded configuration, ensure that the UE has an client test application available. For a tethered configuration, tether the UE to a laptop configured with UDP client software using the appropriate UE to PC interface Modem or Network Interface Connection (NIC) drivers.
5.	For NSA case, the E-UTRA anchor is configured as per Annex E. Ensure the UE is in RRC_CONNECTED State with generic procedure parameters Connectivity NR for NR/5GC with Connected without Release On, Test Mode Off or EN-DC, DC bearer MCG and SCG, Connected without release On, Test Mode Off for EN-DC. Message contents are as per TS 38.521-4 [3] clause 5.2.2.2.1_1.3.3 and 5.2.2.2.1_1.3.3_2 and Tables 5.2.2.2.1_1.3.3_1-1 through 5.2.2.2.1_1.3.3_1-4 with the exceptions defined in Annex H.
A.5.1.1.2.4.2	Procedure
1.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to TS 38.521-4 [3] Table 5.2.2.2.1.0-2. The SS sends downlink MAC padding bits on the DL RMC.
< Unchanged Sections Ommitted >
Other test parameters are defined in TS 38.521-4 [3] Tables 5.2.3.1.1_1.4-1 and 5.2.3.1.1_1.4-2.
[bookmark: _Toc46239264][bookmark: _Toc46384274][bookmark: _Toc46480356][bookmark: _Toc51833694][bookmark: _Toc58504798][bookmark: _Toc68540541][bookmark: _Toc75464078][bookmark: _Toc83680388][bookmark: _Toc92099959][bookmark: _Toc99980493]A.5.1.2.1.4	Test Description
A.5.1.2.1.4.1	Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state. Apply the Initial conditions defined in TS 38.521-4 [3] clause 5.2.3.1.1_1.3.1 with the following additional steps and/or exceptions:
1.1	Connect an application server to the IP output of the SS.
1.2	For an embedded configuration, ensure that the UE has an client test application available. For a tethered configuration, tether the UE to a laptop configured with UDP client software using the appropriate UE to PC interface Modem or Network Interface Connection (NIC) drivers.
5.	For NSA case, the E-UTRA anchor is configured as per Annex E. Ensure the UE is in RRC_CONNECTED State with generic procedure parameters Connectivity NR for NR/5GC with Connected without Release On, Test Mode Off or EN-DC, DC bearer MCG and SCG, Connected without release On, Test Mode Off for EN-DC. Message contents are as per TS 38.521-4 [3] clause 5.2.3.1.1_1.3.3 and 5.2.3.1.1_1.3.3_2 and Tables 5.2.3.1.1_1.3.3_1-1 through 5.2.3.1.1_1.3.3_1-4 with the exceptions defined in Annex H.
A.5.1.12.1.4.2	Procedure
1.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to TS 38.521-4 [3] Table 5.2.3.1.1.0-2. The SS sends downlink MAC padding bits on the DL RMC.
< Unchanged Sections Ommitted >
[bookmark: _Toc83680442][bookmark: _Toc92100013][bookmark: _Toc99980543]Other test parameters are defined in TS 38.521-4 [3] Tables 5.2.3.2.1_1.4-1 and 5.2.3.2.1_1.4-2.
[bookmark: _Toc46239269][bookmark: _Toc46384279][bookmark: _Toc46480361][bookmark: _Toc51833699][bookmark: _Toc58504803][bookmark: _Toc68540546][bookmark: _Toc75464083][bookmark: _Toc83680393][bookmark: _Toc92099964][bookmark: _Toc99980498]A.5.1.2.2.4	Test Description
A.5.1.2.2.4.1	Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state. Apply the Initial conditions defined in TS 38.521-4 [3] clause 5.2.3.2.1_1.3.1 with the following additional steps and/or exceptions:
1.1	Connect an application server to the IP output of the SS.
1.2	For an embedded configuration, ensure that the UE has an client test application available. For a tethered configuration, tether the UE to a laptop configured with UDP client software using the appropriate UE to PC interface Modem or Network Interface Connection (NIC) drivers.
5.	For NSA case, the E-UTRA anchor is configured as per Annex E. Ensure the UE is in RRC_CONNECTED State with generic procedure parameters Connectivity NR for NR/5GC with Connected without Release On, Test Mode Off or EN-DC, DC bearer MCG and SCG, Connected without release On, Test Mode Off  for EN-DC. Message contents are as per TS 38.521-4 [3] clause 5.2.3.2.1_1.3.3 and 5.2.3.2.1_1.3.3_2 and Tables 5.2.3.2.1_1.3.3_1-1 through 5.2.3.2.1_1.3.3_1-4 with the exceptions defined in Annex H.
A.5.1.2.2.4.2	Procedure
1.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to TS 38.521-4 [3] Table 5.2.3.2.1.0-2. The SS sends downlink MAC padding bits on the DL RMC.
< Unchanged Sections Ommitted >
[bookmark: _Toc83680449][bookmark: _Toc92100020][bookmark: _Toc99980550]A.10.1.1.1.3	Test Parameters
The test parameters are specified in Table A.10.1.1.1.3-1. Test1 is to be selected as test point.

Table A.10.1.1.1.3-1: FDD FR1 2Rx Test point
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Frequency range
	
	FR1
	FR1
	FR2

	Bandwidth
	MHz
	10
	40
	100

	Subcarrier spacing
	kHz
	15
	30
	120

	Duplex Mode
	
	FDD
	TDD
	TDD

	TDD Slot Configuration
	
	N/A
	7D1S2U
S:6D+4G+4U
	DDSU
S:11D+3G+0U

	SNR
	dB
	20 
	20
	16

	Propagation channel
	
	TDLA30-5
	TDLA30-5 
	TDLA30-35

	Antenna configuration
	
	ULA Low 2x2
	ULA Low 2x2
	ULA Low 2x2

	Beamforming Model
	
	As defined in Annex B.4.1 in TS 38.101-4
	As defined in Annex B.4.1 in TS 38.101-4
	As defined in Annex B.4.1 in TS 38.101-4

	Receiver type
	
	MMSE-IRC
	MMSE-IRC
	MMSE-IRC

	PDSCH configuration
	Mapping type
	
	Type A
	Type A
	Type A

	
	Starting symbol (S)
	
	2
	2
	2

	
	Length (L)
	
	12
	12
	12

	
	PRB bundling size
	
	2
	2
	2

	
	PRB bundling type
	
	Static
	Static
	Static

	
	VRB-to-PRB mapping interleaver bundle size
	
	Non-interleaved
	Non-interleaved
	Non-interleaved

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1
	Type 1
	Type 1

	
	Number of additional DMRS
	
	1
	1
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1
	1
	1

	CSI measurement channels (Note 2)
	
	As specified in Table A.4-2 of TS 38.101-4:
Rank 1: TBS.2-1
Rank 2: TBS.2-2
	As specified in Table A.4-2 of TS 38.101-4:
Rank 1: TBS.2-3
Rank 2: TBS.2-4
	As specified in Table A.4-1 of TS 38.101-4:
Rank 1: TBS.1-1
Rank 2: TBS.1-2

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic
	Periodic
	Periodic

	
	Number of CSI-RS ports (X)
	
	4
	4
	4

	
	CDM Type
	
	FD-CDM2
	FD-CDM2
	FD-CDM2

	
	Density (ρ)
	
	1
	1
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 5, (4)
	Row 5, (4)
	Row 5, (8)

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	9
	9
	13

	
	CSI-RS
periodicity and offset
	slot
	5/1 
	10/1
	8/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Periodic
	Periodic
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	2
	2
	2

	
	CDM Type
	
	FD-CDM2
	FD-CDM2
	FD-CDM2

	
	Density (ρ)
	
	1
	1
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 3 (6)
	Row 3 (6)
	Row 3 (6)

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	13
	13
	13

	
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	5/1
	10/1 
	Not configured

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic
	Periodic
	Periodic

	
	CSI-IM RE pattern
	
	Pattern 0
	Pattern 0
	Pattern 1

	
	CSI-IM Resource Mapping
(kCSI-IM,lCSI-IM)
	
	(4,9)
	(4,9)
	(8,13)

	
	CSI-IM timeConfig
periodicity and offset
	slot
	5/1
	10/1
	Not configured

	ReportConfigType
	
	Aperiodic
	Aperiodic
	Aperiodic

	CQI-table
	
	Table 2
	Table 2
	Table 2

	reportQuantity
	
	cri-RI-PMI-CQI
	cri-RI-PMI-CQI
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	not configured
	not configured
	not configured

	timeRestrictionForInterferenceMeasurements
	
	not configured
	not configured
	not configured

	cqi-FormatIndicator
	
	Wideband
	Wideband
	Wideband

	pmi-FormatIndicator
	
	Wideband
	Wideband
	Wideband

	Sub-band Size
	RB
	8 
	16
	8

	csi-ReportingBand
	
	1111111
	1111111
	111111111

	CSI-Report periodicity and offset
	slot
	Not configured
	Not configured
	Not configured

	Aperiodic Report Slot Offset
	
	5
	9
	7

	CSI request
	
	1 in slots i, where mod(i, 5) = 0, otherwise it is equal to 0
	1 in slots i, where mod(i, 10) = 0, otherwise it is equal to 0
	1 in slots i, where mod(i, 8) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1
	1
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel
	typeI-SinglePanel
	typeI-SinglePanel

	
	Codebook Mode
	
	1
	1
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	N/A
	N/A
	N/A

	
	CodebookSubsetRestriction
	
	Not configured
	Not configured
	Not configured

	
	RI Restriction
	
	N/A
	N/A
	N/A

	Physical channel for CSI report
	
	PUSCH
	PUSCH
	PUSCH

	CQI/RI/PMI delay
	ms
	6
	5.5
	1.375

	Maximum number of HARQ transmission
	
	1
	1
	1

	Test metric
	
	[T]% of max throughput at target SNR.

	Note 1:	Other common test parameters are defined in Section 6.1.2 of 38.101-4 for Tests 1 and 2 and Section 8.1.2 of 38.101-4 for Test 3.
Note 2:	PDSCH is not scheduled on slots containing CSI-RS for CSI acquisition, CSI-RS for tracking and CSI-RS for beam refinement (for Test 3 only).



[bookmark: _Toc83680443][bookmark: _Toc92100014][bookmark: _Toc99980544]A.10.1.1.1.4	Test Description
[bookmark: _Toc83680444][bookmark: _Toc92100015][bookmark: _Toc99980545]A.10.1.1.1.4.1	Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state. Apply the Initial conditions defined in TS 38.521-4 [3] clause 6.4.2.1_1.4.1 with the following additional steps and/or exceptions:
1.1		Connect an application server to the IP output of the SS.
1.2		For an embedded configuration, ensure that the UE has a client test application available. For a tethered configuration, tether the UE to a laptop configured with FTP client software using the appropriate UE to PC interface Modem or Network Interface Connection (NIC) drivers.
2.	In Step 2 skip reference to 38.521-4 [3] Table 5.2.2.1.1.0-2 and Table 5.2.2.1.0-3 since test parameters are already defined for this test.
5.	For NSA case, the E-UTRA anchor is configured as per Annex E. Ensure the UE is in RRC_CONNECTED State with generic procedure parameters Connectivity NR for NR/5GC with Connected without Release On, Test Mode Off or EN-DC, DC bearer MCG and SCG, Connected without release On, Test Mode Off for EN-DC. Message contents are as per TS 38.521-4 [3] Clause 6.4.2.1_1.4.3 with the exceptions defined in Annex H.
[bookmark: _Toc83680445][bookmark: _Toc92100016][bookmark: _Toc99980546]A.10.1.1.1.4.2	Test Procedure
1.	Set the parameters of bandwidth, reference channel, the propagation condition, antenna configuration, antenna correlation, Codebook configuration, Beamforming Model, RI configuration and SNR according to Table A.10.1.1.1.3-1 as appropriate.
< Unchanged Sections Ommitted >
[bookmark: _Toc92100028][bookmark: _Toc99980558]A.10.1.1.2.3	Test Parameters
The test parameters are specified in Table A.10.1.1.2.3-1. Test2 is to be selected as test point.
Table A.10.1.1.2.3-1: TDD FR1 2Rx Test point
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Frequency range
	
	FR1
	FR1
	FR2

	Bandwidth
	MHz
	10
	40
	100

	Subcarrier spacing
	kHz
	15
	30
	120

	Duplex Mode
	
	FDD
	TDD
	TDD

	TDD Slot Configuration
	
	N/A
	7D1S2U
S:6D+4G+4U
	DDSU
S:11D+3G+0U

	SNR
	dB
	20 
	20
	16

	Propagation channel
	
	TDLA30-5
	TDLA30-5 
	TDLA30-35

	Antenna configuration
	
	ULA Low 2x2
	ULA Low 2x2
	ULA Low 2x2

	Beamforming Model
	
	As defined in Annex B.4.1 in TS 38.101-4
	As defined in Annex B.4.1 in TS 38.101-4
	As defined in Annex B.4.1 in TS 38.101-4

	Receiver type
	
	MMSE-IRC
	MMSE-IRC
	MMSE-IRC

	PDSCH configuration
	Mapping type
	
	Type A
	Type A
	Type A

	
	Starting symbol (S)
	
	2
	2
	2

	
	Length (L)
	
	12
	12
	12

	
	PRB bundling size
	
	2
	2
	2

	
	PRB bundling type
	
	Static
	Static
	Static

	
	VRB-to-PRB mapping interleaver bundle size
	
	Non-interleaved
	Non-interleaved
	Non-interleaved

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1
	Type 1
	Type 1

	
	Number of additional DMRS
	
	1
	1
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1
	1
	1

	CSI measurement channels (Note 2)
	
	As specified in Table A.4-2 of TS 38.101-4:
Rank 1: TBS.2-1
Rank 2: TBS.2-2
	As specified in Table A.4-2 of TS 38.101-4:
Rank 1: TBS.2-3
Rank 2: TBS.2-4
	As specified in Table A.4-1 of TS 38.101-4:
Rank 1: TBS.1-1
Rank 2: TBS.1-2

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic
	Periodic
	Periodic

	
	Number of CSI-RS ports (X)
	
	4
	4
	4

	
	CDM Type
	
	FD-CDM2
	FD-CDM2
	FD-CDM2

	
	Density (ρ)
	
	1
	1
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 5, (4)
	Row 5, (4)
	Row 5, (8)

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	9
	9
	13

	
	CSI-RS
periodicity and offset
	slot
	5/1 
	10/1
	8/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Periodic
	Periodic
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	2
	2
	2

	
	CDM Type
	
	FD-CDM2
	FD-CDM2
	FD-CDM2

	
	Density (ρ)
	
	1
	1
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 3 (6)
	Row 3 (6)
	Row 3 (6)

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	13
	13
	13

	
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	5/1
	10/1 
	Not configured

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic
	Periodic
	Periodic

	
	CSI-IM RE pattern
	
	Pattern 0
	Pattern 0
	Pattern 1

	
	CSI-IM Resource Mapping
(kCSI-IM,lCSI-IM)
	
	(4,9)
	(4,9)
	(8,13)

	
	CSI-IM timeConfig
periodicity and offset
	slot
	5/1
	10/1
	Not configured

	ReportConfigType
	
	Aperiodic
	Aperiodic
	Aperiodic

	CQI-table
	
	Table 2
	Table 2
	Table 2

	reportQuantity
	
	cri-RI-PMI-CQI
	cri-RI-PMI-CQI
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	not configured
	not configured
	not configured

	timeRestrictionForInterferenceMeasurements
	
	not configured
	not configured
	not configured

	cqi-FormatIndicator
	
	Wideband
	Wideband
	Wideband

	pmi-FormatIndicator
	
	Wideband
	Wideband
	Wideband

	Sub-band Size
	RB
	8 
	16
	8

	csi-ReportingBand
	
	1111111
	1111111
	111111111

	CSI-Report periodicity and offset
	slot
	Not configured
	Not configured
	Not configured

	Aperiodic Report Slot Offset
	
	5
	9
	7

	CSI request
	
	1 in slots i, where mod(i, 5) = 0, otherwise it is equal to 0
	1 in slots i, where mod(i, 10) = 0, otherwise it is equal to 0
	1 in slots i, where mod(i, 8) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1
	1
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel
	typeI-SinglePanel
	typeI-SinglePanel

	
	Codebook Mode
	
	1
	1
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	N/A
	N/A
	N/A

	
	CodebookSubsetRestriction
	
	Not configured
	Not configured
	Not configured

	
	RI Restriction
	
	N/A
	N/A
	N/A

	Physical channel for CSI report
	
	PUSCH
	PUSCH
	PUSCH

	CQI/RI/PMI delay
	ms
	6
	5.5
	1.375

	Maximum number of HARQ transmission
	
	1
	1
	1

	Test metric
	
	[T]% of max throughput at target SNR.

	Note 1:	Other common test parameters are defined in Section 6.1.2 of 38.101-4 for Tests 1 and 2 and Section 8.1.2 of 38.101-4 for Test 3.
Note 2:	PDSCH is not scheduled on slots containing CSI-RS for CSI acquisition, CSI-RS for tracking and CSI-RS for beam refinement (for Test 3 only).



[bookmark: _Toc83680450][bookmark: _Toc92100021][bookmark: _Toc99980551]A.10.1.1.2.4	Test Description
[bookmark: _Toc83680451][bookmark: _Toc92100022][bookmark: _Toc99980552]A.10.1.1.2.4.1	Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state. Apply the Initial conditions defined in TS 38.521-4 [3] clause 6.4.2.2_1.4.1 with the following additional steps and/or exceptions:
1.1		Connect an application server to the IP output of the SS.
1.2		For an embedded configuration, ensure that the UE has a client test application available. For a tethered configuration, tether the UE to a laptop configured with FTP client software using the appropriate UE to PC interface Modem or Network Interface Connection (NIC) drivers.
2.	In Step 2 skip reference to 38.521-4 [3] Table 6.4.2.2_1.3-1 since test parameters are already defined for this test.
5.	For NSA case, the E-UTRA anchor is configured as per Annex E. Ensure the UE is in RRC_CONNECTED State  with generic procedure parameters Connectivity NR for NR/5GC with Connected without Release On, Test Mode Off or EN-DC, DC bearer MCG and SCG, Connected without release On, Test Mode Off  for EN-DC. Message contents are as per TS 38.521-4 [3] Clause 6.4.2.2_1.4.3 with the exceptions defined in Annex H.
[bookmark: _Toc83680452][bookmark: _Toc92100023][bookmark: _Toc99980553]A.10.1.1.2.4.2	Test Procedure
1.	Set the parameters of bandwidth, reference channel, the propagation condition, antenna configuration, antenna correlation, Codebook configuration, Beamforming Model, RI configuration and SNR according to Table A.10.1.1.2.3-1 as appropriate.
< Unchanged Sections Ommitted >
[bookmark: _Toc92100035][bookmark: _Toc99980565]A.10.1.2.1.3	Test Parameters
The test parameters are specified in Table A.10.1.2.1.3-1. Test1 is to be selected as test point.
[bookmark: _Hlk86421335]Table A.10.1.2.1.3-1: FDD FR1 4Rx Test point
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Frequency range
	
	FR1
	FR1
	FR2

	Bandwidth
	MHz
	10
	40
	100

	Subcarrier spacing
	kHz
	15
	30
	120

	Duplex Mode
	
	FDD
	TDD
	TDD

	TDD Slot Configuration
	
	N/A
	7D1S2U
S:6D+4G+4U
	DDSU
S:11D+3G+0U

	SNR
	dB
	20 
	20
	16

	Propagation channel
	
	TDLA30-5
	TDLA30-5 
	TDLA30-35

	Antenna configuration
	
	ULA Low 2x4
	ULA Low 2x4
	ULA Low 2x2

	Beamforming Model
	
	As defined in Annex B.4.1 in TS 38.101-4
	As defined in Annex B.4.1 in TS 38.101-4
	As defined in Annex B.4.1 in TS 38.101-4

	Receiver type
	
	MMSE-IRC
	MMSE-IRC
	MMSE-IRC

	PDSCH configuration
	Mapping type
	
	Type A
	Type A
	Type A

	
	Starting symbol (S)
	
	2
	2
	2

	
	Length (L)
	
	12
	12
	12

	
	PRB bundling size
	
	2
	2
	2

	
	PRB bundling type
	
	Static
	Static
	Static

	
	VRB-to-PRB mapping interleaver bundle size
	
	Non-interleaved
	Non-interleaved
	Non-interleaved

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1
	Type 1
	Type 1

	
	Number of additional DMRS
	
	1
	1
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1
	1
	1

	CSI measurement channels (Note 2)
	
	As specified in Table A.4-2 of TS 38.101-4:
Rank 1: TBS.2-1
Rank 2: TBS.2-2
	As specified in Table A.4-2 of TS 38.101-4:
Rank 1: TBS.2-3
Rank 2: TBS.2-4
	As specified in Table A.4-1 of TS 38.101-4:
Rank 1: TBS.1-1
Rank 2: TBS.1-2

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic
	Periodic
	Periodic

	
	Number of CSI-RS ports (X)
	
	4
	4
	4

	
	CDM Type
	
	FD-CDM2
	FD-CDM2
	FD-CDM2

	
	Density (ρ)
	
	1
	1
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 5, (4)
	Row 5, (4)
	Row 5, (8)

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	9
	9
	13

	
	CSI-RS
periodicity and offset
	slot
	5/1 
	10/1
	8/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Periodic
	Periodic
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	2
	2
	2

	
	CDM Type
	
	FD-CDM2
	FD-CDM2
	FD-CDM2

	
	Density (ρ)
	
	1
	1
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 3 (6)
	Row 3 (6)
	Row 3 (6)

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	13
	13
	13

	
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	5/1
	10/1 
	Not configured

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic
	Periodic
	Periodic

	
	CSI-IM RE pattern
	
	Pattern 0
	Pattern 0
	Pattern 1

	
	CSI-IM Resource Mapping
(kCSI-IM,lCSI-IM)
	
	(4,9)
	(4,9)
	(8,13)

	
	CSI-IM timeConfig
periodicity and offset
	slot
	5/1
	10/1
	Not configured

	ReportConfigType
	
	Aperiodic
	Aperiodic
	Aperiodic

	CQI-table
	
	Table 2
	Table 2
	Table 2

	reportQuantity
	
	cri-RI-PMI-CQI
	cri-RI-PMI-CQI
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	not configured
	not configured
	not configured

	timeRestrictionForInterferenceMeasurements
	
	not configured
	not configured
	not configured

	cqi-FormatIndicator
	
	Wideband
	Wideband
	Wideband

	pmi-FormatIndicator
	
	Wideband
	Wideband
	Wideband

	Sub-band Size
	RB
	8 
	16
	8

	csi-ReportingBand
	
	1111111
	1111111
	111111111

	CSI-Report periodicity and offset
	slot
	Not configured
	Not configured
	Not configured

	Aperiodic Report Slot Offset
	
	5
	9
	7

	CSI request
	
	1 in slots i, where mod(i, 5) = 0, otherwise it is equal to 0
	1 in slots i, where mod(i, 10) = 0, otherwise it is equal to 0
	1 in slots i, where mod(i, 8) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1
	1
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel
	typeI-SinglePanel
	typeI-SinglePanel

	
	Codebook Mode
	
	1
	1
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	N/A
	N/A
	N/A

	
	CodebookSubsetRestriction
	
	Not configured
	Not configured
	Not configured

	
	RI Restriction
	
	N/A
	N/A
	N/A

	Physical channel for CSI report
	
	PUSCH
	PUSCH
	PUSCH

	CQI/RI/PMI delay
	ms
	6
	5.5
	1.375

	Maximum number of HARQ transmission
	
	1
	1
	1

	Test metric
	
	[T]% of max throughput at target SNR.

	Note 1:	Other common test parameters are defined in Section 6.1.2 of 38.101-4 for Tests 1 and 2 and Section 8.1.2 of 38.101-4 for Test 3.
Note 2:	PDSCH is not scheduled on slots containing CSI-RS for CSI acquisition, CSI-RS for tracking and CSI-RS for beam refinement (for Test 3 only).



[bookmark: _Toc92100029][bookmark: _Toc99980559]A.10.1.2.1.4	Test Description
[bookmark: _Toc92100030][bookmark: _Toc99980560]A.10.1.2.1.4.1	Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state. Apply the Initial conditions defined in TS 38.521-4 [3] clause 6.4.3.1_1.4.1 with the following additional steps and/or exceptions:
1.1		Connect an application server to the IP output of the SS.
1.2		For an embedded configuration, ensure that the UE has a client test application available. For a tethered configuration, tether the UE to a laptop configured with FTP client software using the appropriate UE to PC interface Modem or Network Interface Connection (NIC) drivers.
2.	In Step 2 skip reference to 38.521-4 [3] Table 6.4.3.1_1.3-1 since test parameters are already defined for this test.
5.	For NSA case, the E-UTRA anchor is configured as per Annex E. Ensure the UE is in RRC_CONNECTED State with generic procedure parameters Connectivity NR for NR/5GC with Connected without Release On, Test Mode Off or EN-DC, DC bearer MCG and SCG, Connected without release On, Test Mode Off for EN-DC. Message contents are as per TS 38.521-4 [3] Clause 6.4.3.1_1.4.3 with the exceptions defined in Annex H.
[bookmark: _Toc92100031][bookmark: _Toc99980561]A.10.1.2.1.4.2	Test Procedure
1.	Set the parameters of bandwidth, reference channel, the propagation condition, antenna configuration, antenna correlation, Codebook configuration, Beamforming Model, RI configuration and SNR according to Table A.10.1.2.1.3-1 as appropriate.
< Unchanged Sections Ommitted >
A.10.1.2.2.3	Test Parameters
The test parameters are specified in Table A.10.1.2.2.3-1. Test2 is to be selected as test point.
Table A.10.1.2.2.3-1: TDD FR1 4Rx Test point
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Frequency range
	
	FR1
	FR1
	FR2

	Bandwidth
	MHz
	10
	40
	100

	Subcarrier spacing
	kHz
	15
	30
	120

	Duplex Mode
	
	FDD
	TDD
	TDD

	TDD Slot Configuration
	
	N/A
	7D1S2U
S:6D+4G+4U
	DDSU
S:11D+3G+0U

	SNR
	dB
	20 
	20
	16

	Propagation channel
	
	TDLA30-5
	TDLA30-5 
	TDLA30-35

	Antenna configuration
	
	ULA Low 2x4
	ULA Low 2x4
	ULA Low 2x2

	Beamforming Model
	
	As defined in Annex B.4.1 in TS 38.101-4
	As defined in Annex B.4.1 in TS 38.101-4
	As defined in Annex B.4.1 in TS 38.101-4

	Receiver type
	
	MMSE-IRC
	MMSE-IRC
	MMSE-IRC

	PDSCH configuration
	Mapping type
	
	Type A
	Type A
	Type A

	
	Starting symbol (S)
	
	2
	2
	2

	
	Length (L)
	
	12
	12
	12

	
	PRB bundling size
	
	2
	2
	2

	
	PRB bundling type
	
	Static
	Static
	Static

	
	VRB-to-PRB mapping interleaver bundle size
	
	Non-interleaved
	Non-interleaved
	Non-interleaved

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1
	Type 1
	Type 1

	
	Number of additional DMRS
	
	1
	1
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1
	1
	1

	CSI measurement channels (Note 2)
	
	As specified in Table A.4-2 of TS 38.101-4:
Rank 1: TBS.2-1
Rank 2: TBS.2-2
	As specified in Table A.4-2 of TS 38.101-4:
Rank 1: TBS.2-3
Rank 2: TBS.2-4
	As specified in Table A.4-1 of TS 38.101-4:
Rank 1: TBS.1-1
Rank 2: TBS.1-2

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic
	Periodic
	Periodic

	
	Number of CSI-RS ports (X)
	
	4
	4
	4

	
	CDM Type
	
	FD-CDM2
	FD-CDM2
	FD-CDM2

	
	Density (ρ)
	
	1
	1
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 5, (4)
	Row 5, (4)
	Row 5, (8)

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	9
	9
	13

	
	CSI-RS
periodicity and offset
	slot
	5/1 
	10/1
	8/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Periodic
	Periodic
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	2
	2
	2

	
	CDM Type
	
	FD-CDM2
	FD-CDM2
	FD-CDM2

	
	Density (ρ)
	
	1
	1
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 3 (6)
	Row 3 (6)
	Row 3 (6)

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	13
	13
	13

	
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	5/1
	10/1 
	Not configured

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic
	Periodic
	Periodic

	
	CSI-IM RE pattern
	
	Pattern 0
	Pattern 0
	Pattern 1

	
	CSI-IM Resource Mapping
(kCSI-IM,lCSI-IM)
	
	(4,9)
	(4,9)
	(8,13)

	
	CSI-IM timeConfig
periodicity and offset
	slot
	5/1
	10/1
	Not configured

	ReportConfigType
	
	Aperiodic
	Aperiodic
	Aperiodic

	CQI-table
	
	Table 2
	Table 2
	Table 2

	reportQuantity
	
	cri-RI-PMI-CQI
	cri-RI-PMI-CQI
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	not configured
	not configured
	not configured

	timeRestrictionForInterferenceMeasurements
	
	not configured
	not configured
	not configured

	cqi-FormatIndicator
	
	Wideband
	Wideband
	Wideband

	pmi-FormatIndicator
	
	Wideband
	Wideband
	Wideband

	Sub-band Size
	RB
	8 
	16
	8

	csi-ReportingBand
	
	1111111
	1111111
	111111111

	CSI-Report periodicity and offset
	slot
	Not configured
	Not configured
	Not configured

	Aperiodic Report Slot Offset
	
	5
	9
	7

	CSI request
	
	1 in slots i, where mod(i, 5) = 0, otherwise it is equal to 0
	1 in slots i, where mod(i, 10) = 0, otherwise it is equal to 0
	1 in slots i, where mod(i, 8) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1
	1
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM
	One State with one Associated Report Configuration
Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel
	typeI-SinglePanel
	typeI-SinglePanel

	
	Codebook Mode
	
	1
	1
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	N/A
	N/A
	N/A

	
	CodebookSubsetRestriction
	
	Not configured
	Not configured
	Not configured

	
	RI Restriction
	
	N/A
	N/A
	N/A

	Physical channel for CSI report
	
	PUSCH
	PUSCH
	PUSCH

	CQI/RI/PMI delay
	ms
	6
	5.5
	1.375

	Maximum number of HARQ transmission
	
	1
	1
	1

	Test metric
	
	[T]% of max throughput at target SNR.

	Note 1:	Other common test parameters are defined in Section 6.1.2 of 38.101-4 for Tests 1 and 2 and Section 8.1.2 of 38.101-4 for Test 3.
Note 2:	PDSCH is not scheduled on slots containing CSI-RS for CSI acquisition, CSI-RS for tracking and CSI-RS for beam refinement (for Test 3 only).



[bookmark: _Toc92100036][bookmark: _Toc99980566]A.10.1.2.2.4	Test Description
[bookmark: _Toc92100037][bookmark: _Toc99980567]A.10.1.2.2.4.1	Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state. Apply the Initial conditions defined in TS 38.521-4 [3] clause 6.4.3.2_1.4.1 with the following additional steps and/or exceptions:
1.1		Connect an application server to the IP output of the SS.
1.2		For an embedded configuration, ensure that the UE has a client test application available. For a tethered configuration, tether the UE to a laptop configured with FTP client software using the appropriate UE to PC interface Modem or Network Interface Connection (NIC) drivers.
2.	In Step 2 skip reference to 38.521-4 [3] Table 6.4.3.2_1.3-1 since test parameters are already defined for this test.
5.	For NSA case, the E-UTRA anchor is configured as per Annex E. Ensure the UE is in RRC_CONNECTED State with generic procedure parameters Connectivity NR for NR/5GC with Connected without Release On, Test Mode Off or EN-DC, DC bearer MCG and SCG, Connected without release On, Test Mode Off for EN-DC. Message contents are as per TS 38.521-4 [3] Clause 6.4.3.2_1.4.3 with the exceptions defined in Annex H.
[bookmark: _Toc92100038][bookmark: _Toc99980568]A.10.1.2.2.4.2	Test Procedure
1.	Set the parameters of bandwidth, reference channel, the propagation condition, antenna configuration, antenna correlation, Codebook configuration, Beamforming Model, RI configuration and SNR according to Table A.10.1.2.2.3-1 as appropriate.
< Unchanged Sections Ommitted >
