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[bookmark: _Toc524968914][bookmark: _Toc524968908][bookmark: _Toc36713251][bookmark: _Toc90971497][bookmark: _Toc68538436][bookmark: _Toc75510019][bookmark: _Toc36713654][bookmark: _Toc58499579][bookmark: _Toc52217967]<<< START OF CHANGES >>>
[bookmark: _Toc27478188][bookmark: _Toc36226900][bookmark: _Toc44324185][bookmark: _Toc52990379][bookmark: _Toc60823578][bookmark: _Toc60825500][bookmark: _Toc76020267][bookmark: _Toc83720750]6.5.3.3	Additional spurious emissions
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined
Initial conditions for NS_07 and NS_50 are incomplete.
Test requirement for NS_07, NS_38, NS_39, NS_40 are incomplete.
The requirements of this test case for NS_44, NS_46, NS_47, NS_48, and NS_49 apply to all types of NR UE release 16 forward, and release 15 if the corresponding channel bandwidths are supported.
Clarification from RAN4 is needed for NOTE 1 in Table 6.5.3.3.10-1 of 38.101-1 as a UE's output power may not be able to reach 15dBm.
<<UNCHANGED PARTS SKIPPED>>
6.5.3.3.3.16	Minimum conformance requirements (network signalling value "NS_50")
When "NS_50" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.3.16-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth.
Table 6.5.3.3.3.16-1: Additional requirements for “NS_50”
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	Frequency range
	1805
	-
	1855
	-40
	1
	1

	Frequency range
	1855
	-
	1880
	-15.5
	5
	1, 2, 3

	NOTE 1:	This requirement is applicable for carriers with aggregated channel bandwidths confined in 1885-1920 MHz for ≤ 30MHz channel BWs and confined in 1880-1920 MHz for 40MHz channel BW.
NOTE 2:	The requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1.3-1 and Table 6.5A.3.1.0-1 from the edge of the channel bandwidth.
NOTE 3:	For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.



The normative reference for this requirement is TS 38.101-1 [2] subclause 6.5.3.3.16.
<<UNCHANGED PARTS SKIPPED>>
[bookmark: _Toc52990384][bookmark: _Toc60825505][bookmark: _Toc36226905][bookmark: _Toc27478190][bookmark: _Toc60823583][bookmark: _Toc44324190]Table 6.5.3.3.4.1-16: Test Configuration Table (network signalling value "NS_50")
Same test configuration as listed in Table [6.2.3.4.1-31] shall be used for NS_50 (Power Class 3).
Same test configuration as listed in Table 6.2.3.4.1-32 shall be used for NS_50 (Power Class 2).
<<UNCHANGED PARTS SKIPPED>>
6.5.3.3.4.3.16	Message contents exceptions (network signalling value "NS_50")
Message contents are according to TS 38.508-1 [5] subclause 4.6, with the following exceptions:
1.	Information element additionalSpectrumEmission is set to NS_50. This can be set in SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.5.3.3.4.3.16-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_50"
	Derivation Path: TS 38.508-1 [5] clause 4.6.3, Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	1 (NS_50)
	
	



<<UNCHANGED PARTS SKIPPED>>
6.5.3.3.5.16	Test requirement (network signalling value “NS_50”)
When "NS_50" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.5.16-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth.
Table 6.5.3.3.5.16-1: Additional requirements for "NS_50"
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	Frequency range
	1805
	-
	1855
	-40
	1
	1

	Frequency range
	1855
	-
	1880
	-15.5
	5
	1, 2, 3

	NOTE 1:	This requirement is applicable for carriers with aggregated channel bandwidths confined in 1885-1920 MHz for ≤ 30MHz channel BWs and confined in 1880-1920 MHz for 40MHz channel BW. 
NOTE 2:	The requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth.
NOTE 3:	For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.



<< END OF CHANGES >>

