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	Reason for change:
	1. For NG-U tunnel establishment procedure of both broadcast session and multicast session, the current version of NGAP does not specify the UL GTP-U tunnel info for NG-U unicast transport. In the current version of TS 37.483, MBS NG-U Information at 5GC IE uselessly includes Unicast NG-U UL Transport Layer Information when unicast transport, which is never provided by 5GC. Thus, the choice that Unicast NG-U UL Transport Layer Information IE in MBS NG-U Information at 5GC IE should be removed. 
2. And also, the presence of MBS NG-U Information at 5GC IE in the BC Bearer Context NG-U TNL Info at 5GC IE is mandatory for BC Bearer Context To Setup IE according in tabular and in the ASN.1. However, the gNB-CU-CP cannot provide this if the 5GC doesn’t provide the multicast transport address. Therefore, the presence of BC Bearer Context NG-U TNL Info at 5GC IE in BC Bearer Context To Setup IE should be updated to optional 

	
	

	Summary of change:
	· Remove the choice that Unicast NG-U UL Transport Layer Information IE in MBS NG-U Information at 5GC IE.
· Update the presence of BC Bearer Context NG-U TNL Info at 5GC IE in BC Bearer Context To Setup IE to optional.

Impact Analysis:
This CR has an isolated impact towards the previous version of the specification, and will cause non-backward compatible issue on the NG-U tunnel establishment function.

	
	

	Consequences if not approved:
	The gNB-CU-CP cannot provide the Unicast NG-U UL Transport Layer Information IE in MBS NG-U Information at 5GC IE to gNB-CU-UP.
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[bookmark: _Toc105657402][bookmark: _Toc106108783][bookmark: _Toc112687876][bookmark: _Toc120093220]--------------Start of the first change--------------------
[bookmark: _Toc105657403][bookmark: _Toc106108784][bookmark: _Toc112687877][bookmark: _Toc120093221]9.3.1.113	MBS NG-U Information at 5GC
This IE contains TNL information for a single shared NG-U tunnel as provided by the 5GC.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE MBS NG-U Transport
	
	
	
	

	>multicast
	
	
	
	

	>IP Multicast Address
	M
	
	Transport Layer Address
9.3.2.4
	

	>IP Source Address
	M
	
	Transport Layer Address
9.3.2.4
	

	>GTP DL TEID
	M
	
	GTP-TEID
9.3.2.3
	

	>unicast
	
	
	
	

	>>Unicast NG-U UL Transport Layer Information
	
	
	UP Transport Layer Information
9.3.2.1
	



--------------Start of the Next change--------------------
[bookmark: _Toc105657455][bookmark: _Toc106108836][bookmark: _Toc112687939][bookmark: _Toc120093285]9.3.3.26	BC Bearer Context To Setup
This IE contains MBS session resource related information used to request BC Bearer Context Context Setup.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	S-NSSAI 
	M
	
	9.3.1.9
	

	BC Bearer Context NG-U TNL Info at 5GC
	MO
	
	9.3.1.112
	

	BC MRB To Setup List
	M
	
	BC MRB Setup Configuration
9.3.1.114
	

	Requested Action for Available Shared NG-U Termination
	O
	
	9.3.1.115
	





	
--------------Start of the Next change--------------------
[bookmark: _Toc20955684][bookmark: _Toc29461127][bookmark: _Toc29505859][bookmark: _Toc36556384][bookmark: _Toc45881871][bookmark: _Toc51852512][bookmark: _Toc56620463][bookmark: _Toc64448105][bookmark: _Toc74152881][bookmark: _Toc88656307][bookmark: _Toc88657366][bookmark: _Toc105657472][bookmark: _Toc106108853][bookmark: _Toc112687956][bookmark: _Toc120093302]9.4.5	Information Element Definitions
//some text omitted
-- BCBearerContextToSetup

BCBearerContextToSetup ::= SEQUENCE {
	snssai									SNSSAI,
	bcBearerContextNGU-TNLInfoat5GC			BCBearerContextNGU-TNLInfoat5GC				OPTIONAL,
	bcMRBToSetupList						BCMRBSetupConfiguration,
	requestedAction									RequestedAction4AvailNGUTermination			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {BCBearerContextToSetup-ExtIEs} }	OPTIONAL,
	...
}

BCBearerContextToSetup-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

//some text omitted
MBSNGUInformationAt5GC ::= CHOICE {
	multicast 				MBSNGUInformationAt5GC-Multicast,
	unicast					UP-TNL-Information,
	choice-extension	ProtocolIE-SingleContainer	{{MBSNGUInformationAt5GC-ExtIEs}}
}

MBSNGUInformationAt5GC-ExtIEs E1AP-PROTOCOL-IES ::= {
	...
}

--------------End of the changes--------------------

