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elementary procedure: F1AP consists of Elementary Procedures (EPs). An Elementary Procedure is a unit of interaction between gNB-CU and gNB-DU. These Elementary Procedures are defined separately and are intended to be used to build up complete sequences in a flexible manner. If the independence between some EPs is restricted, it is described under the relevant EP description. Unless otherwise stated by the restrictions, the EPs may be invoked independently of each other as standalone procedures, which can be active in parallel. The usage of several F1AP EPs together is specified in stage 2 specifications (e.g., TS 38.470 [2]).
<Unchanged Text Omitted>
MBS-associated logical F1-connection: The MBS-associated logical F1-connection uses the identities GNB-CU MBS F1AP ID and GNB-DU MBS F1AP ID according to the definition in TS 38.401 [4]. For a received MBS-associated F1AP message the gNB-CU identifies the associated MBS session based on the GNB-CU MBS F1AP ID IE and the gNB-DU identifies the associated MBS session based on the GNB-DU MBS F1AP ID IE.
MBS Session context in a gNB-DU: as defined in TS 38.401 [4].
Multicast F1-U Context: as defined in TS 38.401 [4].
Other SI: as defined in TS 38.300 [6].
Public network integrated NPN: as defined in TS 23.501 [21].
Stand-alone Non-Public Network: as defined in TS 23.501 [21].

<Unchanged Text Omitted>
8.6.1	System Information Delivery
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The purpose of the System Information Delivery procedure is to command the gNB-DU to broadcast the requested one or several SystemInformation messages including the Other SI as requested by the gNB-CU. The procedure uses non-UE associated signalling.
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Figure 8.6.1.2-1: System Information Delivery procedure. Successful operation.
The gNB-CU initiates the procedure by sending a SYSTEM INFORMATION DELIVERY COMMAND message to the gNB-DU. 
Upon reception of the SYSTEM INFORMATION DELIVERY COMMAND message, the gNB-DU shall broadcast the requested one or several SystemInformation messages, including the Other SI, indicated by the SIType List IEOther SI, and if the UE corresponding to the confirmed UE ID IE is not in RRC connected state, delete the UE context, if any.
[bookmark: _GoBack]Interactions with gNB-DU Configuration Update procedure:
Upon reception of SYSTEM INFORMATION DELIVERY COMMAND message, the gNB-DU Configuration Update procedure may be performed , and as part of such procedure the gNB-DU shall include the Dedicated SI Delivery Needed UE List IE in GNB-DU CONFIGURATION UPDATE message for UEs that are unable to receive system information from broadcast.
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Not applicable.
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9.2.5.1	SYSTEM INFORMATION DELIVERY COMMAND
This message is sent by the gNB-CU and is used to enable request the gNB-DU to broadcast the requested SystemInformation messages including the Other SI.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	NR CGI
	M
	
	9.3.1.12
	NR cell identifier
	YES
	reject

	SIType List
	M
	
	9.3.1.62
	
	YES
	reject

	Confirmed UE ID
	M
	
	gNB-DU UE F1AP ID
9.3.1.5
	
	YES
	reject



<Unchanged Text Omitted>
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This IE is used by the gNB-CU to indicate to the gNB-DU to broadcast one or several SystemInformation messages including the Other SIgNB-CU to provide SI list of other SI for gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SI type item IEs
	
	1.. <maxnoofSITypes>
	
	

	>SI Type
	M
	
	 
INTEGER (1..32, ...)
	Indicates a certain SI type required to be broadcasted by the gNB-DU. The SI Type value of other SI starts from 2Value “1” corresponds to the SI message identified by the first SI message indicated in the SI-SchedulingInfo IE in the SIB1 message, value "2" to the SI message identified by the second SI message indicated in the SI-SchedulingInfo IE in the SIB1 message, and so on, as defined in TS 38.331 [8].



	Range bound
	Explanation

	maxnoofSITypes
	Maximum no. of SI types, the maximum value is 32.
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