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<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
9.3.1.203	SSB Time/Frequency Configuration 
This information element contains the time and frequency configuration of an SSB.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	SSB frequency
	M
	
	INTEGER (0..3279165)
	ARFCN

	SSB subcarrier spacing
	M
	
	ENUMERATED(kHz15, kHz30, kHz60, kHz120, kHz240,...)
	The value 60kHz is not supported in this version of the specification.

	SSB Transmit power
	M
	
	INTEGER (-60..50)
	EPRE of SSS

	SSB periodicity
	M
	
	ENUMERATED(ms5, ms10, ms20, ms40, ms80, ms160, …)
	

	SSB half frame index
	M
	
	INTEGER(0..1)
	

	SSB SFN offset
	M
	
	INTEGER(0..15)
	

	CHOICE SSB Position in Burst
	O
	
	
	

	>Short
	
	
	
	

	>>Short Bitmap
	
	
	BIT STRING (SIZE(4))
	

	>Medium
	
	
	
	

	>>Medium Bitmap
	
	
	BIT STRING (SIZE(8))
	

	>Long
	
	
	
	

	>>Long Bitmap
	
	
	BIT STRING (SIZE(64))
	

	SFN Initialisation Time
	O
	
	Relative Time 1900
9.3.1.183
	





<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>

SSB-TF-Configuration ::= SEQUENCE {
	sSB-frequency				INTEGER (0..3279165),
	sSB-subcarrier-spacing		ENUMERATED {kHz15, kHz30, kHz60, kHz120, kHz240, ...},
	-- The value kHz60 is not supported in this version of the specification.
	sSB-Transmit-power			INTEGER (-60..50),
	sSB-periodicity				ENUMERATED {ms5, ms10, ms20, ms40, ms80, ms160, ...},
	sSB-half-frame-offset		INTEGER(0..1),
	sSB-SFN-offset				INTEGER(0..15),
	sSB-position-in-burst		SSB-PositionsInBurst		OPTIONAL,
	sFNInitialisationTime		RelativeTime1900		OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { SSB-TF-Configuration-ExtIEs} } OPTIONAL
}

SSB-TF-Configuration-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
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