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Background docomo

B WID description (RP-230077)

Objective

Specify mechanism to support NR sidelink CA operation based on LTE sidelink CA operation [RAN2, RAN1, RAN4]

Study and specify support of sidelink on unlicensed spectrum for both mode 1 and mode 2 where Uu operation for mode 1 is limited to
licensed spectrum only [RAN1, RAN2, RAN4]

Study and specify enhanced sidelink operation on FR2 licensed spectrum [RAN1, RAN2, RAN4] (Determine in RAN#98-¢ whether to
continue the study or study + specification work for FR2 until the end of R18)

Study and specify, if necessary, mechanism(s) for co-channel coexistence for LTE sidelink and NR sidelink including performance,
necessity, feasibility, and potential specification impact if any [RAN1, RAN2, RAN4]




Observations dBcomo

According to the agreement in RAN99, The work on Co-Ex and SL CA are not prioritized over SL-U and FR2
beam management

Completion of LTE/NR coex

* For SL LTE/NR coex, all essential features to support LTE/NR dynamic resource pool sharing were discussed and
agreed until RAN1#113/RAN2#122.

Discussion on SL-CA

e According to the WID, RAN1 spec editors can prepare CRs without any additional RAN1 agreements
Progress on SL-U

* There are a lot of remaining discussion points for essential features and risk to fail to complete in time
e Companies still propose non-essential features (e.g., FBE, 60 kHz SCS)

Progress on FR2 study

* Basic features are still under discussion (i.e., initial beam pairing, beam maintenance, BFR)

* Enhancements for resource allocation have not been discussed enough



Proposal d3como

* Conclude that SL LTE/NR coex is completed in Rel-18 unless any remaining essential
issues are proposed in RAN#100

* For SL-CA,

» If RAN1 spec editors can prepare CRs without any additional RAN1 agreement, keep it in the WID. No
SL-CA discussion in RAN1#114

» Otherwise, drop it from the WID
e Deprioritize non-essential features for SL-U (e.qg., FBE, 60 kHz SCS)
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