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	Reason for change:
	RAN4 agreed that EIRP and TRP have accuracy requirements same as the BS output power requirements (R4-2203023). EIRP and TRP are applicable only to repeater type 2-O. Therefore, they shall have accuracy requirements same as BS type 2-O. However, current OTA output power requirements (EIRP) for repeater type 2-O are same as the radiated transmit power requirements for BS type 1-O.

	
	

	Summary of change:
	Minimum requirements for OTA output power (EIRP) were corrected to be same as those for BS type 2-O.
A note number error in a table was corrected.
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	OTA output power requirements remain not correct.
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Repeater type 2-O are declared to support one or more beams, as per manufacturer's declarations specified in TS 38.115-2 [8]. Radiated transmit power is defined as the EIRP level for a declared beam at a specific beam peak direction.
For each beam, the requirement is based on declaration of a beam identity, reference beam direction pair, beamwidth, rated beam EIRP, OTA peak directions set, the beam direction pairs at the maximum steering directions and their associated rated beam EIRP and beamwidth(s).
For a declared beam and beam direction pair, the rated beam EIRP level is the maximum power that the repeater is declared to radiate at the associated beam peak direction.
For each beam peak direction associated with a beam direction pair within the OTA peak directions set, a specific rated beam EIRP level may be claimed. Any claimed value shall be met within the accuracy requirement as described below. Rated beam EIRP is only required to be declared for the beam direction pairs subject to conformance testing as detailed in TS 38.115-2 [8].
NOTE 1:	OTA peak directions set is set of beam peak directions for which the EIRP accuracy requirement is intended to be met. The beam peak directions are related to a corresponding contiguous range or discrete list of beam centre directions by the beam direction pairs included in the set.
NOTE 2:	A beam direction pair is data set consisting of the beam centre direction and the related beam peak direction.
NOTE 3:	A declared EIRP value is a value provided by the manufacturer for verification according to the conformance specification declaration requirements, whereas a claimed EIRP value is provided by the manufacturer to the equipment user for normal operation of the equipment and is not subject to formal conformance testing.
	For pass bands where the supported fractional bandwidth (FBW) is larger than 6%, two rated beam EIRP may be declared by manufacturer:
-	Prated,out,FBWlow for lower supported frequency range, and
-	Prated,out,FBWhigh for higher supported frequency range.
For frequencies in between FFBWlow and FFBWhigh the rated beam EIRP is:
-	Prated,out,FBWlow, for the output whose frequency is within frequency range FFBWlow ≤ f < (FFBWlow +FFBWhigh) / 2,
-	Prated,out,FBWhigh, for the output whose frequency is within frequency range (FFBWlow +FFBWhigh) / 2 ≤ f ≤FFBWhigh.
OTA repeater output power is also declared as a TRP radiated requirement, with the output power accuracy requirement defined at the RIB. TRP does not change with beamforming settings as long as the beam peak direction is within the OTA peak directions set. Thus, the TRP accuracy requirement must be met for any beamforming setting for which the beam peak direction is within the OTA peak directions set.
There is no upper limit for the rated TRP output power and the rated beam EIRP output power of repeater type 2-O DL transmission.
The repeater rated TRP output power and the rated beam EIRP output power for repeater type 2-O UL transmission shall be within limits as specified in table 9.2.1-1.
Table 7.2.1-1: Repeater rated TRP output power limits for repeater type 2-O UL transmission
	Repeater class
	Prated,p,TRP
	Prated,p,EIRP

	Wide Area
	(note 1)
	(note 1)

	Local Area
	≤ + 35 + X dBm, (Note 32)
	≤ + 55 + X dBm, (Note 2)

	NOTE1:	There is no upper limit for the Prated,p,TRP or Prated,p,EIRP of the repeater type 2-O UL transmission.
NOTE2:	X = 10*log (ceil (passband bandwidth/100MHz))
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The AoA of the input signal shall be the same as the reference direction for the OTA peak directions set when operating in the opposite DL/UL direction.
The requirements shall apply with NR signals in the passband of the repeater at:
The lowest input power (Pp,in,EIRP) that produces the rated passband TRP output power (Prated,p,TRP)
Up to:
The lowest input power (Pp,in,EIRP) that produces the rated passband TRP output power (Prated,p,TRP), plus 10dB
In normal conditions, the measured output power, Pmax,p,EIRP shall remain within +2 3.4 dB and -2 3.4 dB of the rated beam EIRP output power Prated,p,EIRP, declared by the manufacturer.
In extreme conditions, the measured output power, Pmax,p,,EIRP shall remain within +2.54.5 dB and -2.54.5 dB of the rated beam EIRP output power Prated,p,EIRP, declared by the manufacturer.
In normal conditions, the repeater type 2-O maximum passband TRP output power, Pmax,p,TRP measured at the RIB shall remain within ±3 dB of the rated passband TRP output power Prated,p,TRP, as declared by the manufacturer.
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