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<start of the change 1>
[bookmark: _Toc98753699][bookmark: _Toc82437315][bookmark: _Toc124151645][bookmark: _Toc130397217][bookmark: _Toc73962818][bookmark: _Toc75275536][bookmark: _Toc89944681][bookmark: _Toc124152165][bookmark: _Toc124151125][bookmark: _Toc130396697][bookmark: _Toc114150722][bookmark: _Toc75259995][bookmark: _Toc76541546][bookmark: _Toc106180685][bookmark: _Toc75276047]6.3.1.3.5	Test requirements
The downlink (DL) total power dynamic range for each NR carrier shall be larger than or equal to the level in table 6.3.1.3.5-1.
Table 6.3.1.3.5-1: IAB-DU total power dynamic range
	NR channel
	Total power dynamic range (dB)

	bandwidth (MHz)
	15 kHz SCS
	30 kHz SCS
	60 kHz SCS

	10
	16.7
	13.4
	10

	15
	18.5
	15.3
	12.1

	20
	19.8
	16.6
	13.4

	25
	20.8
	17.7
	14.5

	30
	21.6
	18.5
	15.3

	35
	23.3
	19.2
	16

	40
	22.9
	19.8
	16.6

	45
	23.4
	20.3
	17.2

	50
	23.9
	20.8
	17.7

	60
	N/A
	21.6
	18.5

	70
	N/A
	22.3
	19.2

	80
	N/A
	22.9
	19.8

	90
	N/A
	23.4
	20.4

	100
	N/A
	23.9
	20.9



NOTE:	Additional test requirements for the EVM at the lower limit of the dynamic range are defined in clause 6.5.3.
<unchanged part omitted>
<end of the change 1>
<start of the change 2>
[bookmark: _Toc130397273][bookmark: _Toc106180741][bookmark: _Toc75275592][bookmark: _Toc98753755][bookmark: _Toc82437371][bookmark: _Toc124151701][bookmark: _Toc76541602][bookmark: _Toc124152221][bookmark: _Toc130396753][bookmark: _Toc75260051][bookmark: _Toc73962874][bookmark: _Toc124151181][bookmark: _Toc75276103][bookmark: _Toc114150778][bookmark: _Toc89944737]6.5.3.5	Test requirements
The EVM of each NR carrier for different modulation schemes on PDSCH or PUSCH shall be less than the limits in table 6.5.3.5-1a.
Table 6.5.3.5-1: EVM requirements for IAB type 1-H
	Modulation scheme for PDSCH or PUSCH
	Required EVM (%)

	QPSK
	18.5 %

	16QAM
	13.5 %

	64QAM
	9 %

	256QAM
	4.5 %



EVM shall be evaluated for each NR carrier over all allocated resource blocks and downlink slots for IAB-DU or uplink slots for IAB-MT. Different modulation schemes listed in table 6.5.3.5-1 shall be considered for rank 1.
For all bandwidths, the EVM measurement shall be performed for each NR carrier over all allocated resource blocks and downlink slots for IAB-DU or uplink slots for IAB-MT within 10 ms measurement periods. The boundaries of the EVM measurement periods need not be aligned with radio frame boundaries.
Table 6.5.3.5-2, 6.5.3.5-3, 6.5.3.5-4 below specify the EVM window length (W) for normal CP for IAB type 1-H.
Table 6.5.3.5-2: EVM window length for normal CP for NR, FR1, 15 kHz SCS
	Channel
bandwidth (MHz)
	FFT size
	Cyclic prefix length for symbols 1‑6 and 8-13 in FFT samples
	EVM window length W
	Ratio of W to total CP length for symbols 1‑6 and 8-13 (%)
(Note)

	10
	1024
	72
	28
	40

	15
	1536
	108
	44
	40

	20
	2048
	144
	58
	40

	25
	2048
	144
	72
	50

	30
	3072
	216
	108
	50

	35
	3072
	216
	108
	50

	40
	4096
	288
	144
	50

	45
	4096
	288
	144
	50

	50
	4096
	288
	144
	50

	NOTE:	These percentages are informative and apply to a slot's symbols 1 to 6 and 8 to 13. Symbols 0 and 7 have a longer CP and therefore a lower percentage.



Table 6.5.3.5-3: EVM window length for normal CP for NR, FR1, 30 kHz SCS
	Channel
bandwidth (MHz)
	FFT size
	Cyclic prefix length for symbols 1‑13 in FFT samples
	EVM window length W
	Ratio of W to total CP length for symbols 1‑13 (%)
(Note)

	10
	512
	36
	14
	40

	15
	768
	54
	22
	40

	20
	1024
	72
	28
	40

	25
	1024
	72
	36
	50

	30
	1536
	108
	54
	50

	35
	1536
	108
	54
	50

	40
	2048
	144
	72
	50

	45
	2048
	144
	72
	50

	50
	2048
	144
	72
	50

	60
	3072
	216
	130
	60

	70
	3072
	216
	130
	60

	80
	4096
	288
	172
	60

	90
	4096
	288
	172
	60

	100
	4096
	288
	172
	60

	NOTE:	These percentages are informative and apply to a slot's symbols 1 through 13. Symbol 0 has a longer CP and therefore a lower percentage.



Table 6.5.3.5-4: EVM window length for normal CP for NR, FR1, 60 kHz SCS
	Channel
bandwidth (MHz)
	FFT size
	Cyclic prefix length in FFT samples
	EVM window length W
	Ratio of W to total CP length (%)
(Note)

	10
	256
	18
	8
	40

	15
	384
	27
	11
	40

	20
	512
	36
	14
	40

	25
	512
	36
	18
	50

	30
	768
	54
	26
	50

	35
	768
	54
	26
	50

	40
	1024
	72
	36
	50

	45
	1024
	72
	36
	50

	50
	1024
	72
	36
	50

	60
	1536
	108
	64
	60

	70
	1536
	108
	64
	60

	80
	2048
	144
	86
	60

	90
	2048
	144
	86
	60

	100
	2048
	144
	86
	60

	NOTE:	These percentages are informative and apply to all OFDM symbols within subframe except for symbol 0 of slot 0 and slot 2. Symbol 0 of slot 0 and slot 2 has a longer CP and therefore a lower percentage.



<unchanged part omitted>
<end of the change 2>

<start of the change 3>
[bookmark: _Toc89944763][bookmark: _Toc82437397][bookmark: _Toc98753781][bookmark: _Toc124151735][bookmark: _Toc75275618][bookmark: _Toc124152255][bookmark: _Toc75260077][bookmark: _Toc75276129][bookmark: _Toc130396787][bookmark: _Toc76541628][bookmark: _Toc124151215][bookmark: _Toc130397307][bookmark: _Toc114150812][bookmark: _Toc106180767][bookmark: _Toc73962900]6.6.3.5	Test requirements
[bookmark: _Toc76541629][bookmark: _Toc73962901][bookmark: _Toc106180768][bookmark: _Toc98753782][bookmark: _Toc75275619][bookmark: _Toc75276130][bookmark: _Toc75260078][bookmark: _Toc89944764][bookmark: _Toc82437398][bookmark: _Toc130396788][bookmark: _Toc130397308][bookmark: _Toc124151216][bookmark: _Toc124151736][bookmark: _Toc124152256][bookmark: _Toc114150813]6.6.3.5.1	General requirements
The ACLR requirements in clause 6.6.3.5.2 shall apply as described in clauses 6.6.3.5.3 or 6.6.3.5.4.
[bookmark: _Toc75276131][bookmark: _Toc75260079][bookmark: _Toc98753783][bookmark: _Toc106180769][bookmark: _Toc124152257][bookmark: _Toc82437399][bookmark: _Toc76541630][bookmark: _Toc89944765][bookmark: _Toc130396789][bookmark: _Toc75275620][bookmark: _Toc124151737][bookmark: _Toc124151217][bookmark: _Toc130397309][bookmark: _Toc73962902][bookmark: _Toc114150814]6.6.3.5.2	Limits and basic limits
The ACLR is defined with a square filter of bandwidth equal to the transmission bandwidth configuration of the transmitted signal (BWConfig) centred on the assigned channel frequency and a filter centred on the adjacent channel frequency according to the tables below.
For operation in paired and unpaired spectrum, the ACLR shall be higher than the value specified in table 6.6.3.5.2‑1.
Table 6.6.3.5.2-1: IAB type 1-H ACLR limit
	IAB-DU channel bandwidth and IAB-MT channel bandwidth of lowest/highest carrier transmitted BWChannel (MHz)
	IAB-DU and IAB-MT adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	10, 15, 20
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	44.2

	
	2 x BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	44.2

	
	BWChannel /2 + 2.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	44.2
(Note 3)

	
	BWChannel /2 + 7.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	44.2
(Note 3)

	25, 30, 35, 40, 45, 50, 60, 70, 80, 90,100
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	43.8 dB

	
	2 x BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	43.8 dB

	
	BWChannel /2 + 2.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	43.8 dB (Note 3)

	
	BWChannel /2 + 7.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	43.8 dB (Note 3)

	NOTE 1:	BWChannel and BWConfig are the IAB-DU channel bandwidth and IAB-MT channel bandwidth and transmission bandwidth configuration of the lowest/highest carrier transmitted on the assigned channel frequency.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	The requirements are applicable when the band is also defined for E-UTRA or UTRA.



The ACLR absolute basic limit is specified in table 6.6.3.5.2‑2.
Table 6.6.3.5.2-2: IAB type 1-H ACLR absolute basic limit
	IAB-DU and IAB-MT category / class
	ACLR absolute basic limit

	Category A Wide Area IAB-DU and Category A Wide Area IAB-MT
	-13 dBm/MHz

	Category B Wide Area IAB-DU and Category B Wide Area IAB-MT
	-15 dBm/MHz

	Medium Range IAB-DU
	-25 dBm/MHz

	Local Area IAB-DU and 
Local Area IAB-MT
	-32 dBm/MHz



For operation in non-contiguous spectrum or multiple bands, the ACLR shall be higher than the value specified in Table 6.6.3.5.2‑3.
Table 6.6.3.5.2-3: IAB type 1-H ACLR limit in non-contiguous spectrum or multiple bands
	IAB-DU channel bandwidth and IAB-MT channel bandwidth of lowest/highest carrier transmitted BWChannel (MHz)
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	IAB-DU and IAB-MT adjacent channel centre frequency offset below or above the sub-block or IAB RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	10, 15, 20
	Wgap ≥ 15 (Note 3)
Wgap ≥ 45 (Note 4)
	2.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	44.2 dB

	
	Wgap ≥ 20 (Note 3)
Wgap ≥ 50 (Note 4)
	7.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	44.2 dB

	25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	Wgap ≥ 60 (Note 4)
Wgap ≥ 30 (Note 3)
	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	43.8 dB

	
	Wgap ≥ 80 (Note 4)
Wgap ≥ 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	43.8 dB

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable in case the IAB-DU channel bandwidth or IAB-MT channel bandwidth of the NR carrier transmitted at the other edge of the gap is 10, 15, 20 MHz.
NOTE 4:	Applicable in case the IAB-DU channel bandwidth or IAB-MT channel bandwidth of the NR carrier transmitted at the other edge of the gap is 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 MHz.



The Cumulative Adjacent Channel Leakage power Ratio (CACLR) in a sub-block gap or the Inter RF Bandwidth gap is the ratio of:
a)	the sum of the filtered mean power centred on the assigned channel frequencies for the two carriers adjacent to each side of the sub-block gap or the Inter RF Bandwidth gap, and
b)	the filtered mean power centred on a frequency channel adjacent to one of the respective sub-block edges or IAB RF Bandwidth edges.
The assumed filter for the adjacent channel frequency is defined in table 6.6.3.2-4 and the filters on the assigned channels are defined in table 6.6.3.2-6.
For operation in non-contiguous spectrum or multiple bands, the CACLR for NR carriers located on either side of the sub-block gap or the Inter RF Bandwidth gap shall be higher than the value specified in table 6.6.3.2-4.
Table 6.6.3.5.2-4: IAB type 1-H CACLR limit
	IAB-DU channel bandwidth and IAB-MT channel bandwidth of lowest/highest carrier transmitted BWChannel (MHz)
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies (MHz)
	IAB-DU and IAB-MT adjacent channel centre frequency offset below or above the sub-block or IAB RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	CACLR limit

	10, 15, 20
	5 ≤Wgap< 15 (Note 3)
5 ≤Wgap< 45 (Note 4)
	2.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	44.2 dB

	
	10 < Wgap< 20 (Note 3)
10 ≤Wgap< 50 (Note 4)
	7.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	44.2 dB

	25, 30, 35, 40, 45, 50, 60, 70, 80,90, 100
	20 ≤Wgap< 60 (Note 4)
20 ≤Wgap< 30 (Note 3)

	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	43.8 dB

	
	40 < Wgap< 80 (Note 4)
40 ≤Wgap< 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	43.8 dB

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable in case the IAB-DU channel bandwidth or IAB-MT channel bandwidth of the NR carrier transmitted at the other edge of the gap is 10, 15, 20 MHz.
NOTE 4:	Applicable in case the IAB-DU channel bandwidth or IAB-MT channel bandwidth of the NR carrier transmitted at the other edge of the gap is 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 MHz.



<unchanged part omitted>
<end of the change 3>

<start of the change 4>
[bookmark: _Toc124151272][bookmark: _Toc98753838][bookmark: _Toc124152312][bookmark: _Toc130396844][bookmark: _Toc124151792][bookmark: _Toc75276186][bookmark: _Toc82437454][bookmark: _Toc106180824][bookmark: _Toc75275675][bookmark: _Toc89944820][bookmark: _Toc73962956][bookmark: _Toc75260133][bookmark: _Toc76541685][bookmark: _Toc114150869][bookmark: _Toc130397364]7.2.5.1	Test requirements for IAB-DU
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in table 7.2.5.1-1 for Wide Area IAB-DU, in table 7.2.5.1-2 for Medium Range IAB-DU and in table 7.2.5.1-3 for Local Area OAB-DU.
Table 7.2.5.1-1: NR Wide Area IAB-DU reference sensitivity levels 
	IAB-DU channel
	Sub-carrier
	Reference
	Reference sensitivity power level, PREFSENS (dBm)

	bandwidth (MHz)
	spacing (kHz)
	measurement channel
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 6.0 GHz

	10, 15
	15
	G-FR1-A1-1 (Note 1)
	-101
	-100.7
	-100.5

	
	
	
	
	
	

	10, 15
	30
	G-FR1-A1-2 (Note 1)
	-101.1
	-100.8
	-100.6

	10, 15
	60
	G-FR1-A1-3 (Note 1)
	-98.2
	-97.9
	-97.7

	20, 25, 30, 35, 40,
	15
	G-FR1-A1-4 (Note 1)
	-94.6
	-94.3
	-94.1

	45, 50
	
	
	
	
	

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5 (Note 1)
	-94.9
	-94.6
	-94.4

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	60
	G-FR1-A1-6 (Note 1)
	-95
	-94.7
	-94.5

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full IAB-DU channel bandwidth.



[bookmark: OLE_LINK319][bookmark: OLE_LINK320]Table 7.2.5.1-2: NR Medium Range IAB-DU reference sensitivity levels 
	IAB-DU channel
	Sub-carrier
	Reference
	Reference sensitivity power level, PREFSENS (dBm)

	bandwidth (MHz)
	spacing (kHz)
	measurement channel
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 6.0 GHz

	10, 15
	15
	G-FR1-A1-1 (Note 1)
	-96
	-95.7
	-95.5

	
	
	
	
	
	

	10, 15
	30
	G-FR1-A1-2 (Note 1)
	-96.1
	-95.8
	-95.6

	10, 15
	60
	G-FR1-A1-3 (Note 1)
	-93.2
	-92.9
	-92.7

	20, 25, 30, 35, 40,
	15
	G-FR1-A1-4 (Note 1)
	-89.6
	-89.3
	-89.1

	45, 50
	
	
	
	
	

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5 (Note 1)
	-89.9
	-89.6
	-89.4

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6 (Note 1)
	-90
	-89.7
	-89.5

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full IAB-DU channel bandwidth.



Table 7.2.5.1-3: NR Local Area IAB-DU reference sensitivity levels
	IAB-DU channel
	Sub-carrier
	Reference
	Reference sensitivity power level, PREFSENS (dBm)

	bandwidth (MHz)
	spacing (kHz)
	measurement channel
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 6.0 GHz

	10, 15
	15
	G-FR1-A1-1 (Note 1)
	-93
	-92.7
	-92.5

	
	
	
	
	
	

	10, 15
	30
	G-FR1-A1-2 (Note 1)
	-93.1
	-92.8
	-92.6

	10, 15
	60
	G-FR1-A1-3 (Note 1)
	-90.2
	-89.9
	-89.7

	20, 25, 30, 35, 40,
	15
	G-FR1-A1-4 (Note 1)
	-86.6
	-86.3
	-86.1

	45, 50
	
	
	
	
	

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5 (Note 1)
	-86.9
	-86.6
	-86.4

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6 (Note 1)
	-87
	-86.7
	-86.5

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full IAB-DU channel bandwidth.



[bookmark: _Toc114150870][bookmark: _Toc124152313][bookmark: _Toc130397365][bookmark: _Toc82437455][bookmark: _Toc106180825][bookmark: _Toc76541686][bookmark: _Toc89944821][bookmark: _Toc75260134][bookmark: _Toc75275676][bookmark: _Toc130396845][bookmark: _Toc124151273][bookmark: _Toc124151793][bookmark: _Toc73962957][bookmark: _Toc75276187][bookmark: _Toc98753839]7.2.5.2	Test requirements for IAB-MT
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in table 7.2.5.2-1 for Wide Area IAB-MT and in table 7.2.5.2-2 for Local Area IAB-MT. 
Table 7.2.5.2-1: Wide Area IAB-MT reference sensitivity levels
	IAB-MT channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	Reference sensitivity power level, PREFSENS
(dBm)

	
	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz

	4.2 GHz < f ≤ 6.0 GHz

	10, 15
	30
	G-FR1-A1-22 (Note 1)
	-101.3
	-101
	-100.8

	10, 15
	60
	G-FR1-A1-23 (Note 1)
	-98.3
	-98
	-97.8

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	30
	G-FR1-A1-25 (Note 1)
	-94.7
	-94.4
	-94.2

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	60
	G-FR1-A1-26 (Note 1)
	-94.9
	-94.6
	-94.4

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full IAB-MT channel bandwidth.



Table 7.2.5.2-2: Local Area IAB-MT reference sensitivity levels
	IAB-MT channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	Reference sensitivity power level, PREFSENS
(dBm)

	
	
	
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz

	4.2 GHz < f ≤ 6.0 GHz

	10, 15
	30
	G-FR1-A1-22 (Note 1)
	-93.3
	-93
	-92.8

	10, 15
	60
	G-FR1-A1-23 (Note 1)
	-90.3
	-90
	-89.8

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	30
	G-FR1-A1-25 (Note 1)
	-86.7
	-86.4
	-86.2

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	60
	G-FR1-A1-26 (Note 1)
	-86.9
	-86.6
	-86.4

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full IAB-MT channel bandwidth.



<unchanged part omitted>
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The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.2 with parameters specified in table 7.3.2-1 for Wide Area IAB-DU, in table 7.3.2-2 for Medium Range IAB-DU and in table 7.3.2-3 for Local Area IAB-DU.
Table 7.3.5-1: Wide Area IAB-DU dynamic range
	IAB-DU channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	
	
	
	
	
	

	
	
	
	
	
	

	10
	15
	G-FR1-A2-1
	-70.4
	-79.3
	AWGN

	
	30
	G-FR1-A2-2
	-71.1
	
	

	
	60
	G-FR1-A2-3
	-68.1
	
	

	15
	15
	G-FR1-A2-1
	-70.4
	-77.5
	AWGN

	
	30
	G-FR1-A2-2
	-71.1
	
	

	
	60
	G-FR1-A2-3
	-68.1
	
	

	20
	15
	G-FR1-A2-4
	-64.2
	-76.2
	AWGN

	
	30
	G-FR1-A2-5
	-64.2
	
	

	
	60
	G-FR1-A2-6
	-64.5
	
	

	25
	15
	G-FR1-A2-4
	-64.2
	-75.2
	AWGN

	
	30
	G-FR1-A2-5
	-64.2
	
	

	
	60
	G-FR1-A2-6
	-64.5
	
	

	30
	15
	G-FR1-A2-4
	-64.2
	-74.4
	AWGN

	
	30
	G-FR1-A2-5
	-64.2
	
	

	
	60
	G-FR1-A2-6
	-64.5
	
	

	35
	15
	G-FR1-A2-4
	-64.2
	-73.7
	AWGN

	
	30
	G-FR1-A2-5
	-64.2
	
	

	
	60
	G-FR1-A2-6
	-64.5
	
	

	40
	15
	G-FR1-A2-4
	-64.2
	-73.1
	AWGN

	
	30
	G-FR1-A2-5
	-64.2
	
	

	
	60
	G-FR1-A2-6
	-64.5
	
	

	45
	15
	G-FR1-A2-4
	-64.2
	-72.6
	AWGN

	
	30
	G-FR1-A2-5
	-64.2
	
	

	
	60
	G-FR1-A2-6
	-64.5
	
	

	50
	15
	G-FR1-A2-4
	-64.2
	-72.1
	AWGN

	
	30
	G-FR1-A2-5
	-64.2
	
	

	
	60
	G-FR1-A2-6
	-64.5
	
	

	60
	30
	G-FR1-A2-5
	-64.2
	-71.3
	AWGN

	
	60
	G-FR1-A2-6
	-64.5
	
	

	70
	30
	G-FR1-A2-5
	-64.2
	-70.7
	AWGN

	
	60
	G-FR1-A2-6
	-64.5
	
	

	80
	30
	G-FR1-A2-5
	-64.2
	-70.1
	AWGN

	
	60
	G-FR1-A2-6
	-64.5
	
	

	90
	30
	G-FR1-A2-5
	-64.2
	-69.5
	AWGN

	
	60
	G-FR1-A2-6
	-64.5
	
	

	100
	30
	G-FR1-A2-5
	-64.2
	-69.1
	AWGN

	
	60
	G-FR1-A2-6
	-64.5
	
	

	NOTE:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full IAB-DU channel bandwidth.



Table 7.3.5-2: Medium Range IAB-DU dynamic range
	IAB-DU channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	
	
	
	
	
	

	
	
	
	
	
	

	10
	15
	G-FR1-A2-1
	-65.4
	-74.3
	AWGN

	
	30
	G-FR1-A2-2
	-66.1
	
	

	
	60
	G-FR1-A2-3
	-63.1
	
	

	15
	15
	G-FR1-A2-1
	-65.4
	-72.5
	AWGN

	
	30
	G-FR1-A2-2
	-66.1
	
	

	
	60
	G-FR1-A2-3
	-63.1
	
	

	20
	15
	G-FR1-A2-4
	-59.2
	-71.2
	AWGN

	
	30
	G-FR1-A2-5
	-59.2
	
	

	
	60
	G-FR1-A2-6
	-59.5
	
	

	25
	15
	G-FR1-A2-4
	-59.2
	-70.2
	AWGN

	
	30
	G-FR1-A2-5
	-59.2
	
	

	
	60
	G-FR1-A2-6
	-59.5
	
	

	30
	15
	G-FR1-A2-4
	-59.2
	-69.4
	AWGN

	
	30
	G-FR1-A2-5
	-59.2
	
	

	
	60
	G-FR1-A2-6
	-59.5
	
	

	35
	15
	G-FR1-A2-4
	-59.2
	-68.7
	AWGN

	
	30
	G-FR1-A2-5
	-59.2
	
	

	
	60
	G-FR1-A2-6
	-59.5
	
	

	40
	15
	G-FR1-A2-4
	-59.2
	-68.1
	AWGN

	
	30
	G-FR1-A2-5
	-59.2
	
	

	
	60
	G-FR1-A2-6
	-59.5
	
	

	45
	15
	G-FR1-A2-4
	-59.2
	-67.6
	AWGN

	
	30
	G-FR1-A2-5
	-59.2
	
	

	
	60
	G-FR1-A2-6
	-59.5
	
	

	50
	15
	G-FR1-A2-4
	-59.2
	-67.1
	AWGN

	
	30
	G-FR1-A2-5
	59.8
	
	

	
	60
	G-FR1-A2-6
	-59.5
	
	

	60
	30
	G-FR1-A2-5
	-59.2
	-66.3
	AWGN

	
	60
	G-FR1-A2-6
	-59.5
	
	

	70
	30
	G-FR1-A2-5
	-59.2
	-65.7
	AWGN

	
	60
	G-FR1-A2-6
	-59.5
	
	

	80
	30
	G-FR1-A2-5
	-59.2
	-65.1
	AWGN

	
	60
	G-FR1-A2-6
	-59.5
	
	

	90
	30
	G-FR1-A2-5
	-59.2
	-64.5
	AWGN

	
	60
	G-FR1-A2-6
	-59.5
	
	

	100
	30
	G-FR1-A2-5
	-59.2
	-64.1
	AWGN

	
	60
	G-FR1-A2-6
	-59.5
	
	

	NOTE:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full IAB-DU channel bandwidth.



Table 7.3.5-3: Local Area IAB-DU dynamic range
	IAB-DU channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	
	
	
	
	
	

	
	
	
	
	
	

	10
	15
	G-FR1-A2-1
	-62.4
	-71.3
	AWGN

	
	30
	G-FR1-A2-2
	-63.1
	
	

	
	60
	G-FR1-A2-3
	-60.1
	
	

	15
	15
	G-FR1-A2-1
	-62.4
	-69.5
	AWGN

	
	30
	G-FR1-A2-2
	-63.1
	
	

	
	60
	G-FR1-A2-3
	-60.1
	
	

	20
	15
	G-FR1-A2-4
	-56.2
	-68.2
	AWGN

	
	30
	G-FR1-A2-5
	-56.2
	
	

	
	60
	G-FR1-A2-6
	-56.5
	
	

	25
	15
	G-FR1-A2-4
	-56.2
	-67.2
	AWGN

	
	30
	G-FR1-A2-5
	-56.2
	
	

	
	60
	G-FR1-A2-6
	-56.5
	
	

	30
	15
	G-FR1-A2-4
	-56.2
	-66.4
	AWGN

	
	30
	G-FR1-A2-5
	-56.2
	
	

	
	60
	G-FR1-A2-6
	-56.5
	
	

	35
	15
	G-FR1-A2-4
	-56.2
	-65.7
	AWGN

	
	30
	G-FR1-A2-5
	-56.2
	
	

	
	60
	G-FR1-A2-6
	-56.5
	
	

	40
	15
	G-FR1-A2-4
	-56.2
	-65.1
	AWGN

	
	30
	G-FR1-A2-5
	-56.2
	
	

	
	60
	G-FR1-A2-6
	-56.5
	
	

	45
	15
	G-FR1-A2-4
	-56.2
	-64.6
	AWGN

	
	30
	G-FR1-A2-5
	-56.2
	
	

	
	60
	G-FR1-A2-6
	-56.5
	
	

	50
	15
	G-FR1-A2-4
	-56.2
	-64.1
	AWGN

	
	30
	G-FR1-A2-5
	-56.2
	
	

	
	60
	G-FR1-A2-6
	-56.5
	
	

	60
	30
	G-FR1-A2-5
	-56.2
	-63.3
	AWGN

	
	60
	G-FR1-A2-6
	-56.5
	
	

	70
	30
	G-FR1-A2-5
	-56.2
	-62.7
	AWGN

	
	60
	G-FR1-A2-6
	-56.5
	
	

	80
	30
	G-FR1-A2-5
	-56.2
	-62.1
	AWGN

	
	60
	G-FR1-A2-6
	-56.5
	
	

	90
	30
	G-FR1-A2-5
	-56.2
	-61.5
	AWGN

	
	60
	G-FR1-A2-6
	-56.5
	
	

	100
	30
	G-FR1-A2-5
	-56.2
	-61.1
	AWGN

	
	60
	G-FR1-A2-6
	-56.5
	
	

	NOTE:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full IAB-DU channel bandwidth.
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The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.
For IAB, the wanted and the interfering signal coupled to the IAB type 1-H TAB connector are specified in table 7.4.1.5.1-1 and the frequency offset between the wanted and interfering signal in table 7.4.1.5.1-2 for ACS. The reference measurement channel for the wanted signal is identified in table 7.2.5.1-1, 7.2.5.1-2 and 7.2.5.1-3 for each channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex F.
The ACS requirement is applicable outside the IAB RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the IAB RF Bandwidth edges or Radio Bandwidth edges.
For a IAB operating in non-contiguous spectrum within any operating band, the ACS requirement shall apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the NR interfering signal in table 7.4.1.5.1-2. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connector, the ACS requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the NR interfering signal in table 7.4.1.5.1‑2. The interfering signal offset is defined relative to the IAB RF Bandwidth edges inside the Inter RF Bandwidth gap
Conducted requirement is defined at the TAB connector for IAB type 1-H.
Table 7.4.1.5.1-1: IAB ACS requirement
	IAB-DU channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)

	10, 15, 20, 
25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 
(Note 1)
	PREFSENS + 6 dB
	Wide Area IAB-DU: -52
Medium Range IAB-DU: -47
Local Area IAB-DU: -44

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the IAB for that bandwidth.
NOTE 2:	PREFSENS depends on the RAT. For NR, PREFSENS depends also on the IAB-DU channel bandwidth as specified in TS 38.174 [2], table 7.2.2-1, 7.2.2-2 and 7.2.2-3.	



Table 7.4.1.5.1-2: IAB ACS interferer frequency offset values
	IAB-DU channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper IAB RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	10
	±2.5075
	5 MHz DFT-s-OFDM NR signal,

	15
	±2.5125
	15 kHz SCS, 25 RBs

	20
	±2.5025
	

	25
	±9.4675
	

	30
	±9.4725
	

	35
	±9.4625
	

	40
	±9.4675
	

	45
	±9.4725
	

	50
	±9.4625
	20 MHz DFT-s-OFDM NR

	60
	±9.4725
	signal, 15 kHz SCS, 100 RBs

	70
	±9.4675
	

	80
	±9.4625
	

	90
	±9.4725
	

	100
	±9.4675
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The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel.
For IAB-MT, the wanted and the interfering signal coupled to the IAB type 1-H TAB connector are specified in table 7.4.1.5.1-1 and the frequency offset between the wanted and interfering signal in table 7.4.1.5.2-2 for ACS. The reference measurement channel for the wanted signal is identified in table 7.2.5.2-1 and 7.2.5.2-2 for each IAB-MT channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex F.
The ACS requirement is applicable outside the IAB-MT RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the IAB-MT RF Bandwidth edges or Radio Bandwidth edges.
For IAB-MT operating in non-contiguous spectrum within any operating band, the ACS requirement shall apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the NR interfering signal in table 7.4.1.5.2-2. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connector, the ACS requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the NR interfering signal in table 7.4.1.5.2‑2. The interfering signal offset is defined relative to the IAB-MT RF Bandwidth edges inside the Inter RF Bandwidth gap.
Minimum conducted requirement is defined at the TAB connector for IAB type 1-H.
Table 7.4.1.5.2-1: ACS requirement for IAB-MT
	IAB-MT channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)

	10, 15, 20, 
25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 
(Note 1)
	PREFSENS + 6 dB
	Wide Area IAB-MT: -52
Local Area IAB-MT: -44

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the IAB-MT for that bandwidth.



Table 7.4.1.5.2-2: IAB-MT ACS interferer frequency offset values
	IAB-MT channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper IAB-MT RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	10
	±2.5075
	5 MHz CP-OFDM NR signal
15 kHz SCS, 25 RBs

	15
	±2.5125
	

	20
	±2.5025
	

	25
	±9.4675
	20 MHz CP-OFDM NR signal
15 kHz SCS, 100 RBs

	30
	±9.4725
	

	35
	±9.4625
	

	40
	±9.4675
	

	45
	±9.4725
	

	50
	±9.4625
	

	60
	±9.4725
	

	70
	±9.4675
	

	80
	±9.4625
	

	90
	±9.4725
	

	100
	±9.4675
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The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to IAB type 1‑H TAB connector using the parameters in tables 7.4.2.5.1-1, 7.4.2.5.1-2 and 7.4.2.5.1-3 for general blocking and narrowband blocking requirements. The reference measurement channel for the wanted signal is identified in clause 7.2.5.1 for each channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex E.
The in-band blocking requirements apply outside the IAB RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the IAB RF Bandwidth edges or Radio Bandwidth edges.
For IAB type 1-H, the in-band blocking requirement applies from FUL_low - ΔfOOB to FUL_high + ΔfOOB, excluding the downlink frequency range of the operating band. The ΔfOOB for IAB type 1-H is defined in table 7.4.2.5.1-0.
Minimum conducted requirement is defined at the TAB connector for IAB type 1-H.
Table 7.4.2.5.1-0: ΔfOOB offset for NR operating bands
	IAB-DU type
	Operating band characteristics
	ΔfOOB (MHz)

	IAB type 1-H
	FUL_high – FUL_low < 100 MHz
	20

	
	100 MHz ≤ FUL_high – FUL_low ≤ 900 MHz 
	60

	
	100 MHz ≤ FUL_high – FUL_low ≤ 900 MHz 
	60



For a IAB operating in non-contiguous spectrum within any operating band, the in-band blocking requirements apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as twice the interfering signal minimum offset in table 7.4.2.5.1-1. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connector, the blocking requirements apply in the in-band blocking frequency ranges for each supported operating band. The requirement applies in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as twice the interfering signal minimum offset in table 7.4.2.5.1-1.
For a IAB operating in non-contiguous spectrum within any operating band, the narrowband blocking requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the channel bandwidth of the NR interfering signal in table 7.4.2.5.1-3. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connector, the narrowband blocking requirement applies in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the NR interfering signal in table 7.4.2.5.1-3. The interfering signal offset is defined relative to the IAB RF Bandwidth edges inside the Inter RF Bandwidth gap.
Table 7.4.2.5.1-1: IAB general blocking requirement
	IAB-DU channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Interfering signal centre frequency minimum offset from the lower/upper IAB-DU RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	10, 15, 20
	PREFSENS + 6 dB
	Wide Area IAB-DU: -43
Medium Range IAB-DU: -38
Local Area IAB-DU: -35
	±7.5
	5 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 25 RBs

	25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	PREFSENS + 6 dB
	Wide Area IAB-DU: -43
Medium Range IAB-DU: -38
Local Area IAB-DU: -35
	±30
	20 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 100 RBs

	NOTE:	PREFSENS depends on the RAT. For NR, PREFSENS depends also on the IAB-DU channel bandwidth as specified in TS 38.174 [2], table 7.2.2-1, 7.2.2-2 and 7.2.2-3. 



Table 7.4.2.5.2-2: IAB-DU narrowband blocking requirement
	IAB-DU channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)

	10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
(Note 1)
	PREFSENS + 6 dB
	Wide Area IAB-DU: -49
Medium Range IAB-DU: -44
Local Area IAB-DU: -41

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the IAB-DU for that IAB-DU channel bandwidth
NOTE 2:	PREFSENS depends on the IAB-DU channel bandwidth as specified in TS 38.174 [2], table 7.2.2-1, 7.2.2-2 and 7.2.2-3.
NOTE 3:	7.5 kHz shift is not applied to the wanted signal.




Table 7.4.2.5.1-3: IAB-DU narrowband blocking interferer frequency offsets
	IAB-DU channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering RB centre frequency offset to the lower/upper IAB-DU RF Bandwidth edge or sub-block edge inside a sub-block gap (kHz)
(Note 2)
	Type of interfering signal

	10
	±(355+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 1 RB

	15
	±(360+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	20
	±(350+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	25
	±(565+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	20 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 1 RB

	30
	±(570+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	35
	±(560+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	40
	±(565+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	45
	±(570+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	50
	±(560+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	60
	±(570+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	70
	±(565+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	80
	±(560+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	90
	±(570+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	100
	±(565+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	NOTE 1:	Interfering signal consisting of one resource block positioned at the stated offset, the channel bandwidth of the interfering signal is located adjacently to the lower/upper IAB-DU RF Bandwidth edge or sub-block edge inside a sub-block gap.
NOTE 2:	The centre of the interfering RB refers to the frequency location between the two central subcarriers.
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The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to IAB type 1‑H TAB connector using the parameters in tables 7.4.2.5.2-1, 7.4.2.5.2-2 and 7.4.2.5.2-3 for general blocking and narrowband blocking requirements. The reference measurement channel for the wanted signal is identified in clause 7.2.2 for each IAB-MT channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex E. 
The in-band blocking requirements apply outside the IAB-MT RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the IAB-MT RF Bandwidth edges or Radio Bandwidth edges.
The in-band blocking requirement shall apply from FDL,low - ΔfOOB to FDL,high + ΔfOOB. The ΔfOOB for wide area IAB-MT is defined in table 7.4.2.5.2-0.
Minimum conducted requirement is defined at the TAB connector for IAB-MT.
Table 7.4.2.5.2-0: ΔfOOB offset for NR operating bands
	IAB-MT type
	Operating band characteristics
	ΔfOOB (MHz)

	IAB type 1-H
	FDL,high – FDL,low < 100 MHz
	20

	
	100 MHz ≤ FDL,high – FDL,low ≤ 900 MHz 
	60



For an IAB-MT operating in non-contiguous spectrum within any operating band, the in-band blocking requirements apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as twice the interfering signal minimum offset in Table 7.4.2.5.2-1. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connector, the blocking requirements apply in the in-band blocking frequency ranges for each supported operating band. The requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as twice the interfering signal minimum offset in Table 7.4.2.5.2-1.
For an IAB-MT operating in non-contiguous spectrum within any operating band, the narrowband blocking requirement shall apply in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as the channel bandwidth of the NR interfering signal in Table 7.4.2.5.2-3. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connector, the narrowband blocking requirement shall apply in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as the NR interfering signal in Table 7.4.2.5.2-3. The interfering signal offset is defined relative to the IAB-MT RF Bandwidth edges inside the Inter RF Bandwidth gap.
Table 7.4.2.5.2-1: IAB-MT general blocking requirement
	IAB-MT channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Interfering signal centre frequency minimum offset from the lower/upper IAB-MT RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	10, 15, 20
	PREFSENS + 6 dB
	Wide Area IAB-MT: -43
Local Area IAB-MT: -35
	±7.5
	5 MHz CP-OFDM NR signal
15 kHz SCS, 25 RBs

	25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	PREFSENS + 6 dB
	Wide Area IAB-MT: -43
Local Area IAB-MT: -35
	±30
	20 MHz CP-OFDM NR signal
15 kHz SCS, 100 RBs

	NOTE:	PREFSENS depends on the RAT. For NR, PREFSENS depends also on the IAB-MT channel bandwidth as specified in tables 7.2.2-1, 7.2.2-2. 



Table 7.4.2.5.2-2: IAB-MT narrowband blocking requirement
	IAB-MT channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)

	10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80,90, 100 (Note 1)
	PREFSENS + 6 dB
	Wide Area IAB-MT: -49
Local Area IAB-MT: -41

	NOTE 1:	The SCS for the lowest/highest carrier received is the lowest SCS supported by the IAB-MT for that IAB-MT channel bandwidth
NOTE 2:	PREFSENS depends on the IAB-MT channel bandwidth as specified in tables 7.2.2-1 and 7.2.2-2. 
NOTE 3:	7.5 kHz shift is not applied to the wanted signal.



Table 7.4.2.5.2-3: IAB-MT narrowband blocking interferer frequency offsets
	IAB-MT channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering RB centre frequency offset to the lower/upper IAB-MT RF Bandwidth edge or sub-block edge inside a sub-block gap (kHz) (Note 2)
	Type of interfering signal

	10
	±(355+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	5 MHz CP-OFDM NR signal, 15 kHz SCS, 1 RB

	15
	±(360+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	20
	±(350+m*180),
m=0, 1, 2, 3, 4, 9, 14, 19, 24
	

	25
	±(565+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	20 MHz CP-OFDM NR signal, 15 kHz SCS, 1 RB

	30
	±(570+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	35
	±(560+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	40
	±(565+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	45
	±(570+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	50
	±(560+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	60
	±(570+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	70
	±(565+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	80
	±(560+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	90
	±(570+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	100
	±(565+m*180),
m=0, 1, 2, 3, 4, 29, 54, 79, 99
	

	NOTE 1:	Interfering signal consisting of one resource block positioned at the stated offset, the channel bandwidth of the interfering signal is located adjacently to the lower/upper IAB-MT RF Bandwidth edge or sub-block edge inside a sub-block gap. 
NOTE 2:	The centre of the interfering RB refers to the frequency location between the two central subcarriers.
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The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted signal at the assigned channel frequency and two interfering signals coupled to the IAB type 1-H TAB connector, with the conditions specified in tables 7.7.5.1-1 and 7.7.5.1-2 for intermodulation performance and in tables 7.7.5.1-3, and 7.7.5.1-4 for narrowband intermodulation performance. The reference measurement channel for the wanted signal is identified in tables 7.2.5.1-1 to 7.2.5.1-3 for each channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex E.
The subcarrier spacing for the modulated interfering signal shall in general be the same as the subcarrier spacing for the wanted signal, except for the case of wanted signal subcarrier spacing 60 kHz and IAB-DU channel bandwidth <= 20MHz, for which the subcarrier spacing of the interfering signal should be 30 kHz.
The receiver intermodulation requirement is applicable outside the IAB-DU RF Bandwidth or Radio Bandwidth edges. The interfering signal offset is defined relative to the IAB-DU RF Bandwidth edges or Radio Bandwidth edges.
For an IAB-DU operating in non-contiguous spectrum within any operating band, the narrowband intermodulation requirement applies in addition inside any sub-block gap in case the sub-block gap is at least as wide as the channel bandwidth of the NR interfering signal in table 7.7.5.1-2 or 7.7.5.1-4. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connectors, the intermodulation requirement applies in addition inside any Inter RF Bandwidth gap, in case the gap size is at least twice as wide as the NR interfering signal centre frequency offset from the IAB-DU RF Bandwidth edge.
For a multi-band connectors, the narrowband intermodulation requirement applies in addition inside any Inter RF Bandwidth gap in case the gap size is at least as wide as the NR interfering signal in tables 7.7.5.1-2 and 7.7.5.1-4. The interfering signal offset is defined relative to the IAB-DU RF Bandwidth edges inside the Inter RF Bandwidth gap.
Table 7.7.5.1-1: General intermodulation requirement
	IAB-DU type
	Wanted Signal mean power (dBm)
	Mean power of interfering signals (dBm)
	Type of interfering signals

	Wide Area 
	PREFSENS + 6 dB 
	-52
	

	Medium Range 
	PREFSENS + 6 dB 
	-47
	See table 7.7.5.1-2

	Local Area
	PREFSENS + 6 dB 
	-44
	

	NOTE:	PREFSENS depends on the RAT and the IAB class. For NR, PREFSENS depends also on the IAB-DU channel bandwidth as specified in TS 38.174 [2], clause 7.2.1.2.



Table 7.7.5.1-2: Interfering signals for intermodulation requirement
	IAB-DU channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper IAB-DU RF Bandwidth edge (MHz)
	Type of interfering signal (Note 3)

	10
	±7.465
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal, (Note 1)

	15
	±7.43
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal, (Note 1)

	20
	±7.395
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal, (Note 1)

	25
	±7.465
	CW

	
	±25
	20MHz DFT-s-OFDM NR signal, (Note 2)

	30
	±7.43
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	35
	±7.44
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	40
	±7.45
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	45
	±7.37
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	50
	±7.35
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	60
	±7.49
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	70
	±7.42
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	80
	±7.44
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	90
	±7.46
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	100
	±7.48
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, (Note 2)

	NOTE 1:	For the 15 kHz subcarrier spacing, the number of RB is 25. For the 30 kHz subcarrier spacing, the number of RB is 10.
NOTE 2:	For the 15 kHz subcarrier spacing, the number of RB is 100. For the 30 kHz subcarrier spacing, the number of RB is 50. For the 60 kHz subcarrier spacing, the number of RB is 24. 
NOTE 3:	The RBs shall be placed adjacent to the transmission bandwidth configuration edge which is closer to the IAB-DU RF Bandwidth edge.



Table 7.7.5.1-3: Narrowband intermodulation performance requirement in FR1
	IAB-DU type
	Wanted signal mean power (dBm)
(Note 1)
	Mean power of interfering signals (dBm)
	Type of interfering signal

	Wide Area 
	PREFSENS + 6 dB
	-52
	

	Medium Range 
	PREFSENS + 6 dB
	-47
	See table 7.7.5.1-4

	Local Area 
	PREFSENS + 6 dB
	-44
	

	NOTE:	PREFSENS depends on the RAT. For NR, PREFSENS depends also on the IAB-DU channel bandwidth as specified in TS 38.174 [2], clause 7.2.1.2.



Table 7.7.5.1-4: Interfering signals for narrowband intermodulation requirement in FR1
	IAB-DU channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering RB centre frequency offset from the lower/upper IAB-DU RF Bandwidth edge or sub-block edge inside a sub-block gap (kHz) (Note 3)
	Type of interfering signals

	10
	±370
	CW

	
	±1960
	5 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	15 (Note 2)
	±380
	CW

	
	±1960
	5 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	20 (Note 2)
	±390
	CW

	
	±2320
	5 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	25 (Note 2)
	±325
	CW

	
	±2350
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	30 (Note 2)
	±335
	CW

	
	±2350
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	35 (Note 2)
	±345
	CW

	
	±2710
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	40 (Note 2)
	±355
	CW

	
	±2710
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	45 (Note 2)
	±365
	CW

	
	±2710
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	50 (Note 2)
	±375
	CW

	
	±2710
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	60 (Note 2)
	±395
	CW

	
	±2710
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	70 (Note 2)
	±415
	CW

	
	±2710
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	80 (Note 2)
	±435
	CW

	
	±2710
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	90 (Note 2)
	±365
	CW

	
	±2530
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	100 (Note 2)
	±385
	CW

	
	±2530
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	NOTE 1:	Interfering signal consisting of one resource block positioned at the stated offset, the IAB-DU channel bandwidth of the interfering signal is located adjacently to the lower/upper IAB-DU RF Bandwidth edge or sub-block edge inside a sub-block gap.
NOTE 2:	This requirement shall apply only for a G-FRC mapped to the frequency range at the channel edge adjacent to the interfering signals.
NOTE 3:	The centre of the interfering RB refers to the frequency location between the two central subcarriers.
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The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted signal at the assigned channel frequency and two interfering signals coupled to the IAB type 1-H TAB connector, with the conditions specified in tables 7.7.5.2-1 and 7.7.5.2-2 for intermodulation performance and in tables 7.7.5.2-3, and 7.7.5.2-4 for narrowband intermodulation performance. The reference measurement channel for the wanted signal is identified in tables 7.2.5.2-1 to 7.2.5.2-2 for each channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex E.
The subcarrier spacing for the modulated interfering signal shall in general be the same as the subcarrier spacing for the wanted signal, except for the case of wanted signal subcarrier spacing 60 kHz and IAB-MT channel bandwidth <=20MHz, for which the subcarrier spacing of the interfering signal should be 30 kHz.
The receiver intermodulation requirement is applicable outside the IAB-MT RF Bandwidth or Radio Bandwidth edges. The interfering signal offset is defined relative to the IAB-MT RF Bandwidth edges or Radio Bandwidth edges.
For an IAB-MT operating in non-contiguous spectrum within any operating band, the narrowband intermodulation requirement applies in addition inside any sub-block gap in case the sub-block gap is at least as wide as the channel bandwidth of the NR interfering signal in table 7.7.5.2-2 or 7.7.5.2-4. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band connectors, the intermodulation requirement applies in addition inside any Inter RF Bandwidth gap, in case the gap size is at least twice as wide as the NR interfering signal centre frequency offset from the IAB-MT RF Bandwidth edge.
For a multi-band connectors, the narrowband intermodulation requirement applies in addition inside any Inter RF Bandwidth gap in case the gap size is at least as wide as the NR interfering signal in tables 7.7.5.2-2 and 7.7.5.2-4. The interfering signal offset is defined relative to the IAB-MT RF Bandwidth edges inside the Inter RF Bandwidth gap.
Table 7.7.5.2-1: General intermodulation requirement
	IAB-MT type
	Wanted Signal mean power (dBm)
	Mean power of interfering signals (dBm)
	Type of interfering signals

	Wide Area 
	PREFSENS + 6 dB 
	-52
	See table 7.7.5.2-2

	Local Area
	PREFSENS + 6 dB 
	-44
	

	NOTE:	PREFSENS depends on the RAT and the IAB class. For NR, PREFSENS depends also on the IAB-MT channel bandwidth as specified in TS 38.174 [2], clause 7.2.2.2.



Table 7.7.5.2-2: Interfering signals for intermodulation requirement
	IAB-MT channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper IAB-MT RF Bandwidth edge (MHz)
	Type of interfering signal (Note 3)

	10
	±7.465
	CW

	
	±17.5
	5 MHz CP-OFDM NR signal, (Note 1)

	15
	±7.43
	CW

	
	±17.5
	5 MHz CP-OFDM NR signal, (Note 1)

	20
	±7.395
	CW

	
	±17.5
	5 MHz CP-OFDM NR signal, (Note 1)

	25
	±7.465
	CW

	
	±25
	20MHz CP-OFDM NR signal, (Note 2)

	30
	±7.43
	CW

	
	±25
	20 MHz CP-OFDM NR signal, (Note 2)

	35
	±7.44
	CW

	
	±25
	20 MHz CP-OFDM NR signal, (Note 2)

	40
	±7.45
	CW

	
	±25
	20 MHz CP-OFDM NR signal, (Note 2)

	45
	±7.37
	CW

	
	±25
	20 MHz CP-OFDM NR signal, (Note 2)

	50
	±7.35
	CW

	
	±25
	20 MHz CP-OFDM NR signal, (Note 2)

	60
	±7.49
	CW

	
	±25
	20 MHz CP-OFDM NR signal, (Note 2)

	70
	±7.42
	CW

	
	±25
	20 MHz CP-OFDM NR signal, (Note 2)

	80
	±7.44
	CW

	
	±25
	20 MHz CP-OFDM NR signal, (Note 2)

	90
	±7.46
	CW

	
	±25
	20 MHz CP-OFDM NR signal, (Note 2)

	100
	±7.48
	CW

	
	±25
	20 MHz CP-OFDM NR signal, (Note 2)

	NOTE 1:	For the 15 kHz subcarrier spacing, the number of RB is 25. For the 30 kHz subcarrier spacing, the number of RB is 10.
NOTE 2:	For the 15 kHz subcarrier spacing, the number of RB is 100. For the 30 kHz subcarrier spacing, the number of RB is 50. For the 60 kHz subcarrier spacing, the number of RB is 24. 
NOTE 3:	The RBs shall be placed adjacent to the transmission bandwidth configuration edge which is closer to the IAB-MT RF Bandwidth edge.



Table 7.7.5.2-3: Narrowband intermodulation performance requirement in FR1
	IAB-MT type
	Wanted signal mean power (dBm)
(Note 1)
	Mean power of interfering signals (dBm)
	Type of interfering signal

	Wide Area 
	PREFSENS + 6 dB
	-52
	See table 7.7.5.2-4

	Local Area 
	PREFSENS + 6 dB
	-44
	

	NOTE:	PREFSENS depends on the RAT. For NR, PREFSENS depends also on the IAB-MT channel bandwidth as specified in TS 38.174 [2], clause 7.2.2.2.



Table 7.7.5.2-4: Interfering signals for narrowband intermodulation requirement in FR1
	IAB-MT channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering RB centre frequency offset from the lower/upper IAB-MT RF Bandwidth edge or sub-block edge inside a sub-block gap (kHz) (Note 3)
	Type of interfering signals

	10
	±370
	CW

	
	±1960
	5 MHz CP-OFDM NR signal, 1 RB (Note 1)

	15 (Note 2)
	±380
	CW

	
	±1960
	5 MHz CP-OFDM NR signal, 1 RB (Note 1)

	20 (Note 2)
	±390
	CW

	
	±2320
	5 MHz CP-OFDM NR signal, 1 RB (Note 1)

	25 (Note 2)
	±325
	CW

	
	±2350
	20 MHz CP-OFDM NR signal, 1 RB (Note 1)

	30 (Note 2)
	±335
	CW

	
	±2350
	20 MHz CP-OFDM NR signal, 1 RB (Note 1)

	35 (Note 2)
	±345
	CW

	
	±2710
	20 MHz CP-OFDM NR signal, 1 RB (Note 1)

	40 (Note 2)
	±355
	CW

	
	±2710
	20 MHz CP-OFDM NR signal, 1 RB (Note 1)

	45 (Note 2)
	±365
	CW

	
	±2710
	20 MHz CP-OFDM NR signal, 1 RB (Note 1)

	50 (Note 2)
	±375
	CW

	
	±2710
	20 MHz CP-OFDM NR signal, 1 RB (Note 1)

	60 (Note 2)
	±395
	CW

	
	±2710
	20 MHz CP-OFDM NR signal, 1 RB (Note 1)

	70 (Note 2)
	±415
	CW

	
	±2710
	20 MHz CP-OFDM NR signal, 1 RB (Note 1)

	80 (Note 2)
	±435
	CW

	
	±2710
	20 MHz CP-OFDM NR signal, 1 RB (Note 1)

	90 (Note 2)
	±365
	CW

	
	±2530
	20 MHz CP-OFDM NR signal, 1 RB (Note 1)

	100 (Note 2)
	±385
	CW

	
	±2530
	20 MHz CP-OFDM NR signal, 1 RB (Note 1)

	NOTE 1:	Interfering signal consisting of one resource block positioned at the stated offset, the IAB-MT channel bandwidth of the interfering signal is located adjacently to the lower/upper IAB-MT RF Bandwidth edge or sub-block edge inside a sub-block gap.
NOTE 2:	This requirement shall apply only for a G-FRC mapped to the frequency range at the channel edge adjacent to the interfering signals.
NOTE 3:	The centre of the interfering RB refers to the frequency location between the two central subcarriers.
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For IAB-DU, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in table 7.8.5.1-1 for Wide Area IAB-DU, in table 7.8.5.1-2 for Medium Range IAB-DU and in table 7.8.5.1-3 for Local Area IAB-DU. The characteristics of the interfering signal is further specified in annex E.
Table 7.8.5.1-1: Wide Area IAB-DU in-channel selectivity
	IAB-DU channel bandwidth
	Subcarrier spacing
	Reference measurement
	Wanted signal mean power (dBm)
	Interfering signal mean
	Type of interfering signal

	(MHz)
	(kHz)
	channel
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 6.0 GHz
	power (dBm)
	

	10, 15, 20, 25, 30, 35
	15
	G-FR1-A1-1
	-97.3
	-96.9
	-96.6
	-77.4
	DFT-s-OFDM NR signal, 15 kHz SCS, 25 RBs

	40, 45, 50
	15
	G-FR1-A1-4
	-90.9
	-90.5
	-90.2
	-71.4
	DFT-s-OFDM NR signal, 15 kHz SCS, 100 RBs

	10, 15, 20, 25, 30, 35
	30
	G-FR1-A1-2
	-97.4
	-97
	-96.7
	-78.4
	DFT-s-OFDM NR signal, 30 kHz SCS, 10 RBs

	40, 45, 50, 60, 70, 80, 90, 100
	30
	G-FR1-A1-5
	-91.2
	-90.8
	-90.5
	-71.4
	DFT-s-OFDM NR signal, 30 kHz SCS, 50 RBs

	10, 15, 20, 25, 30, 35
	60
	G-FR1-A1-9
	-96.8
	-96.4
	-96.1
	-78.4
	DFT-s-OFDM NR signal, 60 kHz SCS, 5 RBs

	40, 45, 50, 60, 70, 80, 90, 100
	60
	G-FR1-A1-6
	-91.3
	-90.9
	-90.6
	-71.6
	DFT-s-OFDM NR signal, 60 kHz SCS, 24 RBs

	NOTE:	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for IAB-DU channel bandwidth of the wanted signal according to the clause 5.4.2.2 in TS 38.174 [2]. The aggregated wanted and interferer signal shall be centred in the IAB-DU channel bandwidth of the wanted signal.



Table 7.8.5.1-2: Medium Range IAB-DU in-channel selectivity
	IAB-DU channel bandwidth
	Subcarrier spacing
	Reference measurement
	Wanted signal mean power (dBm)
	Interfering signal mean
	Type of interfering signal

	(MHz)
	(kHz)
	channel
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 6.0 GHz
	power (dBm)
	

	10, 15, 20, 25, 30, 35
	15
	G-FR1-A1-1
	-92.3
	-91.9
	-91.6
	-72.4
	DFT-s-OFDM NR signal, 15 kHz SCS, 25 RBs

	40, 45, 50
	15
	G-FR1-A1-4
	-85.9
	-85.5
	-85.2
	-66.4
	DFT-s-OFDM NR signal, 15 kHz SCS, 100 RBs

	10, 15, 20, 25, 30, 35
	30
	G-FR1-A1-2
	-92.4
	-92
	-91.7
	-73.4
	DFT-s-OFDM NR signal, 30 kHz SCS, 10 RBs

	40, 45, 50, 60, 70, 80, 90, 100
	30
	G-FR1-A1-5
	-86.2
	-85.8
	-85.5
	-66.4
	DFT-s-OFDM NR signal, 30 kHz SCS, 50 RBs

	10, 15, 20, 25, 30, 35
	60
	G-FR1-A1-9
	-91.8
	-91.4
	-91.1
	-73.4
	DFT-s-OFDM NR signal, 60 kHz SCS, 5 RBs

	40, 45, 50, 60, 70, 80, 90, 100
	60
	G-FR1-A1-6
	-86.3
	-85.9
	-85.6
	-66.6
	DFT-s-OFDM NR signal, 60 kHz SCS, 24 RBs

	NOTE:	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for IAB-DU channel bandwidth of the wanted signal according to the clause 5.4.2.2 in TS 38.174 [2]. The aggregated wanted and interferer signal shall be centred in the IAB-DU channel bandwidth of the wanted signal.



Table 7.8.5.1-3: Local area IAB-DU in-channel selectivity
	IAB-DU channel bandwidth
	Subcarrier spacing
	Reference measurement
	Wanted signal mean power (dBm)
	Interfering signal mean
	Type of interfering signal

	(MHz)
	(kHz)
	channel
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 6.0 GHz
	power (dBm)
	

	10, 15, 20, 25, 30, 35
	15
	G-FR1-A1-1
	-89.3
	-88.9
	-88.6
	-69.4
	DFT-s-OFDM NR signal, 15 kHz SCS, 25 RB

	40, 45, 50
	15
	G-FR1-A1-4
	-82.9
	-82.5
	-82.2
	-63.4
	DFT-s-OFDM NR signal, 15 kHz SCS, 100 RBs

	10, 15, 20, 25, 30, 35
	30
	G-FR1-A1-2
	-89.4
	-89
	-88.7
	-70.4
	DFT-s-OFDM NR signal, 30 kHz SCS, 10 RBs

	40, 45, 50, 60, 70, 80, 90, 100
	30
	G-FR1-A1-5
	-83.2
	-82.8
	-82.5
	-63.4
	DFT-s-OFDM NR signal, 30 kHz SCS, 50 RBs

	10, 15, 20, 25, 30, 35
	60
	G-FR1-A1-9
	-88.8
	-88.4
	-88.1
	-70.4
	DFT-s-OFDM NR signal, 60 kHz SCS, 5 RBs

	40, 45, 50, 60, 70, 80, 90, 100
	60
	G-FR1-A1-6
	-83.3
	-82.9
	-82.6
	-63.6
	DFT-s-OFDM NR signal, 60 kHz SCS, 24 RBs

	NOTE:	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for IAB-DU channel bandwidth of the wanted signal according to the clause 5.4.2.2 in TS 38.174 [2]. The aggregated wanted and interferer signal shall be centred in the IAB-DU channel bandwidth of the wanted signal.



<unchanged part omitted>
<end of the change 9>

