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	Reason for change:
	(1)
The field descriptions for nr-DL-TDOA-AdditionalMeasurements and nr-Multi-RTT-AdditionalMeasurements are currently missing.

(2)
As a general drafting rule in RAN2, requirements are specified for the UE, whereas the expected behaviour for the network node (location server) is specified without any explicit "shall" requirement. However, in the LPP specification, a few "shall" requirements for the location server are defined.

(3)
Minor editorial mistakes.

(4)
The defintion of area for preconfigured assistance data is not clear. If NW configures the same cell in different area, then a UE camped in that cell would have ambiguity as which assistance data instance is valid in that area.

(5)
The field description of nr-TRP-LocationInfo in NR-PositionCalculationAssistance provides not only the ARP location but also the TRP location. Also, the ARP is associated with Resource Sets and Resources of the TRP and this detail is missing.

(6)
NR-TRP-LocationInfo is a list and NR-TRP-LocationInfoPerFreqLayer is an entry in the list but the field description for referencePoint and the explanation for conditional presence tag ‘NotSameAsPrev’ refers to NR-TRP-LocationInfoPerFreqLayer as the list.

(7)
The meaning of the ENUMERATED values in fields maxSRSposBandwidthForEachSCS-withinCC-FR1 and maxSRSposBandwidthForEachSCS-withinCC-FR2 in IE NR-UL-SRS-Capability is ambiguous.

	
	

	Summary of change:
	(1)
The field descriptions for nr-DL-TDOA-AdditionalMeasurements and nr-Multi-RTT-AdditionalMeasurements are added according to TS 38.214.

(2)
Changed the location server "shall" requirement to an expected behaviour.

(3)
Various minor editorial corrections.

(4)
Area definition has been updated that each cell is included in only one area.

(5)
Clarified that TRP location in addition to ARP location is provided by nr-TRP-LocationInfo and ARP is associatd with DL-PRS Resource Set(s) and DL-PRS Resources of the TRPs.
(6)
Corrected the field description for referencePoint and the explanation for conditional presence tag ‘NotSameAsPrev’ to refer to NR-TRP-LocationInfo as the list IE.
(7)
Clarified that the ENUMERATED values in fields maxSRSposBandwidthForEachSCS-withinCC-FR1 and maxSRSposBandwidthForEachSCS-withinCC-FR2 in IE NR-UL-SRS-Capability indicate the bandwidth in MHz.

	
	

	Consequences if not approved:
	(1)
Field descriptions for nr-DL-TDOA-AdditionalMeasurements and nr-Multi-RTT-AdditionalMeasurements remain absent.

Impact analysis
Impacted functionality:
DL-TDOA/Multi-RTT Signal Measurement Information 
Inter-operability:
If the UE is implemented according to the CR and the network is not, there are no inter-operability issues.
If the network is implemented according to the CR and the UE is not, the network may receive the measurement report with both fields, additional measurements and extended additional measurements present, which an LMF may not be able to comprehend correctly.

(2)
Misalignment with RAN2 drafting rules remain.

Impact analysis
Impacted functionality:
Location Server behaviour 
Inter-operability:
If the UE is implemented according to the CR and the network is not, there are no inter-operability issues.
If the network is implemented according to the CR and the UE is not, there are no inter-operability issues.

(3)
Editorial errors remain in the specification.

(4)
Ambiguity in the applicable assistence data instance remains.

Impact Analysis
Impacted functionality:
Preconfigured Assistance data with validity area
Inter-operability:
If the UE is implemented according to the CR and the network is not, there can be ambiguity on the UE as which assistance data to select.
If the network is implemented according to the CR and the UE is not there are no inter-operability issues.

(5), (6)
Field description of nr-TRP-LocationInfo will be incomplete and will lack details of what the ARP is associated with in a TRP.
Field description for referencePoint will remain incorrect, referencing the wrong IE.

Impact Analysis
Impacted functionality:
Position calculation assistance data transfer for UE-based positioning (DL-TDOA and DL-AoD).
Inter-operability:
If the UE is implemented according to the CR and the network is not, there are no inter-operability issues.
If the network is implemented according to the CR and the UE is not, there are no inter-operability issues.

(7)
Ambiguity of the meaning of the ENUMERATED values in fields maxSRSposBandwidthForEachSCS-withinCC-FR1 and maxSRSposBandwidthForEachSCS-withinCC-FR2 in IE NR-UL-SRS-Capability will remain.
Impact Analysis
Impacted functionality:
SRS for positioning capability in RRC_INACTIVE state.
Inter-operability:
If the UE is implemented according to the CR and the network is not, there are no inter-operability issues.
If the network is implemented according to the CR and the UE is not, there are no inter-operability issues.
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[bookmark: _Toc131140110]–	AreaID-CellList
The IE AreaID-CellList provides the NR Cell-IDs of the TRPs belonging to a particular network area where the associated assistance data are valid. Each cell is included in only one area.
-- ASN1START

AreaID-CellList-r17 ::= SEQUENCE (SIZE(1..maxCellIDsPerArea-r17)) OF NR-Cell-IDs-r17

NR-Cell-IDs-r17 ::= SEQUENCE {
	nr-CellGlobalID-r17				NCGI-r15					OPTIONAL,	-- Need ON
	nr-PhysCellID-r17				NR-PhysCellID-r16			OPTIONAL,	-- Need ON
	nr-ARFCN-r17					ARFCN-ValueNR-r15			OPTIONAL,	-- Need ON
	...
}

-- ASN1STOP

	AreaID-CellList field descriptions

	nr-CellGlobalID
This field specifies the NR Cell Global ID of the TRP belonging to a particular network area where the associated assistance data are applicable.

	nr-PhysCellID
This field specifies the physical cell identity of the TRP belonging to a particular network area where the associated assistance data are applicable.

	nr-ARFCN
This field specifies the NR-ARFCN of the TRP's CD-SSB (as defined in TS 38.300 [47]) corresponding to nr-PhysCellID.



[…]
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The IE NR-PositionCalculationAssistance is used by the location server to provide assistance data to enable UE‑based downlink positioning.
-- ASN1START

NR-PositionCalculationAssistance-r16 ::= SEQUENCE {
	nr-TRP-LocationInfo-r16			NR-TRP-LocationInfo-r16				OPTIONAL,	-- Need ON
	nr-DL-PRS-BeamInfo-r16			NR-DL-PRS-BeamInfo-r16				OPTIONAL,	-- Need ON
	nr-RTD-Info-r16					NR-RTD-Info-r16						OPTIONAL,	-- Need ON
	...,
	[[
	nr-TRP-BeamAntennaInfo-r17		NR-TRP-BeamAntennaInfo-r17			OPTIONAL,	-- Need ON
	nr-DL-PRS-Expected-LOS-NLOS-Assistance-r17
									NR-DL-PRS-ExpectedLOS-NLOS-Assistance-r17
																		OPTIONAL,	-- Need ON
	nr-DL-PRS-TRP-TEG-Info-r17		NR-DL-PRS-TRP-TEG-Info-r17			OPTIONAL	-- Need ON
	]]
}
-- ASN1STOP

	NR-PositionCalculationAssistance field descriptions

	nr-TRP-LocationInfo
This field provides the location coordinates of the TRPs and location coordinates of antenna reference points for DL-PRS Resource Set(s) and DL-PRS Resources of the TRPs.

	nr-DL-PRS-BeamInfo
This field provides the spatial directions of DL-PRS Resources for TRPs.

	nr-RTD-Info
This field provides the time synchronization information between the reference TRP and neighbour TRPs. 

	nr-TRP-BeamAntennaInfo
This field provides the relative DL-PRS Resource power between PRS resources per angle per TRP.

	nr-DL-PRS-ExpectedLOS-NLOS-Assistance
This field provides the expected likelihood of a LOS propagation path from a TRP to the target device. The information is provided per TRP or per DL-PRS Resource.

	nr-DL-PRS-TRP-TEG-Info
This field provides the TRP Tx TEG ID associated with the transmission of each DL-PRS Resource of the TRP.
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[…]
–	NR-TRP-LocationInfo
The IE NR-TRP-LocationInfo is used by the location server to provide the coordinates of TRPs and coordinates of the antenna reference points for a set of TRPs. For each TRP, the ARP location can be provided for each associated PRS Resource ID per PRS Resource Set.
-- ASN1START

NR-TRP-LocationInfo-r16 ::= SEQUENCE (SIZE (1..nrMaxFreqLayers-r16)) OF
									NR-TRP-LocationInfoPerFreqLayer-r16

NR-TRP-LocationInfoPerFreqLayer-r16 ::= SEQUENCE {
	referencePoint-r16			ReferencePoint-r16				OPTIONAL,	-- Cond NotSameAsPrev
	trp-LocationInfoList-r16	SEQUENCE (SIZE (1..nrMaxTRPsPerFreq-r16)) OF
										TRP-LocationInfoElement-r16,
	...
}

TRP-LocationInfoElement-r16 ::= SEQUENCE {
	dl-PRS-ID-r16					INTEGER (0..255),
	nr-PhysCellID-r16				NR-PhysCellID-r16			OPTIONAL,	-- Need ON
	nr-CellGlobalID-r16				NCGI-r15					OPTIONAL,	-- Need ON
	nr-ARFCN-r16					ARFCN-ValueNR-r15			OPTIONAL,	-- Need ON
	associated-DL-PRS-ID-r16		INTEGER (0..255)			OPTIONAL,	-- Need OP
	trp-Location-r16				RelativeLocation-r16					OPTIONAL,	-- Need OP
	trp-DL-PRS-ResourceSets-r16		SEQUENCE (SIZE(1..nrMaxSetsPerTrpPerFreqLayer-r16)) OF
										DL-PRS-ResourceSets-TRP-Element-r16	OPTIONAL,	-- Need OP
	...
}

DL-PRS-ResourceSets-TRP-Element-r16 ::= SEQUENCE {
	dl-PRS-ResourceSetARP-r16			RelativeLocation-r16				OPTIONAL,	-- Need OP
	dl-PRS-Resource-ARP-List-r16		SEQUENCE (SIZE(1..nrMaxResourcesPerSet-r16)) OF
											DL-PRS-Resource-ARP-Element-r16	OPTIONAL,	-- Need OP
	...
}

DL-PRS-Resource-ARP-Element-r16 ::= SEQUENCE {
	dl-PRS-Resource-ARP-location-r16	RelativeLocation-r16				OPTIONAL,	-- Need OP
	...
}

-- ASN1STOP

	Conditional presence
	Explanation

	NotSameAsPrev
	The field is mandatory present in the first entry of the NR-TRP-LocationInfoPerFreqLayer in the NR-TRP-LocationInfo list; otherwise it is optionally present, need OP.



	NR-TRP-LocationInfo field descriptions

	referencePoint
This field specifies the reference point used to define the TRP location of TRPs provided in the trp-LocationInfoList. If this field is absent, the reference point is the same as in the previous entry of the NR-TRP-LocationInfoPerFreqLayer in the NR-TRP-LocationInfo list.

	trp-LocationInfoList
This field provides the antenna reference point locations of the DL-PRS Resources for the TRPs and comprises the following sub-fields:
-	dl-PRS-ID: This field is used along with a DL-PRS Resource Set ID and a DL-PRS Resources ID to uniquely identify a DL-PRS Resource, and is associated to a single TRP.
-	nr-PhysCellID: This field specifies the physical cell identity of the associated TRP.
-	nr-CellGlobalID: This field specifies the NCGI, the globally unique identity of a cell in NR, of the associated TRP.
-	nr-ARFCN: This field specifies the NR-ARFCN of the TRP's CD-SSB (as defined in TS 38.300 [47]) corresponding to nr-PhysCellID.
-	associated-DL-PRS-ID: This field, if present, specifies the dl-PRS-ID of the associated TRP from which the trp-location information is adopted. If the field is present, the field trp-Location shall be absent.
-	trp-Location: This field provides the location of the TRP relative to the referencePoint location. If this field is absent the TRP location coincides with the referencePoint location, unless the field associated-dl-PRS-ID is present, in which case the trp-Location is adopted from the associated TRP indicated by associated-dl-PRS-ID.
-	trp-DL-PRS-ResourceSets: This field provides the antenna reference point location(s) of the DL-PRS Resource Set(s) associated with this TRP. If this field is absent, the antenna reference point location(s) of the DL-PRS Resource Set(s) coincides with the trp-Location location. This field comprises the following sub-fields:
-	dl-PRS-ResourceSetARP: This field provides the antenna reference point location of the DL-PRS Resource Set relative to the trp-Location location. If this field is absent, the antenna reference point location of this DL-PRS Resource Set coincides with the trp-Location location.
-	dl-PRS-Resource-ARP-List: This field provides the antenna reference point location(s) of the DL-PRS Resource(s) associated with this Resource Set of the TRP. If this field is absent, the antenna reference point location(s) of the DL-PRS Resources coincides with the dl-PRS-ResourceSetARP location. This field comprises the following sub-fields:
-	dl-PRS-Resource-ARP-location: This field provides the antenna reference point location of the DL-PRS Resource associated with the DL-PRS Resource Set of the TRP relative to the dl-PRS-ResourceSetARP location. If this field is absent, the antenna reference point location of this DL-PRS Resource coincides with the dl-PRS-ResourceSetARP location.
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The IE NR-UL-SRS-Capability defines the UE uplink SRS capability.
-- ASN1START

NR-UL-SRS-Capability-r16 ::= SEQUENCE {
	srs-CapabilityBandList-r16					SEQUENCE (SIZE (1..nrMaxBands-r16)) OF
													SRS-CapabilityPerBand-r16,
	srs-PosResourceConfigCA-BandList-r16		SEQUENCE (SIZE (1..nrMaxConfiguredBands-r16)) OF
													SRS-PosResourcesPerBand-r16			OPTIONAL,
	maxNumberSRS-PosPathLossEstimateAllServingCells-r16	
												ENUMERATED {n1, n4, n8, n16}			OPTIONAL,
	maxNumberSRS-PosSpatialRelationsAllServingCells-r16	
												ENUMERATED {n0, n1, n2, n4, n8, n16}	OPTIONAL,
	...
}

SRS-CapabilityPerBand-r16 ::= SEQUENCE {
	freqBandIndicatorNR-r16			FreqBandIndicatorNR-r16,
	olpc-SRS-Pos-r16				OLPC-SRS-Pos-r16									OPTIONAL,
	spatialRelationsSRS-Pos-r16		SpatialRelationsSRS-Pos-r16							OPTIONAL,
	...,
	[[
	posSRS-RRC-Inactive-InInitialUL-BWP-r17		PosSRS-RRC-Inactive-InInitialUL-BWP-r17	OPTIONAL,
	posSRS-RRC-Inactive-OutsideInitialUL-BWP-r17
												PosSRS-RRC-Inactive-OutsideInitialUL-BWP-r17
																						OPTIONAL,
	olpc-SRS-PosRRC-Inactive-r17				OLPC-SRS-Pos-r16						OPTIONAL,
	spatialRelationsSRS-PosRRC-Inactive-r17		SpatialRelationsSRS-Pos-r16				OPTIONAL
	]],
	[[
	posSRS-SP-RRC-Inactive-InInitialUL-BWP-r17	PosSRS-SP-RRC-Inactive-InInitialUL-BWP-r17
																						OPTIONAL
	]]
}

OLPC-SRS-Pos-r16 ::= SEQUENCE {
	olpc-SRS-PosBasedOnPRS-Serving-r16		ENUMERATED {supported}						OPTIONAL,
	olpc-SRS-PosBasedOnSSB-Neigh-r16		ENUMERATED {supported}						OPTIONAL,
	olpc-SRS-PosBasedOnPRS-Neigh-r16		ENUMERATED {supported}						OPTIONAL,
	maxNumberPathLossEstimatePerServing-r16	ENUMERATED {n1, n4, n8, n16}				OPTIONAL,
	...
}

SpatialRelationsSRS-Pos-r16 ::=	SEQUENCE {
	spatialRelation-SRS-PosBasedOnSSB-Serving-r16		ENUMERATED {supported}			OPTIONAL,
	spatialRelation-SRS-PosBasedOnCSI-RS-Serving-r16	ENUMERATED {supported}			OPTIONAL,
	spatialRelation-SRS-PosBasedOnPRS-Serving-r16		ENUMERATED {supported}			OPTIONAL,
	spatialRelation-SRS-PosBasedOnSRS-r16				ENUMERATED {supported}			OPTIONAL,
	spatialRelation-SRS-PosBasedOnSSB-Neigh-r16			ENUMERATED {supported}			OPTIONAL,
	spatialRelation-SRS-PosBasedOnPRS-Neigh-r16			ENUMERATED {supported}			OPTIONAL,
	...
}

SRS-PosResourcesPerBand-r16 ::= SEQUENCE {
	freqBandIndicatorNR-r16							FreqBandIndicatorNR-r16,
	maxNumberSRS-PosResourceSetsPerBWP-r16			ENUMERATED {n1, n2, n4, n8, n12, n16},
	maxNumberSRS-PosResourcesPerBWP-r16				ENUMERATED {n1, n2, n4, n8, n16, n32, n64},
	maxNumberPeriodicSRS-PosResourcesPerBWP-r16		ENUMERATED {n1, n2, n4, n8, n16, n32, n64},
	maxNumberAP-SRS-PosResourcesPerBWP-r16			ENUMERATED {n1, n2, n4, n8, n16, n32, n64}
																						OPTIONAL,
	maxNumberSP-SRS-PosResourcesPerBWP-r16			ENUMERATED {n1, n2, n4, n8, n16, n32, n64}
																						OPTIONAL,
	...
}

PosSRS-RRC-Inactive-InInitialUL-BWP-r17 ::= SEQUENCE {
	maxNumOfSRSposResourceSets-r17			ENUMERATED {n1, n2, n4, n8, n12, n16 }		OPTIONAL,
	maxNumOfPeriodicAndSemiPersistentSRSposResources-r17
											ENUMERATED {n1, n2, n4, n8, n16, n32, n64 }
																						OPTIONAL,
	maxNumOfPeriodicAndSemiPersistentSRSposResourcesPerSlot-r17
											ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10, n12, n14}
																						OPTIONAL,
	maxNumOfPeriodicSRSposResources-r17
											ENUMERATED {n1, n2, n4, n8, n16, n32, n64 }
																						OPTIONAL,
	maxNumOfPeriodicSRSposResourcesPerSlot-r17
											ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10, n12, n14}
																						OPTIONAL,
	dummy1									ENUMERATED {n1, n2, n4, n8, n16, n32, n64}	OPTIONAL,
	dummy2									ENUMERATED { n1, n2, n3, n4, n5, n6, n8, n10, n12, n14 }
																						OPTIONAL,
	...
}

PosSRS-RRC-Inactive-OutsideInitialUL-BWP-r17 ::= SEQUENCE {
	maxSRSposBandwidthForEachSCS-withinCC-FR1-r17
											ENUMERATED { bw5, bw10, bw15, bw20, bw25, bw30, bw35,
														bw40, bw45, bw50, bw60, bw70, bw80,
														bw90, bw100 }					OPTIONAL,
	maxSRSposBandwidthForEachSCS-withinCC-FR2-r17
											ENUMERATED { bw50, bw100, bw200, bw400 }	OPTIONAL,	maxSRSposBandwidthForEachSCS-withinCC-FR1-r17
											ENUMERATED { mhz5, mhz10, mhz15, mhz20, mhz25, mhz30,
 														mhz35, mhz40, mhz45, mhz50, mhz60, mhz70,
														mhz80, mhz90, mhz100 }			OPTIONAL,
	maxSRSposBandwidthForEachSCS-withinCC-FR2-r17
											ENUMERATED {mhz50, mhz100, mhz200, mhz400}	OPTIONAL,
	maxNumOfSRSposResourceSets-r17			ENUMERATED { n1, n2, n4, n8, n12, n16 }		OPTIONAL,
	maxNumOfPeriodicSRSposResources-r17		ENUMERATED { n1, n2, n4, n8, n16, n32, n64 }
																						OPTIONAL,
	maxNumOfPeriodicSRSposResourcesPerSlot-r17
											ENUMERATED { n1, n2, n3, n4, n5, n6, n8, n10, n12, n14 }
																						OPTIONAL,
	differentNumerologyBetweenSRSposAndInitialBWP-r17
											ENUMERATED { supported }					OPTIONAL,
	srsPosWithoutRestrictionOnBWP-r17
											ENUMERATED { supported }					OPTIONAL,
	maxNumOfPeriodicAndSemiPersistentSRSposResources-r17
											ENUMERATED {n1, n2, n4, n8, n16, n32, n64}	OPTIONAL,
	maxNumOfPeriodicAndSemiPersistentSRSposResourcesPerSlot-r17
											ENUMERATED { n1, n2, n3, n4, n5, n6, n8, n10,
														n12, n14 }						OPTIONAL,
	differentCenterFreqBetweenSRSposAndInitialBWP-r17
											ENUMERATED { supported }					OPTIONAL,
	maxNumOfSemiPersistentSRSposResources-r17
											ENUMERATED { n1, n2, n4, n8, n16, n32, n64 }			
																						OPTIONAL,
	maxNumOfSemiPersistentSRSposResourcesPerSlot-r17
											ENUMERATED { n1, n2, n3, n4, n5, n6, n8, n10,
														n12, n14 }						OPTIONAL,
	switchingTimeSRS-TX-OtherTX-r17			ENUMERATED { us100, us140, us200, us300, us500 }
																						OPTIONAL,
	...
}

PosSRS-SP-RRC-Inactive-InInitialUL-BWP-r17 ::= SEQUENCE {
	maxNumOfSemiPersistentSRSposResources-r17
										ENUMERATED {n1, n2, n4, n8, n16, n32, n64}		OPTIONAL,
	maxNumOfSemiPersistentSRSposResourcesPerSlot-r17
										ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10, n12, n14}
																						OPTIONAL,
	...
}

-- ASN1STOP

	NR-UL-SRS-Capability field descriptions

	srs-PosResourceConfigCA-BandList
This field indicates the number of SRS for positioning resources supported by the target device. The target device includes this field for each band which belongs to the srs-CapabilityBandList for the current configured CA band combination. The capability signalling comprises the following parameters:
-	freqBandIndicatorNR indicates the current configured NR band of the target device.
-	maxNumberSRS-PosResourceSetsPerBWP indicates the maximum number of SRS Resource Sets for positioning supported by the target device per BWP. Enumerated values n1, n2, n4, n8, n12, n16 correspond to 1, 2, 4, 8, 12, 16 SRS Resource Sets for positioning, respectively.
-	maxNumberSRS-PosResourcesPerBWP indicates the maximum number of periodic, semi-persistent, and aperiodic SRS Resources for positioning supported by the target device per BWP. Enumerated values n1, n2, n4, n8, n16, n32, n64 correspond to 1, 2, 4, 8, 16, 32, 64 SRS Resources for positioning, respectively.
-	maxNumberPeriodicSRS-PosResourcesPerBWP indicates the maximum number of periodic SRS Resources for positioning supported by the target device per BWP. Enumerated values n1, n2, n4, n8, n16, n32, n64 correspond to 1, 2, 4, 8, 16, 32, 64 periodic SRS Resources for positioning, respectively.
-	maxNumberAP-SRS-PosResourcesPerBWP indicates the maximum number of aperiodic SRS Resources for positioning supported by the target device per BWP. Enumerated values n1, n2, n4, n8, n16, n32, n64 correspond to 1, 2, 4, 8, 16, 32, 64 aperiodic SRS Resources for positioning, respectively.
-	maxNumberSP-SRS-PosResourcesPerBWP indicates the maximum number of semi-persistent SRS Resources for positioning supported by the target device per BWP. Enumerated values n1, n2, n4, n8, n16, n32, n64 correspond to 1, 2, 4, 8, 16, 32, 64 semi-persistent SRS Resources for positioning, respectively.

	maxNumberSRS-PosPathLossEstimateAllServingCells
Indicates the maximum number of pathloss estimates that the UE can simultaneously maintain for all the SRS resource sets for positioning across all cells in addition to the up to four pathloss estimates that the UE maintains per serving cell for the PUSCH/PUCCH/SRS transmissions. The UE shall include this field if the UE supports any of olpc-SRS-PosBasedOnPRS-Serving, olpc-SRS-PosBasedOnSSB-Neigh and olpc-SRS-PosBasedOnPRS-Neigh. Otherwise, the UE does not include this field.

	maxNumberSRS-PosSpatialRelationsAllServingCells
indicates the maximum number of maintained spatial relations for all the SRS resource sets for positioning across all serving cells in addition to the spatial relations maintained spatial relations per serving cell for the PUSCH/PUCCH/SRS transmissions. It is only applied for FR2. The UE can include this field only if the UE supports any of spatialRelation-SRS-PosBasedOnSSB-Serving, spatialRelation-SRS-PosBasedOnCSI-RS-Serving, spatialRelation-SRS-PosBasedOnPRS-Serving, spatialRelation-SRS-PosBasedOnSSB-Neigh or spatialRelation-SRS-PosBasedOnPRS-Neigh. Otherwise, the UE does not include this field.

	olpc-SRS-Pos
Indicates whether the UE supports open-loop power control for SRS for positioning. The capability signalling comprises the following parameters:
-	olpc-SRS-PosBasedOnPRS-Serving indicates whether the UE supports OLPC for SRS for positioning based on PRS from the serving cell in the same band. The UE can include this field only if the UE supports NR-DL-PRS-ProcessingCapability and srs-PosResources TS38.331 [35] Otherwise, the UE does not include this field.
-	olpc-SRS-PosBasedOnSSB-Neigh indicates whether the UE supports OLPC for SRS for positioning based on SSB from the neighbouring cell in the same band. The UE can include this field only if the UE supports srs-PosResources TS 38.331 [35]. Otherwise, the UE does not include this field.
-	olpc-SRS-PosBasedOnPRS-Neigh indicates whether the UE supports OLPC for SRS for positioning based on PRS from the neighbouring cell in the same band. The UE can include this field only if the UE supports olpc-SRS-PosBasedOnPRS-Serving. Otherwise, the UE does not include this field.
Note:	A PRS from a PRS-only TP is treated as PRS from a non-serving cell.
-	maxNumberPathLossEstimatePerServing indicates the maximum number of pathloss estimates that the UE can simultaneously maintain for all the SRS resource sets for positioning per serving cell in addition to the up to four pathloss estimates that the UE maintains per serving cell for the PUSCH/PUCCH/SRS transmissions. The UE shall include this field if the UE supports any of olpc-SRS-PosBasedOnPRS-Serving, olpc-SRS-PosBasedOnSSB-Neigh and olpc-SRS-PosBasedOnPRS-Neigh. Otherwise, the UE does not include this field.

	spatialRelationsSRS-Pos
Indicates whether the UE supports spatial relations for SRS for positioning. It is only applicable for FR2. The capability signalling comprises the following parameters:
-	spatialRelation-SRS-PosBasedOnSSB-Serving indicates whether the UE supports spatial relation for SRS for positioning based on SSB from the serving cell in the same band. The UE can include this field only if the UE supports srs-PosResources TS 38.331 [35]. Otherwise, the UE does not include this field.
-	spatialRelation-SRS-PosBasedOnCSI-RS-Serving indicates whether the UE supports spatial relation for SRS for positioning based on CSI-RS from the serving cell in the same band. The UE can include this field only if the UE supports spatialRelation-SRS-PosBasedOnSSB-Serving. Otherwise, the UE does not include this field.
-	spatialRelation-SRS-PosBasedOnPRS-Serving indicates whether the UE supports spatial relation for SRS for positioning based on PRS from the serving cell in the same band. The UE can include this field only if the UE supports any of DL-PRS Resources for DL-AoD, DL-PRS Resources for DL-TDOA or DL-PRS Resources for Multi-RTT, or srs-PosResources TS 38.331 [35]. Otherwise, the UE does not include this field.
-	spatialRelation-SRS-PosBasedOnSRS indicates whether the UE supports spatial relation for SRS for positioning based on SRS in the same band. The UE can include this field only if the UE supports srs-PosResources TS 38.331 [35]. Otherwise, the UE does not include this field.
-	spatialRelation-SRS-PosBasedOnSSB-Neigh indicates whether the UE supports spatial relation for SRS for positioning based on SSB from the neighbouring cell in the same band. The UE can include this field only if the UE supports spatialRelation-SRS-PosBasedOnSSB-Serving. Otherwise, the UE does not include this field.
-	spatialRelation-SRS-PosBasedOnPRS-Neigh indicates whether the UE supports spatial relation for SRS for positioning based on PRS from the neighbouring cell in the same band. The UE can include this field only if the UE supports spatialRelation-SRS-PosBasedOnPRS-Serving. Otherwise, the UE does not include this field.
Note:	A PRS from a PRS-only TP is treated as PRS from a non-serving cell.

	posSRS-RRC-Inactive-InInitialUL-BWP
Indicates whether the UE supports positioning SRS transmission in RRC_INACTIVE state for initial UL BWP. The capability signalling comprises the following parameters:
-	maxNumOfSRSposResourceSets indicates the maximum number of SRS Resource Sets for positioning supported by the UE.
-	maxNumOfPeriodicAndSemiPersistentSRSposResources indicates the maximum number of periodic and semi-persistent SRS Resources for positioning supported by the UE.
-	maxNumOfPeriodicAndSemiPersistentSRSposResourcesPerSlot indicates the maximum number of periodic and semi-persistent SRS Resources for positioning per slot supported by the UE.
-	maxNumOfPeriodicSRSposResources indicates the maximum number of periodic SRS Resources for positioning supported by the UE.
-	maxNumOfPeriodicSRSposResourcesPerSlot indicates the maximum number of periodic SRS Resources for positioning per slot supported by the UE.
-	dummy1, dummy2 are not used in the specification. If received they shall be ignored by the receiver.

	posSRS-RRC-Inactive-OutsideInitialUL-BWP
Indicates whether the UE supports positioning SRS transmission in RRC_INACTIVE state outside initial UL BWP. The UE can include this field only if the UE supports posSRS-RRC-Inactive-InInitialUL-BWP. Otherwise, the UE does not include this field. The capability signalling comprises the following parameters:
-	maxSRSposBandwidthForEachSCS-withinCC-FR1 indicates the maximum SRS bandwidth in MHz supported for each SCS that UE supports within a single CC for FR1.
-	maxSRSposBandwidthForEachSCS-withinCC-FR2 indicates the maximum SRS bandwidth in MHz supported for each SCS that UE supports within a single CC for FR2.
-	maxNumOfSRSposResourceSets indicates the maximum number of SRS Resource Sets for positioning supported by the UE.
-	maxNumOfPeriodicSRSposResources indicates the maximum number of periodic SRS Resources for positioning supported by the UE.
-	maxNumOfPeriodicSRSposResourcesPerSlot indicates the maximum number of periodic SRS Resources for positioning per slot supported by the UE.
-	differentNumerologyBetweenSRSposAndInitialBWP indicates whether different numerology between the SRS and the initial UL BWP is supported by the UE. If the field is absent, the UE only supports same numerology between the SRS and the initial UL BWP.
-	srsPosWithoutRestrictionOnBWP indicates whether SRS operation without restriction on the BW is supported by the UE; BW of the SRS may not include BW of the CORESET#0 and SSB. If the field is absent, the UE supports only SRS BW that includes the BW of the CORESET #0 and SSB.
-	maxNumOfPeriodicAndSemiPersistentSRSposResources indicates the maximum number of periodic and semi-persistent SRS Resources for positioning supported by the UE.
-	maxNumOfPeriodicAndSemiPersistentSRSposResourcesPerSlot indicates the maximum number of periodic and semi-persistent SRS Resources for positioning per slot supported by the UE.
-	differentCenterFreqBetweenSRSposAndInitialBWP indicates whether different center frequency between the SRS for positioning and the initial UL BWP is supported by the UE. If the field is absent, the UE only supports same center frequency between the SRS for positioning and initial UL BWP.
-	maxNumOfSemiPersistentSRSposResources indicates the maximum number of semi-persistent SRS Resources for positioning supported by the UE. The UE can include this field only if the UE supports posSRS-RRC-Inactive-InInitialUL-BWP. Otherwise, the UE does not include this field.
-	maxNumOfSemiPersistentSRSposResourcesPerSlot indicates the maximum number of semi-persistent SRS Resources for positioning per slot supported by the UE. The UE can include this field only if the UE supports posSRS-RRC-Inactive-InInitialUL-BWP. Otherwise, the UE does not include this field.
-	switchingTimeSRS-TX-OtherTX indicates the switching time between SRS Tx and other Tx in initial UL BWP or Rx in initial DL BWP.

	olpc-SRS-PosRRC-Inactive
Indicates whether the UE supports open-loop power control for SRS for positioning in RRC_INACTIVE state. The UE can include this field only if the UE supports posSRS-RRC-Inactive-InInitialUL-BWP. Otherwise, the UE does not include this field.

	spatialRelationsSRS-PosRRC-Inactive
Indicates whether the UE supports spatial relations for SRS for positioning in RRC_INACTIVE state on FR2. The UE can include this field only if the UE supports posSRS-RRC-Inactive-InInitialUL-BWP. Otherwise, the UE does not include this field.

	posSRS-SP-RRC-Inactive-InInitialUL-BWP
Indicates whether the UE supports positioning SRS transmission in RRC_INACTIVE state for initial UL BWP with semi-persistent SRS. The UE can include this field only if the UE supports posSRS-RRC-Inactive-InInitialUL-BWP. Otherwise, the UE does not include this field. The capability signalling comprises the following parameters:
-	maxNumOfSemiPersistentSRSposResources indicates the maximum number of semi-persistent SRS Resources for positioning supported by the UE.
-	maxNumOfSemiPersistentSRSposResourcesPerSlot indicates the maximum number of semi-persistent SRS Resources for positioning per slot supported by the UE.
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6.5.2.2	GNSS Assistance Data Elements
[…]
–	GNSS-ReferenceTime
The IE GNSS-ReferenceTime is used by the location server to provide the GNSS specific system time with uncertainty and the relationship between GNSS system time and network air-interface timing of the eNodeB/NodeB/BTS transmission in the reference cell.
If the IE networkTime is present, the IEs gnss-SystemTime and networkTime provide a valid relationship between GNSS system time and air-interface network time, as seen at the approximate location of the target device, i.e. the propagation delay from the gNB/ng-eNB/eNodeB/NodeB/BTS to the target device shall beis compensated for by the location server. Depending on implementation, the relation between GNSS system time and air-interface network time may have varying accuracy. The uncertainty of this timing relation is provided in the IE referenceTimeUnc. If the propagation delay from the eNodeB/NodeB/BTS to the target device is not accurately known, the location server shall uses the best available approximation of the propagation delay and take the corresponding delay uncertainty into account in the calculation of the IE referenceTimeUnc.
If the IE networkTime is not present, the IE gnssSystemTime is an estimate of current GNSS system time at time of reception of the IE GNSS-ReferenceTime by the target device. The location server should achieve an accuracy of +/- 3 seconds for this estimate including allowing for the transmission delay between the location server and the target device. Note that the target device should further compensate gnss-SystemTime for the time between the reception of GNSS-ReferenceTime and the time when the gnss-SystemTime is used.
The location server shall provides a value for the gnss-TimeID only for GNSSs supported by the target device.
The IE GNSS-ReferenceTimeForOneCell can be provided multiple times (up to 16) to provide fine time assistance for several (neighbour) cells.
-- ASN1START

GNSS-ReferenceTime ::= SEQUENCE {
	gnss-SystemTime				GNSS-SystemTime,
	referenceTimeUnc			INTEGER (0..127)					OPTIONAL,	-- Cond noFTA
	gnss-ReferenceTimeForCells	SEQUENCE (SIZE (1..16)) OF
									GNSS-ReferenceTimeForOneCell	OPTIONAL,	-- Need ON
	...
}

GNSS-ReferenceTimeForOneCell ::= SEQUENCE {	
	networkTime				NetworkTime,
	referenceTimeUnc			INTEGER (0..127),
	bsAlign						ENUMERATED {true}	OPTIONAL,
	...
}

-- ASN1STOP

	Conditional presence
	Explanation

	noFTA
	The field may be present if gnss-ReferenceTimeForCells is absent; otherwise it is not present.



	GNSS-ReferenceTime field descriptions

	gnss-SystemTime
This field provides the specific GNSS system time.

	networkTime
This field specifies the cellular network time at the epoch corresponding to gnss-SystemTime.

	referenceTimeUnc
This field provides the accuracy of the relation between gnssSystemTime and networkTime time if IE networkTime is provided. When IE networkTime is not provided, this field can be included to provide the accuracy of the provided gnssSystemTime.
If GNSS TOD is the given GNSS time, then the true GNSS time, corresponding to the provided network time as observed at the target device location, lies in the interval [GNSS TOD - referenceTimeUnc, GNSS TOD + referenceTimeUnc].
The uncertainty r, expressed in microseconds, is mapped to a number K, with the following formula:
													r = C*(((1+x)K)-1)
with C = 0.5 and x = 0.14. To encode any higher value of uncertainty than that corresponding in the above formula to K=127, the same value, K=127, shall also be used. The uncertainty is then coded on 7 bits, as the binary encoding of K. Example values for the referenceTimeUnc Format: see table K to uncertainty relation below. 

	bsAlign
This flag, if present, indicates that the transmission timings of all cells sharing, depending on the RAT, the same carrier frequency and Tracking Area/Location Area/Routing Area as the cell indicated, are frame aligned. This information allows the target device to derive the GNSS - cellular time relation for any of these cells based on the timing relation information provided in GNSS-ReferenceTime. The flag should be set consistently in all these cells. This flag does not guarantee SFN alignment.



K to uncertainty relation
	Value of K
	Value of uncertainty

	0
	0 nanoseconds

	1
	70 nanoseconds

	2
	149.8 nanoseconds

	-
	-

	50
	349.62 microseconds

	-
	-

	127
	≥ 8.43 seconds
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–	GNSS-DifferentialCorrections
The IE GNSS-DifferentialCorrections is used by the location server to provide differential GNSS corrections to the target device for a specific GNSS. Differential corrections can be provided for up to 3 signals per GNSS.
-- ASN1START

GNSS-DifferentialCorrections ::= SEQUENCE {
	dgnss-RefTime		INTEGER (0..3599),
	dgnss-SgnTypeList	DGNSS-SgnTypeList,
	...
}

DGNSS-SgnTypeList ::= SEQUENCE (SIZE (1..3)) OF DGNSS-SgnTypeElement

DGNSS-SgnTypeElement ::= SEQUENCE {
	gnss-SignalID		GNSS-SignalID,
	gnss-StatusHealth	INTEGER (0..7),
	dgnss-SatList		DGNSS-SatList,
	...
}

DGNSS-SatList ::= SEQUENCE (SIZE (1..64)) OF DGNSS-CorrectionsElement

DGNSS-CorrectionsElement ::= SEQUENCE {
	svID				SV-ID,
	iod				BIT STRING (SIZE(11)),
	udre				INTEGER (0..3),		
	pseudoRangeCor		INTEGER (-2047..2047),
	rangeRateCor		INTEGER (-127..127),
	udreGrowthRate		INTEGER (0..7)			OPTIONAL,	-- Need ON
	udreValidityTime	INTEGER (0..7)			OPTIONAL,	-- Need ON	
	...
}

-- ASN1STOP

	GNSS-DifferentialCorrections field descriptions

	dgnss-RefTime
This field specifies the time for which the DGNSS corrections are valid, modulo 1 hour. dgnss-RefTime is given in GNSS specific system time.
Scale factor 1‑second.

	dgnss-SgnTypeList
This list includes differential correction data for different GNSS signal types, identified by GNSS-SignalID.

	gnss-StatusHealth
This field specifies the status of the differential corrections. The values of this field and their respective meanings are defined as in table gnss-StatusHealth Value to Indication relation below.
The first six values in this field indicate valid differential corrections. When using the values described below, the "UDRE Scale Factor" value is applied to the UDRE values contained in the element. The purpose is to indicate an estimate in the amount of error in the corrections.
The value "110" indicates that the source of the differential corrections (e.g., reference station or external DGNSS network) is currently not being monitored. The value "111" indicates that the corrections provided by the source are invalid, as judged by the source. 

	dgnss-SatList
This list includes differential correction data for different GNSS satellites, identified by SV-ID.

	iod
This field specifies the Issue of Data field which contains the identity for the GNSS-NavigationModel.

	udre
This field provides an estimate of the uncertainty (1-) in the corrections for the particular satellite. The value in this field shall be multiplied by the UDRE Scale Factor in the gnss-StatusHealth field to determine the final UDRE estimate for the particular satellite. The meanings of the values for this field are shown in the table udre Value to Indication relation below. 

	pseudoRangeCor
This field specifies the correction to the pseudorange for the particular satellite at dgnss-RefTime, t0. The value of this field is given in metres and the scale factor is 0.32 metres in the range of ±655.04 metres. The method of calculating this field is described in [11].
If the location server has received a request for GNSS assistance data from a target device which included a request for the GNSS Navigation Model and DGNSS, the location server shall determines, for each satellite, if the navigation model stored by the target device is still suitable for use with DGNSS corrections and if so and if DGNSS corrections are supported the location server should send DGNSS corrections without including the GNSS Navigation Model.
The iod value sent for a satellite shall always be the IOD value that corresponds to the navigation model for which the pseudo-range corrections are applicable.
The target device shall only use the pseudoRangeCor value when the IOD value received matches its available navigation model.
Pseudo-range corrections are provided with respect to GNSS specific geodetic datum (e.g., PZ-90.02 if GNSS‑ID indicates GLONASS).
Scale factor 0.32 metres.

	rangeRateCor
This field specifies the rate-of-change of the pseudorange correction for the particular satellite, using the satellite ephemeris and clock corrections identified by the iod field. The value of this field is given in metres per second and the resolution is 0.032 metres/second in the range of ±4.064 metres/second. For some time t1 > t0, the corrections for iod are estimated by
				PRC(t1, IOD) = PRC(t0, IOD) + RRC(t0,IOD)(t1 - t0),
and the target device uses this to correct the pseudorange it measures at t1, PRm(t1,IOD), by
				PR(t1, IOD) = PRm(t1, IOD) + PRC(t1, IOD) .
The location server shall always sends the RRC value that corresponds to the PRC value that it sends. The target device shall only use the RRC value when the iod value received matches its available navigation model.
Scale factor 0.032 metres/second.

	udreGrowthRate
This field provides an estimate of the growth rate of uncertainty (1-) in the corrections for the particular satellite identified by SV-ID. The estimated UDRE at time value specified in the udreValidityTime t1 is calculated as follows:
				UDRE(t0+t1) = UDRE(t0)  udreGrowthRate ,
where t0 is the DGNSS Reference Time dgnss-RefTime for which the corrections are valid, t1 is the udreValidityTime
field, UDRE(t0) is the value of the udre field, and udreGrowthRate field is the factor as shown in the table Value of udreGrowthRate to Indication relation below.

	udreValidityTime
This field specifies the time when the udreGrowthRate field applies and is included if udreGrowthRate is included. The meaning of the values for this field is as shown in the table Value of udreValidityTime to Indication relation below.


gnss-StatusHealth Value to Indication relation
	gnss-StatusHealth Value
	Indication

	000
	UDRE Scale Factor = 1.0

	001
	UDRE Scale Factor = 0.75

	010
	UDRE Scale Factor = 0.5

	011
	UDRE Scale Factor = 0.3

	100
	UDRE Scale Factor = 0.2

	101
	UDRE Scale Factor = 0.1

	110
	Reference Station Transmission Not Monitored

	111
	Data is invalid - disregard



udre Value to Indication relation
	udre Value
	Indication

	00
	UDRE  1.0 m

	01
	1.0 m < UDRE  4.0 m

	10
	4.0 m < UDRE  8.0 m

	11
	8.0 m < UDRE



Value of udreGrowthRate to Indication relation
	Value of udreGrowthRate
	Indication

	000
	1.5

	001
	2

	010
	4

	011
	6

	100
	8

	101
	10

	110
	12

	111
	16



Value of udreValidityTime to Indication relation
	Value of udreValidityTime
	Indication
[seconds]

	000
	20

	001
	40

	010
	80

	011
	160

	100
	320

	101
	640

	110
	1280

	111
	2560
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The IE GNSS-NavigationModel is used by the location server to provide precise navigation data to the GNSS capable target device. In response to a request from a target device for GNSS Assistance Data, the location server shall determines whether to send the navigation model for a particular satellite to a target device based upon factors like the T-Toe limit specified by the target device and any request from the target device for DGNSS (see also GNSS-DifferentialCorrections). GNSS Orbit Model can be given in Keplerian parameters or as state vector in Earth-Centered Earth-Fixed coordinates, dependent on the GNSS-ID and the target device capabilities. The meaning of these parameters is defined in relevant ICDs of the particular GNSS and GNSS specific interpretations apply. For example, GPS and QZSS use the same model parameters but some parameters have a different interpretation [7].
-- ASN1START

GNSS-NavigationModel ::= SEQUENCE {
	nonBroadcastIndFlag		INTEGER (0..1),
	gnss-SatelliteList		GNSS-NavModelSatelliteList,
	...
}

GNSS-NavModelSatelliteList ::= SEQUENCE (SIZE(1..64)) OF GNSS-NavModelSatelliteElement

GNSS-NavModelSatelliteElement ::= SEQUENCE {
	svID				SV-ID,
	svHealth			BIT STRING (SIZE(8)),	
	iod					BIT STRING (SIZE(11)),	
	gnss-ClockModel		GNSS-ClockModel,
	gnss-OrbitModel		GNSS-OrbitModel,
	...,
	[[	svHealthExt-v1240 BIT STRING (SIZE(4))			OPTIONAL		-- Need ON
	]]
}

GNSS-ClockModel ::= CHOICE {
	standardClockModelList	StandardClockModelList,			-- Model-1
	nav-ClockModel			NAV-ClockModel,					-- Model-2
	cnav-ClockModel			CNAV-ClockModel,				-- Model-3
	glonass-ClockModel		GLONASS-ClockModel,				-- Model-4
	sbas-ClockModel			SBAS-ClockModel,				-- Model-5
	...,
	bds-ClockModel-r12		BDS-ClockModel-r12,				-- Model-6
[bookmark: OLE_LINK63][bookmark: OLE_LINK64]	bds-ClockModel2-r16		BDS-ClockModel2-r16,			-- Model-7
	navic-ClockModel-r16	NavIC-ClockModel-r16			-- Model-8
}

GNSS-OrbitModel ::= CHOICE {
	keplerianSet			NavModelKeplerianSet,			-- Model-1
	nav-KeplerianSet		NavModelNAV-KeplerianSet,		-- Model-2
	cnav-KeplerianSet		NavModelCNAV-KeplerianSet,		-- Model-3
	glonass-ECEF			NavModel-GLONASS-ECEF,			-- Model-4
	sbas-ECEF				NavModel-SBAS-ECEF,				-- Model-5
	...,
	bds-KeplerianSet-r12	NavModel-BDS-KeplerianSet-r12,	-- Model-6
	bds-KeplerianSet2-r16	NavModel-BDS-KeplerianSet2-r16,	-- Model-7
	navic-KeplerianSet-r16	NavModel-NavIC-KeplerianSet-r16	-- Model-8
}

-- ASN1STOP

	GNSS-NavigationModel field descriptions

	nonBroadcastIndFlag
This field indicates if the GNSS-NavigationModel elements are not derived from satellite broadcast data or are given in a format not native to the GNSS. A value of 0 means the GNSS-NavigationModel data elements correspond to GNSS satellite broadcasted data; a value of 1 means the GNSS-NavigationModel data elements are not derived from satellite broadcast. 

	gnss-SatelliteList
This list provides ephemeris and clock corrections for GNSS satellites indicated by SV‑ID.

	svHealth
This field specifies the satellite's current health. The health values are GNSS system specific. The interpretation of svHealth depends on the GNSS‑ID and is as shown in table GNSS to svHealth Bit String(8) relation below.

	iod
This field specifies the Issue of Data and contains the identity for GNSS Navigation Model.
In the case of broadcasted GPS NAV ephemeris, the iod contains the IODC as described in [4].
In the case of broadcasted Modernized GPS ephemeris, the iod contains the 11-bit parameter toe as defined in [4, Table 30-I] [6, Table 3.5-1].
In the case of broadcasted SBAS ephemeris, the iod contains the 8 bits Issue of Data as defined in [10] Message Type 9.
In the case of broadcasted QZSS QZS-L1 ephemeris, the iod contains the IODC as described in [7].
In the case of broadcasted QZSS QZS-L1C/L2C/L5 ephemeris, the iod contains the 11-bit parameter toe as defined in [7].
In the case of broadcasted GLONASS ephemeris, the iod contains the parameter tb as defined in [9].
In the case of broadcasted Galileo ephemeris, the iod contains the IOD index as described in [8].
In the case of broadcasted BDS B1I/B3I ephemeris, the iod contains 11 MSB bits of the toe as defined in [23], [50].
In the case of broadcasted BDS B1C/B2a ephemeris, the iod contains the IODC as described in [39], [49].
In the case of broadcasted NavIC ephemeris, the iod contains 11 MSB bits of the toe as defined in [38].
The interpretation of iod depends on the GNSS‑ID and is as shown in table GNSS to iod Bit String(11) relation below.

	svHealthExt
This field specifies the satellite's additional current health. The health values are GNSS system specific. The interpretation of svHealthExt depends on the GNSS‑ID and is as shown in table GNSS to svHealthExt Bit String(4) relation below.



GNSS to svHealth Bit String(8) relation
	GNSS
	svHealth Bit String(8)

	
	Bit 1
(MSB)
	Bit 2
	Bit 3
	Bit 4
	Bit 5
	Bit 6 
	Bit 7
	Bit 8 (LSB)

	GPS L1/CA(1)
	SV Health [4]
	'0'
(reserved)
	'0'
(reserved)

	Modernized GPS(2)
	L1C Health
[6]
	L1 Health [4,5]
	L2 Health
[4,5]
	L5 Health [4,5]
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)

	SBAS(3)
	Ranging
On (0),Off(1) [10]
	Corrections On(0),Off(1) [10]
	Integrity
On(0),Off(1)[10]
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)

	QZSS(4)
QZS-L1
	SV Health [7]
	'0'
(reserved)
	'0'
(reserved)

	QZSS(5)
QZS‑
L1C/L2C/L5
	L1C Health
[7]
	L1 Health
[7]
	L2 Health
[7]
	L5 Health
[7]
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)

	GLONASS
	Bn (MSB)
[9, page 30]
	FT [9, Table 4.4]
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)

	Galileo
[8, clause 5.1.9.3]
	E5a Data Validity Status
	E5b Data Validity Status
	E1-B Data Validity Status
	E5a Signal Health Status
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)

	BDS(6) B1I
[23]
	B1I Health (SatH1) [23], [50]
	B3I Health (SatH1) [23], [50]
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)

	BDS(7) B1C
[39]/B2a [49]
	Sat Clock Health [39], [49]
	B1C Health
[39], [49]
	B2a Health
[39],[49]
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)

	NavIC
	L5 health
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)
	'0'
(reserved)

	Note 1:	If GNSS‑ID indicates 'gps', and GNSS Orbit Model-2 is included, this interpretation of svHealth applies.
Note 2:	If GNSS‑ID indicates 'gps', and GNSS Orbit Model-3 is included, this interpretation of svHealth applies.
If a certain signal is not supported on the satellite indicated by SV‑ID, the corresponding health bit shall be set to '1' (i.e., signal can not be used).
Note 3:	svHealth, in the case that GNSS‑ID indicates 'sbas', includes the 5 LSBs of the Health included in GEO Almanac Message Parameters (Type 17) [10].
Note 4:	If GNSS‑ID indicates 'qzss', and GNSS Orbit Model-2 is included, this interpretation of svHealth applies.
Note 5:	If GNSS‑ID indicates 'qzss', and GNSS Orbit Model-3 is included, this interpretation of svHealth applies.
Note 6:	If GNSS‑ID indicates 'bds', and GNSS Orbit Model-6 is included, this interpretation of svHealth applies.
Note 7:	If GNSS‑ID indicates 'bds', and GNSS Orbit Model-7 is included, this interpretation of svHealth applies.



GNSS to iod Bit String(11) relation
	GNSS
	iod Bit String(11)

	
	Bit 1
(MSB)
	Bit 2
	Bit 3
	Bit 4
	Bit 5
	Bit 6
	Bit 7
	Bit 8
	Bit 9
	Bit 10
	Bit 11
(LSB)

	GPS L1/CA
	'0'
	Issue of Data, Clock [4]

	Modernized GPS
	toe (seconds, scale factor 300, range 0 – 604500) [4,5,6]

	SBAS
	'0'
	'0'
	'0'
	Issue of Data ([10], Message Type 9)

	QZSS QZS-L1
	'0'
	Issue of Data, Clock [7]

	QZSS
QZS-L1C/L2C/L5
	toe (seconds, scale factor 300, range 0 – 604500) [7]

	GLONASS
	'0'
	'0'
	'0'
	'0'
	tb (minutes, scale factor 15) [9]

	Galileo I/NAV
	'0'
	IODnav [8]

	BDS B1I/B3I
	11 MSB bits of toe (seconds, scale factor 512, range 0 – 604672) [23], [50]

	BDS B1C/B2a
	'0'
	Issue of Data, Clock [39], [49]

	NavIC
	11 MSB bits of toe (seconds, scale factor 512) [38]



GNSS to svHealthExt Bit String(4) relation
	GNSS
	svHealthExt Bit String(4)

	
	Bit 1
(MSB)
	Bit 2
	Bit 3
	Bit 4
(LSB)

	Galileo [8, clause 5.1.9.3]
	E5b Signal Health Status
	E1-B Signal Health Status
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-- ASN1START

StandardClockModelList ::= SEQUENCE (SIZE(1..2)) OF StandardClockModelElement

StandardClockModelElement ::= SEQUENCE {
	stanClockToc			INTEGER (0..16383),
	stanClockAF2			INTEGER (-32..31),
	stanClockAF1			INTEGER (-1048576..1048575),
	stanClockAF0			INTEGER (-1073741824..1073741823),
	stanClockTgd			INTEGER (-512..511)				OPTIONAL,	-- Need ON
	sisa					INTEGER (0..255),
	stanModelID				INTEGER (0..1)					OPTIONAL,	-- Need ON
	...
}

-- ASN1STOP

	StandardClockModelList field descriptions

	standardClockModelList
gnss-ClockModel Model-1 contains one or two clock model elements. If included, clock Model-1 shall be included once or twice depending on the target device capability.
If the target device is supporting multiple Galileo signals, the location server shall includes both F/Nav and I/Nav clock models in gnss-ClockModel if the location server assumes the target device to perform location information calculation using multiple signals.

	stanClockToc
Parameter toc defined in [8].
Scale factor 60 seconds.

	stanClockAF2
Parameter af2 defined in [8].
Scale factor 2-59 seconds/second2.

	stanClockAF1
Parameter af1 defined in [8].
Scale factor 2-46 seconds/second.

	stanClockAF0
Parameter af0 defined in [8].
Scale factor 2-34 seconds.

	stanClockTgd
Parameter TGD, Broadcast Group Delay (BGD), defined in [8].
Scale factor 2-32 seconds.
This field is required if the target device supports only single frequency Galileo signal.

	sisa
Signal-In-Space Accuracy (SISA), defined in [8] clause 5.1.11.

	stanModelID
This field specifies the identity of the clock model according to the table Value of stanModelID to Identity relation below. This field is required if the location server includes both F/Nav and I/Nav Galileo clock models in gnss-ClockModel.



Value of stanModelID to Identity relation
	Value of stanModelID
	Identity

	0
	I/Nav (E1,E5b)

	1
	F/Nav (E1,E5a)
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–	GNSS-RealTimeIntegrity
The IE GNSS-RealTimeIntegrity is used by the location server to provide parameters that describe the real-time status of the GNSS constellations. GNSS-RealTimeIntegrity data communicates the health of the GNSS signals to the mobile in real‑time.
The location server shall always transmits the GNSS-RealTimeIntegrity with the current list of unhealthy signals (i.e., not only for signals/SVs currently visible at the reference location), for any GNSS positioning attempt and whenever GNSS assistance data are sent. If the number of bad signals is zero, then the GNSS-RealTimeIntegrity IE shall be is omitted.
NOTE 1:	If GNSS integrity assistance data are provided (i.e., any of GNSS-Integrity-ServiceParameters, GNSS-Integrity-ServiceAlert, ORBIT-IntegrityParameters, SSR-IntegrityOrbitBounds, CLOCK-IntegrityParameters, SSR-IntegrityClockBounds, SSR-IntegrityCodeBiasBounds, SSR-IntegrityPhaseBiasBounds, STEC-IntegrityParameters, STEC-IntegrityErrorBounds, SSR-GriddedCorrectionIntegrityParameters, TropoDelayIntegrityErrorBounds) the following interpretation of the IE GNSS-RealTimeIntegrity applies:
-	Absence of the IE GNSS-RealTimeIntegrity indicates DNU=FALSE according to the Integrity Principle of Operation specified in clause 8.1.1a of TS 38.305 [40] for all GNSS satellites for which integrity assistance data are provided.
-	Presence of the IE GNSS-RealTimeIntegrity for a GNSS satellite and signal combination indicates DNU=TRUE for this GNSS satellite and signal combination according to the Integrity Principle of Operation specified in clause 8.1.1a of TS 38.305 [40].
NOTE 2:	The UE assumes that only those satellites for which the GNSS integrity assistance data are provided are monitored by the network and can be used for integrity related applications.

-- ASN1START

GNSS-RealTimeIntegrity ::= SEQUENCE {
	gnss-BadSignalList	GNSS-BadSignalList,
	...
}

GNSS-BadSignalList ::= SEQUENCE (SIZE(1..64)) OF BadSignalElement

BadSignalElement ::= SEQUENCE {
	badSVID			SV-ID,						
	badSignalID		GNSS-SignalIDs	OPTIONAL,	-- Need OP
	...
}

-- ASN1STOP

	GNSS-RealTimeIntegrity field descriptions

	gnss-BadSignalList
This field specifies a list of satellites with bad signal or signals. 

	badSVID
This field specifies the GNSS SV‑ID of the satellite with bad signal or signals.

	badSignalID
This field identifies the bad signal or signals of a satellite. This is represented by a bit string in GNSS-SignalIDs, with a one‑value at a bit position means the particular GNSS signal type of the SV is unhealthy; a zero‑value means healthy. Absence of this field means that all signals on the specific SV are bad. 



[…]
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The IE GNSS-AcquisitionAssistance is used by the location server to provide parameters that enable fast acquisition of the GNSS signals. Essentially, these parameters describe the range and derivatives from respective satellites to the reference location at the reference time GNSS-SystemTime provided in IE GNSS-ReferenceTime.
Whenever GNSS-AcquisitionAssistance is provided by the location server, the IE GNSS-ReferenceTime shall beis provided as well. E.g., even if the target device request for assistance data includes only a request for GNSS-AcquisitionAssistance, the location server shall also provides the corresponding IE GNSS-ReferenceTime.
Figure 6.5.2.2-1 illustrates the relation between some of the fields, using GPS TOW as exemplary reference.
-- ASN1START

GNSS-AcquisitionAssistance ::= SEQUENCE {
	gnss-SignalID				GNSS-SignalID,
	gnss-AcquisitionAssistList	GNSS-AcquisitionAssistList,
	...,
	confidence-r10				INTEGER (0..100)	OPTIONAL	-- Need ON
}

GNSS-AcquisitionAssistList ::= SEQUENCE (SIZE(1..64)) OF GNSS-AcquisitionAssistElement

GNSS-AcquisitionAssistElement ::= SEQUENCE {
	svID						SV-ID,
	doppler0					INTEGER (-2048..2047),
	doppler1					INTEGER (0..63),
	dopplerUncertainty			INTEGER (0..4),
	codePhase					INTEGER (0..1022),
	intCodePhase				INTEGER (0..127),
	codePhaseSearchWindow		INTEGER (0..31),
	azimuth						INTEGER (0..511),
	elevation					INTEGER (0..127),		
	...,
	codePhase1023				BOOLEAN				OPTIONAL,	-- Need OP
	dopplerUncertaintyExt-r10	ENUMERATED {	d60,
												d80,
												d100,
												d120,
												noInformation, ... }	OPTIONAL	-- Need ON
}

-- ASN1STOP

	GNSS-AcquisitionAssistance field descriptions

	gnss-SignalID
This field specifies the GNSS signal for which the acquisition assistance are provided.

	gnss-AcquisitionAssistList
These fields provide a list of acquisition assistance data for each GNSS satellite.

	confidence
This field specifies the confidence level of the reference location area or volume used to calculate the acquisition assistance parameters (search windows). A high percentage value (e.g., 98% or more) indicates to the target device that the provided search windows are reliable. The location server should include this field to indicate the confidence level of the provided information.

	svID
This field specifies the GNSS SV‑ID of the satellite for which the GNSS-AcquisitionAssistance is given.

	doppler0
This field specifies the Doppler (0th order term) value. A positive value in Doppler defines the increase in satellite signal frequency due to velocity towards the target device. A negative value in Doppler defines the decrease in satellite signal frequency due to velocity away from the target device. Doppler is given in unit of m/s by multiplying the Doppler value in Hz by the nominal wavelength of the assisted signal.
Scale factor 0.5 m/s in the range from -1024 m/s to +1023.5 m/s.

	doppler1
This field specifies the Doppler (1st order term) value. A positive value defines the rate of increase in satellite signal frequency due to acceleration towards the target device. A negative value defines the rate of decrease in satellite signal frequency due to acceleration away from the target device.
Scale factor 1/210 m/s2 in the range from -0.2 m/s2 to +0.1 m/s2.
Actual value of Doppler (1st order term) is calculated as (-42 + doppler1) * 1/210 m/s2, with doppler1 in the range of 0…63.

	dopplerUncertainty
This field specifies the Doppler uncertainty value. It is defined such that the Doppler experienced by a stationary target device is in the range [DopplerDoppler Uncertainty] to [DopplerDoppler Uncertainty]. Doppler Uncertainty is given in unit of m/s by multiplying the Doppler Uncertainty value in Hz by the nominal wavelength of the assisted signal.
Defined values: 2.5 m/s, 5 m/s, 10 m/s, 20 m/s, 40 m/s as encoded by an integer n in the range 0-4 according to:
												2-n(40) m/s; n = 0 – 4.
If the dopplerUncertaintyExt field is present, the target device that supports the dopplerUncertaintyExt shall ignore this field.

	codePhase
This field together with the codePhase1023 field specifies the code phase, in units of milli‑seconds, in the range from 0 to 1 millisecond scaled by the nominal chipping rate of the GNSS signal, where increasing values of the field signify increasing predicted signal code phases, as seen by a receiver at the reference location at the reference time. The reference location would typically be an a priori estimate of the target device location.
Scale factor 2-10 ms in the range from 0 to (1-2-10) ms.
Note: The value (1-2-10) ms is encoded using the codePhase1023 IE.

	intCodePhase
This field contains integer code phase (expressed modulo 128 ms). The satellite integer milli-seconds code phase currently being transmitted at the reference time, as seen by a receiver at the reference location is calculated as reference time (expressed in milli-seconds) minus (intCodePhase + (n×128 ms)), as shown in Figure 6.5.2.2-1, with n = …-2,-1,0,1,2….
Scale factor 1 ms in the range from 0 to 127 ms.

	codePhaseSearchWindow
This field contains the code phase search window. The code phase search window accounts for the uncertainty in the estimated target device location but not any uncertainty in reference time. It is defined such that the expected code phase is in the range [Code PhaseCode Phase Search Window] to [Code PhaseCode Phase Search Window] given in units of milli‑seconds.
Range 0-31, mapping according to the table codePhaseSearchWindow Value to Code Phase Search Window [ms] relation shown below.

	azimuth
This field specifies the azimuth angle. An angle of x degrees means the satellite azimuth a is in the range
(x  a < x+0.703125) degrees.
Scale factor 0.703125 degrees.

	elevation
This field specifies the elevation angle. An angle of y degrees means the satellite elevation e is in the range
(y  e < y+0.703125) degrees.
Scale factor 0.703125 degrees.

	codePhase1023
This field if set to TRUE indicates that the code phase has the value 1023 × 2-10 = (1-2-10) ms. This field may only be set to TRUE if the value provided in the codePhase IE is 1022. If this field is set to FALSE, the code phase is the value provided in the codePhase IE in the range from 0 to (1 - 2×2-10) ms. If this field is not present and the codePhase IE has the value 1022, the target device may assume that the code phase is between (1 - 2×2-10) and (1 - 2-10) ms. 

	dopplerUncertaintyExt
If this field is present, the target device that supports this field shall ignore the dopplerUncertainty field. The location server should include this field only if supported by the target device.
This field specifies the Doppler uncertainty value. It is defined such that the Doppler experienced by a stationary target device is in the range [DopplerDoppler Uncertainty] to [DopplerDoppler Uncertainty]. Doppler Uncertainty is given in unit of m/s by multiplying the Doppler Uncertainty value in Hz by the nominal wavelength of the assisted signal.
Enumerated values define 60 m/s, 80 m/s, 100 m/s, 120 m/s, and "No Information". 



codePhaseSearchWindow Value to Code Phase Search Window [ms] relation
	codePhaseSearchWindow
Value
	Code Phase Search Window [ms]

	'00000'
	No information

	'00001'
	0,002

	'00010'
	0,004

	'00011'
	0,008

	'00100'
	0,012

	'00101'
	0,016

	'00110'
	0,024

	'00111'
	0,032

	'01000'
	0,048

	'01001'
	0,064

	'01010'
	0,096

	'01011'
	0,128

	'01100'
	0,164

	'01101'
	0,200

	'01110'
	0,250

	'01111'
	0,300

	'10000'
	0,360

	'10001'
	0,420

	'10010'
	0,480

	'10011'
	0,540

	'10100'
	0,600

	'10101'
	0,660

	'10110'
	0,720

	'10111'
	0,780

	'11000'
	0,850

	'11001'
	1,000

	'11010'
	1,150

	'11011'
	1,300

	'11100'
	1,450

	'11101'
	1,600

	'11110'
	1,800

	'11111'
	2,000





Figure 6.5.2.2-1: Exemplary calculation of some GNSS Acquisition Assistance fields.
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-- ASN1START

AlmanacKeplerianSet ::= SEQUENCE {
	svID					SV-ID,
	kepAlmanacE				INTEGER (0..2047),
	kepAlmanacDeltaI		INTEGER (-1024..1023),
	kepAlmanacOmegaDot		INTEGER (-1024..1023),
	kepSV-StatusINAV		BIT STRING (SIZE (4)),
	kepSV-StatusFNAV		BIT STRING (SIZE (2))			OPTIONAL,	-- Need ON
	kepAlmanacAPowerHalf	INTEGER (-4096..4095),
	kepAlmanacOmega0		INTEGER (-32768..32767),
	kepAlmanacW				INTEGER (-32768..32767),
	kepAlmanacM0			INTEGER (-32768..32767),
	kepAlmanacAF0			INTEGER (-32768..32767),
	kepAlmanacAF1			INTEGER (-4096..4095),
	...
}

-- ASN1STOP

	AlmanacKeplerianSet field descriptions

	svID
This field identifies the satellite for which the GNSS Almanac Model is given.

	kepAlmanacE
Parameter e, eccentricity, dimensionless [8].
Scale factor 2-16.

	kepAlmanacDeltaI
Parameter i, inclination at reference time relative to i0=56°; semi-circles [8].
Scale factor 2-14 semi-circles.

	kepAlmanacOmegaDot

Parameter , rate of change of right ascension (semi-circles/sec) [8].
Scale factor 2-33 semi-circles/seconds.

	kepSV-StatusINAV
This field contains the I/NAV signal health status [8], clause 5.1.10 , E5bHS and E1-BHS, where E5bHS occupies the 2 MSBs in kepSV-StatusINAV, and E1-BHS the two LSBs. 

	kepSV-StatusFNAV
This field contains the F/NAV signal health status [8], clause 5.1.10 ,E5aHS. If the target device is supporting multiple Galileo signals, the location server shall includes this field. 

	kepAlmanacAPowerHalf
Parameter (a1/2), difference with respect to the square root of the nominal semi-major axis, (metres)1/2 [8].
Scale factor 2-9 metres½ .

	kepAlmanacOmega0
Parameter OMEGA0, longitude of ascending node of orbital plane at weekly epoch (semi-circles) [8].
Scale factor 2-15 semi-circles.

	kepAlmanacW
Parameter , argument of perigee (semi-circles) [8].
Scale factor 2-15 semi-circles.

	kepAlmanacM0
Parameter M0, mean anomaly at reference time (semi-circles) [8].
Scale factor 2-15 semi-circles.

	kepAlmanacAF0
Parameter af0, satellite clock correction bias, seconds [8].
Scale factor 2-19 seconds.

	kepAlmanacAF1
Parameter af1, satellite clock correction linear, sec/sec [8].
Scale factor 2-38 seconds/second.
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The IE MeasurementReferenceTime is used to specify the time when the measurements provided in A-GNSS-ProvideLocationInformation are valid. It may also include GNSS-network time association, in which case reported measurements shall be valid for the cellular frame boundary defined in the network time association.
-- ASN1START

MeasurementReferenceTime ::= SEQUENCE {
	gnss-TOD-msec		INTEGER (0..3599999),
	gnss-TOD-frac		INTEGER (0..3999)			OPTIONAL,		
	gnss-TOD-unc		INTEGER (0..127)			OPTIONAL,		
	gnss-TimeID			GNSS-ID,
	networkTime			CHOICE {
		eUTRA	SEQUENCE {
				physCellId			INTEGER (0..503),
				cellGlobalId		CellGlobalIdEUTRA-AndUTRA		OPTIONAL,
				systemFrameNumber	BIT STRING (SIZE (10)),
				...
				},
		uTRA	SEQUENCE {
				mode					CHOICE {
										fdd			SEQUENCE {
													primary-CPICH-Info	INTEGER (0..511),
													...
													},
										tdd			SEQUENCE {
													cellParameters		INTEGER (0..127),
													...
													}
										},
				cellGlobalId			CellGlobalIdEUTRA-AndUTRA		OPTIONAL,
				referenceSystemFrameNumber
										INTEGER (0..4095),
				...
				},
		gSM		SEQUENCE {
				bcchCarrier			INTEGER (0..1023),
				bsic				INTEGER (0..63),
				cellGlobalId		CellGlobalIdGERAN					OPTIONAL,
				referenceFrame		SEQUENCE {
									referenceFN		INTEGER (0..65535),
									referenceFNMSB		INTEGER (0..63)		OPTIONAL,
									...
									},
				deltaGNSS-TOD		INTEGER (0 .. 127)		OPTIONAL,
				...
				},
		...,
		nbIoT-r14
				SEQUENCE {
				nbPhysCellId-r14	INTEGER (0..503),
				nbCellGlobalId-r14	ECGI						OPTIONAL,
				sfn-r14				BIT STRING (SIZE (10)),
				hyperSFN-r14		BIT STRING (SIZE (10))		OPTIONAL,
				...
				},
		nr-r15	SEQUENCE {
				nrPhysCellId-r15	INTEGER (0..1007),
				nrCellGlobalID-r15	NCGI-r15					OPTIONAL,
				nr-sfn-r15			BIT STRING (SIZE (10)),
				...
				}
		}		OPTIONAL,												
	...
}

-- ASN1STOP

	MeasurementReferenceTime field descriptions

	gnss-TOD-msec
This field specifies the GNSS TOD for which the measurements and/or location estimate are valid. The 22 bits of GNSS TOD are the least significant bits. The most significant bits shall beare derived by the location server to unambiguously derive the GNSS TOD.
The value for GNSS TOD is derived from the GNSS specific system time indicated in gnss-TimeID rounded down to the nearest millisecond unit.
Scale factor 1 millisecond.

	gnss-TOD-frac
This field specifies the fractional part of the GNSS TOD in 250 ns resolution. The total GNSS TOD is given by gnss-TOD-msec + gnss-TOD-frac.
Scale factor 250 nanoseconds.

	gnss-TOD-unc
This field provides the accuracy of the relation GNSS-network time when GNSS-network time association is provided. When GNSS-network time association is not provided, this element can be included to provide the accuracy of the reported gnss-TOD-msec.
If GNSS TOD is the given GNSS time, then the true GNSS time, corresponding to the provided network time if applicable, as observed at the target device location, lies in the interval [GNSS TOD – gnss-TOD-unc, GNSS TOD + gnss-TOD-unc].
The uncertainty r, expressed in microseconds, is mapped to a number K, with the following formula:
												r = C*(((1+x)K)-1)
with C = 0.5 and x = 0.14. To encode any higher value of uncertainty than that corresponding in the above formula to K=127, the same value, K=127, shall also be used. The uncertainty is then coded on 7 bits, as the binary encoding of K. Examples of gnss-TOD-unc value are as in the table Value of K to Value of uncertainty relation below.
This field shall be included if the target device provides GNSS-network time relationship.

	gnss-TimeID
This field specifies the GNSS system time for which the gnss-TOD-msec (and gnss-TOD-frac if applicable) is provided.

	networkTime
These fields specify the network time event which the GNSS TOD time stamps.
This field shall be included if the target device provides GNSS-network time relationship.

	physCellId
This field identifies the reference cell (E-UTRA), as defined in TS 36.331 [12], that is used for the GNSS-network time relation.

	cellGlobalId
This field specifies the globally unique cell identifier (Evolved Cell Global Identifier (ECGI) in E-UTRA, global UTRAN Cell Identifier in UTRA, or Cell Global Identification (CGI) in GERAN) of the reference cell, as defined in TS 36.331 [12] for E-UTRA and in TS 25.331 [13] for UTRA, for which the GNSS network time relation is provided. 

	systemFrameNumber
This field specifies the system frame number in E-UTRA which the GNSS time time stamps, as defined in TS 36.331 [12].

	mode
This field identifies the reference cell for the GNSS-network time relation, as defined in TS 25.331 [13].

	referenceSystemFrameNumber
This field specifies the system frame number in UTRA, as defined in TS 25.331 [13], which is used for time stamping.

	bcchCarrier, bsic
This field identifies the reference cell for the GNSS-network time relation in GERAN, as defined in TS 44.031 [14].

	referenceFN, referenceFNMSB
These fields specify the frame number in GERAN which the GNSS time time stamps, as defined in TS 44.031 [14]. The time of the reference frame boundary is as observed by the target device, i.e. without Timing Advance compensation. The referenceFNMSB field indicates the most significant bits of the frame number of the reference BTS corresponding to the GNSS-MeasurementList. Starting from the complete GSM frame number denoted FN, the target device calculates Reference FN MSB as
									Reference FN MSB = floor(FN/42432)
The complete GSM frame number FN can then be reconstructed in the location server by combining the fields referenceFN with referenceFNMSB in the following way
								FN = referenceFNMSB *42432 + referenceFN

	deltaGNSS-TOD
This field specifies the difference in milliseconds between gnss-TOD-msec reported and the milli-second part of the SV time tsv_1 of the first SV in the list reported from the target device, as defined in TS 44.031 [14]. The deltaGNSS-TOD is defined as
										deltaGNSS-TOD = gnss-TOD-msec - fix(tsv_1)
where fix() denotes rounding to the nearest integer towards zero.

	nbPhysCellId
This field identifies the reference cell, as defined in TS 36.331 [12] that is used for the GNSS-network time relation.

	nbCellGlobalId
This field specifies the global cell identifier of the NB-IoT reference cell, as defined in TS 36.331 [12], for which the GNSS network time relation is provided.

	sfn
This field specifies the system frame number in NB-IoT which the GNSS time time stamps, as defined in TS 36.331 [12].

	hyperSFN
This field specifies the hyper-SFN in NB-IoT which the GNSS time time stamps, as defined in TS 36.331 [12].

	nrPhysCellId
This field identifies the reference cell (NR), as defined in TS 38.331 [35], that is used for the GNSS-network time relation.

	nrCellGlobalID
This field specifies the NR Cell Global Identifier (NCGI) of the reference cell, as defined in TS 38.331 [35], for which the GNSS network time relation is provided.

	nr-sfn
This field specifies the system frame number in NR which the GNSS time time stamps, as defined in TS 38.331 [35],



Value of K to Value of uncertainty relation
	Value of K
	Value of uncertainty

	0
	0 microseconds

	1
	0.07 microseconds

	2
	0.1498 microseconds

	-
	-

	50
	349.62 microseconds

	-
	-

	127
	≥ 8430000 microseconds
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The IE NR-DL-TDOA-SignalMeasurementInformation is used by the target device to provide NR DL-TDOA measurements to the location server.
NOTE 1:	The dl-PRS-ReferenceInfo defines the "RSTD reference" TRP. The nr-RSTD's and nr-RSTD-ResultDiff's in nr-DL-TDOA-MeasList are provided relative to the "RSTD reference" TRP.
NOTE 2:	The "RSTD reference" TRP may or may not be the same as the "assistance data reference" TRP provided by nr-DL-PRS-ReferenceInfo in IE NR-DL-PRS-AssistanceData.
NOTE 3:	The target device includes a value of zero for the nr-RSTD and nr-RSTD-ResultDiff of the "RSTD reference" TRP in nr-DL-TDOA-MeasList.

-- ASN1START

NR-DL-TDOA-SignalMeasurementInformation-r16 ::= SEQUENCE {
[bookmark: _Hlk30954207]	dl-PRS-ReferenceInfo-r16		DL-PRS-ID-Info-r16,
	nr-DL-TDOA-MeasList-r16			NR-DL-TDOA-MeasList-r16,
	...,
	[[
	nr-UE-RxTEG-TimingErrorMargin-r17	TEG-TimingErrorMargin-r17		OPTIONAL	-- Cond UERxTEG
	]]
}

NR-DL-TDOA-MeasList-r16 ::= SEQUENCE (SIZE(1..nrMaxTRPs-r16)) OF NR-DL-TDOA-MeasElement-r16

NR-DL-TDOA-MeasElement-r16 ::= SEQUENCE {
	dl-PRS-ID-r16					INTEGER (0..255),
	nr-PhysCellID-r16				NR-PhysCellID-r16								OPTIONAL,
	nr-CellGlobalID-r16				NCGI-r15										OPTIONAL,
	nr-ARFCN-r16					ARFCN-ValueNR-r15								OPTIONAL,
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16						OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16						OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-RSTD-r16						CHOICE {
			k0-r16						INTEGER (0..1970049),
			k1-r16						INTEGER (0..985025),
			k2-r16						INTEGER (0..492513),
			k3-r16						INTEGER (0..246257),
			k4-r16						INTEGER (0..123129),
			k5-r16						INTEGER (0..61565),
			...
	},
	nr-AdditionalPathList-r16		NR-AdditionalPathList-r16						OPTIONAL,
	nr-TimingQuality-r16			NR-TimingQuality-r16,
	nr-DL-PRS-RSRP-Result-r16		INTEGER (0..126)								OPTIONAL,
	nr-DL-TDOA-AdditionalMeasurements-r16
									NR-DL-TDOA-AdditionalMeasurements-r16			OPTIONAL,
	...,
	[[
	nr-UE-Rx-TEG-ID-r17					INTEGER (0..maxNumOfRxTEGs-1-r17)			OPTIONAL,
	nr-DL-PRS-FirstPathRSRP-Result-r17	INTEGER (0..126)							OPTIONAL,
	nr-los-nlos-Indicator-r17			CHOICE {
			perTRP-r17						LOS-NLOS-Indicator-r17,
			perResource-r17					LOS-NLOS-Indicator-r17
	}																				OPTIONAL,
	nr-AdditionalPathListExt-r17		NR-AdditionalPathListExt-r17				OPTIONAL,
	nr-DL-TDOA-AdditionalMeasurementsExt-r17
										NR-DL-TDOA-AdditionalMeasurementsExt-r17	OPTIONAL
	]]
}

NR-DL-TDOA-AdditionalMeasurements-r16 ::= SEQUENCE (SIZE (1..3)) OF
													NR-DL-TDOA-AdditionalMeasurementElement-r16

NR-DL-TDOA-AdditionalMeasurementsExt-r17 ::= SEQUENCE (SIZE (1..maxAddMeasTDOA-r17)) OF
													NR-DL-TDOA-AdditionalMeasurementElement-r16

NR-DL-TDOA-AdditionalMeasurementElement-r16 ::= SEQUENCE {
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16						OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16						OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-RSTD-ResultDiff-r16			CHOICE {
			k0-r16						INTEGER (0..8191),
			k1-r16						INTEGER (0..4095),
			k2-r16						INTEGER (0..2047),
			k3-r16						INTEGER (0..1023),
			k4-r16						INTEGER (0..511),
			k5-r16						INTEGER (0..255),
			...
	},
	nr-TimingQuality-r16			NR-TimingQuality-r16,
	nr-DL-PRS-RSRP-ResultDiff-r16	INTEGER (0..61)									OPTIONAL,
	nr-AdditionalPathList-r16		NR-AdditionalPathList-r16						OPTIONAL,
	...,
	[[
	nr-UE-Rx-TEG-ID-r17				INTEGER (0..maxNumOfRxTEGs-1-r17)				OPTIONAL,
	nr-DL-PRS-FirstPathRSRP-ResultDiff-r17
									INTEGER (0..61)									OPTIONAL,
	nr-los-nlos-IndicatorPerResource-r17
									LOS-NLOS-Indicator-r17							OPTIONAL,
	nr-AdditionalPathListExt-r17	NR-AdditionalPathListExt-r17					OPTIONAL
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	UERxTEG
	The field is optionally present, need OP, if the field nr-UE-Rx-TEG-ID is present; otherwise it is not present.



	NR-DL-TDOA-SignalMeasurementInformation field descriptions

	nr-UE-RxTEG-TimingErrorMargin
This field specifies the UE Rx TEG timing error margin value for all the UE Rx TEGs within one NR-DL-TDOA-SignalMeasurementInformation. If the nr-UE-Rx-TEG-ID is present and this field is absent, the receiver should consider the UE Rx TEG timing error margin value to be the maximum applicable value as defined in TS 38.133 [46].

	dl-PRS-ID
This field is used along with a DL-PRS Resource Set ID and a DL-PRS Resources ID to uniquely identify a DL-PRS Resource. This ID can be associated with multiple DL-PRS Resource Sets associated with a single TRP.
Each TRP should only be associated with one such ID.

	nr-PhysCellID
This field specifies the physical cell identity of the associated TRP, as defined in TS 38.331 [35].

	nr-CellGlobalID
This field specifies the NCGI, the globally unique identity of a cell in NR, of the associated TRP, as defined in TS 38.331 [35].

	nr-ARFCN
This field specifies the NR-ARFCN of the TRP's CD-SSB (as defined in TS 38.300 [47]) corresponding to nr-PhysCellID.

	nr-TimeStamp
This field specifies the time instance at which the TOA and DL PRS-RSRP/RSRPP (if included) measurement is performed. The nr-SFN and nr-Slot in IE NR-TimeStamp correspond to the TRP provided in dl-PRS-ReferenceInfo as specified in TS 38.214 [45]. Note, the TOA measurement refers to the TOA of this neighbour TRP or the reference TRP, as applicable, used to determine the nr-RSTD or nr-RSTD-ResultDiff.

	nr-RSTD
This field specifies the relative timing difference between this neighbour TRP and the PRS reference TRP, as defined in TS 38.215 [36].  Mapping of the measured quantity is defined as in TS 38.133 [46].

	nr-AdditionalPathList
This field specifies one or more additional detected path timing values for the TRP or resource, relative to the path timing used for determining the nr-RSTD value. If this field was requested but is not included, it means the UE did not detect any additional path timing values. If this field is present, the field nr-AdditionalPathListExt shall be absent.

	nr-TimingQuality
This field specifies the target device′s best estimate of the quality of the TOA measurement. Note, the TOA measurement refers to the TOA of this neighbour TRP or the reference TRP, as applicable, used to determine the nr-RSTD or nr-RSTD-ResultDiff.

	nr-DL-PRS-RSRP-Result
This field specifies the NR DL-PRS reference signal received power (DL PRS-RSRP) measurement, as defined in TS 38.215 [36]. The mapping of the quantity is defined as in TS 38.133 [46].

	nr-DL-TDOA-AdditionalMeasurements
This field provides up to 3 additional RSTD measurements per pair of TRPs, with each measurement between a different pair of DL-PRS Resources or DL-PRS Resource Sets of the DL-PRS for those TRPs [45].
If this field is present, the field nr-DL-TDOA-AdditionalMeasurementsExt shall be absent.

	nr-UE-Rx-TEG-ID
This field provides the ID of the UE Rx TEG associated with the TOA measurement. Note, the TOA measurement refers to the TOA of this neighbour TRP or the reference TRP, as applicable, used to determine the nr-RSTD or nr-RSTD-ResultDiff. When different UE Rx TEGs for RSTD measurements are requested, the maximum number of reported RSTD measurements associated with different DL-PRS Resources per UE Rx TEG per target TRP is 4.

	nr-DL-PRS-FirstPathRSRP-Result
This field specifies the NR DL-PRS reference signal received path power (DL PRS-RSRPP) of the first detected path in time, as defined in TS 38.215 [36]. The mapping of the measured quantity is defined as in TS 38.133 [46].

	nr-los-nlos-Indicator
This field specifies the target device's best estimate of the LOS or NLOS of the TOA measurement for the TRP or resource. Note, the TOA measurement refers to the TOA of this neighbour TRP or the reference TRP, as applicable, used to determine the nr-RSTD or nr-RSTD-ResultDiff.

NOTE:	If the requested type or granularity in nr-los-nlos-IndicatorRequest is not possible, the target device may provide a different type and granularity for the estimated LOS-NLOS-Indicator.

	nr-AdditionalPathListExt
This field provides up to 8 additional detected path timing values for the TRP or resource, relative to the path timing used for determining the nr-RSTD value. If this field was requested but is not included, it means the UE did not detect any additional path timing values. If this field is present, the field nr-AdditionalPathList shall be absent.

	nr-DL-TDOA-AdditionalMeasurementsExt
This field, in addition to the measurements provided in NR-DL-TDOA-MeasElement, provides TOA measurements of up to 4 DL-PRS Resources of a TRP with different UE Rx TEGs. For a certain DL-PRS Resource, there can be up to 8 TOA measurement results with respect to different Rx TEGs.
If this field is present, the field nr-DL-TDOA-AdditionalMeasurements shall be absentshould not be present.

	nr-RSTD-ResultDiff
This field provides the additional DL RSTD measurement result relative to nr-RSTD. The RSTD value of this measurement is obtained by adding the value of this field to the value of the nr-RSTD field. The mapping of the field is defined in TS 38.133 [46].

	nr-DL-PRS-RSRP-ResultDiff
This field provides the additional DL-PRS RSRP measurement result relative to nr-DL-PRS-RSRP-Result. The DL-PRS RSRP value of this measurement is obtained by adding the value of this field to the value of the nr-DL-PRS-RSRP-Result field. The mapping of the field is defined in TS 38.133 [46].

	nr-DL-PRS-FirstPathRSRP-ResultDiff
This field specifies the additional NR DL PRS reference signal received path power (DL PRS-RSRPP) of the first detected path in time relative to nr-DL-PRS-FirstPathRSRP-Result. The DL-PRS RSRPP of first path value of this measurement is obtained by adding the value of this field to the value of the nr-DL-PRS-FirstPathRSRP-Result field. The mapping of the field is defined in TS 38.133 [46].

	nr-los-nlos-IndicatorPerResource
This field specifies the target device's best estimate of the LOS or NLOS of the TOA measurement for the resource. Note, the TOA measurement refers to the TOA of this neighbour TRP or the reference TRP, as applicable, used to determine the nr-RSTD or nr-RSTD-ResultDiff.
This field may only be present if the field nr-LOS-NLOS-Indicator choice indicates perResource.
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The IE NR-DL-TDOA-RequestLocationInformation is used by the location server to request NR DL-TDOA location measurements from a target device.
-- ASN1START

NR-DL-TDOA-RequestLocationInformation-r16 ::= SEQUENCE {
	nr-DL-PRS-RstdMeasurementInfoRequest-r16	ENUMERATED { true }				OPTIONAL,-- Need ON
	nr-RequestedMeasurements-r16				BIT STRING { prsrsrpReq (0),
															 firstPathRsrpReq-r17 (1)
															 } (SIZE(1..8)),
	nr-AssistanceAvailability-r16				BOOLEAN,
	nr-DL-TDOA-ReportConfig-r16					NR-DL-TDOA-ReportConfig-r16		OPTIONAL, -- Need ON
	additionalPaths-r16							ENUMERATED { requested }		OPTIONAL, -- Need ON
	...,
	[[
	nr-UE-RxTEG-Request-r17						ENUMERATED { requested }		OPTIONAL, -- Need ON
	nr-los-nlos-IndicatorRequest-r17	SEQUENCE {
											type-r17			LOS-NLOS-IndicatorType1-r17,
											granularity-r17	LOS-NLOS-IndicatorGranularity1-r17,
											...
										}										OPTIONAL, -- Need ON
	additionalPathsExt-r17						ENUMERATED { requested }		OPTIONAL, -- Need ON
	additionalPathsDL-PRS-RSRP-Request-r17		ENUMERATED { requested }		OPTIONAL, -- Need ON
	multiMeasInSameReport-r17					ENUMERATED { requested }		OPTIONAL  -- Need ON

	]]
}

NR-DL-TDOA-ReportConfig-r16 ::= SEQUENCE {
	maxDL-PRS-RSTD-MeasurementsPerTRP-Pair-r16	INTEGER (1..4)					OPTIONAL, -- Need ON
	timingReportingGranularityFactor-r16		INTEGER (0..5)					OPTIONAL, -- Need ON
	...,
	[[
	measureSameDL-PRS-ResourceWithDifferentRxTEGs-r17
												ENUMERATED { n0, n2, n3, n4, n6, n8, ... }
																				OPTIONAL, -- Need ON
	reducedDL-PRS-ProcessingSamples-r17			ENUMERATED { requested, ... }	OPTIONAL, -- Need ON
	lowerRxBeamSweepingFactor-FR2-r17			ENUMERATED { requested }		OPTIONAL  -- Need ON
	]]
}

-- ASN1STOP

	NR-DL-TDOA-RequestLocationInformation field descriptions

	nr-DL-PRS-RstdMeasurementInfoRequest
This field indicates whether the target device is requested to report DL-PRS Resource ID(s) or DL-PRS Resource Set ID(s) used for determining the timing of each TRP in RSTD measurements.

	nr-RequestedMeasurements
This field specifies the NR DL-TDOA measurements requested. This is represented by a bit string, with a one‑value at the bit position means the particular measurement is requested; a zero‑value means not requested.

	nr-AssistanceAvailability
This field indicates whether the target device may request additional PRS assistance data from the server. TRUE means allowed and FALSE means not allowed.

	additionalPaths
This field, if present, indicates that the target device is requested to provide the nr-AdditionalPathList in IE NR-DL-TDOA-SignalMeasurementInformation. If this field is present, the field additionalPathsExt shall be absent.

	nr-UE-RxTEG-Request
This field, if present, indicates that the target device is requested to provide the nr-UE-Rx-TEG-ID in IE NR-DL-TDOA-SignalMeasurementInformation.

	nr-los-nlos-IndicatorRequest
This field, if present, indicates that the target device is requested to provide the indicated type and granularity of the estimated LOS-NLOS-Indicator in the NR-DL-TDOA-SignalMeasurementInformation.

	additionalPathsExt
This field, if present, indicates that the target device is requested to provide the nr-AdditionalPathListExt in IE NR-DL-TDOA-SignalMeasurementInformation. If this field is present, the field additionalPaths shall be absent.

	additionalPathsDL-PRS-RSRP-Request
This field, if present, indicates that the target device is requested to provide the nr-DL-PRS-RSRPP for the additional paths in fields nr-AdditionalPathList or nr-AdditionalPathListExt.

	multiMeasInSameReport
This field, if present, indicates that the target device is requested to provide multiple measurement instances in a single measurement report; i.e., include the nr-DL-TDOA-SignalMeasurementInstances (in the case of UE-assisted mode is requested) or nr-DL-TDOA-LocationInformationInstances (in the case of UE-based mode is requested) in IE NR-DL-TDOA-ProvideLocationInformation.

	maxDL-PRS-RSTD-MeasurementsPerTRP-Pair
This field specifies the maximum number of DL-PRS RSTD measurements per pair of TRPs. The maximum number is defined across all Positioning Frequency Layers.

	timingReportingGranularityFactor
This field specifies the recommended reporting granularity for the DL RSTD measurements. Value (0..5) corresponds to (k0..k5) used for nr-RSTD and nr-RSTD-ResultDiff in NR-DL-TDOA-MeasElement. The UE may select a different granularity value for nr-RSTD and nr-RSTD-ResultDiff.

	measureSameDL-PRS-ResourceWithDifferentRxTEGs
This field, if present, indicates that the target device is requested to measure the same DL-PRS Resource of a TRP with N different UE Rx TEGs. Enumerated value 'n0' indicates that the number N of different UE Rx TEGs to measure the same DL PRS Resource can be determined by the target device, value 'n2' indicates that the target device is requested to measure the same DL-PRS Resource of a TRP with 2 different UE Rx TEGs, value 'n3' indicates that the target device is requested to measure the same DL-PRS Resource of a TRP with 3 different UE Rx TEGs, and so on.
If this field is present, the field nr-UE-RxTEG-Request should also be present.

	reducedDL-PRS-ProcessingSamples
This field, if present and set to 'requested', indicates that the target device is requested to perform the requested measurements with reduced number of samples (M=1 or M=2) as specified in TS 38.133 [46].

	lowerRxBeamSweepingFactor-FR2
This field, if present, indicates that the target device is requested to use a lower Rx beam sweeping factor than 8 for FR2 according to UE's capability.
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The IE NR-DL-TDOA-ProvideCapabilities is used by the target device to indicate its capability to support NR DL-TDOA and to provide its NR DL-TDOA positioning capabilities to the location server.
-- ASN1START

NR-DL-TDOA-ProvideCapabilities-r16 ::= SEQUENCE {
	nr-DL-TDOA-Mode-r16						PositioningModes,
	nr-DL-TDOA-PRS-Capability-r16			NR-DL-PRS-ResourcesCapability-r16,
	nr-DL-TDOA-MeasurementCapability-r16	NR-DL-TDOA-MeasurementCapability-r16,
	nr-DL-PRS-QCL-ProcessingCapability-r16	NR-DL-PRS-QCL-ProcessingCapability-r16,
	nr-DL-PRS-ProcessingCapability-r16		NR-DL-PRS-ProcessingCapability-r16,
	additionalPathsReport-r16				ENUMERATED { supported }					OPTIONAL,
	periodicalReporting-r16					PositioningModes							OPTIONAL,
	...,
	[[
	ten-ms-unit-ResponseTime-r17			PositioningModes							OPTIONAL,
	nr-PosCalcAssistanceSupport-r17			BIT STRING {	trpLocSup		(0),
															beamInfoSup		(1),
															rtdInfoSup		(2),
															trpTEG-InfoSup	(3)
														}	(SIZE (1..8))				OPTIONAL,
	nr-los-nlos-AssistanceDataSupport-r17	SEQUENCE {
												type-r17		LOS-NLOS-IndicatorType2-r17,
												granularity-r17	LOS-NLOS-IndicatorGranularity2-r17,
												...
											}											OPTIONAL,
	nr-DL-PRS-ExpectedAoD-or-AoA-Sup-r17	BIT STRING {	eAoD		(0),
															eAoA		(1)
														}	(SIZE (1..8))				OPTIONAL,
[bookmark: _Hlk90246940]	nr-DL-TDOA-On-Demand-DL-PRS-Support-r17	NR-On-Demand-DL-PRS-Support-r17				OPTIONAL,
	nr-los-nlos-IndicatorSupport-r17		SEQUENCE {
												type-r17		LOS-NLOS-IndicatorType2-r17,
												granularity-r17	LOS-NLOS-IndicatorGranularity2-r17,
												...
											}											OPTIONAL,
	additionalPathsExtSupport-r17			ENUMERATED { n4, n6, n8 }					OPTIONAL,
	scheduledLocationRequestSupported-r17	ScheduledLocationTimeSupportPerMode-r17		OPTIONAL,
	nr-dl-prs-AssistanceDataValidity-r17	SEQUENCE {
							area-validity-r17	INTEGER (1..maxNrOfAreas-r17)			OPTIONAL,								...
							}															OPTIONAL,
	multiMeasInSameMeasReport-r17			ENUMERATED { supported }					OPTIONAL,
	mg-ActivationRequest-r17				ENUMERATED { supported }					OPTIONAL
	]],
	[[
	posMeasGapSupport-r17					ENUMERATED { supported }					OPTIONAL
	]]
}

-- ASN1STOP

	NR-DL-TDOA-ProvideCapabilities field descriptions

	nr-DL-TDOA-Mode
This field specifies the NR DL-TDOA mode(s) supported by the target device.

	periodicalReporting
This field, if present, specifies the positioning modes for which the target device supports periodicalReporting. This is represented by a bit string, with a one‑value at the bit position means periodicalReporting for the positioning mode is supported; a zero‑value means not supported. If this field is absent, the target device does not support periodicalReporting in CommonIEsRequestLocationInformation.

	ten-ms-unit-ResponseTime
This field, if present, specifies the positioning modes for which the target device supports the enumerated value 'ten-milli-seconds' in the IE ResponseTime in IE CommonIEsRequestLocationInformation. This is represented by a bit string, with a one‑value at the bit position means 'ten-milli-seconds' response time unit for the positioning mode is supported; a zero‑value means not supported. If this field is absent, the target device does not support 'ten-milli-seconds' response time unit in CommonIEsRequestLocationInformation.

	nr-PosCalcAssistanceSupport
This field indicates the Position Calculation Assistance Data supported by the target device for UE-based DL-TDOA. This is represented by a bit string, with a one‑value at the bit position means the particular assistance data is supported; a zero‑value means not supported.
-	bit 0 indicates whether the field nr-TRP-LocationInfo in IE NR-PositionCalculationAssistance is supported or not;
-	bit 1 indicates whether the field nr-DL-PRS-BeamInfo in IE NR-PositionCalculationAssistance is supported or not;
-	bit 2 indicates whether the field nr-RTD-Info in IE NR-PositionCalculationAssistance is supported or not;
-	bit 3 indicates whether the field nr-DL-PRS-TRP-TEG-Info in IE NR-PositionCalculationAssistance is supported or not. The UE can indicate this bit only if the UE supports prs-ProcessingCapabilityBandList and any of maxNrOfDL-PRS-ResourceSetPerTrpPerFrequencyLayer, maxNrOfTRP-AcrossFreqs, maxNrOfPosLayer, maxNrOfDL-PRS-ResourcesPerResourceSet and maxNrOfDL-PRS-ResourcesPerPositioningFrequencylayer. Otherwise, the UE does not include this field.

	nr-los-nlos-AssistanceDataSupport
This field, if present, indicates that the target device supports the NR-DL-PRS-ExpectedLOS-NLOS-Assistance in IE NR-PositionCalculationAssistance:
-	type indicates whether the target device supports 'hard' value or 'hard' and 'soft' value in LOS-NLOS-Indicator in IE NR-DL-PRS-ExpectedLOS-NLOS-Assistance.
-	granularity indicates whether the target device supports nr-los-nlos-indicator in IE NR-DL-PRS-ExpectedLOS-NLOS-Assistance 'per-trp', 'per-resource', or both.
The UE can include this field only if the UE supports one of maxDL-PRS-RSRP-MeasurementFR1, maxDL-PRS-RSRP-MeasurementFR2, dl-RSTD-MeasurementPerPairOfTRP-FR1, dl-RSTD-MeasurementPerPairOfTRP-FR2, maxNrOfRx-TX-MeasFR1, maxNrOfRx-TX-MeasFR2, supportOfRSRP-MeasFR1 and supportOfRSRP-MeasFR2. Otherwise, the UE does not include this field.

	nr-DL-PRS-ExpectedAoD-or-AoA-Sup
This field, if present, indicates that the target device supports the NR-DL-PRS-ExpectedAoD-or-AoA in NR-DL-PRS-AssistanceData.

	nr-DL-TDOA-On-Demand-DL-PRS-Support
This field, if present, indicates that the target device supports on-demand DL-PRS requests. 

	nr-los-nlos-IndicatorSupport
This field, if present, indicates that the target device supports nr-los-nlos-Indicator reporting in IE NR-DL-TDOA-SignalMeasurementInformation.
-	type indicates whether the target device supports 'hard' value or 'hard' and 'soft' value in IE LOS-NLOS-Indicator.
-	granularity indicates whether the target device supports LOS-NLOS-Indicator reporting per TRP, per DL-PRS Resource, or both.
NOTE:	A single value is reported when both Multi-RTT and DL-TDOA are supported.

	additionalPathsExtSupport
This field, if present, indicates that the target device supports the nr-AdditionalPathListExt reporting in IE NR-DL-TDOA-SignalMeasurementInformation. The enumerated value indicates the number of additional paths supported by the target device.

NOTE:	The supportOfDL-PRS-FirstPathRSRP in IE NR-DL-TDOA-MeasurementCapability also applies to the additional paths.

	scheduledLocationRequestSupported
This field, if present, specifies the positioning modes for which the target device supports scheduled location requests – i.e., supports the IE ScheduledLocationTime in IE CommonIEsRequestLocationInformation – and the time base(s) supported for the scheduled location time for each positioning mode. If this field is absent, the target device does not support scheduled location requests.

	[bookmark: _Hlk93958202]nr-dl-prs-AssistanceDataValidity
This field, if present, indicates that the target device supports validity conditions for pre-configured assistance data and comprises the following subfields:
-	area-validity indicates that the target device supports pre-configured assistance data with area validity. The integer number indicates the maximum number of areas the target device supports.

	multiMeasInSameMeasReport
This field, if present, indicates that the target device supports multiple measurement instances in a single measurement report.

	mg-ActivationRequest
This field, if present, indicates that the target device supports UL MAC CE for positioning measurement gap activation/deactivation request for DL-PRS measurements. The UE can include this field only if the UE supports mg-ActivationRequestPRS-Meas and mg-ActivationCommPRS-Meas defined in TS 38.331 [35].

	posMeasGapSupport
This field, if present, indicates that the target device supports pre-configured positioning measurement gap for DL-PRS measurements. The UE can include this field only if the UE supports mg-ActivationCommPRS-Meas defined in TS 38.331 [35].



[...]
[bookmark: _Toc37681208][bookmark: _Toc46486781][bookmark: _Toc52547126][bookmark: _Toc52547656][bookmark: _Toc52548186][bookmark: _Toc52548716][bookmark: _Toc131140500]6.5.11	NR DL-AoD Positioning
This clause defines the information elements for NR downlink AoD positioning (TS 38.305 [40]).
[bookmark: _Toc37681209][bookmark: _Toc46486782][bookmark: _Toc52547127][bookmark: _Toc52547657][bookmark: _Toc52548187][bookmark: _Toc52548717][bookmark: _Toc131140501]6.5.11.1	NR DL-AoD Assistance Data
[bookmark: _Toc37681210][bookmark: _Toc46486783][bookmark: _Toc52547128][bookmark: _Toc52547658][bookmark: _Toc52548188][bookmark: _Toc52548718][bookmark: _Toc131140502]–	NR-DL-AoD-ProvideAssistanceData
The IE NR-DL-AoD-ProvideAssistanceData is used by the location server to provide assistance data to enable UE‑assisted and UE-based NR DL-AoD. It may also be used to provide NR DL-AoD positioning specific error reason.
-- ASN1START

NR-DL-AoD-ProvideAssistanceData-r16 ::= SEQUENCE {
	nr-DL-PRS-AssistanceData-r16		NR-DL-PRS-AssistanceData-r16		OPTIONAL,	-- Need ON
	nr-SelectedDL-PRS-IndexList-r16		NR-SelectedDL-PRS-IndexList-r16		OPTIONAL,	-- Need ON
	nr-PositionCalculationAssistance-r16
										NR-PositionCalculationAssistance-r16
																			OPTIONAL,	-- Cond UEB
	nr-DL-AoD-Error-r16					NR-DL-AoD-Error-r16					OPTIONAL,	-- Need ON
	...,
	[[
	nr-DL-PRS-BeamInfo-r17				NR-DL-PRS-BeamInfo-r16				OPTIONAL,	-- Cond UEA
	nr-On-Demand-DL-PRS-Configurations-r17
										NR-On-Demand-DL-PRS-Configurations-r17
																			OPTIONAL,	-- Need ON
	nr-On-Demand-DL-PRS-Configurations-Selected-IndexList-r17
										NR-On-Demand-DL-PRS-Configurations-Selected-IndexList-r17
																			OPTIONAL,	-- Need ON
	assistanceDataValidityArea-r17		AreaID-CellList-r17					OPTIONAL	-- Need ON
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	UEB
	The field is optionally present, need ON, for UE based NR DL-AoD; otherwise it is not present.

	UEA
	The field is optionally present, need ON, for UE-assisted NR DL-AoD; otherwise it is not present.



	NR-DL-AoD-ProvideAssistanceData field descriptions

	nr-DL-PRS-AssistanceData
This field specifies the assistance data reference and neighbour TRPs and provides the DL-PRS configuration for the TRPs.
Note, if this field is absent but the nr-SelectedDL-PRS-IndexList field is present, the nr-DL-PRS-AssistanceData may be provided in IE NR-Multi-RTT-ProvideAssistanceData or NR-DL-TDOA-ProvideAssistanceData.

	nr-SelectedDL-PRS-IndexList
This field specifies the DL-PRS Resources which are applicable for this NR-DL-AoD-ProvideAssistanceData message.

	nr-PositionCalculationAssistance
This field provides position calculation assistance data for UE-based mode.

	nr-DL-AoD-Error
This field provides DL-AoD error reasons.

	nr-DL-PRS-BeamInfo
This field provides spatial direction information of the DL-PRS Resources included in nr-DL-PRS-AssistanceData or indicated by nr-SelectedDL-PRS-IndexList.

	nr-On-Demand-DL-PRS-Configurations
This field provides a set of available DL-PRS configurations which can be requested by the target device on-demand.

NOTE 1:	Void.
NOTE 2:	If this field is absent but the nr-On-Demand-DL-PRS-Configurations-Selected-IndexList is present, the nr-On-Demand-DL-PRS-Configurations may be provided in IE NR-Multi-RTT-ProvideAssistanceData or NR-DL-TDOA-ProvideAssistanceData.

	nr-On-Demand-DL-PRS-Configurations-Selected-IndexList
This field specifies the selected available on-demand DL-PRS configurations which are applicable for this NR-DL-AoD-ProvideAssistanceData message.

	assistanceDataValidityArea
This field specifies the network area for which this NR-DL-AoD-ProvideAssistanceData is valid.



[…]

[bookmark: _Toc37681228][bookmark: _Toc46486802][bookmark: _Toc52547147][bookmark: _Toc52547677][bookmark: _Toc52548207][bookmark: _Toc52548737][bookmark: _Toc131140522]6.5.12	NR Multi-RTT Positioning
This clause defines the information elements for NR Multi-RTT positioning (TS 38.305 [40]).
[bookmark: _Toc37681229][bookmark: _Toc46486803][bookmark: _Toc52547148][bookmark: _Toc52547678][bookmark: _Toc52548208][bookmark: _Toc52548738][bookmark: _Toc131140523]6.5.12.1	NR Multi-RTT Assistance Data
[bookmark: _Toc37681230][bookmark: _Toc46486804][bookmark: _Toc52547149][bookmark: _Toc52547679][bookmark: _Toc52548209][bookmark: _Toc52548739][bookmark: _Toc131140524]–	NR-Multi-RTT-ProvideAssistanceData
The IE NR-Multi-RTT-ProvideAssistanceData is used by the location server to provide assistance data to enable UE‑assisted NR Multi-RTT. It may also be used to provide NR Multi-RTT positioning specific error reason.
-- ASN1START

NR-Multi-RTT-ProvideAssistanceData-r16 ::= SEQUENCE {
	nr-DL-PRS-AssistanceData-r16		NR-DL-PRS-AssistanceData-r16		OPTIONAL,	-- Need ON
	nr-SelectedDL-PRS-IndexList-r16		NR-SelectedDL-PRS-IndexList-r16		OPTIONAL,	-- Need ON
	nr-Multi-RTT-Error-r16				NR-Multi-RTT-Error-r16				OPTIONAL,	-- Need ON
	...,
	[[
	nr-On-Demand-DL-PRS-Configurations-r17	NR-On-Demand-DL-PRS-Configurations-r17
																			OPTIONAL,	-- Need ON
	nr-On-Demand-DL-PRS-Configurations-Selected-IndexList-r17
[bookmark: _Hlk107846165]										NR-On-Demand-DL-PRS-Configurations-Selected-IndexList-r17
																			OPTIONAL,	-- Need ON
[bookmark: _Hlk107846203]	assistanceDataValidityArea-r17	AreaID-CellList-r17						OPTIONAL	-- Need ON
	]]
}

-- ASN1STOP

	NR-Multi-RTT-ProvideAssistanceData field descriptions

	nr-DL-PRS-AssistanceData
This field specifies the assistance data reference and neighbour TRPs and provides the DL-PRS configuration for the TRPs.
Note, if this field is absent but the nr-SelectedDL-PRS-IndexList field is present, the nr-DL-PRS-AssistanceData may be provided in IE NR-DL-TDOA-ProvideAssistanceData or NR-DL-AoD-ProvideAssistanceData.

	nr-SelectedDL-PRS-IndexList
This field specifies the DL-PRS Resources which are applicable for this NR-Multi-RTT-ProvideAssistanceData message.

	nr-Multi-RTT-Error
This field provides Multi-RTT error reasons.

	nr-On-Demand-DL-PRS-Configurations
This field provides a set of available DL-PRS configurations which can be requested by the target device on-demand.

NOTE 1:	Void.
NOTE 2:	If this field is absent but the nr-On-Demand-DL-PRS-Configurations-Selected-IndexList is present, the nr-On-Demand-DL-PRS-Configurations may be provided in IE NR-DL-AoD-ProvideAssistanceData or NR-DL-TDOA-ProvideAssistanceData.

	nr-On-Demand-DL-PRS-Configurations-Selected-IndexList
This field specifies the selected available on-demand DL-PRS configurations which are applicable for this NR-Multi-RTT-ProvideAssistanceData message.

	assistanceDataValidityArea
This field specifies the network area for which this NR-Multi-RTT-ProvideAssistanceData is valid.



[…]
[bookmark: _Toc37681235][bookmark: _Toc46486809][bookmark: _Toc52547154][bookmark: _Toc52547684][bookmark: _Toc52548214][bookmark: _Toc52548744][bookmark: _Toc131140529]6.5.12.4	NR Multi-RTT Location Information Elements
[bookmark: _Toc37681236][bookmark: _Toc46486810][bookmark: _Toc52547155][bookmark: _Toc52547685][bookmark: _Toc52548215][bookmark: _Toc52548745][bookmark: _Toc131140530]–	NR-Multi-RTT-SignalMeasurementInformation
The IE NR-Multi-RTT-SignalMeasurementInformation is used by the target device to provide NR Multi-RTT measurements to the location server.
-- ASN1START

NR-Multi-RTT-SignalMeasurementInformation-r16 ::= SEQUENCE {
	nr-Multi-RTT-MeasList-r16		NR-Multi-RTT-MeasList-r16,
[bookmark: _Hlk42710993]	nr-NTA-Offset-r16				ENUMERATED { nTA1, nTA2, nTA3, nTA4, ... }		OPTIONAL,
	...,
	[[
	nr-SRS-TxTEG-Set-r17			SEQUENCE (SIZE(1..maxTxTEG-Sets-r17)) OF
										NR-SRS-TxTEG-Element-r17					OPTIONAL
																			 -- Cond Case2-3
	]],
	[[
	nr-UE-RxTEG-TimingErrorMargin-r17	TEG-TimingErrorMargin-r17		OPTIONAL,-- Cond TEGCase3
	nr-UE-TxTEG-TimingErrorMargin-r17	TEG-TimingErrorMargin-r17		OPTIONAL,-- Cond TEGCase2-3
	nr-UE-RxTxTEG-TimingErrorMargin-r17	RxTxTEG-TimingErrorMargin-r17	OPTIONAL -- Cond TEGCase1-2
	]]
}

NR-Multi-RTT-MeasList-r16 ::= SEQUENCE (SIZE(1..nrMaxTRPs-r16)) OF NR-Multi-RTT-MeasElement-r16

NR-Multi-RTT-MeasElement-r16 ::= SEQUENCE {
	dl-PRS-ID-r16					INTEGER (0..255),
	nr-PhysCellID-r16				NR-PhysCellID-r16								OPTIONAL,
	nr-CellGlobalID-r16				NCGI-r15										OPTIONAL,
	nr-ARFCN-r16					ARFCN-ValueNR-r15								OPTIONAL,
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16						OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16						OPTIONAL,
	nr-UE-RxTxTimeDiff-r16			CHOICE {
			k0-r16						INTEGER (0..1970049),
			k1-r16						INTEGER (0..985025),
			k2-r16						INTEGER (0..492513),
			k3-r16						INTEGER (0..246257),
			k4-r16						INTEGER (0..123129),
			k5-r16						INTEGER (0..61565),
			...
	},
	nr-AdditionalPathList-r16		NR-AdditionalPathList-r16						OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-TimingQuality-r16			NR-TimingQuality-r16,
	nr-DL-PRS-RSRP-Result-r16		INTEGER (0..126)								OPTIONAL,
	nr-Multi-RTT-AdditionalMeasurements-r16
									NR-Multi-RTT-AdditionalMeasurements-r16			OPTIONAL,
	...,
	[[
	nr-UE-RxTx-TEG-Info-r17				NR-UE-RxTx-TEG-Info-r17						OPTIONAL,
	nr-DL-PRS-FirstPathRSRP-Result-r17	INTEGER (0..126)							OPTIONAL,
	nr-los-nlos-Indicator-r17			CHOICE {
				perTRP-r17					LOS-NLOS-Indicator-r17,
				perResource-r17				LOS-NLOS-Indicator-r17
	}																				OPTIONAL,
	nr-AdditionalPathListExt-r17		NR-AdditionalPathListExt-r17				OPTIONAL,
	nr-Multi-RTT-AdditionalMeasurementsExt-r17
										NR-Multi-RTT-AdditionalMeasurementsExt-r17	OPTIONAL
	]]
}

NR-Multi-RTT-AdditionalMeasurements-r16 ::= SEQUENCE (SIZE (1..3)) OF
									NR-Multi-RTT-AdditionalMeasurementElement-r16

NR-Multi-RTT-AdditionalMeasurementsExt-r17 ::= SEQUENCE (SIZE (1..maxAddMeasRTT-r17)) OF
									NR-Multi-RTT-AdditionalMeasurementElement-r16

NR-Multi-RTT-AdditionalMeasurementElement-r16 ::= SEQUENCE {
	nr-DL-PRS-ResourceID-r16			NR-DL-PRS-ResourceID-r16					OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16			NR-DL-PRS-ResourceSetID-r16				OPTIONAL,
	nr-DL-PRS-RSRP-ResultDiff-r16		INTEGER (0..61)								OPTIONAL,
	nr-UE-RxTxTimeDiffAdditional-r16	CHOICE {
			k0-r16							INTEGER (0..8191),
			k1-r16							INTEGER (0..4095),
			k2-r16							INTEGER (0..2047),
			k3-r16							INTEGER (0..1023),
			k4-r16							INTEGER (0..511),
			k5-r16							INTEGER (0..255),
			...
	},
	nr-TimingQuality-r16				NR-TimingQuality-r16,
	nr-AdditionalPathList-r16			NR-AdditionalPathList-r16					OPTIONAL,
	nr-TimeStamp-r16					NR-TimeStamp-r16,
	...,
	[[
	nr-UE-RxTx-TEG-Info-r17					NR-UE-RxTx-TEG-Info-r17			OPTIONAL,
	nr-DL-PRS-FirstPathRSRP-ResultDiff-r17	INTEGER (0..61)					OPTIONAL,
	nr-los-nlos-IndicatorPerResource-r17	LOS-NLOS-Indicator-r17			OPTIONAL,
	nr-AdditionalPathListExt-r17			NR-AdditionalPathListExt-r17	OPTIONAL
	]]
}

NR-SRS-TxTEG-Element-r17 ::= SEQUENCE {
	nr-TimeStamp-r17			NR-TimeStamp-r16							OPTIONAL,	-- Need OP
	nr-UE-Tx-TEG-ID-r17			INTEGER (0..maxNumOfTxTEGs-1-r17),
	carrierFreq-r17				SEQUENCE {
										absoluteFrequencyPointA-r17		ARFCN-ValueNR-r15,
										offsetToPointA-r17				INTEGER (0..2199)
								}											OPTIONAL,
	srs-PosResourceList-r17		SEQUENCE (SIZE (1..maxNumOfSRS-PosResources-r17)) OF
											INTEGER (0..maxNumOfSRS-PosResources-1-r17),
	...
}

NR-UE-RxTx-TEG-Info-r17 ::= CHOICE {
	case1-r17				SEQUENCE {
									nr-UE-RxTx-TEG-ID-r17	INTEGER (0..maxNumOfRxTxTEGs-1-r17)
									},
	case2-r17				SEQUENCE {
									nr-UE-RxTx-TEG-ID-r17	INTEGER (0..maxNumOfRxTxTEGs-1-r17),
									nr-UE-Tx-TEG-Index-r17	INTEGER (1..maxTxTEG-Sets-r17)
									},
	case3-r17				SEQUENCE {
									nr-UE-Rx-TEG-ID-r17		INTEGER (0..maxNumOfRxTEGs-1-r17),
									nr-UE-Tx-TEG-Index-r17	INTEGER (1..maxTxTEG-Sets-r17)
									},
	...
}

-- ASN1STOP

	Conditional presence
	Explanation

	Case2-3
	The field is mandatory present if the IE NR-UE-RxTx-TEG-Info is provided for choice's case2 and case3. Otherwise it is not present.

	TEGCase3
	The field is optionally present, need OP, if the IE NR-UE-RxTx-TEG-Info is provided for choice case3. Otherwise it is not present.

	TEGCase2-3
	The field is optionally present, need OP, if the IE NR-UE-RxTx-TEG-Info is provided for choice's case2 and case3. Otherwise it is not present.

	TEGCase1-2
	The field is optionally present, need OP, if the IE NR-UE-RxTx-TEG-Info is provided for choice's case1 and case2. Otherwise it is not present.



	NR-Multi-RTT-SignalMeasurementInformation field descriptions

	nr-NTA-Offset
This field provides the NTAoffset used by the target device as specified in TS 38.133 [46], Table 7.1.2-2. Enumerated values nTA1, nTA2, nTA3, and nTA4 correspond to NTAoffset of 25600 Tc, 0 Tc, 39936 Tc, and 13792 Tc, respectively.

	nr-SRS-TxTEG-Set
This field provides the SRS for Positioning Resources associated with a particular UE Tx TEG and comprises the following subfields:
-	nr-TimeStamp specifies the start time for which the NR-SRS-TxTEG-Element is valid. If this field is absent, the nr-TimeStamp of this instance of the NR-SRS-TxTEG-Element of the nr-SRS-TxTEG-Set is the same as the nr-TimeStamp of the previous instance of the NR-SRS-TxTEG-Element. If this field is also absent in the first NR-SRS-TxTEG-Element of the nr-SRS-TxTEG-Set, all NR-SRS-TxTEG-Element's provided are valid for the measurement period of the NR-Multi-RTT-SignalMeasurementInformation.
-	nr-UE-Tx-TEG-ID specifies the ID of this UE Tx TEG.
-	carrierFreq specifies the frequency of the SRS for positioning resources.
-	srs-PosResourceList specifies the SRS for Positioning Resources belonging to this UE Tx TEG.
For each UE Tx TEG, there may be up to 8 changes (different nr-TimeStamp) of the TEG-SRS association information provided in nr-SRS-TxTEG-Set, i.e., the maximum value for maxTxTEG-Sets is 64.

	nr-UE-RxTEG-TimingErrorMargin
This field specifies the UE Rx TEG timing error margin value for all the UE Rx TEGs within one NR-Multi-RTT-SignalMeasurementInformation. If the IE NR-UE-RxTx-TEG-Info is present with choice case3 and this field is absent, the receiver should consider the UE Rx TEG timing error margin value to be the maximum applicable value as defined in TS 38.133 [46].

	nr-UE-TxTEG-TimingErrorMargin
This field specifies the UE Tx TEG timing error margin value for all the UE Tx TEGs within one NR-Multi-RTT-SignalMeasurementInformation. If the IE NR-UE-RxTx-TEG-Info is present with choice case2 or case3 and this field is absent, the receiver should consider the UE Tx TEG timing error margin value to be the maximum value available in IE TEG-TimingErrorMargin.

	nr-UE-RxTxTEG-TimingErrorMargin
This field specifies the UE RxTx TEG timing error margin value for all the UE RxTx TEGs within one NR-Multi-RTT-SignalMeasurementInformation. If the IE NR-UE-RxTx-TEG-Info is present with choice case1 or case2 and this field is absent, the receiver should consider the UE RxTx TEG timing error margin value to be the maximum applicable value as defined in TS 38.133 [46].

	dl-PRS-ID
This field is used along with a DL-PRS Resource Set ID and a DL-PRS Resources ID to uniquely identify a DL-PRS Resource. This ID can be associated with multiple DL-PRS Resource Sets associated with a single TRP.
Each TRP should only be associated with one such ID.

	nr-PhysCellID
This field specifies the physical cell identity of the associated TRP, as defined in TS 38.331 [35].

	nr-CellGlobalID
This field specifies the NCGI, the globally unique identity of a cell in NR, of the associated TRP, as defined in TS 38.331 [35].

	nr-ARFCN
This field specifies the NR-ARFCN of the TRP's CD-SSB (as defined in TS 38.300 [47]) corresponding to nr-PhysCellID.

	nr-UE-RxTxTimeDiff
This field specifies the UE Rx–Tx time difference measurement, as defined in TS 38.215 [36]. 

	nr-AdditionalPathList
This field specifies one or more additional detected path timing values for the TRP or resource, relative to the path timing used for determining the nr-UE-RxTxTimeDiff value. If this field was requested but is not included, it means the UE did not detect any additional path timing values. If this field is present, the field nr-AdditionalPathListExt shall be absent.

	nr-TimeStamp
This field specifies the time instance for which the measurement is performed.

	nr-TimingQuality
This field specifies the target device′s best estimate of the quality of the measurement.

	nr-DL-PRS-RSRP-Result
This field specifies the NR DL-PRS reference signal received power (DL PRS-RSRP) measurement, as defined in TS 38.215 [36]. The mapping of the quantity is defined as in TS 38.133 [46].

	nr-Multi-RTT-AdditionalMeasurements
This field provides up to 3 additional UE Rx-Tx time difference measurements corresponding to a single configured SRS Resource or Resource Set for positioning. Each measurement corresponds to a single received DL-PRS Resource or DL-PRS Resource Set [45].
If this field is present, the field nr-Multi-RTT-AdditionalMeasurementsExt shall be absent.

	nr-UE-RxTx-TEG-Info
This field provides the ID(s) of the UE TEG associated with the nr-UE-RxTxTimeDiff or nr-UE-RxTxTimeDiffAdditional measurement. One of the following combinations of TEG IDs can be provided:
-	case1 provides the UE RxTx TEG ID;
-	case2 provides the UE RxTx TEG ID together with the UE Tx TEG ID. The nr-UE-Tx-TEG-Index provides the index to the nr-SRS-TxTEG-Set field for the applicable UE Tx TEG ID, where value '1' indicates the first NR-SRS-TxTEG-Element in nr-SRS-TxTEG-Set, value '2' indicates the second NR-SRS-TxTEG-Element in nr-SRS-TxTEG-Set, and so on;
-	case3 provides the UE Rx TEG ID together with the UE Tx TEG ID. The nr-UE-Tx-TEG-Index provides the index to the nr-SRS-TxTEG-Set field for the applicable UE Tx TEG ID, where value '1' indicates the first NR-SRS-TxTEG-Element in nr-SRS-TxTEG-Set, value '2' indicates the second NR-SRS-TxTEG-Element in nr-SRS-TxTEG-Set, and so on.

	nr-DL-PRS-FirstPathRSRP-Result
This field specifies the NR DL PRS reference signal received path power (DL PRS-RSRPP) of the first detected path in time, as defined in TS 38.215 [36]. The mapping of the measured quantity is defined as in TS 38.133 [46].

	nr-los-nlos-Indicator
This field specifies the target device's best estimate of the LOS or NLOS of the UE Rx-Tx Time Difference, RSRP or RSRPP of first path measurement for the TRP or resource.

NOTE:	If the requested type or granularity in nr-los-nlos-IndicatorRequest is not possible, the target device may provide a different type and granularity for the estimated LOS-NLOS-Indicator.

	nr-AdditionalPathListExt
This field provides up to 8 additional detected path timing values for the TRP or resource, relative to the path timing used for determining the nr-UE-RxTxTimeDiff value. If this field was requested but is not included, it means the UE did not detect any additional path timing values. If this field is present, the field nr-AdditionalPathList shall be absent.

	nr-Multi-RTT-AdditionalMeasurementsExt
This field, in addition to the measurements provided in NR-Multi-RTT-MeasElement, provides UE Rx-Tx time difference measurements of up to 4 DL-PRS Resources of a TRP with different UE RxTx or UE Rx TEGs. For a certain DL-PRS Resource, there can be up to 8 measurement results with respect to different UE RxTx or UE Rx TEGs. If this field is present, the field nr-Multi-RTT-AdditionalMeasurements shall be absentshould not be present.

	nr-DL-PRS-RSRP-ResultDiff
This field provides the additional DL-PRS RSRP measurement result relative to nr-DL-PRS-RSRP-Result. The DL-PRS RSRP value of this measurement is obtained by adding the value of this field to the value of the nr-DL-PRS-RSRP-Result. The mapping of this field is defined as in TS 38.133 [46].

	nr-UE-RxTxTimeDiffAdditional
This field provides the additional UE Rx-Tx Difference measurement result relative to nr-UE-RxTxTimeDiff. The UE Rx-Tx Difference value of this measurement is obtained by adding the value of this field to the value of the nr-UE-RxTxTimeDiff field. The mapping of the field is defined in TS 38.133 [46].

	nr-DL-PRS-FirstPathRSRP-ResultDiff
This field specifies the additional NR DL-PRS reference signal received path power (DL PRS-RSRPP) of the first detected path in time relative to nr-DL-PRS-FirstPathRSRP-Result. The DL-PRS RSRPP of first path value of this measurement is obtained by adding the value of this field to the value of the nr-DL-PRS-FirstPathRSRP-Result field. The mapping of the field is defined in TS 38.133 [46].

	nr-los-nlos-IndicatorPerResource
This field specifies the target device's best estimate of the LOS or NLOS of the UE Rx-Tx Time Difference, RSRP or RSRPP of first path measurement for the resource.
This field may only be present if the field nr-LOS-NLOS-Indicator choice indicates perResource.
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= 10,000 –78 + 0.6383 = 9922.6383 ms


Microsoft_Visio_2003-2010_Drawing.vsd
9997


9998


9999


10,000


10,001


10,002


10,003


10,004


9997


9998


9999


10,000


10,001


10,002


10,003


10,004


9919


9920


9921


9922


9923


9924


9925


9926


9923


9924


9925


9926


9927


9928


9929


9930


9997


9998


9999


10,000


10,001


10,002


10,003


10,004


SV#1 clock bias |Dtsv1|
(t = tsv-Dtsv1)


SV#Nsat clock bias |DtsvNsat|


Chosen Reference Epoch in gnssReferenceTime


1 ms


~0.6383 ms


~0.7849 ms


SV#1 time tsv1 [ms]


SV#Nsat time tsvNsat [ms]


GPS TOW t [ms]


Predicted SV#1 time tsv1 [ms]


 Predicted SV#Nsat time tsvNsat [ms]


At SV#1


At SV#Nsat


At Reference Location


Exemplary Calculation of predicted tsv: 
tsv = t+Dtsv-t
t: propagation delay from SV to target device
Dtsv: Clock Bias


GNSS Acquisition Assistance for SV#1: 
GPS TOW = 10,000 ms (a multiple of 1 ms)
Code Phase ~ 0.6383 ms
Integer Code Phase = 10,000 – 9922 = 78 ms

Exemplary calculation of expected tsv1 [ms] at the target device:
tsv1 = GPS TOW – Integer Code Phase + Code Phase 
     = 10,000 – 78 + 0.6383 = 9922.6383 ms
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