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	Reason for change:
	For IE PosSRS-RRC-Inactive-OutsideInitialUL-BWP in the current TS 38.331, the meaning of the enumerated values for IE maxSRSposBandwidthForEachSCS-withinCC-FR1-r17 and maxSRSposBandwidthForEachSCS-withinCC-FR2-r17 are ambiguous. For example, what does bwX mean (X MHz or X RBs)? According to the definition in TS 38.306, it should be interpreted as X MHz. 
	posSRS-RRC-Inactive-OutsideInitialUL-BWP-r17
Indicates support of Positioning SRS transmission in RRC_INACTIVE state configured outside initial UL BWP. The capability signalling comprises the following parameters:
-	maxSRSposBandwidthForEachSCS-withinCC-FR1-r17 Indicates the maximum SRS bandwidth supported for each SCS that UE supports within a single CC for FR1;
-	maxSRSposBandwidthForEachSCS-withinCC-FR2-r17 indicates the maximum SRS bandwidth supported for each SCS that UE supports within a single CC for FR2;


For the correct understanding of the values within the above IEs, corresponding correction should be made, i.e., change “bwX” to “mhzX”.

	
	

	Summary of change:
	For IE maxSRSposBandwidthForEachSCS-withinCC-FR1-r17 and maxSRSposBandwidthForEachSCS-withinCC-FR2-r17, change the enumerated values “bwX” to “mhzX” to clarify the meaning of the enumerated values.

Impact analysis
Impacted 5G architecture options:
NR Standalone, NE-DC, NR-DC
Impacted functionality:
Inactive UL positioning
[bookmark: OLE_LINK7][bookmark: OLE_LINK8]Inter-operability: 
If the UE is implemented according to this CR while the network is not or if the network is implemented according to this CR while the UE is not, there is no inter-operability issue.

	
	

	Consequences if not approved:
	Incorrect understanding of the values for IE maxSRSposBandwidthForEachSCS-withinCC-FR1-r17 and maxSRSposBandwidthForEachSCS-withinCC-FR2-r17.
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[bookmark: _Toc131065257]––	PosSRS-RRC-Inactive-OutsideInitialUL-BWP
The IE PosSRS-RRC-Inactive-OutsideInitialUL-BWP is used to convey the capabilities supported by the UE for Positioning SRS transmission in RRC_INACTIVE state configured outside initial UL BWP.
PosSRS-RRC-Inactive-OutsideInitialUL-BWP information element
-- ASN1START
-- TAG-POSSRS-RRC-INACTIVE-OUTSIDEINITIALUL-BWP-START

PosSRS-RRC-Inactive-OutsideInitialUL-BWP-r17::= SEQUENCE {
    -- R1 27-15b: Positioning SRS transmission in RRC_INACTIVE state configured outside initial UL BWP
    maxSRSposBandwidthForEachSCS-withinCC-FR1-r17   ENUMERATED {bw5mhz5, bw10mhz10, bw15mhz15, bw20mhz20, bw25mhz25, bw30mhz30, bw35mhz35, bw40mhz40,
                                                    bw45mhz45, bw50mhz50, bw60mhz60, bw70mhz70, bw80mhz80, bw90mhz90, bw100mhz100}                    OPTIONAL,
    maxSRSposBandwidthForEachSCS-withinCC-FR2-r17   ENUMERATED {bw50mhz50, bw100mhz100, bw200mhz200, bw400mhz400}                        OPTIONAL,
    maxNumOfSRSposResourceSets-r17                  ENUMERATED {n1, n2, n4, n8, n12, n16}                         OPTIONAL,
    maxNumOfPeriodicSRSposResources-r17             ENUMERATED {n1, n2, n4, n8, n16, n32, n64}                    OPTIONAL,
    maxNumOfPeriodicSRSposResourcesPerSlot-r17      ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10, n12, n14}        OPTIONAL,
    differentNumerologyBetweenSRSposAndInitialBWP-r17  ENUMERATED {supported}                                     OPTIONAL,
    srsPosWithoutRestrictionOnBWP-r17               ENUMERATED {supported}                                        OPTIONAL,
    maxNumOfPeriodicAndSemipersistentSRSposResources-r17  ENUMERATED {n1, n2, n4, n8, n16, n32, n64}              OPTIONAL,
    maxNumOfPeriodicAndSemipersistentSRSposResourcesPerSlot-r17  ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10, n12, n14}  OPTIONAL,
    differentCenterFreqBetweenSRSposAndInitialBWP-r17  ENUMERATED {supported}                                     OPTIONAL,
    switchingTimeSRS-TX-OtherTX-r17                 ENUMERATED {us100, us140, us200, us300, us500}                OPTIONAL,
    -- R1 27-15c: Support of positioning SRS transmission in RRC_INACTIVE state outside initial BWP with semi-persistent SRS
    maxNumOfSemiPersistentSRSposResources-r17       ENUMERATED {n1, n2, n4, n8, n16, n32, n64}                    OPTIONAL,
    maxNumOfSemiPersistentSRSposResourcesPerSlot-r17  ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10, n12, n14}      OPTIONAL,
    ...
}

-- TAG-POSSRS-RRC-INACTIVE-OUTSIDEINITIALUL-BWP-STOP
-- ASN1STOP
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