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	Reason for change:
	Regarding the term “entry”, usually it means one item in a list. However, in clause 5.2.2.1/5.2.2.2/5.3.3.2, it says “there is an entry in sl-SRAP-ConfigRelay”, but sl-SRAP-ConfigRelay refers to a SL-SRAP-Config but not a list. SL-SRAP-Config includes sl-LocalIdentity and bearer mapping add/mod list and release list. Similarly, in clause 5.3.1.2, it says “if there is an entry in sl-SRAP-ConfigRemote”, but sl-SRAP-ConfigRemote refer to a SL-SRAP-Config but not a list. Thus, some corrections are needed.

	
	

	Summary of change:
	1. In clause 5.2.2.1, 5.2.2.2, 5.3.3.2, change sl-SRAP-ConfigRelay to sl-RemoteUE-ToAddModList.
2. In clause 5.3.1.2, change sl-SRAP-ConfigRemote to the sl-MappingToAddModList. 

Impact analysis
Impacted 5G architecture options:
NR SA 

Impacted functionality
L2 U2N relay

Inter-operability: 
There is no inter-operability issue.

	
	

	Consequences if not approved:
	Incorrect field name remains in the specification.
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[bookmark: clause4][bookmark: _Toc12616326][bookmark: _Toc37126937][bookmark: _Toc46492050][bookmark: _Toc46492158][bookmark: _Toc124547244][bookmark: _Toc130940355][bookmark: _Toc525641403][bookmark: _Toc23239744]5.2.2.1	Egress link determination
For a SRAP Data PDU to be transmitted, SRAP entity shall:
-	if there is an entry in sl-RemoteUE-ToAddModListsl-SRAP-ConfigRelay, whose sl-LocalIdentity included in sl-SRAP-ConfigRelay matches the UE ID field in SRAP Data PDU:
-	Determine the egress link on PC5 interface corresponding to sl-L2IdentityRemote configured for the concerned sl-LocalIdentity as specified in TS 38.331 [3]. 
	NEXT CHANGE


5.2.2.2	Egress RLC channel determination
For a SRAP Data PDU to be transmitted, the SRAP entity shall:
-	if the SRAP Data PDU is for SRB0 (the BEARER ID field is 0 and the bearer is identified as SRB based on sl-RemoteUE-RB-Identity associated with the entry containing the sl-EgressRLC-ChannelUu which matches the LCID of the Uu Relay RLC Channel from which the SRAP Data PDU is received):
-	Determine the egress PC5 Relay RLC channel in the determined egress link corresponding to logicalChannelIdentity for SL-RLC0 as specified in TS 38.331 [3];
-	else if there is an entry in sl-RemoteUE-ToAddModListsl-SRAP-ConfigRelay, whose sl-LocalIdentity included in sl-SRAP-ConfigRelay matches the UE ID field in SRAP Data PDU, which includes an sl-RemoteUE-RB-Identity that matches the SRB identity or DRB identity of the SRAP Data PDU determined by the BEARER ID field (For the BEARER ID shared by both SRB and DRB, SRB and DRB are differentiated based on sl-RemoteUE-RB-Identity associated with the entry containing the sl-EgressRLC-ChannelUu which matches the LCID of the Uu Relay RLC Channel from which the SRAP Data PDU is received):
-	Determine the egress PC5 Relay RLC channel in the determined egress link corresponding to sl-EgressRLC-ChannelPC5 configured for the concerned sl-LocalIdentity and concerned sl-RemoteUE-RB-Identity as specified in TS 38.331 [3].
	[bookmark: _Toc130940361]NEXT CHANGE


[bookmark: _GoBack]5.3.1.2	Egress RLC channel determination
For a SRAP Data PDU to be transmitted, the SRAP entity shall:
-	if the SRAP Data PDU is for SRB0:
-	Determine the egress PC5 Relay RLC channel in the link with U2N Relay UE corresponding to logicalChannelIdentity for SL-RLC0 as specified in TS 38.331 [3];
-	else if there is an entry in sl-MappingToAddModListsl-SRAP-ConfigRemote, whose sl-RemoteUE-RB-Identity matches the SRB identity or DRB identity of the SRAP Data PDU:
-	Determine the egress PC5 Relay RLC channel of the link with U2N Relay UE corresponding to sl-EgressRLC-ChannelPC5 configured for the concerned sl-RemoteUE-RB-Identity as specified in TS 38.331 [3].
	NEXT CHANGE


[bookmark: _Toc130940365]5.3.3.2	Egress RLC channel determination
For a SRAP Data PDU to be transmitted, the SRAP entity shall:
-	if there is an entry in sl-RemoteUE-ToAddModListsl-SRAP-ConfigRelay, whose sl-LocalIdentity included in sl-SRAP-ConfigRelay matches the UE ID field in SRAP Data PDU, and which includes an sl-RemoteUE-RB-Identity matches SRB identity or DRB identity of the SRAP Data PDU determined by the BEARER ID field (For the BEARER ID shared by both SRB and DRB, SRB and DRB are differentiated based on sl-RemoteUE-RB-Identity associated with the entry containing the sl-EgressRLC-ChannelPC5 which matches LCID of the PC5 Relay RLC Channel from which the SRAP Data PDU is received, and for DRB, the DRB identity is BEARER ID plus 1):
-	Determine the egress Uu Relay RLC channel corresponding to sl-EgressRLC-ChannelUu configured for the concerned sl-LocalIdentity and concerned sl-RemoteUE-RB-Identity as specified in TS 38.331 [3].
	END OF CHANGES



