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<Start of modified section 1>
E.2	Cell configuration mapping for EN-DC FR1 test cases in Chapter 4
Table E.2-1 defines the cell configuration mapping for EN-DC FR1 test cases in chapter 4 of this test specification.
Table E.2-1: Cell configuration mapping for EN-DC FR1 RRM testing
	TC
	Description
	38.533 LTE Cell1
	38.533 NR Cell2
	38.533 NR Cell3
	38.533 NR Cell4
	CA Type

	4.3.2.2.1
	EN-DC FR1 contention based random access
	LTE Cell 1
	NR Cell 1
	
	
	

	<Unchanged contents are omitted>

	4.5.6.2.1
	EN-DC FR1 RRC-based DL active BWP switch in non-DRX in synchronous EN-DC
	LTE Cell 1
	NR Cell 1
	
	
	

	4.5.6.3.1
	Simultaneous E-UTRAN – NR PSCell FR1 DL active BWP switch in non-DRX in EN-DC on multiple CCs
	LTE Cell 1
	NR Cell 1
	NR Cell 6
	
	

	4.5.6.5.1
	E-UTRAN – NR PSCell FR1 DL active BWP switch in non-DRX in synchronous EN-DC on multiple CCs
	LTE Cell 1
	NR Cell 1
	NR Cell 6
	
	

	[bookmark: _Hlk68796608]4.5.7.1
	EN-DC FR1 addition and release delay of known PSCell
	LTE Cell 1
	NR Cell 1
	
	
	

	<Unchanged contents are omitted>

	4.7.7.3
	EN-DC FR1 CSI-RS based CMR and dedicated IMR L1-SINR measurement accuracy
	LTE Cell 1
	NR Cell 1
	
	
	


<End of modified section 1>

<Start of modified section 2>
E.4	Cell configuration mapping for SA FR1 test cases in Chapter 6
Table E.4-1 defines the cell configuration mapping for NR/5GC FR1 test cases in chapter 6 of this test specification.
Table E.4-1: Cell configuration mapping for SA FR1 RRM testing
	TC
	Description
	38.533 NR Cell1
	38.533 NR Cell2
	38.533 NR Cell3
	38.533 NR Cell4
	CA Type

	6.1.1.1
	NR SA FR1 cell re-selection
	NR Cell 1
	NR Cell 11
	
	
	

	<Unchanged contents are omitted>

	6.5.6.2.1
	NR SA FR1 RRC-based DL active BWP switch in non-DRX
	NR Cell 1
	
	
	
	

	6.5.6.3.1
	NR FR1- NR FR1 DL active BWP switch on multiple CCs with non-DRX in SA
	NR Cell 1
	NR Cell 6
	NR Cell 3
	
	

	6.5.6.5.1
	RRC based BWP switch on multiple CCs
	NR Cell 1
	NR Cell 6
	
	
	

	6.5.7.1
	NR SA FR1 DL Interruptions at switching between two uplink carriers in FDD-TDD CA
	NR Cell 1
	NR Cell 10
	
	
	inter-band

	<Unchanged contents are omitted>

	6.7.9.3
	NR SA FR1 CSI-RS based CMR and dedicated IMR L1-SINR measurement accuracy
	NR Cell 1
	
	
	
	


<End of modified section 2>

