

	
3GPP TSG-RAN5 Meeting #100	R5-234165
Toulouse, France, 21st Aug 2023 – 25th Aug 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.521-1
	CR
	2338
	rev
	-
	Current version:
	17.9.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	FR1 ACS and IBB 2DL CA - Corrections for n48-n77 case

	
	

	Source to WG:
	Keysight Technologies UK Ltd

	Source to TSG:
	R5

	
	

	Work item code:
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	Date:
	2023-08-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	In RAN5#98, R5-230311 added for n48-n77 case certain necessary exceptions in the frequency range in ACS and IBB tests to avoid or minimize the modulated interferer overlapping with PCC making the connection drop.
However, those changes were lost in RAN5#99 where R5-232993 made some general harmonization of the frequency range in case of CA.  Despite the harmonization was a good approach in general, these particular exceptions are still needed.

	
	

	Summary of change:
	For test cases 7.5A.1 and 7.6A.2.1:
-Set PCC at Low frequency range.


	
	

	Consequences if not approved:
	Testing for CA_n48A-n77A will remain impacted.

	
	

	Clauses affected:
	 7.5A.1, 7.6A.2.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


<<< START OF CHANGES >>>
[bookmark: _Toc27478444][bookmark: _Toc36227163]7.5A.1	Adjacent channel selectivity for CA (2DL CA)
[bookmark: _Toc27478445][bookmark: _Toc36227164]7.5A.1.1	Test Purpose
Adjacent channel selectivity for 2DL CA verifies the receiver's ability to receive a wanted 2DL carrier aggregated at its assigned channel frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel.
[bookmark: _Toc27478446][bookmark: _Toc36227165]7.5A.1.2	Test Applicability
This test case applies to all types of NR UE release 15 and forward that support 2DL CA.
[bookmark: _Toc27478447][bookmark: _Toc36227166]7.5A.1.3	Minimum Conformance Requirements
The minimum conformance requirements are defined in clause 7.5A.0.
[bookmark: _Toc27478448][bookmark: _Toc36227167]7.5A.1.4	Test Description
[bookmark: _Toc27478449][bookmark: _Toc36227168]7.5A.1.4.1	Initial Conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configuration specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each CA configuration, are shown in Table 7.5A.1.4.1-1, Table 7.5A.1.4.1-2 or Table 7.5A.1.4.1-3. The details of the uplink and downlink reference measurement channels (RMC) are specified in Annexes A.2 and A.3. Configuration of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.5A.1.4.1-1: Test Configuration Table for intra-band contiguous 2DL CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range

	Test CC Combination setting (NRB_agg) as specified in Table 5.5A.1-1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg, Highest NRB_agg
NOTE 3

	Test SCS as specified in Table 5.3.5-1 
	Lowest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation 
	SCC RB allocation
	CC
Mod'n
	PCC RB allocation 

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3A.1.4.1-1.
NOTE 2:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 3:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested



Table 7.5A.1.4.1-2: Test Configuration Table for inter-band 2DL CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	NOTE 1, NOTE 3 except for the following cases:

CA_n48A-n77A: Low range for PCC


	Test CC Combination setting (NRB_agg) as specified in Table 5.5A.3.1-1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg
NOTE 4

	Test SCS as specified in Table 5.3.5-1 
	Lowest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation 
	SCC RB allocation
	CC
Mod'n
	PCC RB allocation 

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3A.1.4.1-2.
NOTE 2:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 3:	Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.1.4.1-2. For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.
NOTE 4:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested.







<<< Skip unchanged sections >>>

[bookmark: _Toc27478515][bookmark: _Toc36227235]7.6A.2.1	In-band blocking for CA (2DL CA)
[bookmark: _Toc27478516][bookmark: _Toc36227236]7.6A.2.1.1	Test purpose
Inband blocking is defined for an unwanted interfering signal falling into the range from 15 MHz below to 15 MHz above the UE receive band, with FDL_high < 2700 MHz and FUL_high < 2700 MHz, or into an immediately adjacent frequency range up 3CBW below or above the UE receive band, with FDL_high ≥ 3300 MHz and FUL_high ≥ 3300 MHz, at which the relative throughput shall meet or exceed the requirement for the specified measurement channel.
[bookmark: _Toc27478517][bookmark: _Toc36227237]7.6A.2.1.2	Test applicability
This test applies to all types of NR UE release 15 and forward that support 2DL CA.
[bookmark: _Toc27478518][bookmark: _Toc36227238]7.6A.2.1.3	Minimum conformance requirements
Minimum requirements are defined in clause 7.6A.2.0. 
[bookmark: _Toc27478519][bookmark: _Toc36227239]7.6A.2.1.4	Test description
[bookmark: _Toc27478520]7.6A.2.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configuration specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each CA configuration, are shown in table 7.6A.2.1.4.1-1, 7.6A.2.1.4.1-2 or 7.6A.2.1.4.1-3. The details of the uplink and downlink reference measurement channels (RMC) are specified in Annexes A.2 and A.3. Configuration of PDSCH and PDCCH before measurement are specified in Annex C.2..
Table 7.6A.2.1.4.1-1: Test configuration table for Intra-band contiguous CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range

	Test CC Combination setting (NRB_agg) as specified in Table 5.5A.1-1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg, NOTE 1, NOTE 3

	Test SCS as specified in Table 5.3.5-1 
	Lowest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation 
	SCC RB allocation
	CC
Mod'n
	PCC RB allocation 

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3A.1.4.1-1.
NOTE 2:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 3:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested



Table 7.6A.2.1.4.1-2: Test configuration table for Inter-band CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	NOTE 1, NOTE 3 except for the following cases:

CA_n48A-n77A: Low range for PCC


	Test CC Combination setting (NRB_agg) as specified in Table 5.5A.3.1-1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg
NOTE 1, NOTE 4

	Test SCS as specified in Table 5.3.5-1 
	Lowest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation 
	SCC RB allocation
	CC
Mod'n
	PCC RB allocation 

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3A.1.4.1-2.
NOTE 2:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 3:	Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.1.4.1-2. For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.
NOTE 4:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested.






<<< END OF CHANGES >>>



