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	38.508-2
	0519
	1
	Rel-17
	Addition of UE capability indicating support of simultaneous transmission and reception in TDD-TDD and TDD-FDD inter-band NR CA
	F
	17.9.0
	RAN5#100
	R5-235845
	Nokia, Nokia Shanghai Bell
	NR_RF_FR1_enh-UEConTest
	A.4.3.6
	TS/TR … CR ... ; TS 38.522 CR 0305; TS/TR ... CR ... 

	38.508-2
	0522
	1
	Rel-17
	Addition of PICS for 2Tx switching
	F
	17.9.0
	RAN5#100
	R5-235613
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	A.4.3.2
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2411
	-
	Rel-17
	Update to 6.3A.3.3 of 2Tx-2Tx UL switching for inter-band CA
	F
	17.9.0
	RAN5#100
	R5-234848
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.3A.3.0.3, 6.3A.3.3 (new), F.1.2, F.3.2
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2458
	-
	Rel-17
	Introducing modification for NS_43 A-MPR region
	F
	17.9.0
	RAN5#100
	R5-235236
	Apple Benelux B.V.
	NR_RF_FR1_enh-UEConTest
	
	

	38.521-1
	2459
	-
	Rel-17
	Adding missing channel bandwidth for NS_01
	F
	17.9.0
	RAN5#100
	R5-235237
	Apple Benelux B.V.
	NR_RF_FR1_enh-UEConTest
	
	

	38.522
	0305
	1
	Rel-17
	Adding applicability statement for NR SA FR1 DL interruptions at switching between two uplink carriers test cases
	F
	17.9.0
	RAN5#100
	R5-235801
	Nokia, Nokia Shanghai Bell
	NR_RF_FR1_enh-UEConTest
	
	

	38.522
	0326
	1
	Rel-17
	Addition of test applicability for 2Tx switching
	F
	17.9.0
	RAN5#100
	R5-235802
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	4.0, 4.1.1
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.533
	2493
	1
	Rel-17
	Addition of NR SA FR1 DL interruptions at switching between two uplink carriers for 6.5.7A.2
	F
	17.7.0
	RAN5#100
	R5-235904
	Nokia, Nokia Shanghai Bell
	NR_RF_FR1_enh-UEConTest
	6.5.7A.2(new), E.4
	TS/TR ... CR ...; TS 38.522 CR 0305TR 38.903 CR 2493; TS/TR ... CR ... 

	38.533
	2494
	1
	Rel-17
	Addition of NR SA FR1 DL interruptions at switching between two uplink bands for 6.5.7B.2
	F
	17.7.0
	RAN5#100
	R5-235905
	Nokia, Nokia Shanghai Bell
	NR_RF_FR1_enh-UEConTest
	6.5.7B.2(new), E.4
	TS/TR ... CR ...TR 38.903 CR 0554; TS 38.522 CR 0305; TS/TR ... CR ... 

	38.533
	2495
	1
	Rel-17
	Addition of DL interruptions at switching between two uplink bands with two transmit antenna connectors for 6.5.7C.1
	F
	17.7.0
	RAN5#100
	R5-235706
	Nokia, Nokia Shanghai Bell
	NR_RF_FR1_enh-UEConTest
	
	

	38.533
	2496
	1
	Rel-17
	Addition of DL interruptions at switching between two uplink bands with two transmit antenna connectors for 6.5.7C.2
	F
	17.7.0
	RAN5#100
	R5-235906
	Nokia, Nokia Shanghai Bell
	NR_RF_FR1_enh-UEConTest
	
	

	38.533
	2571
	-
	Rel-17
	Test tolerances and measurement uncertainty for DL interruptions testcases 6.5.7A.2 and 6.5.7B.2
	F
	17.7.0
	RAN5#100
	R5-234776
	Nokia, Nokia Shanghai Bell
	NR_RF_FR1_enh-UEConTest
	
	

	38.903
	0554
	-
	Rel-17
	Test Tolerances for NR SA FR1 DL interruptions at switching between two uplink carriers for 6.5.7A.2
	F
	17.2.0
	RAN5#100
	R5-234349
	Nokia, Nokia Shanghai Bell
	NR_RF_FR1_enh-UEConTest
	8
	TS/TR ... CR ... ; TS 38.533 CR 2493; TS/TR ... CR ... 

	38.903
	0555
	-
	Rel-17
	Test Tolerances for NR SA FR1 DL interruptions at switching between two uplink bands for 6.5.7B.2
	F
	17.2.0
	RAN5#100
	R5-234350
	Nokia, Nokia Shanghai Bell
	NR_RF_FR1_enh-UEConTest
	8
	TS/TR ... CR ... ; TS 38.533 CR 2494; TS/TR ... CR ... 

	38.905
	0805
	-
	Rel-17
	Addition of TP analysis of 6.3A.3.3 2Tx-2Tx UL switching for inter-band CA
	F
	17.9.0
	RAN5#100
	R5-234849
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	4.1.1.1
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 


