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<Start of modified section>
9.1.5.1.17	Initial registration / Success / UAS
9.1.5.1.17.1	Test Purpose (TP)
(1)
with { UE is powered on and has sent a REGISTRATION REQUEST message }
ensure that {
  when { UE receives Service-level-AA container IE with service-level-AA pending indication in REGISTRATION ACCEPT }
    then { UE shall send a REGISTRATION COMPLETE message to acknowledge reception of the service-level-AA pending indication, and the UE shall not attempt to perform another registration procedure or or to establish a PDU session for USS communication }

9.1.5.1.17.2	Conformance requirements
References: The conformance requirements covered in the current TC are specified in: TS 24.501, clauses 4.22.1, 5.5.1.2.2, 5 5.1.2.4. Unless otherwise stated these are Rel-17 requirements.
[TS 24.501, clause 5.5.1.2.2]
[bookmark: _Toc20232673][bookmark: _Toc27746775][bookmark: _Toc36212957][bookmark: _Toc36657134][bookmark: _Toc45286798][bookmark: _Toc51948067][bookmark: _Toc51949159][bookmark: _Toc139560234]5.5.1.2.2	Initial registration initiation
…
If the UE supports UAS services, the UE shall set the UAS bit to "UAS services supported" in the 5GMM capability IE of the REGISTRATION REQUEST message.
When the UE supporting UAS services initiates an initial registration for UAS services, the UE shall include the service-level device ID in the Service-level-AA container IE of the REGISTRATION REQUEST message and set the value to the CAA-level UAV ID. The UE shall include the service-level-AA server address in the Service-level-AA container IE of the REGISTRATION REQUEST message and set the value to the USS address, if it is provided by the upper layers.
…
[TS 24.501, clause 5.5.1.2.2]
[bookmark: _Toc20232675][bookmark: _Toc27746777][bookmark: _Toc36212959][bookmark: _Toc36657136][bookmark: _Toc45286800][bookmark: _Toc51948069][bookmark: _Toc51949161][bookmark: _Toc139560236]5.5.1.2.4	Initial registration accepted by the network
If the UE has included the service-level device ID set to the CAA-level UAV ID in the Service-level-AA container IE of the REGISTRATION REQUEST message, and if:
-	the UE has a valid aerial UE subscription information;
-	the UUAA procedure is to be performed during the registration procedure according to operator policy;
-	there is no valid successful UUAA result for the UE in the UE 5GMM context; and
-	the REGISTRATION REQUEST message was not received over non-3GPP access,
then the AMF shall initiate the UUAA-MM procedure with the UAS-NF as specified in TS 23.256 [6AB] and shall include a service-level-AA pending indication in the Service-level-AA container IE of the REGISTRATION ACCEPT message. The AMF shall store in the UE 5GMM context that a UUAA procedure is pending. The AMF shall start timer T3550 and enter state 5GMM-COMMON-PROCEDURE-INITIATED as described in subclause 5.1.3.2.3.3. If the REGISTRATION REQUEST message was received over non-3GPP access, the AMF shall not initiate UUAA-MM procedure.
…
If the UE has included the service-level device ID set to the CAA-level UAV ID in the Service-level-AA container IE of the REGISTRATION REQUEST message and the REGISTRATION ACCEPT message contains the service-levelAA pending indication in the Service-level-AA container IE, the UE shall return a REGISTRATION COMPLETE message to the AMF to acknowledge reception of the service-level-AA pending indication, and the UE shall not attempt to perform another registration procedure for UAS services until the UUAA-MM procedure is completed, or to establish a PDU session for USS communication or a PDU session for C2 communication until the UUAA-MM procedure is completed successfully. If the UE has included the service-level device ID set to the CAA-level UAV ID in the Service-level-AA container IE of the REGISTRATION REQUEST message and the REGISTRATION ACCEPT message does not contain the service-level-AA pending indication in the Service-level-AA container IE, the UE shall consider the UUAA-MM procedure is not triggered.
[TS 24.501, clause 5.4.4.2]
9.1.5.17.3	Test description
9.1.5.1.17.3.1	Pre-test conditions
System Simulator:
-	NGC Cell A
UE:
-	The UE is capable of UAS operation and provisioned with CAA-level UAV ID.
Preamble:
-	The UE is in state Switched OFF (state 0N-B) according to TS 38.508-1 [4].
9.1.5.1.17.3.2	Test procedure sequence
Table 9.1.5.1.17.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	2
	Check: Does UE transmit a REGISTRATION REQUEST message?
	-->
	REGISTRATION REQUEST
	-
	-

	3-11
	Steps 5 to 13 of the generic procedure for NR RRC_IDLE specified in TS 38.508-1 subclause 4.5.2 are performed.
	-
	-
	-
	-

	12
	The SS transmits a REGISTRATION ACCEPT message including 
	<--
	REGISTRATION ACCEPT
	-
	-

	13
	Check: Does the UE transmit a REGISTRATION COMPLETE message?
	-->
	REGISTRATION COMPLETE
	1
	P

	14
	Check: Does the UE transmit a PDU SESSION ESTABLISHMENT REQUEST message within 60 seconds?
	-->
	NR RRC: ULInformationTransfer
5GMM: UL NAS TRANSPORT
5GSM: PDU SESSION ESTABLISHMENT REQUEST
	1
	F

	15
	The SS releases the RRC connection.
	-
	-
	-
	-



9.1.5.1.17.3.3	Specific message contents
Table 9.1.5.1.17.3.3-1: REGISTRATION REQUEST (Step 2, Table 9.1.5.1.17.3.2-1)
	Derivation path: TS 38.508-1 Table 4.7.1-6

	Information Element
	Value/remark
	Comment
	Condition

	Service-level-AA container 
	Present, Contents not checked
	
	

	      Service-level-AA payload type
	Present, Contents not checked
	
	



Table 9.1.5.1.17.3.3-2: REGISTRATION ACCEPT (Step12, Table 9.1.5.1.17.3.2-1)
	Derivation path: TS 38.508-1 Table 4.7.1-7

	Information Element
	Value/remark
	Comment
	Condition

	Service-level-AA container 
	
	
	

	      Service-level-AA pending indication
	‘1010 0001’B
	
	




<End of modified section>
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