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1. [bookmark: _Toc122434485][bookmark: _Toc126242285]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2022-09_D23wk24 related to the title of this CR.
Contact:	Shaun Harry 
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc126242286]Corrections required

[bookmark: _Toc136279094]2.1 Change 1
	Function name
	 fl_TC_10_1_4_1_Body()

	Reason for change
	At step 1 the UE may transmit RRCReconfigurationComlpete and PDU SESSION RELEASE COMPLETE at around the same time. Current TTCN implementation will fail if PDU SESSION RELEASE COMPLETE is received at TTCN first.

	Summary of change
	Add interleave block to allow the messages to be received in either order.

	TTCN module
	GSM_NR5GC.ttcn.

	MCC160 Comment
	



Before Change:
	  function fl_TC_10_1_4_1_Body() runs on NR5GC_PTC
  {
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);
    var PDUSessionInfoList_Type v_PDUSessionInfoList := f_NR5GC_MobileInfo_GetSessionInfoList(); //How many PDU sessions are established ?
    var O1_Type v_PDUSessionIdToRelease;

……………….

   //The UE transmits a RRCReconfigurationComplete
    SRB.receive(car_NR_SRB_RrcPdu_IND(nr_Cell1, tsc_NR_RbId_SRB1, cr_38508_RRCReconfigurationComplete));
    
    //The UE transmits a PDU SESSION RELEASE COMPLETE message?
    SRB.receive(car_NR_SRB_NasPdu_IND(v_NGC_NASCellA, v_SRB, cr_NG_NAS_IndWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;
    if (not f_Check_NG_PDUSessionReleaseComplete (v_PDUSessionInfoList, v_ReceivedAsp.Signalling.Nas[0].Pdu, v_PDUSessionIdToRelease)) {
        f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Incorrect PDU Session Release Complete");
    }

    …………….
   
    //@siclog "Steps 2 - 15 void" siclog@

/*Skipping the code */

}






After Change:
	  function fl_TC_10_1_4_1_Body() runs on NR5GC_PTC
  {
    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);
    var PDUSessionInfoList_Type v_PDUSessionInfoList := f_NR5GC_MobileInfo_GetSessionInfoList(); //How many PDU sessions are established ?
    var O1_Type v_PDUSessionIdToRelease;

………………………

   //The UE transmits a RRCReconfigurationComplete
	interleave
    {
      [] SRB.receive(car_NR_SRB_RrcPdu_IND(nr_Cell1, tsc_NR_RbId_SRB1, cr_38508_RRCReconfigurationComplete))
      {}
      // The UE transmits an ULInformationTransfer message and a UL NAS TRASPORT containing PDU SESSION RELEASE COMPLETE.
      []SRB.receive(car_NR_SRB_NasPdu_IND(v_NGC_NASCellA, v_SRB, cr_NG_NAS_IndWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp;
    }
	if (not f_Check_NG_PDUSessionReleaseComplete (v_PDUSessionInfoList, v_ReceivedAsp.Signalling.Nas[0].Pdu, v_PDUSessionIdToRelease)) {
        f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Incorrect PDU Session Release Complete");
    }

    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 1");
    //@siclog "Steps 2 - 15 void" siclog@

…………….

}




