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2.1 [bookmark: _Toc138768230]Correction to the Function f_TC_7_1_1_1_1a_NR5GC
	Function name
	f_TC_7_1_1_1_1a_NR5GC

	Reason for change
	· In the current TTCN implementation of the function f_TC_7_1_1_1_1a_NR5GC , before updating schedulingRequestResourceToAddModList[0] , latest v_NR_UplinkBWP configuration needs to be retrieved . otherwise updated rach_ConfigGeneric parameters will be overwritten

· In 23wk12 , v_NR_UplinkBWP := f_NR_CellInfo_GetUplinkBWP(nr_Cell1, tsc_NR_BWP_Id); was in place before updating schedulingRequestResourceToAddModList[0] . but for some reason this is removed in 23wk24

· It is proposed to introduce v_NR_UplinkBWP := f_NR_CellInfo_GetUplinkBWP(nr_Cell1, tsc_NR_BWP_Id); before updating schedulingRequestResourceToAddModList[0]

	Summary of change
	· Updated v_NR_UplinkBWP configuration needs to be retrieved using v_NR_UplinkBWP := f_NR_CellInfo_GetUplinkBWP(nr_Cell1, tsc_NR_BWP_Id); before updating schedulingRequestResourceToAddModList[0]

	TTCN module
	ttcn/develop/NR5GC/7_1_1/MAC_NR5GC.ttcn

	MCC160 Comment
	



    
Before Change:
	  function f_TC_7_1_1_1_1a_NR5GC() runs on NR5GC_PTC
  { //Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE by PDCCH Order / contention free random access procedure
  {
    << SKIPPED CODE >> 
    


            f_NR_CellInfo_SetTDD_UL_DL_ConfigCommon(nr_Cell1,v_TDD_UL_DL_ConfigCommon);
    }; //@sic R5s210088 sic@
    v_NR_UplinkBWP.Dedicated.R15.pucch_Config.setup.schedulingRequestResourceToAddModList[0] := valueof(cs_SchedulingRequestResourceConfig_Mac_71111a(v_SubcarrierSpacing));
    f_NR_CellInfo_SetUplinkBWP(nr_Cell1, v_NR_UplinkBWP, tsc_NR_BWP_Id);
    //@sic r5s201469 sic@

	<< SKIPPED CODE >>
}



After Change:
	function f_TC_7_1_1_1_1a_NR5GC() runs on NR5GC_PTC
  { //Correct selection of RACH parameters / Random access preamble and PRACH resource explicitly signalled to the UE by PDCCH Order / contention free random access procedure
  {
   << SKIPPED CODE >> 
              f_NR_CellInfo_SetTDD_UL_DL_ConfigCommon(nr_Cell1,v_TDD_UL_DL_ConfigCommon);
    }; //@sic R5s210088 sic@
    v_NR_UplinkBWP := f_NR_CellInfo_GetUplinkBWP(nr_Cell1, tsc_NR_BWP_Id); //WA#WI=1163311
    v_NR_UplinkBWP.Dedicated.R15.pucch_Config.setup.schedulingRequestResourceToAddModList[0] := valueof(cs_SchedulingRequestResourceConfig_Mac_71111a(v_SubcarrierSpacing));
    f_NR_CellInfo_SetUplinkBWP(nr_Cell1, v_NR_UplinkBWP, tsc_NR_BWP_Id);
    //@sic r5s201469 sic@
  << SKIPPED CODE >> 
}



