

	
3GPP TSG-RAN5 Meeting #100	R5-235392
Toulouse, France, 21st Aug 2023 - 25th Aug 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	51.010-5
	CR
	0151
	rev
	1
	Current version:
	10.19.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Update of InterRAT test execution for GEA2 case

	
	

	Source to WG:
	MediaTek Inc.

	Source to TSG:
	R5

	
	

	Work item code:
	TEI7_Test
	
	Date:
	2023-08-04

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	As insecure ciphering algorithm GEA2 is strongly discouraged to be supported in mobile stations, GEA2 relative TC 20.22.29a should be removed from the necessary InterRAT test coverage of Rel-7 or later MS.

	
	

	Summary of change:
	20.22.29a was removed from the test coverage.

	
	

	Consequences if not approved:
	Rel-7 or later MS will have to run the GEA2 case.

	
	

	Clauses affected:
	Annex E

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	R5-234033 -> R5-235392



Page 1


[Start of change]
[bookmark: _Toc369505913]Annex E (informative):
Guidance on test execution
[bookmark: _Toc369505914]E.1	InterRAT test execution
The test purpose and the test method of the test cases [60.1, 60.1a and 60.1b] and [20.22.29, 20.22.29a, 20.22.29b and 20.22.29c] are the same. The test cases differ from each other in the ciphering algorithms applied in the UTRAN and GERAN cell. The necessary test coverage is achieved by executing once according to the following: 
60.1b and 20.22.29c for MS in Rel-9 or later,
60.1a, 20.22.29a and 20.22.29b for MS in Rel-7 or later,
60.1, 20.22.29 for MS in R99, Rel-4, Rel-5 and Rel-6.
[End of change]
