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<<Unchanged sections skipped>>
6.5A.2.2.1	Spectrum emission mask for CA (2UL CA)
<<Unchanged sections skipped>>
6.5A.2.2.1.4.3	Message contents
Message contents are according to TS 38.508-1 [5] subclause 4.6 with following exception.
Table 6.5A.2.2.1.4.3-1: FrequencyInfoUL-SIB for inter-band CA
	Derivation Path: TS 38.508-1 [5] Table 4.6.3-62 FrequencyInfoUL-SIB

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	20
	
	Power class 3 and Inter-band CA
Test IDs 3, 4, 7

	
	17
	
	Power class 3 and Inter-band CA
Test IDs 5, 6, 13

	
	16
	
	Power class 3 and Inter-band CA
Test IDs 1, 2, 8-12

	
	14
	
	Power class 3 and Inter-band CA
Test IDs 14



Table 6.5A.2.2.1.4.3-2: FrequencyInfoUL-SIB for intra-band contiguous CA
	Derivation Path: TS 38.508-1 [5] Table 4.6.3-62 FrequencyInfoUL-SIB

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	20
	
	Power class 3 and InterIntra-band CA
Test IDs 2

	
	17
	
	Power class 3 and InterIntra-band CA
Test IDs 3

	
	16
	
	Power class 3 and InterIntra-band CA
Test IDs 1, 4, 5, 6, 8, 9

	
	14
	
	Power class 3 and InterIntra-band CA
Test IDs 7

	
	15
	
	Power class 2 and Test IDs 1, 2, 3, 4

	
	14
	
	Power class 2 and Test IDs 5, 6, 7, 8, 9
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