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<Start of first modified section>
–	LoggedMeasurementConfiguration
Table 4.6.1-5AA: LoggedMeasurementConfiguration (Thres1)
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	LoggedMeasurementConfiguration-r16 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    loggedMeasurementConfiguration-r16 SEQUENCE {
	
	
	

	      traceReference-r16 SEQUENCE {
	
	
	

	        plmn-Identity-r16
	plmn-Identity in USIM
	MCC/MNC=MCC/MNC in USIM
	

	        traceId-r16
	‘0EF’H
	OCTET STRING (SIZE (3))
	

	      }
	
	
	

	      traceRecordingSessionRef-r16
	‘1A’H
	OCTET STRING (SIZE (2))
	

	      tce-Id-r16 
	‘5’H
	OCTET STRING (SIZE (1))
	

	      absoluteTimeInfo-r16 
	Set to value corresponding to the absolute time when the message is sent
	BIT STRING (SIZE (48))
	

	      areaConfiguration-r16
	Not present
	
	

	      plmn-IdentityList-r16
	Not present
	
	

	      bt-NameList-r16
	Not present
	
	

	      wlan-NameList-r16
	Not present
	
	

	      sensor-NameList-r16
	Not present
	
	

	      loggingDuration-r16
	min120
	
	

	      reportType CHOICE {
	
	
	

	        periodical SEQUENCE {
	
	
	PERIODICAL 

	          loggingInterval-r16
	ms2560
	2.56s
	

	        }
	
	
	

	        eventTriggered SEQUENCE {
	
	
	EVENT

	          eventType-r16 CHOICE {
	
	
	

	            outOfCoverage
	NULL
	
	OUT-OF-COVERAG

	            eventL1 SEQUENCE {
	
	
	EVENTL1

	              l1-Threshold CHOICE {
	
	
	

	                rsrp
	Thres1
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	              }
	
	
	

	              hysteresis 
	0
	
	

	              timeToTrigger
	ms100
	0.1s
	

	            }
	
	
	

	          }
	
	
	

	          loggingInterval-r16
	ms2560
	2.56s
	

	        }
	
	
	

	      }
	
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	
	LoggedMeasurementConfiguration-v1700-IEs
	
	LOG-MEAS-R17

	      nonCriticalExtension SEQUENCE {
	
	
	LOG-MEAS-R17

	        sigLoggedMeasType-r17
	Not present
	
	

	
	true
	
	SigLogMDT

	        earlyMeasIndication-r17 
	Not present
	
	

	
	true
	
	EarlyMeas

	        areaConfiguration-v1700
	Not present
	
	

	        nonCriticalExtension
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	PERIODICAL 
	Configuration of LoggedPeriodicalReport

	EVENT
	Configuration of LoggedEventTrigger

	OUT-OF-COVERAGE
	Configuration of outOfCoverage

	EVENTL1
	Configuration of eventL1

	LOG-MEAS-R17
	Configuration of LoggedMeasurement in R17

	SigLogMDT
	Signalling based logged measurements

	EarlyMeas
	Log measurements on early measurement



<End of modified section>

<Start of next modified section>
–	LocationMeasurementInfo
Table 4.6.3-65: LocationMeasurementInfo
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	LocationMeasurementInfo ::= CHOICE {
	
	
	

	  eutra-RSTD SEQUENCE (SIZE (1..maxInterRAT-RSTD-Freq)) OF EUTRA-RSTD-Info {
	1 entry
	
	

	    EUTRA-RSTD-Info[1] SEQUENCE {
	
	entry 1
	

	      carrierFreq
	ARFCN-ValueEUTRA
	
	

	      measPRS-Offset
	FFS
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



–	LoggedMeasurementConfiguration
Table 4.6.3-65A: VoidLoggedMeasurementConfiguration-v1700-IEs
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	LoggedMeasurementConfiguration-v1700-IEs::= SEQUENCE {
	
	
	

	  sigLoggedMeasType-r17
	Not present
	
	

	
	true
	
	SigLogMDT

	  earlyMeasIndication-r17 
	Not present
	
	

	
	true
	
	EarlyMeas

	  areaConfiguration-v1700
	Not present
	
	

	  nonCriticalExtension
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	SigLogMDT
	Signalling based logged measurements

	EarlyMeas
	Log measurements on early measurement




<End of modified section>

