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<Start of first modified section>
[bookmark: _Toc21353900][bookmark: _Toc27749519]–	PUSCH-Config
Table 4.6.3-118: PUSCH-Config
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-Config ::= SEQUENCE {
	
	
	

	  dataScramblingIdentityPUSCH
	Not present
	
	

	  txConfig
	Not Present
	
	Short_DCI

	
	codebook
	
	

	  dmrs-UplinkForPUSCH-MappingTypeA CHOICE {
	
	
	

	    setup
	DMRS-UplinkConfig
	
	

	  }
	
	
	

	  dmrs-UplinkForPUSCH-MappingTypeB
	Not present
	
	

	  pusch-PowerControl
	PUSCH-PowerControl
	
	

	  frequencyHopping
	Not present
	
	

	  frequencyHoppingOffsetLists
	Not present
	
	

	  resourceAllocation
	resourceAllocationType1
	
	

	  pusch-TimeDomainAllocationList
	Not present
	
	

	  pusch-AggregationFactor
	Not present
	
	

	  mcs-Table
	Not present
	
	

	  mcs-TableTransformPrecoder
	Not present
	
	

	  transformPrecoder
	enabled
	
	TRANSFORM_PRECODER_ENABLED

	
	Not present
	TRANSFORM_PRECODER_DISABLED
	

	  codebookSubset
	Not present 
	
	Short_DCI

	
	nonCoherent
	
	

	  maxRank
	Not present
	
	Short_DCI

	
	1
	
	

	
	2
	
	2TX_UL_MIMO 

	  rbg-Size
	Not present
	
	

	  uci-OnPUSCH CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      betaOffsets CHOICE {
	
	
	

	        semiStatic
	BetaOffsets
	
	

	      }
	
	
	

	      scaling
	f1
	
	

	    }
	
	
	

	  }
	
	
	

	  tp-pi2BPSK
	Not present
	
	

	  minimumSchedulingOffsetK2-r16
	Not present
	
	

	  ul-AccessConfigListDCI-0-1-r16
	Not present
	
	

	  harq-ProcessNumberSizeDCI-0-2-r16
	Not present
	
	

	  dmrs-SequenceInitializationDCI-0-2-r1
	Not present
	
	

	  numberOfBitsForRV-DCI-0-2-r16
	Not present
	
	

	  antennaPortsFieldPresenceDCI-0-2-r16
	Not present
	
	

	  dmrs-UplinkForPUSCH-MappingTypeA-DCI-0-2-r16
	Not present
	
	

	  dmrs-UplinkForPUSCH-MappingTypeB-DCI-0-2-r16
	Not present
	
	

	  frequencyHoppingDCI-0-2-r16
	Not present
	
	

	  frequencyHoppingOffsetListsDCI-0-2-r16
	Not present
	
	

	  codebookSubsetDCI-0-2-r16
	Not present
	
	

	  invalidSymbolPatternIndicatorDCI-0-2-r16
	Not present
	
	

	  maxRankDCI-0-2-r16
	Not present
	
	

	  mcs-TableDCI-0-2-r16
	Not present
	
	

	  mcs-TableTransformPrecoderDCI-0-2-r16
	Not present
	
	

	  priorityIndicatorDCI-0-2-r16
	Not present
	
	

	  pusch-RepTypeIndicatorDCI-0-2-r16
	Not present
	
	

	  resourceAllocationDCI-0-2-r16
	Not present
	
	

	  resourceAllocationType1GranularityDCI-0-2-r16
	Not present
	
	

	  uci-OnPUSCH-ListDCI-0-2-r16
	Not present
	
	

	  pusch-TimeDomainAllocationListDCI-0-2-r16
	Not present
	
	

	  pusch-TimeDomainAllocationListDCI-0-1-r16
	Not present
	
	

	  invalidSymbolPatternIndicatorDCI-0-1-r16
	Not present
	
	

	  priorityIndicatorDCI-0-1-r16
	Not present
	
	

	  pusch-RepTypeIndicatorDCI-0-1-r16
	Not present
	
	

	  frequencyHoppingDCI-0-1-r16
	Not present
	
	

	  uci-OnPUSCH-ListDCI-0-1-r16
	Not present
	
	

	  invalidSymbolPattern-r16
	Not present
	
	

	  pusch-PowerControl-v1610
	Not present
	
	

	  ul-FullPowerTransmission-r16
	Not present
	
	

	  pusch-TimeDomainAllocationListForMultiPUSCH-r16
	Not present
	
	

	  numberOfInvalidSymbolsForDL-UL-Switching-r16
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	TRANSFORM_PRECODER_ENABLED
	Transform precoding is enabled (DFT-s-OFDM UL waveform is configured)

	2TX_UL_MIMO
	UL-MIMO test cases with 2 Tx antenna ports

	Short_DCI
	Used in test scenarios requiring DCI formats 0-0 and 1-0 on USS
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