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	Reason for change:
	For a UE DRB supports intra-gNB-DU CA-based PDCP duplication, the BH information is contained in the Additional PDCP Duplication TNL Items which is configured for each F1-U tunnel, in the following messages from gNB-CU to gNB-DU: UE CONTEXT SETUP REQUEST, UE CONTEXT MODIFICATION REQUEST, and UE CONTEXT MODIFICATION CONFIRM. Accordingly, in ASN.1 part, the extension part of the AdditionalPDCPDuplicationTNL-Item IE includes the BHInfo IE.
However, the AdditionalPDCPDuplicationTNL-Item IE also be contained in the following gNB-DU to gNB-CU messages: UE CONTEXT SETUP RESPONSE, UE CONTEXT MODIFICATION RESPONSE, and UE CONTEXT MODIFICATION REQUIRED. So, in ASN.1, the BHInfo IE has been contained as optional IE for the F1-U tunnels identified by the additionalPDCPDuplicationUPTNLInformation in the DU to CU messages, while the BH Information IE is not included in the corresponding tabular in 9.2.2.2, 9.2.2.8, and 9.2.2.10.
Considering that the per F1-U tunnel BH information is only needed to be configured to the gNB-DU by the gNB-CU, the BH Information is not needed for the Additional PDCP Duplication TNL Items in the  gNB-DU to gNB-CU messages. To keep the tabular align with the ASN.1 part in backward compatible way, the BH information should be added with some clarification that it should be ignored by the receiver (gNB-CU).

	
	

	Summary of change:
	Add the BH information IE as child IE of Additional PDCP Duplication TNL Items, and clarify this IE will not be used in this release, in the tabular of the UE CONTEXT SETUP RESPONSE, UE CONTEXT MODIFICATION RESPONSE, and UE CONTEXT MODIFICATION REQUIRED message.

Impact analysis
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This CR has isolated impact with the previous version of the specification (same release).
This CR has impact on the functional specification of the BH information configuration for supporting the intra-gNB-DU CA-based PDCP duplication. 
The impact can be considered isolated because the change affects only the BH information configuration for additional F1-U tunnels if the IAB-node served UE DRB supports more than 2 RLC channels in CA based duplication.


	
	

	Consequences if not approved:
	The ASN.1 part and tabular are misaligned, and will cause wrong configuration on the UL BH mapping for the F1-U traffic corresponding to UE DRB support CA based duplication, if the gNB-CU receives the BH information from gNB-DU.
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This message is sent by the gNB-DU to confirm the setup of a UE context.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	DU To CU RRC Information
	M
	
	9.3.1.26
	
	YES
	reject

	C-RNTI
	O
	
	9.3.1.32
	C-RNTI allocated at the gNB-DU
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the SgNB Resource Coordination Information IE as defined in subclause 9.2.117 of TS 36.423 [9] for EN-DC case or MR-DC Resource Coordination Information IE as defined in TS 38.423 [28] for NGEN-DC and NE-DC cases.
	YES
	ignore

	Full Configuration
	O
	
	ENUMERATED (full, ...)
	
	YES
	reject

	DRB Setup List
	
	0..1
	
	The List of DRBs which are successfully established.
	YES
	ignore

	>DRB Setup Item Iist
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>LCID
	O
	
	9.3.1.35
	LCID for the primary path or for the split secondary path for fallback to split bearer if PDCP duplication is applied.
	-
	

	>>DL UP TNL Information to be setup List
	
	1
	
	
	-
	

	>>> DL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofDLUPTNLInformation>
	
	
	-
	

	>>>>DL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	-
	

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Items
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	EACH
	ignore

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	This IE is not used in this version of the specification.
	YES
	ignore

	>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Index
9.3.1.123
	Index to the currently fulfilled alternative QoS parameters set. 
	YES
	ignore

	
>>>>>>>>>>unchanged parts are skipped<<<<<<<<<<
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This message is sent by the gNB-DU to confirm the modification of a UE context.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the SgNB Resource Coordination Information IE as defined in subclause 9.2.117 of TS 36.423 [9] for EN-DC case or MR-DC Resource Coordination Information IE as defined in TS 38.423 [28] for NGEN-DC and NE-DC cases.
	YES
	ignore

	DU To CU RRC Information

	O
	
	9.3.1.26
	
	YES
	reject

	DRB Setup List
	
	0..1
	
	The List of DRBs which are successfully established.
	YES
	ignore

	>DRB Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>LCID
	O
	
	9.3.1.35
	LCID for the primary path or for the split secondary path for fallback to split bearer if PDCP duplication is applied.
	-
	

	>>DL UP TNL Information to be setup List
	
	1
	
	
	-
	

	>>>DL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofDLUPTNLInformation>
	
	
	-
	

	>>>>DL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	-
	

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Items
	
	1 .. < maxnoofAdditionalPDCPDuplicationTNL>
	
	
	EACH
	ignore

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	This IE is not used in this version of the specification.
	YES
	ignore

	>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Index
9.3.1.123
	Index to the currently fulfilled alternative QoS parameters set. 
	YES
	ignore

	DRB Modified List
	
	0..1
	
	The List of DRBs which are successfully modified.
	YES
	ignore

	>DRB Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>LCID
	O
	
	9.3.1.35
	LCID for the primary path or for the split secondary path for fallback to split bearer if PDCP duplication is applied.
	-
	

	>>DL UP TNL Information to be setup List
	
	1
	
	
	-
	

	>>>DL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofDLUPTNLInformation>
	
	
	-
	

	>>>>DL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	-
	

	>>RLC Status
	O
	
	9.3.1.69
	Indicates the RLC has been re-established at the gNB-DU.
	YES
	ignore

	>>Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Items
	
	1 .. < maxnoofAdditionalPDCPDuplicationTNL>
	
	
	EACH
	ignore

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	This IE is not used in this version of the specification.
	YES
	ignore

	>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Index
9.3.1.123
	Index to the currently fulfilled alternative QoS parameters set. 
	YES
	ignore

	>>>>>>>>>>unchanged parts are skipped<<<<<<<<<<
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This message is sent by the gNB-DU to request the modification of a UE context.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the SgNB Resource Coordination Information IE as defined in subclause 9.2.117 of TS 36.423 [9] for EN-DC case or MR-DC Resource Coordination Information IE as defined in TS 38.423 [28] for NGEN-DC and NE-DC cases.
	YES
	ignore

	DU To CU RRC Information

	O
	
	9.3.1.26
	
	YES
	reject

	DRB Required to Be Modified List
	
	0..1
	
	
	YES
	reject

	>DRB Required to Be Modified Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>DL UP TNL Information to be setup List 
	
	0..1
	
	
	-
	

	>>>DL UP TNL Information to Be Setup Item IEs
	
	1 .. <maxnoofDLUPTNLInformation>
	
	
	-
	

	>>>>DL UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	-
	

	>>RLC Status
	O
	
	9.3.1.69
	Indicates the RLC has been re-established at the gNB-DU.
	YES
	ignore

	>>Additional PDCP Duplication TNL List 
	
	0..1
	
	
	YES
	ignore

	>>>Additional PDCP Duplication TNL Items
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	EACH
	ignore

	>>>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	-
	

	>>>>BH Information
	O
	
	9.3.1.114
	This IE is not used in this version of the specification.
	YES
	ignore

	SRB Required to be Released List
	
	0..1
	
	
	YES
	reject

	>SRB Required to be Released List Item IEs
	
	1 .. <maxnoofSRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	>>>>>>>>>>unchanged parts are skipped<<<<<<<<<<
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