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	Reason for change:
	In current spec the condition of successful Broadcast session setup on NGAP is, NG-RAN node accepts all the MBS QoS flows in the MBS session at least in one of its cell as quoted below. However, based on current F1AP spec (38473-h50), CU-CP won't be able to know whether all the successful MRB (and the QoS flow mapped into this MRB) is accepted in one cell or separate cells.
For example, for one specific DU, there are MRB1, MRB2 and MRB3. If MRB1/2 are successfully accepted by cell_1, and MRB2/3 are accepted by cell_2, DU might still report all MRB (MRB1/2/3) as successfully established in this DU. Therefore the condition defined in 38.413 (as quoted below) will be impossible to be known and really carried out by CU-CP. 
// quoted from 38413-h50.
"The AMF initiates the procedure by sending a BROADCAST SESSION SETUP REQUEST message to the NG-RAN node. If the NG-RAN node accepts all the MBS QoS flows in the MBS session at least in one of its cells, the NG-RAN node responds with the BROADCAST SESSION SETUP RESPONSE message."
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	Update the condition in section 8.14.1.3 of an unsuccessful operation of Broadcast Context Setup following the unsuccessful condition of NGAP:
"If the gNB-DU is not able to establish the requested MBS session context for all the MRBs in any of its cells it shall consider the procedure as failed and reply with the BROADCAST CONTEXT SETUP FAILURE message." 
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The purpose of the Broadcast Context Setup procedure is to establish an MBS Session context for a broadcast session in the gNB-DU. 
The procedure uses MBS-associated signalling.
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Figure 8.14.1.2-1: Broadcast Context Setup procedure: Successful Operation
The gNB-CU initiates the procedure by sending BROADCAST CONTEXT SETUP REQUEST message to the gNB-DU. If the gNB-DU succeeds to establish the broadcast MBS Session context, it replies to the gNB-CU with BROADCAST CONTEXT SETUP RESPONSE. 
If the MBS Service Area IE is included in the BROADCAST CONTEXT SETUP REQUEST message, the gNB-DU shall take this information into account for shared F1-U tunnel assignment.
The gNB-DU shall report to the gNB-CU, in the BROADCAST CONTEXT SETUP RESPONSE message, the result of all the requested Broadcast MRBs in the following way:
-	A list of MRBs which have been successfully established shall be included in the Broadcast MRB Setup List IE;
-	A list of MRBs which failed to be established shall be included in the Broadcast MRB Failed To Be Setup List IE;
If the Broadcast MRB Failed To Setup List IE is contained in the BROADCAST CONTEXT SETUP RESPONSE message, the gNB-CU shall regard the Broadcast MRB(s) failed to be setup with an appropriate cause value for each Broadcast MRB failed to setup.
If 
-	either the MBS Service Area IE was included in the BROADCAST CONTEXT SETUP REQUEST message, 
-	or the the MBS Service Area IE was not included in the BROADCAST CONTEXT SETUP REQUEST message and the gNB-DU was not able to establish MBS Session Resources in all cells served by the gNB-DU,
the Broadcast Area Scope IE shall be included in the BROADCAST CONTEXT SETUP RESPONSE message to indicate the cells where MBS Session resources have been successfully established in the gNB-DU.
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Figure 8.14.1.3-1: Broadcast Context Setup procedure: unsuccessful Operation
If the gNB-DU is not able to establish the requested MBS session context for all the MRBs in any of its cells it shall consider the procedure as failed and reply with the BROADCAST CONTEXT SETUP FAILURE message. 
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Not applicable.
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