

	
3GPP TSG-RAN WG3#121	R3-233829
Toulouse, France, August 21-25, 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	37.483
	CR
	0067
	rev
	-
	Current version:
	17.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	UDC Parameters over E1 

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell, China Telecom, ZTE, CATT, Huawei, Ericsson

	Source to TSG:
	R3

	
	

	Work item code:
	NR_UDC-Core
	
	Date:
	2023-08-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Incorect reference in Version ID IE within UDC Parameters IE indicating that versionOfDictionary-r17 is contained in PDCP-Config, while it should point to PDCP-Parameters. 


	
	

	Summary of change:
	Include correct reference to PDCP-Config in the Version ID IE within UDC Parameters IE, so as to refer to the PDCP-Parameters defined in TS 38.331.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
The impact can be considered isolated because the change is limited to semantics of Version ID IE. 


	
	

	Consequences if not approved:
	Version ID IE points to incorrect parameter in the RRC specification.

	
	

	Clauses affected:
	9.3.1.104

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1



<< START OF CHANGE >>

[bookmark: _Toc105657394][bookmark: _Toc106108775][bookmark: _Toc112687868][bookmark: _Toc138865847]9.3.1.104	UDC Parameters 
This IE carries the UDC parameters for uplink data compression.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Buffer Size
	M
	
	ENUMERATED (kbyte2, kbyte4, kbyte8, …)
	Indicates the buffer size applied for UDC. Corresponds to information provided in the bufferSize contained in the PDCP-Config IE as defined in TS 38.331 [10] for gNB or ng-eNB CP-UP separation, or in TS 36.331 [33] for eNB CP-UP separation. 
	-
	

	Dictionary
	O
	
	ENUMERATED (sip-SDP, operator, …)
	Indicates which pre-defined dictionary is used for UDC. Corresponds to information provided in the dictionary contained in the PDCP-Config IE as defined in TS 38.331 [10] for gNB or ng-eNB CP-UP separation, or in TS 36.331 [33] for eNB CP-UP separation.
	-
	

	Continue UDC
	O
	
	ENUMERATED
(true, …)
	Corresponds to information provided in the drb-ContinueUDC contained in the PDCP-Config IE as defined in TS 38.331 [10].
	-
	

	Version ID 
	O
	
	INTEGER (0..15)
	Indicates the version ID for Operator Defined Dictionary. Corresponds to information provided in versionOfDictionary contained in the PDCP-ParametersConfig IE as defined in TS38.331[10].
	YES
	ignore
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