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Issue1: Supporting of Multi-modal flows 

• The multi-modal flows are introduced in SA for single UE case and multiple UEs case.  The 

synchronization among multi-modal flows is a critical issue. To meet the synchronization 

requirement, SA2 has introduced the common id and QoS monitoring for multi-modal flows.

• The study for synchronized transmission of multi-modal flows in RAN is also needed. E.g., some 

enhancements for scheduling for multiple QoS flows. Some assistance information (e.g. 

synchronization requirement) needs to be specified for the synchronized transmission. 

• For multiple UEs case, in order to guarantee the synchronized transmission within multiple UEs, it 

would be beneficial to keep these UEs stay in one cell. Therefore, coordinated access control and 

coordinated mobility for UEs with same multi-modal (XRM) application is also needed.
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Proposal 1: To enhance the support of multi-modal flows in RAN.
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Issue2: Further capacity improvement
• The PDU Set Integrated Handling Indication (PSIHI) is introduced to indicate whether all PDUs 

are needed. For the case where not all PDUs are needed, the sender can stop transmitting of 

the rest packets of the same PDU set if enough packets are received successfully, which can 

improve the network capacity. PDU set receiving status report can be introduced to indicate 

that enough packets are received successfully for one PDU set in receiver. The receiver needs 

to send this PDU set receiving status report to the sender timely.

• The PDU set info(e.g. PDU Set Sequence Number in PDCP header) should be transmitted to the 

receiver for the PDU set receiving status generation.
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Proposal 2: PDCP PDU discard mechanism based on PDU set receiving status is introduced for capacity 
improvement.
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Issue3: Further XR awareness

• The application-layer can predict the dynamic information of XR traffic (e.g. inter-burst time, 

arrival time, PDU Set Importance) which will be beneficial for the UE power saving (e.g. PDCCH 

monitoring optimization) and capacity enhancement (e.g. PDCP discarding optimization) in RAN. 

UE/CN can provide the predicted dynamic info of next PDU/PDU set/data burst to gNB.

• For DL traffic, the application-layer in UE can indicate the transmission of the subsequent 

PDU/PDU set/data burst(s) is not needed to AS layer based on its processing result/policy. And UE 

can indicate a recommended scheduling policy for the subsequent DL PDU/PDU set/data burst(s) 

to gNB, which is beneficial for capacity enhancement in RAN.

Proposal 3: Study the further XR awareness including predicted dynamic info of next PDU/PDU 
set/data burst and recommended scheduling policy for subsequent DL PDU/PDU set/data burst(s).
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Objectives for Rel-19 XR

 Enhance the support of multi-modal flows [RAN2,RAN3].
• Study synchronized transmission of multi-modal flows.
• Study coordinated access control and coordinated mobility for UEs with same multi-modal 

application. 
 Further capacity improvement [RAN2,RAN3].
• Specify the PDU set receiving status report mechanism in the case not all PDUs of one PDU set are 

needed.
• Specify the transmission of the PDU Set info (e.g. PDU set SN) in Uu .
 Further XR awareness [RAN2,RAN3].
• Specify procedure for UE/CN to provide predicted dynamic info of next PDU/PDU set/data burst 

(e.g. inter-burst time, arrival time, PDU Set Importance).
• Specify procedure for UE to indicate gNB the recommended scheduling policy for subsequent DL 

PDU/PDU set/data burst(s).
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