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<Unchanged part omitted>
Table 6.3.1.1.2-3A: RI, LI, CQI, and CRI associated with one CSI-RS resource pair and csi-ReportMode= Mode 1 or Mode 2
	Field
	Bitwidth

	
	1 antenna port per Resource
	>1 antenna ports per Resource

	Rank Combination Indicator
	0
	

	The first Layer Indicator
	0
	

	The second Layer Indicator
	0
	

	Wide-band CQI for the first TB
	4
	4

	Subband differential CQI for the first TB
	2
	2

	CRI if csi-ReportMode= Mode 1 
	
	

	CRI if csi-ReportMode= Mode 2
	
	



Table 6.3.1.1.2-3B: RI, LI, CQI, and CRI associated with one CSI-RS resource and csi-ReportMode= Mode 1 or Mode 2 
	Field
	Bitwidth

	
	1 antenna port
	2 antenna ports
	4 antenna ports
	>4 antenna ports

	
	
	
	
	Rank1~4
	Rank5~8

	Rank Indicator
	0
	
	
	
	

	 Layer Indicator
	0
	
	
	
	

	Wide-band CQI for the first TB
	4
	4
	4
	4
	4

	Wideband CQI for the second TB
	0
	0
	0
	0
	4

	Subband differential CQI for the first TB
	2
	2
	2
	2
	2

	Subband differential CQI for the second TB
	0
	0
	0
	0
	2

	CRI if csi-ReportMode= Mode 1 and numberOfSingleTRP-CSI-Mode1 = 1
	
	
	
	
	

	CRI if csi-ReportMode= Mode 1 and numberOfSingleTRP-CSI-Mode1 = 2
	 for the first CRI;
 for the second CRI
	 for the first CRI;
 for the second CRI
	 for the first CRI;
 for the second CRI
	 for the first CRI;
 for the second CRI
	 for the first CRI;
 for the second CRI

	CRI if csi-ReportMode= Mode 2
	
	
	
	
	



[bookmark: OLE_LINK26] in Table 6.3.1.1.2-3A is the number of allowed rank combination indicator values associated with one CSI-RS resource pair according to Clause 5.2.2.2.1X5.2.1.4.2 [6, TS 38.214]. The values of the rank combination indicator field are mapped to allowed rank combinations in the following order: {1,1}, {1,2}, {2,1},{2,2}, where '0' is mapped to {1,1}the first allowed rank combination.  and  are the values of the first and the second rank associated with two CSI-RS resources of the CSI-RS resource pair respectively.
 in Table 6.3.1.1.2-3B is the number of allowed rank indicator values associated with one CSI-RS resource according to Clause 5.2.1.4.25.2.2.2.1X [6, TS 38.214]. v is the value of the rank associated with the CSI-RS resource. The values of the rank indicator field are mapped to allowed rank indicator values with increasing order, where '0' is mapped to the smallest allowed rank indicator value.
<Unchanged part omitted>

