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	Reason for change:
	RAN1 received an LS (R1-2200907/R4-2202286) from RAN4 at RAN1#108e in February/2022 on backwards compatility issues related to introducing narrower BWs for band n79. The issue was on selection of a CORESET0 parameterization table of TS38.213, and RAN1 fixed this by introducing exceptions to Tables 13-3/4 and 13-5/6 in R1-2202982. 
Table 13-3: Set of resource blocks and slot symbols of CORESET for Type0-PDCCH search space set when {SS/PBCH block, PDCCH} SCS is {30, 15} kHz for frequency bands with minimum channel bandwidth 5 MHz or 10 MHz except for the frequency bands given in [5, TS38.101-1]
…
Table 13-4: Set of resource blocks and slot symbols of CORESET for Type0-PDCCH search space set when {SS/PBCH block, PDCCH} SCS is {30, 30} kHz for frequency bands with minimum channel bandwidth 5 MHz or 10 MHz except for the frequency bands given in [5, TS38.101-1]
…
Table 13-5: Set of resource blocks and slot symbols of CORESET for Type0-PDCCH search space set when {SS/PBCH block, PDCCH} SCS is {30, 15} kHz for frequency bands with minimum channel bandwidth 40MHz or for the frequency bands given in [5, TS38.101-1]
…
Table 13-6: Set of resource blocks and slot symbols of CORESET for Type0-PDCCH search space set when {SS/PBCH block, PDCCH} SCS is {30, 30} kHz for frequency bands with minimum channel bandwidth 40MHz or for the frequency bands given in [5, TS38.101-1]

The reference to TS38.101-1 is supposed to point the reader to note 17 of Table 5.2-1 NR operating bands in FR1 where the note points to Tables 13-5/6 reagardless of the band’s minimum BW for the bands that carry the note 17. Currently bands n79 and n104 carry note 17.
“NOTE 17: For this band, CORESET#0 values from Table 13-5 or Table 13-6 in [8, TS 38.213] are applied regardless of the minimum channel bandwidth.”

Later RAN RAN4 introduced a new band n104 (38.101CR1112r2 in R4-2211224 introduced to June/2022 specification) that also refers to the note 17 because the minimum BW of the band is 20 MHz it would have fallen between the tables 13-3/4 and 13-5/6 and have not applicable table for CORESET0 definition.

However, the reader of TS38.213 that is unaware of the intention will not understand the reference is supposed to be specifically those bands with note 17. All FR1 bands are given in TS38.101-1, so when taken literally, the condition “for frequency bands given in [5, TS38.101.1]” in the TS38.213 always applies.

	
	

	Summary of change:
	Clarifying that the minimum BW is disregarded for the bands where it is so specified in TS38.101-1

	
	

	Consequences if not approved:
	TS38.213 condition for bypassing Tables 13-3/4 and using Tables 13-5/6 applies for all bands defined in TS38.101-1, rather than only to the bands for which the exception is specified to apply in TS38.101-1 by note 17 of Table 5.2-1
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Table 13-3: Set of resource blocks and slot symbols of CORESET for Type0-PDCCH search space set when {SS/PBCH block, PDCCH} SCS is {30, 15} kHz for frequency bands with minimum channel bandwidth 5 MHz or 10 MHz except for the frequency bands givendefined by note 17 of Table 5.2-1 in [8-1, TS 38.101-1]
	Index
	SS/PBCH block and CORESET multiplexing pattern 
	Number of RBs 
	Number of Symbols  
	Offset (RBs) 

	0
	1
	48
	1
	2

	1
	1
	48
	1
	6

	2
	1
	48
	2
	2

	3
	1
	48
	2
	6

	4
	1
	48
	3
	2

	5
	1
	48
	3
	6

	6
	1
	96
	1
	28

	7
	1
	96
	2
	28

	8
	1
	96
	3
	28

	9
	Reserved

	10
	Reserved

	11
	Reserved

	12
	Reserved

	13
	Reserved

	14
	Reserved

	15
	Reserved



Table 13-4: Set of resource blocks and slot symbols of CORESET for Type0-PDCCH search space set when {SS/PBCH block, PDCCH} SCS is {30, 30} kHz for frequency bands with minimum channel bandwidth 5 MHz or 10 MHz except for the frequency bands givendefined by note 17 of Table 5.2-1 in [8-1, TS 38.101-1]
	Index
	SS/PBCH block and CORESET multiplexing pattern 
	Number of RBs 
	Number of Symbols  
	Offset (RBs) 

	0
	1 
	24
	2
	0

	1
	1 
	24
	2
	1

	2
	1 
	24
	2
	2

	3
	1 
	24
	2
	3

	4
	1 
	24
	2
	4

	5
	1 
	24
	3
	0

	6
	1 
	24
	3
	1

	7
	1 
	24
	3
	2

	8
	1 
	24
	3
	3

	9
	1 
	24
	3
	4

	10
	1 
	48
	1
	12

	11
	1 
	48
	1
	14

	12
	1 
	48
	1
	16

	13
	1 
	48
	2
	12

	14
	1 
	48
	2
	14

	15
	1 
	48
	2
	16



Table 13-4A: Set of resource blocks and slot symbols of CORESET for Type0-PDCCH search space set when {SS/PBCH block, PDCCH} SCS is {30, 30} kHz for frequency bands operated with shared spectrum channel access
	Index
	SS/PBCH block and CORESET multiplexing pattern 
	Number of RBs 
	Number of Symbols  
	Offset (RBs) 

	0
	1 
	48
	1
	0

	1
	1 
	48
	1
	1

	2
	1
	48
	1
	2

	3
	1
	48
	1
	3

	4
	1
	48
	2
	0

	5
	1
	48
	2
	1

	6
	1
	48
	2
	2

	7
	1
	48
	2
	3

	8
	Reserved

	9
	Reserved

	10
	Reserved

	11
	Reserved

	12
	Reserved

	13
	Reserved

	14
	Reserved

	15
	Reserved



Table 13-5: Set of resource blocks and slot symbols of CORESET for Type0-PDCCH search space set when {SS/PBCH block, PDCCH} SCS is {30, 15} kHz for frequency bands with minimum channel bandwidth 40MHz or for the frequency bands givendefined by note 17 of Table 5.2-1 in [8-1, TS 38.101-1]
	Index
	SS/PBCH block and CORESET multiplexing pattern 
	Number of RBs 
	Number of Symbols  
	Offset (RBs) 

	0
	1
	48
	1
	4

	1
	1
	48
	2
	4

	2
	1
	48
	3
	4

	3
	1
	96
	1
	0

	4
	1
	96
	1
	56

	5
	1
	96
	2
	0

	6
	1
	96
	2
	56

	7
	1
	96
	3
	0

	8
	1
	96
	3
	56

	9
	Reserved

	10
	Reserved

	11
	Reserved

	12
	Reserved

	13
	Reserved

	14
	Reserved

	15
	Reserved



Table 13-6: Set of resource blocks and slot symbols of CORESET for Type0-PDCCH search space set when {SS/PBCH block, PDCCH} SCS is {30, 30} kHz for frequency bands with minimum channel bandwidth 40MHz or for the frequency bands givendefined by note 17 of Table 5.2-1 in [8-1, TS 38.101-1]
	Index
	SS/PBCH block and CORESET multiplexing pattern 
	Number of RBs 
	Number of Symbols  
	Offset (RBs) 

	0
	1
	24
	2
	0

	1
	1
	24
	2
	4

	2
	1
	24
	3
	0

	3
	1
	24
	3
	4

	4
	1
	48
	1
	0

	5
	1
	48
	1
	28

	6
	1
	48
	2
	0

	7
	1
	48
	2
	28

	8
	1
	48
	3
	0

	9
	1
	48
	3
	28

	10
	Reserved

	11
	Reserved

	12
	Reserved

	13
	Reserved

	14
	Reserved

	15
	Reserved



*** Unchanged text is omitted ***

