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[bookmark: _Toc98515740]--- unchanged text omitted ---
[bookmark: _Toc524695270][bookmark: _Toc29045131][bookmark: _Toc29901472][bookmark: _Toc29901519][bookmark: _Toc35596400][bookmark: _Toc44881136][bookmark: _Toc51776306][bookmark: _Toc98515735]5.1.30	UE Rx – Tx time difference

	Definition
	The UE Rx – Tx time difference is defined as TUE-RX – TUE-TX

Where:
TUE-RX is the UE received timing of downlink subframe #i from a Transmission Point (TP) [18], defined by the first detected path in time.
TUE-TX is the UE transmit timing of uplink subframe #j that is closest in time to the subframe #i received from the TP.

Multiple DL PRS or CSI-RS for tracking resources, as instructed by higher layers, can be used to determine the start of one subframe of the first arrival path of the TP.

For frequency range 1, the reference point for TUE-RX measurement shall be the Rx antenna connector of the UE and the reference point for TUE-TX measurement shall be the Tx antenna connector of the UE. For frequency range 2, the reference point for TUE‑RX measurement shall be the Rx antenna of the UE and the reference point for TUE‑TX measurement shall be the Tx antenna of the UE.

	Applicable for
	RRC_CONNECTED,
RRC_INACTIVE



--- unchanged text omitted ---
5.1.35	DL PRS reference signal received path power (DL PRS-RSRPP)

	Definition
	DL PRS reference signal received path power (DL PRS-RSRPP), is defined as the power of the linear average of the channel response at the i-th path delay of the resource elements that carry DL PRS signal configured for the measurement, where DL PRS-RSRPP for the 1st path delay is the power contribution corresponding to the first detected path in time.

For frequency range 1, the reference point for the DL PRS-RSRPP shall be the antenna connector of the UE. For frequency range 2, DL PRS-RSRPP shall be measured based on the combined signal from antenna elements corresponding to a given receiver branch.

For frequency range 1 and 2, if receiver diversity is in use by the UE for DL PRS-RSRPP measurements, the reported DL PRS-RSRPP value included in the higher layer parameter NR-DL-AoD-MeasElement for the first and additional measurements shall be provided for the same receiver branch(es) as applied for DL PRS-RSRP measurements.

	Applicable for
	RRC_CONNECTED,
RRC_INACTIVE



[bookmark: _Toc524695283][bookmark: _Toc29045126][bookmark: _Toc29901467][bookmark: _Toc29901514][bookmark: _Toc35596395][bookmark: _Toc44881131][bookmark: _Toc51776301][bookmark: _Toc98515730]5.1.46	UE Rx – Tx time difference offset	Comment by Lee, Daewon: [114] Agreement
The legacy R17 definition of UE Rx-Tx time difference is adopted for NTN with an offset that is determined based on the following: 
UE reports the actual index difference between subframe j and subframe i 
The uplink subframe j is closest in time to the DL subframe #i received from the TP 
The DL timing drift due to Doppler over the service link associated with the UE RX-TX time difference measurement period is reported

	Definition
	UE Rx – Tx time difference offset is the actual index difference between subframe #j and subframe #i of the subframes used for the UE Rx – Tx time difference measurement as defined in Clause 5.1.30, where uplink subframe #j is the closest in time to the DL subframe #i received from a transmission point (TP) [18].

For frequency range 1, the reference point for UE Rx – Tx time difference offset measurement shall be the same antenna connectors as defined in Clause 5.1.30 for the UE Rx – Tx time difference measurement. For frequency range 2, the reference point UE Rx – Tx time difference offset measurement shall be the same antenna as defined in Section 5.1.30 for of the UE Rx – Tx time difference measurement.

	Applicable for
	RRC_CONNECTED



5.1.47	DL timing drift	Comment by Lee, Daewon: [114] Agreement
The legacy R17 definition of UE Rx-Tx time difference is adopted for NTN with an offset that is determined based on the following: 
UE reports the actual index difference between subframe j and subframe i 
The uplink subframe j is closest in time to the DL subframe #i received from the TP 
The DL timing drift due to Doppler over the service link associated with the UE RX-TX time difference measurement period is reported

	Definition
	DL timing drift measurement is defined as the DL timing estimated to be shifted due to Doppler over the service link associated with the UE Rx-Tx time difference measurement period.

For frequency range 1, the reference point for the DL timing drift measurement shall be the Rx antenna connector of the UE. For frequency range 2, the reference point for the DL timing drift measurement shall be the Rx antenna of the UE. 

	Applicable for
	RRC_CONNECTED





