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[bookmark: _Toc10818796][bookmark: _Toc20409206][bookmark: _Toc29387747][bookmark: _Toc29388776][bookmark: _Toc35531651][bookmark: _Toc44619989][bookmark: _Toc51595727][bookmark: _Toc90452522]5.3.3.1.13	Format 6-1B
DCI format 6-1B is used for the scheduling of one PDSCH codeword per TTI in one cell, notifying SC-MCCH change, operation on preconfigured UL resources, and direct indication.
< text omitted >
-	HARQ-ACK resource offset – 0 or 2 bits as defined in clause 10.1 of [3] (this field is 0 bits if Information for SC-MCCH change notification is present). If downlinkHARQ-FeedbackDisabled-DCI is configured, or if downlinkHARQ-FeedbackDisabled-Bitmap and downlinkHARQ-FeedbackDisabled-DCI are configured, and the value is ‘3’, it functions as a HARQ feedback disabled indicator as defined in clause 7.3 of [3].
< text omitted >

[bookmark: _Toc10818838][bookmark: _Toc20409248][bookmark: _Toc29387789][bookmark: _Toc29388818][bookmark: _Toc35531693][bookmark: _Toc44620031][bookmark: _Toc51595769][bookmark: _Toc90452564]6.4.3.2	DCI Format N1
DCI format N1 is used for the scheduling of one NPDSCH codeword per TTI in one cell, random access procedure initiated by a NPDCCH order, notifying SC-MCCH change, and operation on preconfigured UL resources. The DCI corresponding to a NPDCCH order is carried by NPDCCH.
< text omitted >
-	HARQ-ACK resource – 4 bits as defined in clause 16.4.2 of [3]. If downlinkHARQ-FeedbackDisabled-DCI-NB is configured, or if downlinkHARQ-FeedbackDisabled-Bitmap-NB and downlinkHARQ-FeedbackDisabled-DCI-NB are configured, and the value is ‘15’, it functions as a HARQ feedback disabled indicator. 
< text omitted >


