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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	36.133
	7232
	1
	Rel-17
	[NB_IOTenh4_LTE_eMTC6-Core] CR on maintenance of neighbour cell measurement for NB-IoT R17
	F
	17.10.0
	-
	R4-2314436
	Huawei, HiSilicon
	NB_IOTenh4_LTE_eMTC6-Core
	8.14.6
	

	36.133
	7233
	0
	Rel-18
	[NB_IOTenh4_LTE_eMTC6-Core] CR on maintenance of neighbour cell measurement for NB-IoT R18
	A
	18.2.0
	-
	R4-2312406
	Huawei, HiSilicon
	NB_IOTenh4_LTE_eMTC6-Core
	8.14.6
	

	36.133
	7245
	1
	Rel-18
	CR 36.133 on fixing the band indication on transmit timing tests
	F
	18.2.0
	-
	R4-2314434
	Nokia, Nokia Shanghai Bell
	LTE_NBIOT_eMTC_NTN
	A.14.4.1, A.14.4.2
	

	37.141
	1047
	0
	Rel-16
	[MSR_NC-Perf] CR to TS 37.141 NR with Multipath fading of GSM for MSR BS
	F
	16.18.0
	-
	R4-2311538
	Nokia, Nokia Shanghai Bell
	MSR_NC-Perf
	7.2
	

	37.141
	1048
	0
	Rel-17
	[MSR_NC-Perf] CR to TS 37.141 NR with Multipath fading of GSM for MSR BS
	A
	17.10.0
	-
	R4-2311539
	Nokia, Nokia Shanghai Bell
	MSR_NC-Perf
	7.2
	

	37.141
	1049
	0
	Rel-18
	[MSR_NC-Perf] CR to TS 37.141 NR with Multipath fading of GSM for MSR BS
	A
	18.2.0
	-
	R4-2311540
	Nokia, Nokia Shanghai Bell
	MSR_NC-Perf
	7.2
	

	37.141
	1050
	0
	Rel-15
	[MSR_NC-Perf] CR to TS 37.141 with correction to interference signal bandwidth for MSR BS
	F
	15.20.0
	-
	R4-2311541
	Nokia, Nokia Shanghai Bell
	MSR_NC-Perf
	7.7.5.2
	

	37.141
	1051
	0
	Rel-16
	[MSR_NC-Perf] CR to TS 37.141 with correction to interference signal bandwidth for MSR BS
	F
	16.18.0
	-
	R4-2311542
	Nokia, Nokia Shanghai Bell
	MSR_NC-Perf
	7.7.5.1 and 7.7.5.2
	

	37.141
	1052
	0
	Rel-17
	[MSR_NC-Perf] CR to TS 37.141 with correction to interference signal bandwidth for MSR BS
	A
	17.10.0
	-
	R4-2311543
	Nokia, Nokia Shanghai Bell
	MSR_NC-Perf
	7.7.5.1 and 7.7.5.2
	

	37.141
	1053
	0
	Rel-18
	[MSR_NC-Perf] CR to TS 37.141 with correction to interference signal bandwidth for MSR BS
	A
	18.2.0
	-
	R4-2311544
	Nokia, Nokia Shanghai Bell
	MSR_NC-Perf
	7.7.5.1 and 7.7.5.2
	

	37.141
	1054
	1
	Rel-16
	[MSR_NC-Perf] CR to TS 37.141 with the rated output power definition of the test signal for MSR BS
	F
	16.18.0
	-
	R4-2313952
	Nokia, Nokia Shanghai Bell
	MSR_NC-Perf
	4.8.22.1A and 4.8.22.1B
	

	37.141
	1055
	0
	Rel-17
	[MSR_NC-Perf] CR to TS 37.141 with the rated output power definition of the test signal for MSR BS
	A
	17.10.0
	-
	R4-2311549
	Nokia, Nokia Shanghai Bell
	MSR_NC-Perf
	4.8.22.1A and 4.8.22.1B
	

	37.141
	1056
	0
	Rel-18
	[MSR_NC-Perf] CR to TS 37.141 with the rated output power definition of the test signal for MSR BS
	A
	18.2.0
	-
	R4-2311550
	Nokia, Nokia Shanghai Bell
	MSR_NC-Perf
	4.8.22.1A and 4.8.22.1B
	

	38.101-1
	1770
	1
	Rel-17
	[NR_cov_enh-Core] Update of FR1 DMRS bundling measurements
	F
	17.10.0
	-
	R4-2314938
	Rohde & Schwarz, Mediatek, Apple
	NR_cov_enh-Core
	F.9.3, F.9.4
	Test: TS/TR 38.521-1 CR ...


	38.101-1
	1771
	0
	Rel-18
	[NR_cov_enh-Core] Update of FR1 DMRS bundling measurements
	A
	18.2.0
	-
	R4-2313080
	Rohde & Schwarz, Mediatek, Apple
	NR_cov_enh-Core
	F.9.3, F.9.4
	Test: TS/TR 38.521-1 CR ...


	38.101-2
	0647
	1
	Rel-17
	[NR_cov_enh-Core] Update of FR2 DMRS bundling measurements
	F
	17.10.0
	-
	R4-2314939
	Rohde & Schwarz, Mediatek, Apple
	NR_cov_enh-Core
	F.8.3, F.8.4
	Test: TS/TR 38.521-2 CR ...


	38.101-2
	0648
	0
	Rel-18
	[NR_cov_enh-Core] Update of FR2 DMRS bundling measurements
	A
	18.2.0
	-
	R4-2313082
	Rohde & Schwarz, Mediatek, Apple
	NR_cov_enh-Core
	F.8.3, F.8.4
	Test: TS/TR 38.521-2 CR ...


	38.104
	0504
	0
	Rel-17
	[NR_cov_enh-Perf ]CR for configuration of FR1 PUSCH TBoMS demodulation requirement
	F
	17.10.0
	-
	R4-2312052
	Ericsson
	NR_cov_enh-Perf
	
	

	38.104
	0505
	0
	Rel-18
	[NR_cov_enh-Perf] CR for configuration of FR1 PUSCH TBoMS demodulation requirement
	A
	18.2.0
	-
	R4-2312053
	Ericsson
	NR_cov_enh-Perf
	8.2.12
	

	38.133
	3383
	0
	Rel-16
	LTE_NR_DC_CA_enh-Perf Update of RRM DCCA SCell activation and deactivation test cases
	F
	16.16.0
	-
	R4-2311185
	Nokia, Nokia Shanghai Bell
	LTE_NR_DC_CA_enh-Perf
	A.6.5.3.5, A.7.5.3.5, A.7.5.3.4
	Test: TS 38.533 CR


	38.133
	3384
	0
	Rel-17
	LTE_NR_DC_CA_enh-Perf Update of RRM DCCA SCell activation and deactivation test cases
	A
	17.10.0
	-
	R4-2311186
	Nokia, Nokia Shanghai Bell
	LTE_NR_DC_CA_enh-Perf
	A.6.5.3.5, A.7.5.3.5, A.7.5.3.4
	Test: TS 38.533 CR


	38.133
	3385
	0
	Rel-18
	LTE_NR_DC_CA_enh-Perf Update of RRM DCCA SCell activation and deactivation test cases
	A
	18.2.0
	-
	R4-2311187
	Nokia, Nokia Shanghai Bell
	LTE_NR_DC_CA_enh-Perf
	A.6.5.3.5, A.7.5.3.5, A.7.5.3.4
	Test: TS 38.533 CR


	38.133
	3388
	0
	Rel-17
	LTE_NR_DC_enh2-Perf Update of MR_DC test cases for fast Scell activation test cases
	F
	17.10.0
	-
	R4-2311190
	Nokia, Nokia Shanghai Bell
	LTE_NR_DC_enh2-Perf
	A.4.3.5.6, A.4.5.3.7, A.6.5.3.10, A.6.5.3.11, A.5.5.3.8, A.7.5.3
	Test: TS 38.533 CR


	38.133
	3389
	0
	Rel-18
	LTE_NR_DC_enh2-Perf Update of MR_DC test cases for fast Scell activation test cases
	A
	18.2.0
	-
	R4-2311191
	Nokia, Nokia Shanghai Bell
	LTE_NR_DC_enh2-Perf
	A.4.3.5.6, A.4.5.3.7, A.6.5.3.10, A.6.5.3.11, A.5.5.3.8, A.7.5.3
	Test: TS 38.533 CR


	38.133
	3390
	1
	Rel-17
	LTE_NR_DC_enh2-Perf Update of CPAC test cases
	F
	17.10.0
	-
	R4-2314397
	Nokia, Nokia Shanghai Bell
	LTE_NR_DC_enh2-Perf
	A.4.5.11.1
	Test: TS 38.533 CR


	38.133
	3391
	0
	Rel-18
	LTE_NR_DC_enh2-Perf Update of CPAC test cases
	A
	18.2.0
	-
	R4-2311193
	Nokia, Nokia Shanghai Bell
	LTE_NR_DC_enh2-Perf
	A.4.5.11.1
	Test: TS 38.533 CR


	38.133
	3498
	1
	Rel-17
	Correction on PSCell activation and conditional PSCell addition tests
	F
	17.10.0
	-
	R4-2314438
	Huawei, HiSilicon
	LTE_NR_DC_enh2-Perf
	A.7.5.3.12, A.7.5.12, A.7.5.14 (New), A.7.5.15
	Test: TS38.533


	38.133
	3499
	0
	Rel-18
	Correction on PSCell activation and conditional PSCell addition tests
	A
	18.2.0
	-
	R4-2312438
	Huawei, HiSilicon
	LTE_NR_DC_enh2-Perf
	A.7.5.3.12, A.7.5.12, A.7.5.14 (New), A.7.5.15
	Test: TS38.533


	38.133
	3532
	0
	Rel-17
	[NR_CSIRS_L3meas-Core] Correction to requirements for CSI-RS measurement
	F
	17.10.0
	-
	R4-2312823
	Huawei, HiSilicon
	NR_CSIRS_L3meas-Core
	9.1.5.2
	

	38.133
	3533
	0
	Rel-18
	[NR_CSIRS_L3meas-Core] Correction to requirements for CSI-RS measurement R18
	A
	18.2.0
	-
	R4-2312824
	Huawei, HiSilicon
	NR_CSIRS_L3meas-Core
	9.1.5.2
	

	38.141-1
	0361
	0
	Rel-17
	Update to Test Case 8.2.13 (FDD case, PUSCH Aggregation Factor 8), Rel17, 38.141-1
	F
	17.10.0
	-
	R4-2311973
	ROHDE & SCHWARZ
	NR_cov_enh-Perf
	8.2.13
	

	38.141-1
	0362
	0
	Rel-18
	Update to Test Case 8.2.13 (FDD case, PUSCH Aggregation Factor 8), Rel18, 38.141-1
	A
	18.2.0
	-
	R4-2312001
	ROHDE & SCHWARZ
	NR_cov_enh-Perf
	8.2.13
	

	38.141-1
	0363
	0
	Rel-17
	[NR_cov_enh-Perf] CR for configuration of FR1 PUSCH TBoMS demodulation requirement
	F
	17.10.0
	-
	R4-2312054
	Ericsson
	NR_cov_enh-Perf
	
	

	38.141-1
	0364
	0
	Rel-18
	[NR_cov_enh-Perf] CR for configuration of FR1 PUSCH TBoMS demodulation requirement
	A
	18.2.0
	-
	R4-2312055
	Ericsson
	NR_cov_enh-Perf
	8.2.12
	

	38.141-2
	0531
	0
	Rel-17
	Update to Test Case 8.2.13 (FDD case, PUSCH Aggregation Factor 8), Rel17, 38.141-2
	F
	17.10.0
	-
	R4-2312220
	ROHDE & SCHWARZ
	NR_cov_enh-Perf
	8.2.13
	

	38.141-2
	0532
	0
	Rel-18
	Update to Test Case 8.2.13 (FDD case, PUSCH Aggregation Factor 8), Rel18, 38.141-2
	A
	18.2.0
	-
	R4-2312270
	ROHDE & SCHWARZ
	NR_cov_enh-Perf
	8.2.13
	




