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<Start of Change 1>
Table 7.2.2.2.4-2: Test parameters
	Parameter
	Unit
	Value

	Duplex mode
	
	TDD

	Active DL BWP index
	
	1

	PDCCH configuration
	TCI state
	
	Note 1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S)
	
	1

	
	Length (L)
	
	Specific to each Reference channel

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	
	TCI state
	
	Note 1

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	2

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	CSI-RS for tracking
	Resource set #1
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	0 for CSI-RS resource 1,2,3,4

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 5 for CSI-RS resource 1 and 3

	
	
	
	
	l0 = 9 for CSI-RS resource 2 and 4

	
	
	CSI-RS periodicity
	Slots
	80 for CSI-RS resource 1,2,3,4

	
	
	CSI-RS offset
	Slots
	52 for CSI-RS resource 1 and 2

	
	
	
	
	3 6 for CSI-RS resource 3 and 4

	
	
	QCL info
	
	TCI state #4

	
	
	Frequency Occupation
	
	Start PRB 0

	
	
	
	
	Number of PRB =ceil(BWP size/4)*4

	
	Resource set #2
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	0 for CSI-RS resource 5,6,7,8

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 4 for CSI-RS resource 5 and 7

	
	
	
	
	l0 = 8 for CSI-RS resource 6 and 8

	
	
	CSI-RS periodicity
	Slots
	80 for CSI-RS resource 5,6,7,8

	
	
	CSI-RS offset
	Slots
	52 for CSI-RS resource 5 and 6

	
	
	
	
	3 6 for CSI-RS resource 7 and 8

	
	
	QCL info
	
	TCI state #5

	
	
	Frequency Occupation
	
	Start PRB 0

	
	
	
	
	Number of PRB =ceil(BWP size/4)*4

	
	Resource set #3
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	1 for CSI-RS resource 9,10,11,12

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 5 for CSI-RS resource 9 and 11

	
	
	
	
	l0 = 9 for CSI-RS resource 10 and 12

	
	
	CSI-RS periodicity
	Slots
	80 for CSI-RS resource 9,10,11,12

	
	
	CSI-RS offset
	Slots
	2 5 for CSI-RS resource 9 and 10

	
	
	
	
	3 6 for CSI-RS resource 11 and 12

	
	
	QCL info
	
	TCI state #6

	
	
	Frequency Occupation
	
	Start PRB 0

	
	
	
	
	Number of PRB =ceil(BWP size/4)*4

	
	Resource set #4
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	1 for CSI-RS resource 13,14,15,16

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 4 for CSI-RS resource 13 and 15

	
	
	
	
	l0 = 8 for CSI-RS resource 14 and 16

	
	
	CSI-RS periodicity
	Slots
	80 for CSI-RS resource 13,14,15,16

	
	
	CSI-RS offset
	Slots
	2 5 for CSI-RS resource 13 and 14

	
	
	
	
	3 6 for CSI-RS resource 15 and 16

	
	
	QCL info
	
	TCI state #7

	
	
	Frequency Occupation
	
	Start PRB 0

	
	
	
	
	Number of PRB =ceil(BWP size/4)*4

	
	Resource set #13 (Note2)
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	2 for CSI-RS resource 17,18,19,20

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 5 for CSI-RS resource 17 and 19

	
	
	
	
	l0 = 9 for CSI-RS resource 18 and 20

	
	
	CSI-RS periodicity
	Slots
	80 for CSI-RS resource 17,18,19,20

	
	
	CSI-RS offset
	Slots
	2 5 for CSI-RS resource 17 and 18

	
	
	
	
	3 6 for CSI-RS resource 19 and 20

	
	
	QCL info
	
	TCI state #12

	
	
	Frequency Occupation
	
	Start PRB 0

	
	
	
	
	Number of PRB =ceil(BWP size/4)*4

	
	Resource set #14 (Note2)
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	2 for CSI-RS resource 21,22,23,24

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 4 for CSI-RS resource 21 and 23

	
	
	
	
	l0 = 8 for CSI-RS resource 22 and 24

	
	
	CSI-RS periodicity
	Slots
	80 for CSI-RS resource 21,22,23,24

	
	
	CSI-RS offset
	Slots
	2 5 for CSI-RS resource 21 and 22

	
	
	
	
	3 6 for CSI-RS resource 23 and 24

	
	
	QCL info
	
	TCI state #13

	
	
	Frequency Occupation
	
	Start PRB 0

	
	
	
	
	Number of PRB =ceil(BWP size/4)*4

	
	Resource set #15 (Note2)
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	3 for CSI-RS resource 25,26,27,28

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 5 for CSI-RS resource 25 and 27

	
	
	
	
	l0 = 9 for CSI-RS resource 26 and 28

	
	
	CSI-RS periodicity
	Slots
	80 for CSI-RS resource 25,26,27,28

	
	
	CSI-RS offset
	Slots
	2 5 for CSI-RS resource 25 and 26

	
	
	
	
	3 6 for CSI-RS resource 27 and 28

	
	
	QCL info
	
	TCI state #14

	
	
	Frequency Occupation
	
	Start PRB 0

	
	
	
	
	Number of PRB =ceil(BWP size/4)*4

	
	Resource set #16 (Note2)
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	3 for CSI-RS resource 29,30,31,32

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 4 for CSI-RS resource 29 and 31

	
	
	
	
	l0 = 8 for CSI-RS resource 30 and 32

	
	
	CSI-RS periodicity
	Slots
	80 for CSI-RS resource 29,30,31,32

	
	
	CSI-RS offset
	Slots
	2 5 for CSI-RS resource 29 and 30

	
	
	
	
	3 6 for CSI-RS resource 31 and 32

	
	
	QCL info
	
	TCI state #15

	
	
	Frequency Occupation
	
	Start PRB 0

	
	
	
	
	Number of PRB =ceil(BWP size/4)*4

	NZP CSI-RS for CSI acquisition
	Resource set #5
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	0

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 12

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	0

	
	
	QCL info
	
	TCI state #0

	
	Resource set #6
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	2

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 12

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	0

	
	
	QCL info
	
	TCI state #1

	
	Resource set #7
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	4

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 12

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	0

	
	
	QCL info
	
	TCI state #2

	
	Resource set #8
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	6

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 12

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	0

	
	
	QCL info
	
	TCI state #3

	
	Resource set #17 (Note2)
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	0

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 13

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	1

	
	
	QCL info
	
	TCI state #8

	
	Resource set #18 (Note2)
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	2

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 13

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	1

	
	
	QCL info
	
	TCI state #9

	
	Resource set #19 (Note2)
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	4

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 13

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	1

	
	
	QCL info
	
	TCI state #10

	
	Resource set #20 (Note2)
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	6

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 13

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	1

	
	
	QCL info
	
	TCI state #11

	CSI-RS for beam refinement
	Resource set #9
	First subcarrier index in the PRB used for CSI-RS 
	
	k0=0 for CSI-RS resource 1,2

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 8 for CSI-RS resource 1
l0 = 9 for CSI-RS resource 2

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	0

	
	
	QCL info
	
	TCI state #0

	
	Resource set #10
	First subcarrier index in the PRB used for CSI-RS 
	
	k0=1 for CSI-RS resource 3,4

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 8 for CSI-RS resource 3
l0 = 9 for CSI-RS resource 4

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	0

	
	
	QCL info
	
	TCI state #1

	
	Resource set #11
	First subcarrier index in the PRB used for CSI-RS 
	
	k0=2 for CSI-RS resource 5,6

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 8 for CSI-RS resource 5
l0 = 9 for CSI-RS resource 6

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	0

	
	
	QCL info
	
	TCI state #2

	
	Resource set #12
	First subcarrier index in the PRB used for CSI-RS 
	
	k0=3 for CSI-RS resource 7,8

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 8 for CSI-RS resource 7
l0 = 9 for CSI-RS resource 8

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	0

	
	
	QCL info
	
	TCI state #3

	
	Resource set #21 (Note2)
	First subcarrier index in the PRB used for CSI-RS 
	
	k0=0 for CSI-RS resource 9,10

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 10 for CSI-RS resource 9
l0 = 11 for CSI-RS resource 10

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	1

	
	
	QCL info
	
	TCI state #8

	
	Resource set #22 (Note2)
	First subcarrier index in the PRB used for CSI-RS 
	
	k0=1 for CSI-RS resource 11,12

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 10 for CSI-RS resource 11
l0 = 11 for CSI-RS resource 12

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	1

	
	
	QCL info
	
	TCI state #9

	
	Resource set #23 (Note2)
	First subcarrier index in the PRB used for CSI-RS 
	
	k0=2 for CSI-RS resource 13,14

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 10 for CSI-RS resource 13
l0 = 11 for CSI-RS resource 14

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	1

	
	
	QCL info
	
	TCI state #10

	
	Resource set #24 (Note2)
	First subcarrier index in the PRB used for CSI-RS 
	
	k0=3 for CSI-RS resource 15,16

	
	
	First OFDM symbol in the PRB used for CSI-RS
	
	l0 = 10 for CSI-RS resource 15
l0 = 11 for CSI-RS resource 16

	
	
	CSI-RS periodicity
	Slots
	160

	
	
	CSI-RS offset
	Slots
	1

	
	
	QCL info
	
	TCI state #11

	TCI state #0
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 1 from 'CSI-RS for tracking Resource set #1' configuration

	
	
	QCL Type
	
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	CSI-RS resource 1 from 'CSI-RS for tracking Resource set #1' configuration

	
	
	QCL Type
	
	Type D

	TCI state #1
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 5 from 'CSI-RS for tracking Resource set #2' configuration

	
	
	QCL Type
	
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	CSI-RS resource 5 from 'CSI-RS for tracking Resource set #2' configuration

	
	
	QCL Type
	
	Type D

	TCI state #2
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 9 from 'CSI-RS for tracking Resource set #3' configuration

	
	
	QCL Type
	
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	CSI-RS resource 9 from 'CSI-RS for tracking Resource set #3' configuration

	
	
	QCL Type
	
	Type D

	TCI state #3
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 13 from 'CSI-RS for tracking Resource set #4' configuration

	
	
	QCL Type
	
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	CSI-RS resource 13 from 'CSI-RS for tracking Resource set #4' configuration

	
	
	QCL Type
	
	Type D

	TCI state #8 (Note2)
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 17 from 'CSI-RS for tracking Resource set #13' configuration

	
	
	QCL Type
	
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	CSI-RS resource 17 from 'CSI-RS for tracking Resource set #13' configuration

	
	
	QCL Type
	
	Type D

	TCI state #9 (Note2)
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 21 from 'CSI-RS for tracking Resource set #14' configuration

	
	
	QCL Type
	
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	CSI-RS resource 21 from 'CSI-RS for tracking Resource set #14' configuration

	
	
	QCL Type
	
	Type D

	TCI state #10 (Note2)
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 25 from 'CSI-RS for tracking Resource set #15' configuration

	
	
	QCL Type
	
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	CSI-RS resource 25 from 'CSI-RS for tracking Resource set #15' configuration

	
	
	QCL Type
	
	Type D

	TCI state #11 (Note2)
	Type 1 QCL information
	CSI-RS resource
	
	CSI-RS resource 29 from 'CSI-RS for tracking Resource set #16' configuration

	
	
	QCL Type
	
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	CSI-RS resource 29 from 'CSI-RS for tracking Resource set #16' configuration

	
	
	QCL Type
	
	Type D

	TCI state #4
	Type 1 QCL information
	SSB index
	
	SSB #0

	
	
	QCL Type
	
	Type C

	
	Type 2 QCL information
	SSB index
	
	SSB #0

	
	
	QCL Type
	
	Type D

	TCI state #5
	Type 1 QCL information
	SSB index
	
	SSB #1

	
	
	QCL Type
	
	Type C

	
	Type 2 QCL information
	SSB index
	
	SSB #1

	
	
	QCL Type
	
	Type D

	TCI state #6
	Type 1 QCL information
	SSB index
	
	SSB #2

	
	
	QCL Type
	
	Type C

	
	Type 2 QCL information
	SSB index
	
	SSB #2

	
	
	QCL Type
	
	Type D

	TCI state #7
	Type 1 QCL information
	SSB index
	
	SSB #3

	
	
	QCL Type
	
	Type C

	
	Type 2 QCL information
	SSB index
	
	SSB #3

	
	
	QCL Type
	
	Type D

	TCI state #12 (Note2)
	Type 1 QCL information
	SSB index
	
	SSB #4

	
	
	QCL Type
	
	Type C

	
	Type 2 QCL information
	SSB index
	
	SSB #4

	
	
	QCL Type
	
	Type D

	TCI state #13 (Note2)
	Type 1 QCL information
	SSB index
	
	SSB #5

	
	
	QCL Type
	
	Type C

	
	Type 2 QCL information
	SSB index
	
	SSB #5

	
	
	QCL Type
	
	Type D

	TCI state #14 (Note2)
	Type 1 QCL information
	SSB index
	
	SSB #6

	
	
	QCL Type
	
	Type C

	
	Type 2 QCL information
	SSB index
	
	SSB #6

	
	
	QCL Type
	
	Type D

	TCI state #15 (Note2)
	Type 1 QCL information
	SSB index
	
	SSB #7

	
	
	QCL Type
	
	Type C

	
	Type 2 QCL information
	SSB index
	
	SSB #7

	
	
	QCL Type
	
	Type D

	Number of HARQ Processes
	
	8

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	Specific to each TDD UL-DL pattern and as defined in Annex A.1.3

	Note 1: For Test 1-1, SSB # (2k mod 8) , CSI-RS (for tracking) resource set # ((k mod 4)+1), CSI-RS (for CSI acquisition) resource set # ((k mod 4) + 5) and CSI-RS (for beam refinement) resource set # ((k mod 4) + 9) are transmitted by kth RRH; SSB # ((2k mod 8)+1) , CSI-RS (for tracking) resource set # ((k mod 4) + 13), CSI-RS (for CSI acquisition) resource set # ((k mod 4) + 17) and CSI-RS (for beam refinement) resource set # ((k mod 4) + 21) are transmitted by kth RRH. TCI state switching command scheduled by MAC CE with MCS 4 is transmitted in slot #i that satisfy (i≠0). PDCCH and PDSCH associated with TCI # (k mod 4) is transmitted by kth RRH from slot#

to slot#
,
PDCCH and PDSCH associated with TCI # ((k mod 4)+8) is transmitted by kth RRH from slot#

to slot#
,
where k is the RRH number, n = 28800 is half of the number of slots between two RRH,  = 4 is the number of slots between PDSCH and corresponding HARQ-ACK information,   = 24 is the number of slots for MAC CE processing,  = 132 is the number of slots to first SSB transmission occasion after MAC CE command is decoded by the UE, = 16 is the number of slots for SSB processing,  = 66 is the number of slots to first TRS transmission occasion after first SSB is processed by the UE, = 16 is the number of slots for TRS processing. PDCCH and PDSCH are DTXed in other slots in which throughput statistics are not considered.

For Test 1-2, SSB # (k mod 4) , CSI-RS (for tracking) resource set # ((k mod 4)+1), CSI-RS (for CSI acquisition) resource set # ((k mod 4) + 5) and CSI-RS (for beam refinement) resource set # ((k mod 4) + 9) are transmitted by kth RRH. TCI state switching command scheduled by MAC CE with MCS 4 is transmitted in slot #i that satisfy. PDCCH and PDSCH associated with TCI # (k mod 4) is transmitted by kth RRH from slot#

to slot#

where k is the RRH number, n = 57600 is half of the number of slots between two RRH,  = 4 is the number of slots between PDSCH and corresponding HARQ-ACK information,   = 24 is the number of slots for MAC CE processing. PDCCH and PDSCH are DTXed in other slots in which throughput statistics are not considered.
Note 2: Only configured for Test 1-1.



<End of Change 1>


<Start of Change 2>

Table A.3.2.2.5-12: PDSCH Reference Channel for TDD UL-DL pattern FR2.120-1 and HST-DPS scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.5-12.1 TDD
	R.PDSCH.5-12.2 TDD
	
	
	

	Channel bandwidth
	MHz
	200
	200
	
	
	

	Subcarrier spacing
	kHz
	120
	120
	
	
	

	Allocated resource blocks
	PRBs
	132
	132
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {40,…, 159}
	
	9
	9
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {15,…,159}
	
	13
	13
	
	
	

	For Slot i=1
	
	N/A (Note 1)
	N/A(Note 4)
	
	
	

	For Slot i=2
	
	13
	N/A (Note 4)
	
	
	

	For Slot i=3
	
	9
	N/A (Note 4)
	
	
	

	Allocated slots per 2 frames
	
	1267
	1246
	
	
	

	MCS table
	
	64QAM
	64QAM
	
	
	

	MCS index
	
	17
	17
	
	
	

	Modulation
	
	64QAM
	64QAM
	
	
	

	Target Coding Rate
	
	0.43
	0.43
	
	
	

	Number of MIMO layers
	
	2
	2
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {40,…, 159}
	
	1218
	1218
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {15,…,159}
	
	18
	18
	
	
	

	  For Slot i = 1
	
	N/A (Note 1)18
	N/A (Note 4)
	
	
	

	For Slot i=2
	
	18
	N/A (Note 4)
	
	
	

	For Slot i=3
	
	18
	N/A (Note 4)
	
	
	

	Overhead for TBS determination
	
	6
	6
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {40,…, 159}
	Bits
	6148057376
	6148057376
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {51,…,159}
	Bits
	90176
	90176
	
	
	

	  For Slot i = 1
	Bits
	90176N/A (Note 1)
	N/A (Note 4)
	
	
	

	 For Slot i=2
	Bits
	90176
	N/A (Note 4)
	
	
	

	 For Slot i=3
	Bits
	57376
	N/A (Note 4)
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {40,…, 159}
	Bits
	24
	24
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {51,…,159}
	Bits
	24
	24
	
	
	

	  For Slot i = 1
	Bits
	N/A (Note 1)24
	N/A (Note 4)
	
	
	

	  For Slot i = 2
	Bits
	24
	N/A (Note 4)
	
	
	

	 For Slot i = 3
	Bits
	24
	N/A (Note 4)
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	CBs
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {40,…, 159}
	CBs
	87
	87
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {51,…,159}
	CBs
	11
	11
	
	
	

	  For Slot i = 1
	CBs
	N/A (Note 1)11
	N/A (Note 4)
	
	
	

	 For Slot i=2
	CBs
	11
	N/A (Note 4)
	
	
	

	 For Slot i=3
	CBs
	7
	N/A (Note 4)
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 5) = 4 for i from {0,…,159}
	Bits
	N/A
	N/A
	
	
	

	  For Slots i = 2 5 and 82 85 (Note 3)
	Bits
	195696
	180720181968
	
	
	

	  For Slots i = 3 6 and 83 86 (Note 3)
	Bits
	195696131544
	116568181968
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {08,…,84, 87, …,159}
	Bits
	146520137808
	146520137808
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {27,…,7984,8287,…,159}
	Bits
	210672
	210672
	
	
	

	  For Slot i = 1
	Bits
	210672N/A (Note 1)
	N/A (Note 4)
	
	
	

	 For Slot i= 2
	Bits
	210672
	N/A (Note 4)
	
	
	

	 For Slot i= 3
	Bits
	137808
	N/A (Note 4)
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	526.704515.62
	522.195508.25
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 and slot #1 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	Binary Channel Bits are calculated under assumption of 52 PRBs TRS allocation when the number of allocated resource blocks are more than 52.
Note 4:	SS/PBCH block is transmitted in slot #0, slot #1, slot #2 and slot #31 with periodicity 20ms




<End of Change 2>

