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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.101-4
	0396
	1
	Rel-17
	Correction CR on Rel-17 FR2 HST UE demodulation test setup
	F
	17.9.0
	-
	R4-2313933
	Samsung, Ericsson, Anritsu, Cybercore
	NR_HST_FR2-Perf
	7.2.2.2.4, A.3.2.2.5
	Test: TS 38.521-4


	38.101-4
	0397
	0
	Rel-18
	Correction CR on Rel-17 FR2 HST UE demodulation test setup
	A
	18.0.0
	-
	R4-2312216
	Samsung, Ericsson, Anritsu, Cybercore
	NR_HST_FR2-Perf
	7.2.2.2.4, A.3.2.2.5
	Test: TS 38.521-4


	38.133
	3431
	0
	Rel-17
	NR_HST-Perf Clarification to RRM HST A.6.1.1.7 (Rel-17)
	A
	17.10.0
	-
	R4-2311419
	Mediatek
	NR_HST-Perf
	A.6.1.1.7
	

	38.133
	3432
	0
	Rel-18
	NR_HST-Perf Clarification to RRM HST A.6.1.1.7 (Rel-18)
	A
	18.2.0
	-
	R4-2311420
	Mediatek
	NR_HST-Perf
	A.6.1.1.7
	

	38.133
	3444
	0
	Rel-16
	NR_HST-Perf Clarification to RRM HST A.6.1.1.7 (Rel-16)
	F
	16.16.0
	-
	R4-2311865
	Mediatek
	NR_HST-Perf
	A.6.1.1.7
	

	38.133
	3496
	0
	Rel-17
	Correction on measurement period for R17 FR2 HST
	F
	17.10.0
	-
	R4-2312435
	Huawei, HiSilicon
	NR_HST_FR2-Core
	7.1.2.3, 9.2.5.2, 9.2.6.3
	Test: TS38.533


	38.133
	3497
	0
	Rel-18
	Correction on measurement period for R17 FR2 HST
	A
	18.2.0
	-
	R4-2312436
	Huawei, HiSilicon
	NR_HST_FR2-Core
	7.1.2.3, 9.2.5.2, 9.2.6.3
	Test: TS38.533


	38.174
	0055
	0
	Rel-17
	[NR_IAB_enh-Core] CR to TS 38.174: Addition of missing bands for IAB co-existence and co-location requirements
	F
	17.4.0
	-
	R4-2311566
	Nokia, Nokia Shanghai Bell
	NR_IAB_enh-Core
	6.6.5.2.2, 6.6.5.2.3
	

	38.174
	0056
	0
	Rel-18
	[NR_IAB_enh-Core] CR to TS 38.174: Addition of missing bands for IAB co-existence and co-location requirements
	A
	18.1.0
	-
	R4-2311567
	Nokia, Nokia Shanghai Bell
	NR_IAB_enh-Core
	6.6.5.2.2, 6.6.5.2.3
	

	38.174
	0057
	1
	Rel-16
	CR for TS 38.174, Correction on scaling factor for IAB-MT type 1-O
	F
	16.8.0
	-
	R4-2313925
	CATT, NEC
	NR_IAB-Core
	6.6.4.2.3, 9.1, 10.7.1
	Test: TS 38.176-2


	38.174
	0058
	0
	Rel-17
	CR for TS 38.174, Correction on scaling factor for IAB-MT type 1-O
	A
	17.4.0
	-
	R4-2311591
	CATT, NEC
	NR_IAB-Core
	6.6.4.2.3, 9.1, 10.7.1
	Test: TS 38.176-2


	38.174
	0059
	0
	Rel-18
	CR for TS 38.174, Correction on scaling factor for IAB-MT type 1-O
	A
	18.1.0
	-
	R4-2311592
	CATT, NEC
	NR_IAB-Core
	6.6.4.2.3, 9.1, 10.7.1
	Test: TS 38.176-2


	38.174
	0060
	0
	Rel-16
	[NR_IAB-Core] CR on maintenance of RRM requirements for IAB R16
	F
	16.8.0
	-
	R4-2312397
	Huawei, HiSilicon
	NR_IAB-Core
	12.3.1.2, 12.3.1.3, 12.3.2.3 and 12.3.2.6
	

	38.174
	0061
	0
	Rel-17
	[NR_IAB-Core] CR on maintenance of RRM requirements for IAB R17
	A
	17.4.0
	-
	R4-2312398
	Huawei, HiSilicon
	NR_IAB-Core
	12.3.1.2, 12.3.1.3, 12.3.2.3 and 12.3.2.6
	

	38.174
	0062
	0
	Rel-18
	[NR_IAB-Core] CR on maintenance of RRM requirements for IAB R18
	A
	18.1.0
	-
	R4-2312399
	Huawei, HiSilicon
	NR_IAB-Core
	12.3.1.2, 12.3.1.3, 12.3.2.3 and 12.3.2.6
	

	38.174
	0066
	1
	Rel-17
	CR to update FR2 range in IAB specification
	F
	17.4.0
	-
	R4-2313958
	Ericsson
	NR_IAB-Core
	5.1
	Test: TS 38.176-1/2


	38.174
	0067
	0
	Rel-18
	CR to update FR2 range in IAB specification
	A
	18.1.0
	-
	R4-2313478
	Ericsson
	NR_IAB-Core
	5.1
	Test: TS 38.176-1/2


	38.174
	0068
	0
	Rel-17
	Correction to applicable FR2 range for IAB-MT RRM core requirements
	F
	17.4.0
	-
	R4-2313515
	Ericsson
	NR_IAB_enh-Core
	12.1.1.1.2.1, 12.1.1.3.2.1, 12.2.1.2, 12.3.1.2.2, 12.3.1.3.2, 12.3.2.3.2, 12.3.2.5.2, 12.3.2.6.2
	

	38.174
	0069
	0
	Rel-18
	Correction to applicable FR2 range for IAB-MT RRM core requirements
	A
	18.1.0
	-
	R4-2313516
	Ericsson
	NR_IAB_enh-Core
	12.1.1.1.2.1, 12.1.1.3.2.1, 12.2.1.2, 12.3.1.2.2, 12.3.1.3.2, 12.3.2.3.2, 12.3.2.5.2, 12.3.2.6.2
	

	38.174
	0070
	1
	Rel-16
	[NR_IAB-Perf] CR on NR IAB performance requirements (TS36.174, Rel-16)
	F
	16.8.0
	-
	R4-2313938
	Huawei, HiSilicon, Nokia, Nokia Shanghai Bell
	NR_IAB-Perf
	8.2.2.2.2, 11.2.3
	Test: TS 38.176-1, TS 38.176-2


	38.174
	0071
	0
	Rel-17
	[NR_IAB-Perf] CR on NR IAB performance requirements (TS36.174, Rel-17)
	A
	17.4.0
	-
	R4-2313669
	Huawei, HiSilicon, Nokia, Nokia Shanghai Bell
	NR_IAB-Perf
	8.2.2.2.2, 11.2.3
	Test: TS 38.176-1, TS 38.176-2


	38.174
	0072
	0
	Rel-18
	[NR_IAB-Perf] CR on NR IAB performance requirements (TS36.174, Rel-18)
	A
	18.1.0
	-
	R4-2313670
	Huawei, HiSilicon, Nokia, Nokia Shanghai Bell
	NR_IAB-Perf
	8.2.2.2.2, 11.2.3
	Test: TS 38.176-1, TS 38.176-2


	38.176-1
	0028
	0
	Rel-16
	[NR_IAB-Perf] CR on NR IAB performance requirements (TS36.176-1, Rel-16)
	F
	16.6.0
	-
	R4-2313671
	Huawei, HiSilicon
	NR_IAB-Perf
	4.1.2.4
	

	38.176-1
	0029
	0
	Rel-17
	[NR_IAB-Perf] CR on NR IAB performance requirements (TS36.176-1, Rel-17)
	A
	17.5.0
	-
	R4-2313672
	Huawei, HiSilicon
	NR_IAB-Perf
	4.1.2.4
	

	38.176-1
	0030
	0
	Rel-18
	[NR_IAB-Perf] CR on NR IAB performance requirements (TS36.176-1, Rel-18)
	A
	18.1.0
	-
	R4-2313673
	Huawei, HiSilicon
	NR_IAB-Perf
	4.1.2.4
	

	38.176-2
	0031
	0
	Rel-16
	[NR_IAB-Perf] CR on NR IAB performance requirements (TS36.176-2, Rel-16)
	F
	16.6.0
	-
	R4-2313674
	Huawei, HiSilicon
	NR_IAB-Perf
	4.1.2.4, 8.2.2.3.5.1, 8.2.3
	

	38.176-2
	0032
	0
	Rel-17
	[NR_IAB-Perf] CR on NR IAB performance requirements (TS38.176-2, Rel-17)
	F
	17.5.0
	-
	R4-2313675
	Huawei, HiSilicon
	NR_IAB-Perf
	4.1.2.4, 8.2.2.3.5.1, 8.2.3
	

	38.176-2
	0033
	0
	Rel-18
	[NR_IAB-Perf] CR on NR IAB performance requirements (TS38.176-2, Rel-18)
	F
	18.1.0
	-
	R4-2313676
	Huawei, HiSilicon
	NR_IAB-Perf
	4.1.2.4, 8.2.2.3.5.1, 8.2.3
	

	38.854
	0006
	1
	Rel-17
	[NR_HST_FR2] CR to TR 38.854 Rel-17 on UL timing adjustment in between TA
	F
	17.2.0
	-
	R4-2314470
	Nokia, Nokia Shanghai Bell
	NR_HST_FR2
	9.1.8
	




