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These CRs were agreed by RAN4 and are forwarded to TSG-RAN#101 for approval:


	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.101-1
	1726
	0
	Rel-17
	[NR_RF_TxD] Editorial modification CR for TS 38.101-1
	D
	17.10.0
	-
	R4-2312681
	LG Electronics
	NR_RF_TxD
	6.2G.4
	

	38.101-1
	1739
	0
	Rel-18
	[NR_RF_TxD] Editorial modification CR for TS 38.101-1
	A
	18.2.0
	-
	R4-2312712
	LG Electronics UK
	NR_RF_TxD
	6.2G.4
	

	38.101-1
	1759
	-1
	Rel-17
	Rel17 Cat F CR for 38.101-1 Correct PPowerClass,CA relevant requirement in clause 6.2A.1.3 for inter-band ULCA
	F
	17.10.0
	-
	R4-2314889
	Samsung, Huawei, KT corporation, CHTTL, SGS Wireless, Cybercore
	NR_SAR_PC2_interB_SUL_2BUL-Core
	6.2A.1.3
	Test: TS 38.521-1


	38.101-1
	1760
	0
	Rel-18
	Rel18 Cat A CR for 38.101-1 Correct PPowerClass,CA relevant requirement in clause 6.2A.1.3 for inter-band ULCA
	A
	18.2.0
	-
	R4-2312982
	Samsung, Huawei , KT corporation, CHTTL, SGS Wireless, Cybercore
	NR_SAR_PC2_interB_SUL_2BUL-Core
	6.2A.1.3
	Test: TS 38.521-1


	38.104
	0517
	1
	Rel-17
	[NR_RAIL_EU_900MHz-Core, NR_RAIL_EU_1900MHz_TDD-Core] CR to TS 38.104: corrections of RMR-specific BS requirements for band n100 and n101, Rel-17
	F
	17.10.0
	-
	R4-2314871
	Huawei, HiSilicon
	NR_RAIL_EU_900MHz-Core, NR_RAIL_EU_1900MHz_TDD-Core
	6.2.4
	Test: TS 38.141-1 CR#0376


	38.104
	0518
	0
	Rel-18
	[NR_RAIL_EU_900MHz-Core, NR_RAIL_EU_1900MHz_TDD-Core] CR to TS 38.104: corrections of RMR-specific BS requirements for band n100 and n101, Rel-18
	A
	18.2.0
	-
	R4-2313586
	Huawei, HiSilicon
	NR_RAIL_EU_900MHz-Core, NR_RAIL_EU_1900MHz_TDD-Core
	6.2.4
	Test: TS 38.141-1 CR#0376


	38.106
	0037
	0
	Rel-18
	CR to 38.106: Editorial correction in transmitter transient period for NR repeaters
	D
	18.1.0
	-
	R4-2311711
	NEC
	NR_repeaters-Core
	6.10.2.2
	

	38.106
	0038
	1
	Rel-17
	[NR_repeaters] CR to 38.106: Input intermodulation
	F
	17.5.0
	-
	R4-2313964
	Huawei, HiSilicon
	NR_repeaters
	3.1, 6.7.1, 7.7.1
	Test: 38.115-1, 38.115-2


	38.106
	0039
	0
	Rel-18
	[NR_repeaters] CR to 38.106: Input intermodulation
	A
	18.1.0
	-
	R4-2312330
	Huawei, HiSilicon
	NR_repeaters
	3.1, 6.7.1, 7.7.1
	Test: 38.115-1, 38.115-2


	38.115-1
	0016
	1
	Rel-17
	[NR_repeaters] CR to 38.115-1: Input intermodulation
	F
	17.2.0
	-
	R4-2313965
	Huawei, HiSilicon
	NR_repeaters
	3.1, 6.7.1.1
	Core: 38.106
Test: 38.115-2


	38.115-1
	0017
	0
	Rel-18
	[NR_repeaters] CR to 38.115-1: Input intermodulation
	A
	18.1.0
	-
	R4-2312332
	Huawei, HiSilicon
	NR_repeaters
	3.1, 6.7.1.1
	Core: 38.106
Test: 38.115-2


	38.115-2
	0008
	1
	Rel-17
	[NR_repeaters] CR to 38.115-2: Input intermodulation
	F
	17.2.0
	-
	R4-2313966
	Huawei, HiSilicon
	NR_repeaters
	3.1, 6.7.1.1
	Core: 38.106
Test: 38.115-1


	38.133
	3476
	0
	Rel-16
	[NR_UE_pow_sav-Perf] Correction to relaxed idle measurement TCs_R16
	F
	16.16.0
	-
	R4-2312384
	Huawei, HiSilicon
	NR_UE_pow_sav-Perf
	A.6.1.1.4
	

	38.133
	3477
	0
	Rel-17
	[NR_UE_pow_sav-Perf] Correction to relaxed idle measurement TCs_R17
	A
	17.10.0
	-
	R4-2312385
	Huawei, HiSilicon
	NR_UE_pow_sav-Perf
	A.6.1.1.4
	

	38.133
	3478
	0
	Rel-18
	[NR_UE_pow_sav-Perf] Correction to relaxed idle measurement TCs_R18
	A
	18.2.0
	-
	R4-2312386
	Huawei, HiSilicon
	NR_UE_pow_sav-Perf
	A.6.1.1.4
	

	38.133
	3587
	1
	Rel-17
	NR_SmallData_INACTIVE CR 38.133 Test cases
	F
	17.10.0
	-
	R4-2314415
	Nokia, Nokia Shanghai Bell
	NR_SmallData_INACTIVE
	A.6.2.1, A.7.2.1
	

	38.133
	3588
	0
	Rel-18
	NR_SmallData_INACTIVE CR 38.133 Test cases
	A
	18.2.0
	-
	R4-2313410
	Nokia, Nokia Shanghai Bell
	NR_SmallData_INACTIVE
	A.6.2.1, A.7.2.1
	

	38.141-1
	0376
	1
	Rel-17
	[NR_RAIL_EU_900MHz-Perf, NR_RAIL_EU_1900MHz_TDD-Perf] CR to TS 38.141-1: corrections of RMR-specific BS requirements for band n100 and n101, Rel-17
	F
	17.10.0
	-
	R4-2314872
	Huawei, HiSilicon
	NR_RAIL_EU_900MHz-Perf, NR_RAIL_EU_1900MHz_TDD-Perf
	6.2.1
	Core: TS 38.104 CR#0517


	38.141-1
	0377
	0
	Rel-18
	[NR_RAIL_EU_900MHz-Perf, NR_RAIL_EU_1900MHz_TDD-Perf] CR to TS 38.141-1: corrections of RMR-specific BS requirements for band n100 and n101, Rel-18
	A
	18.2.0
	-
	R4-2313588
	Huawei, HiSilicon
	NR_RAIL_EU_900MHz-Perf, NR_RAIL_EU_1900MHz_TDD-Perf
	6.2.1
	Core: TS 38.104 CR#0517





