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For enhanced FR2-1 power class 6 UEs with simultaneous DL reception with two different QCL TypeD RSs on single component carrier supporting the following set of capabilities, 2AoA spherical coverage requirements apply:
1. simultaneousReceptionDiffTypeD-r16
2. 4L per CC in DL 
3. either of:
a. singleDCI-SDM-scheme-r16 or 
b. multiDCI-MultiTRP-r16 and either of:
i. overlapPDSCHsFullyFreqTime-r16.
ii. overlapPDSCHsInTimePartiallyFreq-r16
The requirement applies with simultaneous reception of rank 2 PDSCH, where each layer uses overlapping RBs in both time and frequency and is associated with a TCI state and AoA. The scheduled TCI states for the two layer PDSCH shall be configured with different QCL type-D reference signals. 
The requirements are applicable with network signalling highSpeedDeploymentTypeFR2-r17 configured as bidirectional. UE spherical coverage evaluation areas are found in Table 6.2.1.6-3a in clause 6.2.1.6, by consisting of Area-1 and Area-2, in the reference coordinate system in Annex K.1. If one AoA is within Area-1 and another AoA is within Area-2, the 2AoA spherical coverage requirements apply with DL power specified in Table 7.3K..6-1 for the PDSCH of each AoA. For any AoA pair selected from Area-1 and Area-2, respectively, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels which is specified in A.3.x and A.3.y for UEs supporting singleDCI-SDM-scheme-r16 and for UEs supporting multiDCI-MultiTRP-r16 respectively. The requirement is verified with a 150° angular separation between 2AoAs. The requirement is verified with the test metric of Throughput (Link=2AoA Spherical coverage grid, Meas=Link angle).
Table 7.3K. 6-1: DL power for 2AoA spherical coverage requirement for power class 6
	Operating band
	PDSCH DL power over UE spherical coverage evaluation areas (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257
	-82.6
	-79.6
	-76.6
	-73.6

	n258
	-82.8
	-79.8
	-76.8
	-73.8

	n261
	-82.6
	-79.6
	-76.6
	-73.6

	NOTE 1:	The transmitter shall be set to PUMAX as defined in clause 6.2.4
NOTE 2:	The 2AoA spherical coverage requirements are verified only under normal thermal conditions as defined in Annex E.2.1.
NOTE 3:	The requirements in this table are applicable with the network signalling highSpeedMeasFlagFR2-r17 configured as set2.



The requirement shall be met for an uplink transmission using QPSK DFT-s-OFDM waveforms and for uplink transmission bandwidth less than or equal to that specified in Table 7.3.2.1-2.
Unless given by Table 7.3.2.1-3, the minimum requirements for 2AoA spherical coverage shall be verified with the network signalling value NS_200 (Table 6.2.3.1-1) configured.
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