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These CRs were agreed by RAN4 and are forwarded to TSG-RAN#101 for approval:

	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	36.101
	5987
	1
	Rel-18
	CR for 36.101 18.2.0 Bug fixes for CA tables
	F
	18.2.0
	-
	R4-2314852
	Apple
	NR_CADC_R18_yBDL_xBUL-Core
	5.6A.1
	Test: TS 36.521-1


	38.101-1
	1643
	0
	Rel-18
	Big CR for adding approved NR Intra-band FR1 configurations
	B
	18.2.0
	-
	R4-2311102
	Ericsson
	NR_CA_R18_Intra
	5.2, 5.5
	

	38.101-1
	1655
	1
	Rel-18
	CR for 38.101-1 18.2.0 Bug fixes for CA/DC tables
	F
	18.2.0
	-
	R4-2314853
	Apple
	NR_CADC_R18_3BDL_xBUL-Core
	5.3.5, 5.5A.3, 5.5B
	Test: TS 38.521-1


	38.101-1
	1685
	0
	Rel-18
	CR to TS 38.101-1 (Rel-18): Correction of band n77 channel bandwidth in configuration 2DL/2UL inter-band harmonic mixing testing for PC3
	A
	18.2.0
	-
	R4-2311692
	Verizon, Ericsson, Samsung
	NR_CADC_R18_2BDL_xBUL
	7.3A.4-4
	Test: TS 38.521-3 CR ...


	38.101-1
	1687
	0
	Rel-18
	CR to TS 38.101-1 (Rel-18): Correction of n48 channel bandwidth in configuration for PC3
	A
	18.2.0
	-
	R4-2311696
	Verizon, Ericsson, Samsung
	NR_CADC_R18_3BDL_xBUL
	Table 7.3A.5-2
	Test: TS 38.521-3 CR ...


	38.101-1
	1696
	0
	Rel-18
	Big CR for NR CA band combinations with two SUL cells in Rel-18
	B
	18.2.0
	-
	R4-2311829
	CMCC
	NR_2SUL_cell_combos_R18
	5.2C, 5.5C, 6.2C
	Test: TS 38.521-1


	38.101-1
	1721
	0
	Rel-18
	Big CR to reflect the completed NR inter band CA DC combinations for 2 bands DL with up to 2 bands UL into TS 38.101-1
	B
	18.2.0
	-
	R4-2312480
	ZTE Corporation
	NR_CADC_R18_2BDL_xBUL-Core
	5.2A.2, 5.5A.3, 5.5B, 6.2A.1, 6.2A.4.2.3, 6.2B, 6.5A.3.2.3, 7.3A.2.4, 7.3A.3.2.1, 7.3A.4, 7.3A.5, 7.3A.6
	Test:  38.521-1


	38.101-1
	1723
	0
	Rel-18
	Big CR to reflect the completed NR inter-band CA DC combinations for 3 bands DL with up to 2 bands UL into TS 38.101-1
	B
	18.2.0
	-
	R4-2312592
	ZTE Corporation
	NR_CADC_R18_3BDL_xBUL-Core
	5.2A.2.2, 5.5A.3.2, 5.5B, 6.2A.4.2.4, 7.3A.3.2.3, 7.3A.5
	Test:  38.521-1


	38.101-1
	1773
	0
	Rel-18
	big CR 38.101-1 new combinations Rel-18 NR Inter-band CA/DC for y bands DL with x bands UL (y=4,5,6, x=1,2)
	B
	18.2.0
	-
	R4-2313130
	Ericsson
	NR_CADC_R18_yBDL_xBUL
	5.5A.3.3, 5.5A.3.4
	Test: TS 38.521-1


	38.101-2
	0621
	0
	Rel-18
	big CR 38.101-2 new combinations Rel-18 NR Intra-band
	B
	18.2.0
	-
	R4-2311103
	Ericsson
	NR_CA_R18_intra-Core
	5.5A.1, 5.5A.2
	Test: TS 38.521-2


	38.101-3
	0985
	1
	Rel-18
	CR for 38.101-3 18.2.0 Bug fixes for CA/DC tables
	F
	18.2.0
	-
	R4-2314854
	Apple
	NR_CADC_R18_yBDL_xBUL-Core
	5.5A.1, 5.5B.4, 5.5B.5, 5.5B.6, 5.5B.7
	Test: TS 38.521-1


	38.101-3
	1010
	0
	Rel-18
	Big CR to reflect the completed NR inter band CA DC combinations for 2 bands DL with up to 2 bands UL into TS 38.101-3
	B
	18.2.0
	-
	R4-2312482
	ZTE Corporation
	NR_CADC_R18_2BDL_xBUL-Core
	5.2A.1, 5.5A.1, 5.5B.7.1
	Test: TS 38.521-3


	38.101-3
	1012
	0
	Rel-18
	Big CR to reflect the completed NR inter-band CA DC combinations for 3 bands DL with up to 2 bands UL into TS 38.101-3
	B
	18.2.0
	-
	R4-2312593
	ZTE Corporation
	NR_CADC_R18_3BDL_xBUL-Core
	5.2A.1, 5.5A.1, 5.5B.7.2
	Test:  38.521-3


	38.101-3
	1020
	0
	Rel-17
	Rel17 Cat F CR for 38.101-3 Correct the UL configuration for some concerned FR1+FR2 combo
	F
	17.10.0
	-
	R4-2312983
	Samsung
	NR_CADC_R18_3BDL_xBUL-Core
	Clause 5.5A.1
	Test: TS 38.521-3


	38.101-3
	1021
	0
	Rel-18
	Rel18 Cat A CR for 38.101-3 Correct the UL configuration for some concerned FR1+FR2 combo
	A
	18.2.0
	-
	R4-2312984
	Samsung
	NR_CADC_R18_3BDL_xBUL-Core
	Clause 5.5A.1
	Test: TS 38.521-3


	38.101-3
	1025
	0
	Rel-18
	big CR 38.101-3 new combinations Rel-18 NR Inter-band CA/DC for y bands DL with x bands UL (y=4,5,6, x=1,2)
	B
	18.2.0
	-
	R4-2313131
	Ericsson,
	NR_CADC_R18_yBDL_xBUL
	5.5A.1
	




