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	Reason for change:
	1. In 38.321, SLCS-RNTI is defined as the abbreviation for Sidelink Configured Scheduling RNTI. However, in other specifications, such as 38.202, 38.212, 38.213, 38.300, 38.331 etc., SL-CS-RNTI is referenced instead of SLCS-RNTI.

	
	

	Summary of change:
	1. Change the “SLCS-RNTI” abbreviation to “SL-CS-RNTI”.

	
	

	Consequences if not approved:
	1. Inconsistency across 3GPP specifications will cause specification interpretation and implementation error.
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[bookmark: _Toc29239849][bookmark: _Toc37296208][bookmark: _Toc46490335][bookmark: _Toc52752030][bookmark: _Toc52796492][bookmark: _Toc139032274]5.7	Discontinuous Reception (DRX)
The MAC entity may be configured by RRC with a DRX functionality that controls the UE's PDCCH monitoring activity for the MAC entity's C-RNTI, CI-RNTI, CS-RNTI, INT-RNTI, SFI-RNTI, SP-CSI-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, TPC-SRS-RNTI, AI-RNTI, SL-RNTI, SL-CS-RNTI and SL Semi-Persistent Scheduling V-RNTI. When using DRX operation, the MAC entity shall also monitor PDCCH according to requirements found in other clauses of this specification. When in RRC_CONNECTED, if DRX is configured, for all the activated Serving Cells, the MAC entity may monitor the PDCCH discontinuously using the DRX operation specified in this clause; otherwise the MAC entity shall monitor the PDCCH as specified in TS 38.213 [6].
NOTE 1:	Void
RRC controls DRX operation by configuring the following parameters:
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