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	Reason for change:
	1) According to the field description of dl-prs-ResourceSetPeriodicityReq, the field takes values 
slots, where for SCS of 15, 30, 60 and 120 kHz respectively.
However, some values (mutiples of 64 slots. i.e., 128, 256, 512 slots) are missing in the current ASN.1 code below.
	dl-prs-ResourceSetPeriodicityReq-r17	ENUMERATED { p4, p5, p8, p10, p16, p20, p32, p40, p64, p80, p160, p320, p640, p1280, p2560, p5120, p10240, p20480, p40960, p81920, ...}		OPTIONAL,


 
2) Also, there is a typo in the field description of dl-prs-ResourceSetPeriodicityReq.

	
	

	Summary of change:
	1) In ASN.1 code, the field is extended to include the missing values (i.e., 128, 256, 512 slots).
2) One editorial correction is made to correct the typo in the in the field description of dl-prs-ResourceSetPeriodicityReq.

Impact analysis
Impacted 5G architecture options: NR SA, (NG)EN-DC, NE-DC,NR-DC 

Impacted functionality: 
· On-demand PRS

Inter-operability:
1. if the Network supports the change and the UE does not:
No interoperability problems are foreseen.

2. if the UE supports the change and the network does not:
When the UE sets the newly introduced values for dl-prs-ResourceSetPeriodicityReq, the NW can not understand the requested value correctly. In that case, the NW may ignore the value from from the UE. 

	
	

	Consequences if not approved:
	There will be the mismatch between the field description and ASN.1 code in available values for dl-prs-ResourceSetPeriodicityReq.
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[bookmark: _Toc139050911]–	NR-On-Demand-DL-PRS-Information
The IE NR-On-Demand-DL-PRS-Information defines the requested on-demand DL-PRS.
-- ASN1START

NR-On-Demand-DL-PRS-Information-r17 ::= SEQUENCE (SIZE (1..nrMaxFreqLayers-r16)) OF
														NR-On-Demand-DL-PRS-PerFreqLayer-r17

NR-On-Demand-DL-PRS-PerFreqLayer-r17 ::= SEQUENCE {
	dl-prs-FrequencyRangeReq-r17			ENUMERATED { fr1, fr2, ...},
	dl-prs-ResourceSetPeriodicityReq-r17	ENUMERATED { p4, p5, p8, p10, p16, p20, p32, p40,
													p64, p80, p160, p320, p640, p1280, p2560,
													p5120, p10240, p20480, p40960, p81920, ..., p128-v17xy, p256-v17xy, p512-v17xy}
																					OPTIONAL,
	dl-prs-ResourceBandwidthReq-r17			INTEGER (1..63)							OPTIONAL,
	dl-prs-ResourceRepetitionFactorReq-r17	ENUMERATED {n2, n4, n6, n8, n16, n32, ...}
																					OPTIONAL,
	dl-prs-NumSymbolsReq-r17				ENUMERATED {n2, n4, n6, n12, ...}		OPTIONAL,
	dl-prs-CombSizeN-Req-r17				ENUMERATED {n2, n4, n6, n12, ...}		OPTIONAL,
	dl-prs-QCL-InformationReqTRPlist-r17	DL-PRS-QCL-InformationReqTRPlist-r17	OPTIONAL,
	...
}

DL-PRS-QCL-InformationReqTRPlist-r17 ::= SEQUENCE (SIZE (1..nrMaxTRPsPerFreq-r16)) OF
													DL-PRS-QCL-InformationReqPerTRP-r17

DL-PRS-QCL-InformationReqPerTRP-r17 ::= SEQUENCE {
	dl-PRS-ID-r17						INTEGER (0..255),
	nr-PhysCellID-r17					NR-PhysCellID-r16							OPTIONAL,
	nr-CellGlobalID-r17					NCGI-r15									OPTIONAL,
	nr-ARFCN-r17						ARFCN-ValueNR-r15							OPTIONAL,
	dl-prs-QCL-InformationReqSet-r17	SEQUENCE (SIZE (1..nrMaxSetsPerTrpPerFreqLayer-r16)) OF
													DL-PRS-QCL-InfoReq-r17,
	...
}

DL-PRS-QCL-InfoReq-r17 ::= SEQUENCE {
	nr-DL-PRS-ResourceSetID-r17			NR-DL-PRS-ResourceSetID-r16,
	dl-prs-QCL-InformationReq-r17		CHOICE {
					dl-prs-QCL-InfoRecPerResourceSet-r17	DL-PRS-QCL-Info-r16,
					dl-prs-QCL-Info-requested-r17			NULL
					},
	...,
	[[
	dl-prs-QCL-InfoRecPerResource-r17	SEQUENCE  (SIZE (1..nrMaxResourcesPerSet-r16)) OF
														DL-PRS-QCL-Info-r16			OPTIONAL
	]]
}

-- ASN1STOP

	NR-On-Demand-DL-PRS-Information field descriptions

	dl-prs-FrequencyRangeReq
This field specifies the frequency range for which the on-demand DL-PRS is requested.

	dl-prs-ResourceSetPeriodicityReq
This field specifies the requested periodicity of the DL-PRS Resource Set in slots. The periodicity depends on the subcarrier spacing (SCS) and takes values 
slots, where for SCS of 15, 30, 60 and 120 kHz respectively. μ refers to the target device’s current primary cell.

	dl-prs-ResourceBandwidthReq
This field specifies the requested number of PRBs allocated for the DL-PRS Resource (allocated DL-PRS bandwidth) in multiples of 4 PRBs. Integer value 1 corresponds to 24 PRBs, value 2 corresponds to 28 PRBs, value 3 corresponds to 32 PRBs and so on.

	dl-prs-ResourceRepetitionFactorReq
This field specifies the requested DL-PRS Resource repetition. Enumerated values n2, n4, n6, n8, n16, n32 correspond to 2, 4, 6, 8, 16, 32 resource repetitions, respectively.

	dl-prs-NumSymbolsReq
This field specifies the requested number of symbols per DL-PRS Resource within a slot.

	dl-prs-CombSizeN-Req
This field specifies the requested Resource Element spacing in each symbol of the DL-PRS Resource.

	dl-prs-QCL-InformationReqTRPlist
This field specifies the recommended or requested QCL indication with other DL reference signals.
-	dl-PRS-ID indicates the DL-PRS ID of the TRP for which the QCL information is recommended.
-	nr-PhysCellID indicates the physical Cell-ID of the TRP for which the QCL information is recommended, as defined in TS 38.331 [35].
-	nr-CellGlobalID indicates the NCGI, the globally unique identity of a cell in NR, of the TRP for which the QCL information is recommended, as defined in TS 38.331 [35].
-	nr-ARFCN indicates the NR-ARFCN of the TRP's CD-SSB (as defined in TS 38.300 [47]) corresponding to nr-PhysCellID.
-	dl-prs-QCL-InformationReqSet indicates the recommended QCL information per DL-PRS Resource Set.
-	nr-DL-PRS-ResourceSetID indicates the DL-PRS Resource Set ID for which the QCL information is recommended.
-	dl-prs-QCL-InformationReq
-	dl-prs-QCL-InfoRecPerResourceSet indicates a single recommended QCL source for the DL-PRS Resource Set.
-	dl-prs-QCL-Info-requested indicates that the UE requests to provide the QCL information in the assistance data.
-	dl-prs-QCL-InfoRecPerResource indicates a list of recommended QCL sources for the DL-PRS Resource Set. If this field is present, the dl-prs-QCL-InformationReg shall be ignored by the receiver.



End of change
