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	Reason for change:
	1. RedCap UEs in RRC_IDLE and RRC_INACTIVE shall use only the RedCap-specific initial UL BWP to perform RACH as defined in TS 38.300. However, it should be clarified that also CG-SDT is also only allowed through this RedCap-specific initial UL BWP if configured.
2. NCD-SSB can be configured for RedCap UE when directing it to RRC_INACTIVE with SDT configuration, and the RedCap UE can use the NCD-SSB to perform SDT procedure in RRC_INACTIVE within the cell that was the PCell of the UE upon receiving the RRCRelease message configuring the SDT configuration.

	
	

	Summary of change:
	1. If a RedCap-specific initial UL BWP is configured and NUL is selected, RedCap UEs shall use only the RedCap-specific initial UL BWP to perform CG-SDT procedure (as described in clause 18.0) in RRC_INACTIVE.
2. A RedCap UE may be configured with NCD-SSB for a RedCap-specific initial DL BWP to perform SDT procedure in RRC_INACTIVE (as described in clause 18.0) in case the RedCap-specific initial DL BWP does not contain CD-SSB. 
 
Impact analysis
Impacted functionality: SDT.
Inter-operability: 
1. If the network is implemented according to the CR and the UE is not, UE may not be able to perform SDT operation properly in RRC_INACTIVE mode.
2. If the UE is implemented according to the CR and the network is not, UE may not be able to perform SDT operation properly in RRC_INACTIVE mode.

	
	

	Consequences if not approved:
	Stage-2 and Stage-3 descriptions are not aligned and RedCap UE operation in terms of SDT procedure remains unclear.
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First Modified Subclause
[bookmark: _Toc139018306]16.13	Support of Reduced Capability (RedCap) NR devices
[bookmark: _Toc139018311]16.13.5	BWP operation
A RedCap UE in RRC_IDLE or RRC_INACTIVE monitors paging only in an initial BWP (default or RedCap specific) associated with CD-SSB and performs cell (re-)selection and related measurements on the CD-SSB. If a RedCap-specific initial UL BWP is configured and NUL is selected, RedCap UEs in RRC_IDLE and RRC_INACTIVE shall use only the RedCap-specific initial UL BWP to perform RACH procedure in RRC_IDLE and RRC_INACTIVE or to perform CG-SDT procedure (as described in clause 18.0) in RRC_INACTIVE.
A RedCap UE may be configured with multiple NCD-SSBs provided that each BWP is configured with at most one SSB. NCD-SSB may be configured for a RedCap UE in RRC_CONNECTED to perform RLM, BFD, and RRM measurements and RA resource selection when the active BWP does not contain CD-SSB.
A RedCap UE may be configured with NCD-SSB for a RedCap-specific initial DL BWP to perform SDT procedure in RRC_INACTIVE (as described in clause 18.0) in case the RedCap-specific initial DL BWP does not contain CD-SSB.
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