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	Reason for change:
	In the section 9.3.1.3 and 9.3.2.3 in TS 38.300, it is stated that when the UE only supports per-UE measurement gaps or when the UE supports per-FR measurement gaps and at least one of the NR serving cell is in FR1, a measurement gap configuration is always provided to perform E-UTRA Inter RAT measurements. However, according to TS 38.331, the UE is allowed to report whether measurement gap is required to perform measurement on E-UTRA target band, and if reporting ‘nogap-noncsg’, the UE would perform measurement outside measurement gap. This needs to be clarified.

	
	

	Summary of change:
	In 9.3.1.3 and 9.3.2.3, for inter-RAT EUTRA measurement, specify that whether it is up to the network whether to configure the measurement gap based on UE capabilities, e.g. the needForGapNCSG-InfoEUTRA information (if supported by both UE and Network).

Impact Analysis

Impacted 5G architecture options: NR SA

Impacted functionality: Inter-RAT EUTRA measurement

Inter-operability: none as the corresponding mechanisms are already correctly specified in 38.331.


	
	

	Consequences if not approved:
	The stage-2 description of measurement gaps for inter-RAT mobility is incomplete and does not provide the same level of details as for intra-NR movbility.
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9.3.1.3	Measurements
Inter RAT measurements in NR for this use case are limited to E-UTRA.
Whether a measurement is non-gap-assisted or gap-assisted depends on the capability of the UE and the current operating frequency:
-	For a UE configured with E-UTRA Inter RAT measurements, if the measurement gap requirement information is reported by the UE, a measurement gap configuration may be provided according to the information. Otherwise, a measurement gap configuration is always provided when:
-	The UE only supports per-UE measurement gaps; or
-	The UE supports per-FR measurement gaps and at least one of the NR serving cells is in FR1.
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9.3.2.3	Measurements
Inter RAT measurements in NR for this use case are limited to E-UTRA.
Whether a measurement is non-gap-assisted or gap-assisted depends on the capability of the UE and the current operating frequency:
-	For a UE configured with E-UTRA Inter RAT measurements, if the measurement gap requirement information is reported by the UE, a measurement gap configuration may be provided according to the information. Otherwise, a measurement gap configuration is always provided when:
-	The UE only supports per-UE measurement gaps; or
-	The UE supports per-FR measurement gaps and at least one of the NR serving cells is in FR1.
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