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[bookmark: _Toc117256356][bookmark: _Toc147882939]1.1	Applicability conditions on UTRAN and SSNITZ Test Suites
· in module UTRAN_34123_SelectionExpressions.ttcn
Before Change:
	..
  type enumerated UTRAN_34123_Condition_Type { /* @status    APPROVED (SSNITZ, UTRAN) */
    UTRAN34_C01b,
    UTRAN34_C01c,
    UTRAN34_C01d,
    UTRAN34_C12,
    UTRAN34_C62a,
    UTRAN34_C62b,
    UTRAN34_C88,
    UTRAN34_C98d,
    UTRAN34_C647a,
    UTRAN34_C731a,
    UTRAN34_C829,
    UTRAN34_C829_829a,
    UTRAN34_C829a,
    UTRAN34_C829b_829c,
    UTRAN34_C838,
    UTRAN34_C838a,
..
  function f_UTRAN_SelectionExpr(UTRAN_34123_Condition_Type p_Condition) return boolean
  {
    var boolean v_ApplCond;

    select (p_Condition) {
      case (UTRAN34_C01b) {
        v_ApplCond := pc_FDD and pc_EUTRA and (pc_UTRA_FeatrGrp_3 or pc_UTRA_FeatrGrp_4);
      }
..
      case (UTRAN34_C829) {
        v_ApplCond := pc_FDD and pc_PS and pc_UTRAN_ANR;
      }
      case (UTRAN34_C829_829a) {
        v_ApplCond := (pc_FDD and pc_PS and pc_UTRAN_ANR) or ((pc_TDD_HCR or pc_TDD_LCR or pc_TDD_VHCR) and pc_PS and pc_UTRAN_ANR);
      }
      case (UTRAN34_C829a) {
        v_ApplCond := (pc_TDD_HCR or pc_TDD_LCR or pc_TDD_VHCR) and pc_PS and pc_UTRAN_ANR;
      }
      case (UTRAN34_C829b_829c) {
        v_ApplCond := (pc_FDD and pc_GERAN and pc_PS and pc_UTRAN_ANR) or ((pc_TDD_HCR or pc_TDD_LCR or pc_TDD_VHCR) and pc_PS and pc_GERAN and pc_UTRAN_ANR);
      }
      case (UTRAN34_C838) {
        v_ApplCond := pc_Loggedmeasurements_Idle_PCH;
      }
      case (UTRAN34_C838a) {
        v_ApplCond := pc_Loggedmeasurements_Idle_PCH and pc_UE_PositioningStandaloneLocMethodsSup;
      }
      case (UTRAN34_C849) {
        v_ApplCond := pc_GERAN and pc_Loggedmeasurements_Idle_PCH;
      }
      case (UTRAN34_C850) {
        v_ApplCond := pc_EUTRA and pc_Loggedmeasurements_Idle_PCH;
      }
..
      case (UTRAN34_C872) {
        v_ApplCond := pc_ConEstFail_logging;
      }
      case (UTRAN34_C872a) {
        v_ApplCond := pc_ConEstFail_logging and pc_StandaloneLocationMethod;
      }
      case (UTRAN34_C873) {
        v_ApplCond := pc_GERAN and pc_ConEstFail_logging;
      }
      case (UTRAN34_C874) {
        v_ApplCond := pc_EUTRA and pc_ConEstFail_logging;
..



[bookmark: _Toc117256361]
After Change:
	..
  type enumerated UTRAN_34123_Condition_Type { /* @status    APPROVED (SSNITZ, UTRAN) */
    UTRAN34_C01b,
    UTRAN34_C01c,
    UTRAN34_C01d,
    UTRAN34_C12,
    UTRAN34_C62a,
    UTRAN34_C62b,
    UTRAN34_C88,
    UTRAN34_C98d,
    UTRAN34_C647a,
    UTRAN34_C731a,
    UTRAN34_C829,
    UTRAN34_C829_C829a,
    UTRAN34_C829a,
    UTRAN34_C829b_C829c,
    UTRAN34_C838,
    UTRAN34_C838a,
..
  function f_UTRAN_SelectionExpr(UTRAN_34123_Condition_Type p_Condition) return boolean
  {
    var boolean v_ApplCond;

    select (p_Condition) {
      case (UTRAN34_C01b) {
        v_ApplCond := pc_FDD and pc_EUTRA and (pc_UTRA_FeatrGrp_3 or pc_UTRA_FeatrGrp_4);
      }
      case (UTRAN34_C01c) {
        v_ApplCond := pc_FDD and pc_EUTRA and pc_UTRA_FeatrGrp_4;
      }
      case (UTRAN34_C01d) {
        v_ApplCond := pc_FDD and ( (pc_CS and pc_CS_CallEst) or pc_PS );
      }
      case (UTRAN34_C12) {
        v_ApplCond := pc_PS;
      }
      case (UTRAN34_C62a) {
        v_ApplCond := pc_PS and pc_ActivateSimultaneousPDP and pc_NwSecPDP_Support;
      }
      case (UTRAN34_C62b) {
        v_ApplCond := pc_TestLoopMode4 and pc_PS and pc_ActivateSimultaneousPDP and pc_NwSecPDP_Support;
      }
      case (UTRAN34_C88) {
        v_ApplCond := pc_SupportOpModeA;
      }
      case (UTRAN34_C98d) {
        v_ApplCond := pc_CS and pc_CS_CallEst;
      }
      case (UTRAN34_C647a) {
        v_ApplCond := pc_FDD and pc_HS_FACH_FallbackR99prach;
      }
      case (UTRAN34_C731a) {
        v_ApplCond := pc_FDD and pc_HS_FACH_DRX_2ndDRXcycle;
      }
      case (UTRAN34_C829) {
        v_ApplCond := pc_FDD and pc_PS and pc_UTRAN_ANR;
      }
      case (UTRAN34_C829_C829a) {
        v_ApplCond := (pc_FDD and pc_PS and pc_UTRAN_ANR) or ((pc_TDD_HCR or pc_TDD_LCR or pc_TDD_VHCR) and pc_PS and pc_UTRAN_ANR);
      }
      case (UTRAN34_C829a) {
        v_ApplCond := (pc_TDD_HCR or pc_TDD_LCR or pc_TDD_VHCR) and pc_PS and pc_UTRAN_ANR;
      }
      case (UTRAN34_C829b_C829c) {
        v_ApplCond := (pc_FDD and pc_UMTS_GSM and pc_PS and pc_UTRAN_ANR) or ((pc_TDD_HCR or pc_TDD_LCR or pc_TDD_VHCR) and pc_PS and pc_UMTS_GSM and pc_UTRAN_ANR);
      }
      case (UTRAN34_C838) {
        v_ApplCond := pc_Loggedmeasurements_Idle_PCH;
      }
      case (UTRAN34_C838a) {
        v_ApplCond := pc_Loggedmeasurements_Idle_PCH and pc_UE_PositioningStandaloneLocMethodsSup;
      }
      case (UTRAN34_C849) {
        v_ApplCond := pc_UMTS_GSM and pc_Loggedmeasurements_Idle_PCH;
      }
      case (UTRAN34_C850) {
        v_ApplCond := pc_EUTRA and pc_Loggedmeasurements_Idle_PCH;
      }
..
      case (UTRAN34_C872) {
        v_ApplCond := pc_ConEstFail_logging;
      }
      case (UTRAN34_C872a) {
        v_ApplCond := pc_ConEstFail_logging and pc_UE_PositioningStandaloneLocMethodsSup;
      }
      case (UTRAN34_C873) {
        v_ApplCond := pc_UMTS_GSM and pc_ConEstFail_logging;
      }    
      case (UTRAN34_C874) {
        v_ApplCond := pc_EUTRA and pc_ConEstFail_logging;
      }
..




· in module UTRAN34_Parameters.ttcn
Deleted redundant parameter pc_StandaloneLocationMethod
