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1. [bookmark: _Toc146226721]f_IMS_ECall_MIME_GetMSD_ContentId
	Function name
	f_IMS_ECall_MIME_GetMSD_ContentId

	Reason for change
	As can be seen in RFC8147 9.1.1.1.  Attributes of the <ack> Element ref element should reference the Content-ID of the body part being acknowledged.
Ttcn3 implementation derives this value above mentioned from MIME header Content-ID which value is an url encased in brackets, ref value should be the same content but removing the brackets.

	Summary of change
	Added f_IMS_ECall_MIME_GetMSD_ContentId function to return the required url without being encased in bracktes “<>”.

	TTCN module
	Common\IMS\IMS_eCall_Functions.ttcn

	MCC160 Comment
	



Before Change:
	<<SKIPPED CODE>>
  function f_IMS_ECall_MIME_GetMSD_ContentId(MessageBody p_MessageBody) runs on IMS_PTC return charstring
  {
    var MIME_Part v_MIME_Part;
    
    v_MIME_Part := f_IMS_MIME_MessageBody_GetBody(p_MessageBody.mimeMessageBody, tsc_MimeType_EmergencyCallDataMSD);
    return v_MIME_Part.header.contentId.msgId;
  }
<<SKIPPED CODE>>

	



After Change:
	<<SKIPPED CODE>>
  function f_IMS_ECall_MIME_GetMSD_ContentId(MessageBody p_MessageBody) runs on IMS_PTC return charstring
  {
    var MIME_Part v_MIME_Part;
    
    v_MIME_Part := f_IMS_MIME_MessageBody_GetBody(p_MessageBody.mimeMessageBody, tsc_MimeType_EmergencyCallDataMSD);
    return f_MIME_ContentId_GetAddrSpec(v_MIME_Part.header.contentId);
  } 
<<SKIPPED CODE>>

	



