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6.2A.4.0.2.3	ΔTIB,c for Inter-band CA
Table 6.2A.4.0.2.3-1: ΔTIB,c due to NR CA (two bands)
	Inter-band CA combination
	NR Band
	ΔTIB,c (dB)

	CA_n1-n3
	n1
	0.3

	
	n3
	0.3

	CA_n1-n8
	n1
	0.3

	
	n8
	0.3

	CA_n1-n77
	n1
	0.6

	
	n77
	0.8

	CA_n1-n78
	n1
	0.3

	
	n78
	0.8

	CA_n2-n5
	n2
	0.3

	
	n5
	0.3

	CA_n2-n48
	n2
	0.6

	
	n48
	0.8

	CA_n2-n66
	n2
	0.5

	
	n66
	0.5

	CA_n2-n77
	n2
	0.6

	
	n77
	0.8

	CA_n3-n5
	n3
	0.3

	
	n5
	0.3

	CA_n3-n8
	n3
	0.3

	
	n8
	0.3

	CA_n3-n41
	n3
	0.5

	
	n41
	0.34

	
	
	0.85

	CA_n3-n77
	n3
	0.6

	
	n77
	0.8

	CA_n3-n78
	n3
	0.6

	
	n78
	0.8

	CA_n5-n48
	n5
	0.3

	
	n48
	0.3

	CA_n5-n66
	n5
	0.3

	
	n66
	0.3

	CA_n5-n77
	n5
	0.6

	
	n77
	0.8

	CA_n8-n78
	n8
	0.6

	
	n78
	0.8

	CA_n20-n78
	n20
	0.6

	
	n78
	0.8

	
	
	

	
	
	

	
	n24
	0.3

	CA_n24-n41
	n41
	0.44

	
	
	0.95

	CA_n24-n48
	n24
	0.6

	
	n48
	0.8

	CA_n24-n77
	n24
	0.6

	
	n77
	0.8

	CA_n28-n41
	n28
	0.3

	
	n41
	0.3

	CA_n28-n77
	n28
	0.5

	
	n77
	0.8

	CA_n28-n78
	n28
	0.5

	
	n78
	0.8

	CA_n28-n79
	n28
	0.5

	
	n79
	0.8

	CA_n39-n41
	n39
	02

	
	n41
	02

	
	n39
	0.53

	
	n41
	0.53

	CA_n41-n79
	n41
	0.3

	
	n79
	0.8

	CA_n48-n66
	n48
	0.8

	
	n66
	0.6

	CA_n66-n70
	n66
	0.5

	
	n70
	0.5

	CA_n66-n71
	n66
	0.3

	
	n71
	0.3

	CA_n66-n77
	n66
	0.6

	
	n77
	0.8

	CA_n70-n71
	n70
	0.3

	
	n71
	0.6

	CA_n71-n77
	n71
	0.5

	
	n77
	0.8

	CA_n77-n79
	n77
	0.5

	
	n79
	0.5

	
	n78
	0.5

	CA_n78-n79
	
	1.56

	
	n79
	0.5

	
	
	1.56

	NOTE 1:	FFS.
NOTE 2:	Only applicable for UE supporting inter-band carrier aggregation with uplink in one NR band and without simultaneous Rx/Tx.
NOTE 3:	Applicable for UE supporting inter-band carrier aggregation without simultaneous Rx/Tx.
NOTE 4:	The requirement is applied for UE transmitting on the frequency range of 2515-2690 MHz. 
NOTE 5:	The requirement is applied for UE transmitting on the frequency range of 2496-2515 MHz.
NOTE 6:	The requirements only apply for UE supporting inter-band carrier aggregation with simultaneous Rx/Tx capability, and NR UL carrier frequencies are confined to 3700 MHz-3800MHz for n78 and 4400 MHz-4500MHz for n79. Simultaneous Rx/Tx capability does not apply for UEs supporting band n78 with a n77 implementation.



Table 6.2A.4.0.2.3-2: ΔTIB,c due to NR CA (three bands)
	Inter-band CA combination
	NR Band
	ΔTIB,c (dB)

	CA_n2-n5-n77
	n2
	0.6

	
	n5
	0.8

	
	n77
	0.8

	CA_n2-n5-n48
	n2
	0.6

	
	n5
	0.3

	
	n48
	0.8

	CA_n2-n48-n66
	n2
	0.6

	
	n48
	0.8

	
	n66
	0.6

	CA_n2-n48-n77
	n2
	0.6

	
	n48
	0.8

	
	n77
	0.8

	CA_n2-n66-n77
	n2
	0.6

	
	n66
	0.6

	
	n77
	0.8

	CA_n5-n48-n66
	n5
	0.3

	
	n48
	0.8

	
	n66
	0.6

	CA_n5-n48-n77
	n5
	0.6

	
	n48
	0.8

	
	n77
	0.8

	CA_n5-n66-n77
	n5
	0.6

	
	n66
	0.6

	
	n77
	0.8

	CA_n28-n41-n79
	n28
	0.5

	
	n41
	0.3

	
	n79
	0.8

	CA_n48-n66-n77
	n48
	0.8

	
	n66
	0.6

	
	n77
	0.8



Table 6.2A.4.0.2.3-3: ΔTIB,c due to NR CA (four bands)
	Inter-band CA combination
	ΔTIB,c for NR bands (dB)5

	
	Component band in order of bands in configuration6

	CA_n2-n5-n48-n66
	0.6
	0.3
	0.8
	0.6

	CA_n2-n5-n48-n77
	0.6
	0.3
	0.8
	0.8

	CA_n2-n5-n66-n77
	0.5
	0.3
	0.5
	0.8

	CA_n2-n48-n66-n77
	0.6
	0.8
	0.6
	0.8

	CA_n5-n48-n66-n77
	0.6
	0.8
	0.6
	0.8

	NOTE 1:	FFS
NOTE 2:	FFS
NOTE 3:	FFS
NOTE 4:	FFS
NOTE 5:	“-” denotes ΔTIB,c = 0.
NOTE 6:	The component band order in the configuration should be listed by the order of NR bands, such as for CA_n1-n3-n5-n78 the band order from left to right is n1, n3, n5 and n78.



<Skipped unchanged sections>

7.3A.0.3.2.4	ΔRIB,c for four bands
Table 7.3A.0.3.2.4-1: ΔRIB,c due to CA (four bands)
	Inter-band CA combination
	NR Band
	ΔRIB,c (dB)



	Inter-band CA combination
	ΔRIB,c for NR bands (dB)7

	
	Component band in order of bands in configuration8

	CA_n1-n3-n28-n78
	0.2
	0.2
	0.2
	0.5

	CA_n2-n5-n48-n66
	0.2
	-
	0.5
	0.2

	CA_n2-n5-n48-n77
	0.2
	-
	0.5
	0.5

	CA_n2-n5-n66-n77
	0.3
	-
	0.3
	0.5

	CA_n2-n48-n66-n77
	0.3
	0.5
	0.3
	0.5

	CA_n5-n48-n66-n77
	0.2
	0.5
	0.2
	0.5

	NOTE 1:	FFS 
NOTE 2:	FFS
NOTE 5:	FFS
NOTE 6:	FFS
NOTE 7:	 “-” denotes ΔRIB,c = 0.
NOTE 8:	The component band order in the configuration should be listed by the order of NR bands, such as for CA_n1-n3-n7-n78 the band order from left to right is n1 n3, n7 and n78.



<End of changes>

