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[bookmark: _Toc21343021][bookmark: _Toc29769982][bookmark: _Toc29799481][bookmark: _Toc37254705][bookmark: _Toc37255348][bookmark: _Toc45887373][bookmark: _Toc53172110][bookmark: _Toc61356875][bookmark: _Toc67913744][bookmark: _Toc75469560][bookmark: _Toc76508050][bookmark: _Toc83192951]6.5.2.4.2	UTRA ACLR
UTRA adjacent channel leakage power ratio (UTRAACLR) is the ratio of the filtered mean power centred on the assigned NR channel frequency to the filtered mean power centred on an adjacent(s) UTRA channel frequency.
UTRAACLR is specified for the first adjacent UTRA channel (UTRAACLR1) which center frequency is ± 2.5 MHz from NR channel edge and for the 2nd adjacent UTRA channel (UTRAACLR2) which center frequency is ± 7.5 MHz from NR channel edge.
The UTRA channel power is measured with a RRC filter with roll-off factor = 0.22 and bandwidth of 3.84 MHz. The assigned NR channel power is measured with a rectangular filter with measurement bandwidth specified in Table 6.5.2.4.1-1.
If the measured adjacent channel power is greater than – 50 dBm then the UTRAACLR1 and UTRAACLR2 shall be higher than the value specified in Table 6.5.2.4.2-1.
Table 6.5.2.4.2-1: UTRA ACLR requirement
	
	Power class 3

	UTRAACLR1
	33 dB

	UTRAACLR2
	36 dB



UTRA ACLR requirement is applicable when signalled by the network with the network signalling value NS_03U, NS_05U, NS_43U or NS_100 is signalled by the network indicated byin the field additionalSpectrumEmission.
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