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///Start of changes
MeasGapConfig-DEFAULT
Measurement gap configuration.
Table H.3.1-6: MeasGapConfig: measurement gap configuration
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-70

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapConfig ::= SEQUENCE {
	
	
	

	  gapFR2 CHOICE {
	
	
	gapFR2

	    setup SEQUENCE {
	
	
	

	      gapOffset
	39
	
	Pattern #13 

	      mgl
	ms5dot5
	
	Pattern #13 

	      mgrp
	ms40
	
	Pattern #13 

	      mgta
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  gapFR1 CHOICE {
	
	
	gapFR1

	    setup SEQUENCE {
	
	
	

	      gapOffset
	39
	
	Pattern #2

	
	19
	
	Pattern #4

	      mgl
	ms3
	
	Pattern #2

	
	ms6
	
	Pattern #4 

	      mgrp
	ms40
	
	Pattern #2

	
	ms20
	
	Pattern #4

	      mgta
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  gapUE CHOICE {
	
	
	gapUE

	    setup SEQUENCE {
	
	
	

	      gapOffset
	39
	
	Pattern #0 OR Pattern #2 OR Pattern #13

	
	0
	
	RLM OR BFD

	      mgl
	ms6
	
	Pattern #0 OR RLM OR BFD

	
	ms3
	
	Pattern #2 OR Pattern #3

	
	ms5dot5
	
	Pattern #13

	      mgrp
	ms40
	
	Pattern #0 OR Pattern #2 OR Pattern #13 OR RLM OR BFD

	
	ms80
	
	Pattern #3

	      mgta
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  gapToAddModList-r17 SEQUENCE (SIZE (1..maxNrofGapId-r17)) OF GapConfig-r17 SEQUENCE{
	
	
	MGe

	    GapConfig-r17[1] SEQUENCE{
	
	
	

	      measGapId-r17
	0
	
	Pattern #0

	
	1
	
	Pattern #1

	
	2
	
	Pattern #24

	      gapType-r17
	perUE
	
	

	      gapOffset-r17
	39
	
	Pattern #0

	
	19
	
	Pattern #1

	
	11
	
	Pattern #24

	      mgl-r17
	ms6
	
	Pattern #0 OR Pattern #1

	
	ms10
	
	Pattern #24

	      mgrp-r17
	ms40
	
	Pattern #0

	
	ms80
	
	Pattern #1 OR Pattern #24

	      mgta-r17
	ms0
	
	

	      refServCellIndicator-r17
	Not present
	
	

	      refFR2-ServCellAsyncCA-r17
	Not present
	
	

	      preConfigInd-r17
	Not present
	
	

	
	true
	
	Pre-CFG

	      ncsgInd-r17
	Not present
	
	

	
	true
	
	NCSG

	      gapAssociationPRS-r17
	Not present
	
	

	
	true
	
	PRS

	      gapSharing-r17
	Not present
	
	

	      gapPriority-r17
	2
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	Pattern #0
	Measurement gap pattern #0 defined in TS 38.133 [6] Table 9.1.2-1 is used for measurement tests

	Pattern #1
	Measurement gap pattern #1 defined in TS 38.133 [6] Table 9.1.2-1 is used for measurement tests

	Pattern #2
	Measurement gap pattern #2 defined in TS 38.133 [6] Table 9.1.2-1 is used for measurement tests

	Pattern #3
	Measurement gap pattern #3 defined in TS 38.133 [6] Table 9.1.2-1 is used for measurement tests

	Pattern #4
	Measurement gap pattern #4 defined in TS 38.133 [6] Table 9.1.2-1 is used for measurement tests

	Pattern #13
	Measurement gap pattern #13 defined in TS 38.133 [6] Table 9.1.2-1 is used for measurement tests

	Pattern #24
	Measurement gap pattern #24 defined in TS 38.133 [6] Table 9.1.2-1 is used for measurement tests

	RLM
	Measurement gap pattern for RLM tests

	BFD
	Measurement gap pattern for Beam Failure Dectection tests

	gapFR2
	Indicates measurement gap configuration that applies to FR2 only. gapFR2 cannot be configured together with gapUE. In (NG)EN-DC or NE-DC, gapFR2 can only be set up by NR RRC 

	gapFR1
	Indicates measurement gap configuration that applies to FR1 only. gapFR1 cannot be configured together with gapUE. In (NG)EN-DC, gapFR1 cannot be set up by NR RRC

	gapUE
	Indicates measurement gap configuration that applies to all frequencies (FR1 and FR2). If gapUE is configured, then neither gapFR1 nor gapFR2 can be configured. In (NG)EN-DC, gapUE cannot be set up by NR RRC. 

	MGe
	Indicates measurement gap enhancements configuration

	Pre-CFG
	Pre-configured measurement gap

	NCSG
	Measurement gap pattern for NCSG (network controlled small gap) tests

	PRS
	Measurement gap associated with PRS measurement


///End of changes

