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	38.508-2
	0556
	-
	Rel-18
	Introduction of measurement with no gap capability
	F
	18.0.0
	RAN5#101
	R5-237025
	Ericsson
	NR_RRM_enh-UEConTest
	A.4.3.6
	TS/TR ... CR ... ; TS/TR 38.522 CR 0351, 0352; TS/TR ... CR ... 

	38.522
	0352
	-
	Rel-18
	Applicability of RRM enhancement test cases
	F
	18.0.0
	RAN5#101
	R5-237024
	Ericsson
	NR_RRM_enh-UEConTest
	4
	TS/TR ... CR ... ; TS/TR ... CR …; TS/TR ... CR ... 

	38.533
	2766
	-
	Rel-18
	Correction to RRM enhancement TC 6.5.8.1
	F
	18.0.0
	RAN5#101
	R5-236748
	Huawei, HiSilicon, Starpoint
	NR_RRM_enh-UEConTest
	6.5.8.1
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.533
	2809
	-
	Rel-18
	Correction of SA event triggered reporting with additional mandatory gap pattern test case 6.6.2.9
	F
	18.0.0
	RAN5#101
	R5-237015
	Ericsson
	NR_RRM_enh-UEConTest
	6.6.2.9
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.533
	2810
	1
	Rel-18
	Correction of SA event triggered reporting tests for FR1 without gap when DRX is used 6.6.2.10
	F
	18.0.0
	RAN5#101
	R5-237712
	Ericsson
	NR_RRM_enh-UEConTest
	6.6.2.10
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.533
	2811
	1
	Rel-18
	Correction of SA event triggered reporting tests for FR1 without gap when DRX is not used 6.6.2.11
	F
	18.0.0
	RAN5#101
	R5-237713
	Ericsson
	NR_RRM_enh-UEConTest
	6.6.2.11
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.533
	2812
	-
	Rel-18
	Addition of cell configuration mapping for rel-16 RRM test cases
	F
	18.0.0
	RAN5#101
	R5-237018
	Ericsson
	NR_RRM_enh-UEConTest
	E.4
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.533
	2813
	1
	Rel-18
	Correction of Annex H to cover additional mandatory gap pattern with MGL 3ms
	F
	18.0.0
	RAN5#101
	R5-237714
	Ericsson
	NR_RRM_enh-UEConTest
	H.3.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.533
	2846
	-
	Rel-18
	Addition of clause 4.5.9.0 minimum conformance requirements for UE specific CBW change
	F
	18.0.0
	RAN5#101
	R5-237183
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2847
	-
	Rel-18
	Addition of UE specific CBW change on FR1 NR PSCell with non-DRX in synchronous EN-DC test case 4.5.9.1
	F
	18.0.0
	RAN5#101
	R5-237184
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2848
	-
	Rel-18
	Addition of clause 4.6.6.0 minimum conformance requirements for measurements with autonomous gaps
	F
	18.0.0
	RAN5#101
	R5-237185
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2849
	1
	Rel-18
	Addition of EN-DC intra-frequency CGI identification of NR FR1 cell with autonomous gaps in synchronous EN-DC test case 4.6.6.1
	F
	18.0.0
	RAN5#101
	R5-237715
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2850
	-
	Rel-18
	Addition of clause 5.5.6.3.0 minimum conformance requirements for simultaneous DCI-based and timer-based active BWP switch on multiple CCs
	F
	18.0.0
	RAN5#101
	R5-237187
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2851
	1
	Rel-18
	Addition of E-UTRAN - NR PSCell FR2 and NR SCell FR2 DL active BWP switch on multiple CCs in synchronous EN-DC test case 5.5.6.3.1
	F
	18.0.0
	RAN5#101
	R5-237716
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2852
	-
	Rel-18
	Addition of clause 5.5.6.4.0 minimum conformance requirements for SCell dormancy switch
	F
	18.0.0
	RAN5#101
	R5-237189
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2853
	1
	Rel-18
	Addition of E-UTRAN - NR FR2 PSCell SCell dormancy switch of single FR2 SCell inside active time test case 5.5.6.4.1
	F
	18.0.0
	RAN5#101
	R5-237717
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2854
	-
	Rel-18
	Addition of clause 5.5.10.0 minimum conformance requirements for UE specific CBW change on FR2 NR Pscell
	F
	18.0.0
	RAN5#101
	R5-237191
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2855
	-
	Rel-18
	Addition of UE specific CBW change on FR2 NR PSCell test case 5.5.10.1
	F
	18.0.0
	RAN5#101
	R5-237192
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2856
	-
	Rel-18
	Addition of clause 5.6.5.0 minimum conformance requirements for measurements with autonomous gaps
	F
	18.0.0
	RAN5#101
	R5-237193
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2857
	1
	Rel-18
	Addition of EN-DC inter-frequency CGI identification of NR neighbour cell in FR2 test case 5.6.5.1
	F
	18.0.0
	RAN5#101
	R5-237718
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2858
	-
	Rel-18
	Addition of clause 6.6.7.0 minimum conformance requirements for NR measurements with autonomous gaps
	F
	18.0.0
	RAN5#101
	R5-237195
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2859
	1
	Rel-18
	Addition of SA intra-frequency CGI identification of NR neighbor cell in FR1 test case 6.6.7.1
	F
	18.0.0
	RAN5#101
	R5-237760
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2860
	1
	Rel-18
	Addition of identification of a new CGI of inter-RAT E-UTRA cell using autonomous gaps in NR SA test case 6.6.7.2
	F
	18.0.0
	RAN5#101
	R5-237761
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2861
	-
	Rel-18
	Addition of clause 7.5.2.0.2 minimum conformance requirements for UE specific CBW change
	F
	18.0.0
	RAN5#101
	R5-237198
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2862
	1
	Rel-18
	Addition of SA interruptions at NR SRS carrier-based switching test case 7.5.2.2
	F
	18.0.0
	RAN5#101
	R5-237762
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2863
	-
	Rel-18
	Addition of clause 7.5.6.3.0 minimum conformance requirements for simultaneous DCI-based and timer-based active BWP switch on multiple CCs
	F
	18.0.0
	RAN5#101
	R5-237200
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2864
	1
	Rel-18
	Addition of Active BWP switch on multiple SCells with non-DRX in SA test case 7.5.6.3.1
	F
	18.0.0
	RAN5#101
	R5-237763
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2865
	-
	Rel-18
	Addition of clause 7.5.10.0 minimum conformance requirements for UE specific CBW change
	F
	18.0.0
	RAN5#101
	R5-237202
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2866
	-
	Rel-18
	Addition of NR FR2 UE specific CBW change of PCell with non-DRX in SA test case 7.5.10.1
	F
	18.0.0
	RAN5#101
	R5-237203
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2867
	1
	Rel-18
	Addition of SA event triggered reporting tests For FR2 without SSB time index detection when DRX is not used (PCell in FR2) (rel16 additional mandatory gap pattern 17) test case 7.6.2.9
	F
	18.0.0
	RAN5#101
	R5-237764
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2868
	-
	Rel-18
	Addition of clause 7.6.5.0 minimum conformance requirements for NR measurements with autonomous gaps
	F
	18.0.0
	RAN5#101
	R5-237205
	Apple
	NR_RRM_enh-UEConTest
	
	

	38.533
	2869
	1
	Rel-18
	Addition of SA inter-frequency CGI reporting in autonomous gaps test (PCell in FR2) test case 7.6.5.1
	F
	18.0.0
	RAN5#101
	R5-237765
	Apple
	NR_RRM_enh-UEConTest
	
	


