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///Start of changes
Table E.4-1: Cell configuration mapping for SA FR1 RRM testing
	TC
	Description
	38.533 NR Cell1
	38.533 NR Cell2
	38.533 NR Cell3
	38.533 NR Cell4
	CA Type

	6.1.1.1
	NR SA FR1 cell re-selection
	NR Cell 1
	NR Cell 11
	
	
	

	///Unchanged rows skipped

	6.6.2.1
	NR SA FR1-FR1 event-triggered reporting in non-DRX
	NR Cell 6
	NR Cell 3
	
	
	

	6.6.2.2
	NR SA FR1-FR1 event-triggered reporting in DRX
	NR Cell 6
	NR Cell 3
	
	
	

	6.6.2.5
	NR SA FR1-FR1 event-triggered reporting in non-DRX with SSB time index detection
	NR Cell 6
	NR Cell 3
	
	
	

	6.6.2.6
	NR SA FR1-FR1 event-triggered reporting  in DRX with SSB time index detection
	NR Cell 6
	NR Cell 3
	
	
	

	6.6.2.9
	NR SA FR1-FR1 event triggered reporting tests with additional mandatory gap pattern
	NR Cell 6
	NR Cell 3
	
	
	

	6.6.2.10
	NR SA FR1-FR1 event triggered reporting tests for FR1 without gap when DRX is used
	NR Cell 6
	NR Cell 3
	
	
	

	6.6.2.11
	NR SA FR1-FR1 event triggered reporting tests for FR1 without gap when DRX is not used
	NR Cell 6
	NR Cell 3
	
	
	

	6.6.2.12
	NR SA FR1-FR1 event triggered reporting tests without SSB time index detection in DRX for UE configured with highSpeedMeasInterFreq-r17
	NR Cell 6
	NR Cell 3
	
	
	

	6.6.4.1
	NR SA FR1 SSB-based L1-RSRP measurement in non-DRX
	NR Cell 1
	
	
	
	

	///Unchanged rows skipped



///End of changes

