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<Start of modified section 1>
Table A.4.3.6-1: UE Measurement Capabilities
	Item
	UE Measurement Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support NR measurements and events A triggered reporting
	38.306, 4.2.9
	Rel-15
	pc_eventA_MeasAndReport
	Yes
	
	

	2
	Support two independent measurement gap configurations for FR1 and FR2
	38.306, 4.2.9
	Rel-15
	pc_independentGapConfig
	No
	
	

	3
	Support NR intra-frequency and inter-frequency measurements and at least periodical reporting
	38.306, 4.2.9
	Rel-15
	pc_intraAndInterF_MeasAndReport
	Yes
	
	

	4
	Support CSI-RSRP and CSI-RSRQ measurement as specified in TS38.215 [21], where CSI-RS resource is configured with an associated SS/PBCH
	38.306, 4.2.9
	Rel-15
	pc_csi_RSRP_AndRSRQ_MeasWithSSB
	No
	
	

	5
	Support inter-RAT E-UTRA measurements and events B triggered reporting
	38.306, 4.2.9
	Rel-15
	pc_eventB_MeasAndReport
	Yes
	
	

	6
	Support SS-SINR measurents 
	38.306, 4.2.9
	Rel-15
	pc_ss_SINR_Meas
	No
	
	

	7
	Support acquisition of relevant information from a neighbouring E-UTRA cell by reading the SI of the neighbouring cell and reporting the acquired information to the network as specified in TS 38.331 [9] when the EN-DC is not configured.
	38.306, 4.2.9
	Rel-15
	pc_eutra_CGI_Reporting
	Yes
	
	

	7a
	Support acquisition of relevant information from a neighbouring E-UTRA cell by reading the SI of the neighbouring cell using autonomous gap and reporting the acquired information to the network as specified in TS 38.331 [9] when MR-DC is not configured
	38.306,4.2.9
	Rel-16
	pc_eutra_AutonomousGaps_r16
	No
	
	

	8
	Support acquisition of relevant information from a neighbouring intra-frequency or inter-frequency NR cell by reading the SI of the neighbouring cell and reporting the acquired information to the network as specified in TS 38.331 [9] when EN-DC is not configured.
	38.306, 4.2.9
	Rel-15
	pc_nr_CGI_Reporting
	Yes
	
	

	8a
	Support acquisition of relevant information from a neighbouring NR cell by reading the SI of the neighbouring cell using autonomous gap and reporting the acquired information to the network as specified in TS 38.331 [9] when MR-DC is not configured.
	38.306, 4.2.9
	Rel-16
	pc_nr_AutonomousGaps_r16
	No
	
	

	9
	Support acquisition of relevant information from a neighbouring intra-frequency or inter-frequency NR cell by reading the SI of the neighbouring cell and reporting the acquired information to the network as specified in TS 38.331 [9] when the EN-DC is configured.
	38.306, 4.2.9
	Rel-15
	pc_nr_CGI_Reporting_ENDC
	Yes
	
	

	<Unchanged contents are omitted>

	80
	Indicates the support of simultaneous transmission and reception in TDD-TDD and TDD-FDD inter-band NR CA. If this field is included in ca-ParametersNR-ForDC, it indicates the UE supports simultaneous transmission and reception between any UL/DL band pair within a cell group and across MCG and SCG in TDD-TDD and TDD-FDD inter-band NR-DC.
	38.306, 4.2.7
	Rel-17
	pc_simultaneous_RxTx_InterBandCA
	No
	
	If the capability is supported then the band pair(s) for which it is supported shall be indicated in Table A.4.3.2A.4.1-3


<End of modified section 1>
